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PREFACE TO THE FIRST EDITION 



Thib pamphlet, together with the companion pamphlet en- 
titled The Magnelic Circuii, is intended to give a student in 
electrical engineering the theoretical elements necessary for cal- 
culation of the performance of dynamo-electric machinery and 
of transmission lines. The advanced student must be taught to 
treat every electric machine as a particular combination of electric 
and magnetic circuits, and to base its performance upon the 
fundamental theoretical relations rather than upon a separate 
" theory " established for each kind of machinery, as is often 
done. 

The first chapter ia devoted to a review of the directr<:urrent 
circuit, the next four chapters treat of sine-wave alternating- 
current circuits, and the last two chapters give the fundamental 
properties of the electrostatic circuit. All the important results 
and methods are illustrated by numerical problems of which there 
are over one hundred in the text. The pamphlet is not intended 
for a beginner, but for a student who has had an elementary de- 
scriptive course in electrical engineering and some simple labora- 
tory experiments. 

The treatment is made as far as possible uniform, so that the 
student sees analogous relations In the direct-current circuit, in 
the alternating-current circuit, in the electrostatic circuit and 
finally in the magnetic circuit. All matter of purely historical or 
academic interest, not bearing directly upon the theory of electric 
machinery, has been left out. An ambitious student will find a 
more exhaustive treatment in the works mentioned at the end of 
the pamphlet. 

The electrostatic circuit is treated in accordance witii the 
moduli conception of elastic displacement of electricity in di- 
electrics. No use has been made of the action of electric charges 
at a distance, or of the electrostatic syst€m of units. The volt- 
empere-ohm system of units is used for electrostatic calculations, 
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VI PREFACE TO THE FIRST EDITION 

in accordance with Professor Giorp's ideas (see a paper by Pro- 
fessor Ascoli in Vol. I of the Transadions of the Intemalional 
Electrical Congress, St. Louis, 1904). Those familiar with 
Oliver Heaviside's writings will notice his influence upon the 
author, particularly in Arts, 22 and 23,* where an attempt is 
made at a rational electrostatic nomenclature. 

Many thanks are due to the author's friend and colleague, 
Mr, John F. H. Douglas, instructor in electrical engineering in 
Sibley College, who read the manuscript and the proofs, checked 
the answers to the problems and made many excellent suggestions 
for the text. 

Cornell Univbbsity, Itbaca, N. Y. 
August, 1910. 



PREFACE TO THE SECOND EDITION 



The first edition of this book was issued as a pamphlet of 
some 85 p^es which the author used for two years in his classes 
to supplement some other texts. In its present eition, the book 
is made independent of these texts, so that its size had to be 
more than doubled. The book has been practically rewritten, and 
completely reset in type. All the cuts are new. The topics are 
treated somewhat more in detail, and a large number of practical 
problems are provided. The new topics added are: the resistance 
of conductors of variable cross-section, the electrical relations in 
polyphase systems, performance characteristics of the trans- 
mission line, transformer and induction motor and the permittance 
(electrostatic capacity) of transmission lines. 

In the treatment of alternating currents by means of complex 
quantities, particular attention is p^d to the trigonometric form 
E (cos tf + J sin 0) of the expression for a vector. In fact, the 
transmission line, the transformer, and the induction motor to 
some extent, are treated in this trigonometric form. The author 
trusts that the reader will find this somewhat novel treatment 
more convenient in numerical application? than the usual form 
e + je'. 

* Chapter 14 in the second edition. 
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PREFACE TO THE SECOND EDITION Vll 

Since the appearance of the first edition, the author has been 
encouraged by some of his colleagues in his treatment of the 
electrostatic circuit in the ampere-ohm system of units, a treat- 
ment which involves the use of permittances in farads and 
elastances in darafs. He has extended this treatment to the calcu- 
lation of capacity of cables and transmission lines. The students 
grasp this mode of presentation much more readily than the old- 
fashioned way, based upon the law of inverse squares and elec- 
tric charges acting at a distance. The purpose of the present 
treatment is to impress them with the idea of a continuous action 
in the medium itself and with the role of the dielectric. 

Mr. F. R. Keller of the electrical department of Columbia 
University has read and corrected the manuscript and the proofs 
of the second edition, and checked the answers to the new prob- 
lems. The author wishes to express sincere appreciation of his 
painstaking, faithful and competent work. The author is also 
indebted to Mr. John F. H. Douglas for critically reading the 
galley proof of the second edition, 

Cornell UNirERsnr, Ithaca, N. Y. 
May, 1912. 
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SUGGESTIONS TO TEACHERS 



(1) Tms book is iatended to be used as a text in a course 
which comprises lectures, recitations, computing periods and 
home work. Purely descriptive matter has been omitted or only 
suggested, ia order to allow the teacher more freedom in his 
lectures aad to permit him to establish his own point of view. 
Some parts of the book are more suitable for recitations, others for 
reference in the designing room, others again as a basis for dis- 
cussion in the lecture room, or for brief theses. 

(2) Different parts of the book are made as much as possible 
independent of one another, so that the teacher can schedule 
them as it suits him beat. Moreover, most chapters are written 
according to the concentric method, so that it is not necessary to 
finish one chapter before starting on the next. One can cover the 
subject in an abridged manner, omitting the last parts of some 
chapters. 

(3) The problems g^ven at the end of nearly every article are 
an integral part of the book, and should under no circumstances . 
be omitted. There is no royal way of obtaining a clear under- 
standing of the underlying physical principles, and of acquiring 
an assurance in their practical application, except by the solution 
of numerical examples. 

(4) The book contains comparatively few sketches, in order to 
pve the student an opportunity to illustrate the important re- 
lations by sketches of his own. Making sketches, diagrams and 
drawings of electric circuits and machines to scale should be one 
of the important features of the course, even though it may not 
be popular with some analytically inclined students. Mechanical 
drawing develops precision of judgment, and gives the student a 
laiowle<^e that is tangible and concrete. 

(5) The author has avoided giving definite numerical data, 
coefficients and standards, except in problems, where they are in- 
(lispensab'e and where no general significance is ascribed to aucb 
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xU SUGGESTIONS TO TEACHEHS 

data. His reasons are: (a) Numerical coefficients obscure the 
general exposition. (6) Sufficient numerical coefficients and de- 
sign data will be found in good electrical hand-books and pocket- 
books, one of which ought to be used in conjunction with this 
text, (c) The student is likely to ascribe too much authority to 
a numerical value given in a text-book, while in reality many 
coefficients vary within wide limits according to the conditions of 
a practical problem, and with the progress of the art,, (d) Most 
numerical coefficients are obtained in practice by assuming that 
the phenomenon in question occurs according to a definite law, 
and by substituting the avaUable experimental data into the cor- 
responding formula. This point of view is emphasized through- 
out the book, and gives the student the comforting feeling that he 
will' be able to obt^ the necessary numerical constants when 
confronted by a definite practical situation. 

(6) The treatment of the electrostatic circuit is made as 
much as possible analogous to that of the electrodynamic cir- 
cuit. The teacher will find it advisable to make his students 
perfectly familiar with the use of Ohm's law for ordinary electric 
circuits before starting on the electrostatic circuit. The student 
should solve several numerical examples involving voltages and 
voltage gradients, currents and current densities, resistances, re- 
fflstivities, conductances and conductivities. He will then find 
very little difficulty in mastering the electrostatic circuit, and 
from these two the transition to the magnetic circuit, treated in 
the companion book, is very simple indeed. The following table 
shows the analogous quantities in the three kinds of circuits. 

BUdTodyruanic Elecirotlaiic Magnetic 

t Voltage or e.m.f. Voltage or e.m.t. Magnetomotive force 

< Voltage gradient (or Voltage gradient (or M.m.f. gradient (or mag- 

< electric intensity) electric intensity) netic intensity) 

{Electric current Dielectric flux Magnetic flux 

Current density Dielectric flux density Magnetic flux density 

Elaator Reluctor 

Elastance Reluctance 

' Resistivity Elastiritj Reluctivity 

r Conductor Permittor (condenser) Permeator 

} Conductance Pemiitbuice (capacity) Permeaooe 

' Conductivity Permittivity (dieleo- Permeability 

trie constant) 



Dig,, z.d by Google 



LIST OF PRINCIPAL SYMBOLS. 

The following list comprises moet of the symbols used in the text. ThoBe 
not occurring here are explained where they appear. When, also, a symbol 
has a use different from that stated below, the correct meaning is given where 
the symbol occurs. 

Pafla wham defined 
Symbol. Meuika. or fint uged. 

o Radius of conductor of transmission line 17$ 

a Radius of core of cable 171 

A Cross-section 13 

6 Interaxial distance between conductota of transmismon line 17S 

b Radius of inner surface of cable sheathing 171 

b Susceptance 75 

C Constant 54, 72 

C Permittance or electrostatic capacity 147 

D Dielectric flux denrity 154 

Dnat Rupturing flux density IftS 

e EtoitromotiTe force 1 

e Instantaneous value of voltage 34 

e HoriEontal component of vector of e.m.f. 83 

e' Vertical component of vector of e.m.f 83 

et Local source of e.m.f 3 

et Terminal voltage 3 

E Effective value of altematii^ voltage 48 

E Vector of the voltage E ' 83 

E„ Maximum value of voltage 34 

/ Frequency of alternating current or voltage 33 

F Mechanical force 60 

g Conductance 2 

g,Q Equivalent conductance 8 

G Voltage gradient or electric intensity 16 

Omax Rupturing voltage gradient 166 

h Elevation of conductor above the ground 181 

ft Head of fluid 10 

ft Instantaneous value of harmonic 54 

t Current 1 

i Horizontal component of vector of current 87 

i Instantaneous value of current 33 

i' Vertical component of vector of current 87 

/ Effective value of alternating current 48 

/ Vector of the ci-rrent / 88 
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Pite whan clafiiMd 
Symbol. MeAniDc; or finl UHd. 

Il PrimEiry load current 116 

/m Maximuia value of current 34 

/n Mesh cutrentB in Bquirrel-cage rotor 133 

/ v'^ 83, 85 

kb Breadth factor of winding 133 ' 

K Relative permittivity 151 

I Length 13 

log Common logarithm 172 

L Inductance 60 

Ln Natural logarithm 171 

TO Mass 60 

m Number of phases 133 

p Number of poles 135 

P Constant 73 

P Input per phase of induction motor 123 

P Power 10 

Pom Average power 48 

q bistantaneouB displacement of electricity 193 

q Bate of discharge of a fluid 10 

Q Constant 73 

Q Quantity o! electricity 144 

Q Quantity of heat 2 



r,q Equivalent re 

R Resistance 8 

Rt Resistance at 0° C 5 

Ri Besistance ^t (' C 5 

1 Slip of induction motor 123 

S Area of curve 53 

S Elastance 148 

( Time 33 

T Temperature 6 

T Time of one cycle of alternating wave 33 

« Variable angle 33 

U Current density 15 

B ■ Velocity 60 

y Volume 158 

W Energy 46 

W Density of enei^ 158 

z Reactance 63 

s Variable radius 171 

y Admittance 76 

y Ordinate of curve SO 

Y Admittance operator 89 

' t Impedance 67 

2 Impedance operator 88 
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USr OF PRINCIPAL SYMBOLS XV 

Pice where dsfined 
flrmboL Maaniog. oi flnt uasd. 

a An^ 43,94 

a A ratio 189 

a TemperstuTB coefficient 5 

y Conductivity 14 

• Base of natural eystem of logarithme 72 

$ DiSeience of temperature 2 

e Phase angle 82 

01 Angle of incidence of current 28 

di Angle of incidence of dielectric flux 163 

9, Angle of refraction of current 28 

01 Angle of refraction of dielectric flux 163 

K Permittivity 151 

(to - Permittivity of air 151 

p Reeiativity 13 

V Circle coefficient or dispersion factor of induction motor 138 

a Elaativity 152 

ffo Elaetivity of air 152 

r Time constant of a circuit 72 

« Phase an^e 34 

# Magnetic flux 114 

^M Maximum value of magnetic flux 114 

it Angle 121 

(i> Angle 52 

Q Angle 52 
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THE ELECTRIC CIRCUIT 



FUNDAMENTAL ELECTRICAL RELATIONS IN DIRECT- 
CURRENT CIRCUITS 

1. The Volt, the Ampere, the Ohm, and the Mho. The 
student is supposed to be familiar with Ohm's law, both theoret- 
ically and from his laboratory experience. A brief synopsis of 
the law, (pven below, is intended to refresh the relations in his 
mind, and to establish a point of view which permits of extending 
these relations to altematii^-current circuits. Moreover, the 
law is presented in a form applicable to magnetic and dielectric 
circuits. 

When the current in a conductor is steady and there are no 
local electromotive forces within the conductor, the value of the 
current is proportional to the voltage between the terminals of 
the conductor. This is an experimental fact, called Ohm's law. 
The word "conductor" is used here in the Bense of "the part of 
the circuit under consideration. " It may consist of two or more 
distinct physical conductors. Considering the electromotive force 
e as the cause of the current i, this law merely states that the effect 
ia proportional to the cause, or 

e = r-i, (1) 

where the coefficient of proportionality r is called the resistance 
of the conductor. When the current is expressed in amperes, 
and the electromotive force in volts, the resistance r is measured 
in units called ohms. 

Ohm's law is sometimes written in the form 

i = g-e, C2) 
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2 THE ELECTRIC CIRCUIT |Aet. 1 

where the coefficient of proportionality 

S-l/r (3) 

is called the conductance of the conductor. The reason for this 
name is easy to see: The resistance r shows how di^icvlt it is to 
force a unit current through a given conductor, while its recip- 
rocal g shows how easy it is to produce the same current in the 
same conductor. Conductances are measured in imits called 
mhos, one mho being the reciprocal of one ohm. Hence, a resist- 
ance of one ohm represents at the same time a conductance of 
one mho; a resistance of two ohms has a conductance of one-half 
mho, etc. Increasing the resistance of a winding from 4 to 5 ohms 
reduces its conductance from 0.25 to 0.20 mho. 

It will be seen below that in some problems it is convenient to 
use conductances instead of resistances. Both are fundamental, 
and there is no reason why Ohm's law should not have been ex- 
pressed originally by eq. (2) instead of (1). 

With our present meager knowledge of the true nature of 
electrical phenomena, it is well-nigh impossible to give a clear 
physical meaning of the Quantities under discussion without 
resorting to analogies. For instance, the flow of current through 
a conductor may be compared to the flow of heat through a 
rod; the voltage or difference of electric potential is analogous 
to the difference of temperature at the ends of the rod, and the 
electric current to the quantity of heat Q passing through a cross- 
section of the rod in unit time (the rat« of flow of heat). The 
ratio of to Q is sometimes called the thermal resistance of 
the rod.' 

Again, the phenomenon of the flow of electricity is somewhat 
analogous to the flow of water through pipes. The hydraulic 
head may be likened to the voltage, and the rate of dischai^ of 
water to the current. With very low velocities, in capillary 
tubes, the discharge is proportional to the head, so that eqs. (1) 
and (2) hold true for the flow of water. 

Whatever the reasons which have led ori^nally to the choice 
of the magnitudes of the ampere, the ohm, and the volt, these 
units may be considered at present, for all practical and most 
theoretical purposes, as arbitrary units, like the foot, the poimd, or 

* It even has been proposed to measure this resistaDce in thermal ohms or 
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Chap. I] DIRECT-CURRENT dRCUITS 3 

the meter. Tbeir values have been eBtablished by aD interna- 
tional agreement, whence the name, international electrical units. 
These units are represented by concrete standards with minutely 
specified dimensions and properties; the ohm by a column of 
mercury, the ampere by a silver voltameter, and the volt by a 
standard cell. It is understood, of course, that only two out of 
the three units need to be standardized, the third being detenniaed 
either as their product, or their ratio. It has been decided by 
international ^reement to consider the ampere and the ohm as 
fimdamental units, the volt being derived from them. Hence 
the present system of practical electrical units is properly called 
the ampere-ohm system. This fact does not preclude, of course, 
the use of standard cells as secondary standards. 

The ampere, the volt, and the ohm are connected by simple 
multipliers (powers of 10) with the absolute electromagnetic units 
(the CG.S. system of imits). It is conceded at present by some 
prominent physicists that the choice of the units was not quite 
fortunate, according to our present understanding of the electro* 
magnetic relations. Since, however, it is too late to change these 
unite, it is better to consider them as arbitrary, and not con- 
nected in any way with the magnitudes of the centimeter, the 
gram, and the second. 

In applying Ohm's law to practical problems, it must be 
clearly remembered that e represents the net voltage acting be- i 
tween the ends of the conductor r. This is important when the 
circuit contains sources of counter-electromotive force, such as 
electric batteries, or motors. Lei, for instance, the total re^stance 
of a circuit, connected across the terminals of a generator, be 12 
ohms, and let the terminal voltage of the generator be 120 volts. 
Then the current is equal to 10 amperes, provided that there are 
no counter-electromotive forces in the circuit. Let, however, the 
circuit contain a storage battery of, say, 24 volts, connected so 
as to be charging, that is, opposing the applied voltage. The 
current in the circuit ia now only (120 — 24)/12 = 8 amp., the 
value 120 — 24 = 96 being the net voltage in the external circuit. 
Should the terminals of the battery be reversed, so as to help the 
generator voltage, the current would increase to (120 + 24)/12 
= 12 amp. 

Thus, when there is an eTctemal or heal source of electro- 
motive force, say et, within a conductor, the termtTial voltage ei 
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4 THE ELECTRIC CIRCUIT [Abt. 1 

between the ends of the conductor is added algebraically to ei, 
so that we have, instead of eq. (1), 

e» + e(= IT, (4) 

where ei is confiidered positive when in the same direction as «(. 
In the foregoing numerical example the counter-e.m.f. ia therefore 
consdered negative. 

In numerical computations it is sometimes convenient to use 
multiples and Bubmultiples of the units originally agreed upon, 
in order to avoid lai^e nunlbers or very amall fractions. This is 
accorapliahed by adding to the names of the ori^nal units certun 
Greek prefixes for the multiples, and Latin prefixes for the sub- 
multiples. These prefixes are as follows: 

deca. . . .ten deci one tenth 

hecto. . .one hundred centi one hundredth 

kilo one thousand milli one thousandth 

mega. . .one million micro one millionth. 

For instance, instead of 10,000 amperes one may say or write 
10 kiloamperes; instead of 0.0003 volt one may say 0.3 miUivolt, 
or 300 microvolts, etc. Another way to avoid very large or very 
small numbers is to use 10 to the proper power as a multiplier. 
For instance, one may speak of a resistance of 7 X 10~* ohm, of a 
conductance equal to 5 X Iff mhos, etc. 

Prob. 1. In order to determine the resistance of the armature of an 
electrical machine, a direct ciuTent is sent through it and the drop of volt- 
age is measured between the brushes. The following are the readings: 

Volts 0.44 0.73 1.00 1.33 1.73 

Amperes 8.1 12.9 18.1 24.0 31.0 

What is the most probable value of the reastance? Hint: Take an 
average of the ratios, or better, plot the volts against the amperes as 
abscisste and draw a straight line through the origin. 

AnB. 0.0559 ohm. 

Prob. 3. The reastance of a transmission line is 1.2 ohms. What 
voltage is necessary at the generating end in order to produce a current 
of 75 amp. (a) when the line is sbor^circuited at the receiving end; 
(b) when a pressure of 500 volts must be maintained at the receiving 
end? Ans. 90 volte; 590 volts. 

Prob. 3. The armature resistance of a 250-volt generator is 0.025 
ohm. At what current will the voltage drop in the armature be equal 
to 4 per cent of the terminal voltage? Ans. 400 amp. 
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Pmb. 4. The conductance of a bath of molten metal ia 5 kilomhos; 
what voltage is required to send a current of 7 X 10^ amp. through it? 

Ans. 14 volte. 

Prob. S. The coil of a regulating electromagnet of 50 ohms resistance 
is connected across a 110-volt line; the voltage of the line fluctuates by 
± 10 per cent. In order to make the regulating mechanism more sensi- 
tive, that is, in order to accentuate the fluctuations of current in it, a 
counter-e.m.f. storage battery of negligible resistance is connected in 
series with the coil. What must be the voltage of the battery if the cur- 
rent in the coil at 120 volts must be twice that at 100 volts? 

Ans. 80 volts. 

2. Temperature Coeffideat The resistance of all metals and 
of practically all alloys increases with the temperature, accordii^ 
to a rather complicated law. Within the usual limits of tem- 
perature the increase in resistance is nearly proportional to the 
temperature rise; in other words, the relation between the resist- 
ance of a conductor and its temperature is represented by a straight 
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Fig. 1. The relatitm between the rcsfstance and the temperature of 

metals. 

line MN (Fig. 1), Let the resistance at 0° C be Ro ohms; then 
the reMstance at some temperature f C. is 

R, = Rail +at), (5j 

where a Is called the temperature coefficieiit of the material. For 
the values of a for various materials see an electrical handbook. 
For the most important material, copper, a = 0.0042; in other 
words, the resistance of a copper conductor increases by 0,42 per 
cent for each degree centigrade, considering the resistance at 
0° C. as 100 per cent. 

The formula given below is sometimes more convenient in 
computations than formula (5). Assume that the same strught- 
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line law (Fig. 1) holds for low temperatures, and let temperatures 
be measured from the point A at which the straight line crosses 
the axis of absciasse. Denotii^ temperatures from this point by 
T, we have, for any two temperatures, 

Ri/Ri = Ti/Ti (6) 

With this formula it is not necessary to refer computations to 
the resistance at 0° C, The point A is found from the condition 
Rt = 0, from which, according to eq. (5), (a = — 1/a. Thus, for 
any temperature, 

T = t + l/a. ....... (7) 

For copper, T = t + 238.1; that is, point A lies 238.1" C. below 
the freezing point of water. This does not mean that the resist- 
ance of copper actually varies according to this law at such 
temperatures; A ia merely a fictitious point through the position 
of which it is convenient to express the equation of the full-drawn 
part of the straight line in Fig. 1. 

Let, for instance, the resistance of the winding of an electric 
machine be 0,437 ohm at the room temperature of 22° C After 
the machine has been run for several hours the resistance of the 
same winding ia found to be 0.482 ohm, with the room temper- 
ature unchanged. Let it be required to calculate the final tem- 
perature of the winding from the increase in its resistance. We 
have T, = 238.1 + 22 = 260.1, and according to eq. (6) the un- 
known final temperature Tt = 260.1 X (482/437) = 286.9, or 
U = 286.9 - 238.1 = 48.8° C. Two other practical formnlse for 
temperature rise will be found in Appendix E of the Standard- 
ization Rvl^a of the American Institute of Electrical Engineers. 
These rules are reprinted in most electrical handbooks and pocket- 
books. See also a convenient method given in problem 2 below. 

Piob. 1, The resUtance of a conductor increaaes by 31 per cent from 
23' to 75" C. What ia « in formula (5)? Ans. 0.00691. 

Piob. 2. The relation between the resistance and the temperature 
of copper conductors ia easily obtained on an ordinary slide rule, as fol- 
lows: On the lower movable scale mark 0° C. on division 238; 10° C. on 
diviaon 248, and so on. Set a known resistance on the lower fixed scale, 
and bring the corresponding temperature opposite. Then the resistance 
at any other temperature is read opposite the corresponding division on 
the temperature scale. Give an explanation of this method. 

Piob. 3. Prove the formuhe for fii+r and r in the above-mentioned 
Standardisation Rules. 
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3. Resistances and Conductances in Series and in Parallel. 

When resistances are connected in series, the total resistance of 
the circuit is increased. This can be more easily seen by resort- 
ing to analogies. For instance, if the length of a pipe carryii^s a 
fluid be increased, the frictional resistance to the flow becomes 
greater; in like manner, a long rod offers a more difficult path for 
the passage of heat than a short one In the electric circuit, the 
equivalent resistance of two conductors in series is equal to the 
sum of their individual resistances, as is shown below. This follows 
from the experimental fact that electricity in its flow behaves like 
an incompressible fluid; that is, the same quantity of it must pass 
in a given time interval through all the cross-sections of a circuit. 

Let two conductors, ri and n, be connected in series across a 
source of voltage e, and let a current i flow through them. Part 
of the total voltage e is spent in overcoming the resistance of the 
first conductor, the rest in overcomuig that of the second con- 
ductor. But, according to Ohm's law, when the conditions are 
steady, the voltage across the first conductor, Ci = i-rj; the 
voltage across the second is cj = i • rj. Adding these two equa- 
tions gives the total voltage 

e = ei + ei = i(ri -I- rj). 

An equivalent resistance, r,„ by definition, is one which, with 
the same total voltage e, allows the same current i to pass through 
the circuit, as the combination of the pven conductors. Hence, 



Comparing the two foregoii^ equations gives 

r„ = n+r! (8) 

The law is true for any number of conductors in series; it may 
be proved by successively combining them into groups of two. 

When several conductors are connected in parallel, the voltage 
across them is common to all the branches, so that we have 



where ti, ij, . . . are the currents in the separate branches. The 
total current is equal to the sum of the currents m the separate 
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branches, because electricity behaves in its flow like an incom- 
pressible fluid. Thus, the equivalent resistance, r,^, is determined 
by the condition 

e - in + it + etc.) • r,r (10) 

Substituting the values of I'l, it, etc., from (9) into (10) and 
cancelii^ e, ^ves 

1/r., =- l/r, + 1/r, + etc., (11) 

or, in words: when two or more conductors are comiected in 
parallel, the reciprocal of the equivalent resistance is equal to the 
sum of the reciprocals of the individual resistances. 

We have defined conductance as the reciprocal of resistance, 
so that eq. (11) may be written also in the form 

?., = fli + ff* + etc (12) 

It will thus be seen that it is convenient to use conductances in 
parallel circuits and resistances in series circuits. The simple 
rule is: Resistances are added in series; conductances are added in 
parallel. This rule follows directly from the physical concept of 
resistance and conductance. 

Prob. 1. Prove that when two conductors, I and 2, are in parallel 

ti/ti = ffi/ffi = Wi, (13) 

and that when they are in series 

Bi/Bt = i-i/r, = gt/gi (14) 

Prob. S, Show that when two reustances are in parallel the equivalent 



r.,-r.r,/(n + r,), (15) 

and that for two conductances in series 

?., = ffiffi/CC. + ff.) (1«) 

Prob. 8. Two resistances, ri = 5 ohma and ri = 7 ohms, are connected 
in series. Resistance ri is shunted by a comparatively high resistance 
Ri = 100 ohms; r, is shunted by a re^stanae Ai — 50 ohms. What is 
the equivalent resistance of the whole combination? Solution: 

Equivalent conductance of fi and R, is 0.2 + 0.01 ■■ 0.21 mho; 
Equivalent resistance of ri and Ri is 1/0.21 = 4.76 ohms; 

Equivalent conductance of ri and Rt is 

0.1429 + 0.0200 = 0.1629 mho; 
Equivalent resistance of rt and Ri is 1/0.1629 - 6.14 ohms. 

Ans. 4.76 + 6.14 = 10.90 ohma. 

Prob. 4. Four resiataaces, r, «= 1.2, t, = 1.7, R = 25, and To - 

750 ohms, are connected as shown in Fig. 2. The generator voltage 
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between the points A and B is 500 volts. Determiiie the current through 
the resistance B and the voltage across this renstance.' Solution: Com- 
bine the resistances ri and £ into one; determine the conductance 
1/(A + ri), and combine it with the leakage conductance I/r^. De- 




Fio. 2. A serieB-parallel combination of resifltances. 

tennine the equivalent resistance between the pointo M and U, and the 
total reeistance between A and B. Having found the total current, sub- 
tract from the generator voltage the voltage drop in the part AM of the 
line. This will give the voltage across MN, and consequently the value 
of the leakage current. After this, 
the drop in r, is determined, and 
thus the voltage across the resist- 
ance H is found. 
Ans. 447.3 volts; 17.8 amps. 
Pn>b. 6. The armature winding 
of a direct-current machine (Fig. 3) 
confflsUi of 108 coils; the conduct- 
ance of each coil is 61 mhos. The 
coils are connected in series in such 
a way that the circuit is closed 
upon itself. Two positive and two 
negative brushes are placed alter- 
nately at four equidistant points of 
the windii^, so as to divide it Into 
four branches in parallel. The two 
po«tive brushes are connected to- 
gether, as are also the two negative 
brushes. What is the equivalent 
reeistaoce of the armature between 
the terminals of the machine? 

Ans. 0.U06 ohm.' 




Fio. : 



4, Tennlnftli — 
A four-pole multiple winding. 



' This combination represents a transmiBsion Ime the resistance of which 
is Ti + ri; the useful load reatstance is represented by R, and the leakage te- 
aistance by ro. The problem in a generalized form is of great importance in 
the theory of alt«roatiiig-current circuits (see Figs. 41 and 42). 

■ For details rA armature windings see the author's £zpenm«ntal £I«c(ricaI 
Engineering, Vol. 2, chap. 30. 
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Prob. 8. Two equal reaataiices of r ohms each are connected in 
series. When one of them is shunted by an unknown resistance R, the 
total resistance of the combination decreases by 10 per cent. Find the 
value of R. Ans. 4 r. 

4. Electric Power. The electric power (energy per unit 
time) converted into heat in a conductor is found by ejqieri- 
ment to be proportional to the resistance oE the conductor and 
to the square of the current (Joule's law). The practical unit of 
power, the watt, is so selected that the coefficient of proportion- 
ality is unity, or the power 

P = iV = i»/g. (17) 

Either i or r may be eliminated from this expression, using Ohm'a 
law. This gives three more expressions for power: 

P = e.i = eVr = e*ff (18) 

All these expressions are used in practice, depending upon which 
quantities are known in a particular case. 

The expression e • i is the fundamental one; it is analogous to 
the expression A • g for the power lost by friction in a pipe in which 
a fluid is in uniform motion. In the pipe, the energy lost per 
unit time is equal to the rate of discharge q times the head h lost 
in friction; in other words, it is equal to the quantity factor 
times the intensity factor. In an electric circuit the current i 
is the quantity factor, while the voltage drop e is the intensity 
factor. 

If P in eqs. (17) and (18) Is expressed in kilowatts, or in mega- 
watts, a numerical factor equal to 10"* or 10^ respectively is 
introduced on the right-hand side of the equation. Sometimes 
the output of a motor is measured in horse-power; the English 
horse-power is equal to 746 watts, while the metric horse-power 
is 736 watts. It is strongly recommended by the International 
Electro technical Commission that the odd and superfluous unit 
"horse-power" be dropped altogether and that mechanical power 
be expressed also in watts (or kilowatts). This means that elec- 
tric motors as well as generators should be rated in kilowatts. 

Sometimes the duty of a machine is expressed in kilogram- 
meters per second; the converaon ratio to watts is: 

1 kg.-m. per second = 9.806 watts. 
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In many cases, however, it is not necessary to introduce either 
kilogram-meters or calories, since mechanical, thermal, and electri- 
cal energy can all be expressed in joules (watt-seconds). 

If a conductor contains a local e.ni.f. ei, the power commu- 
nicated to this part of the circuit, between its terminals, is 
equal to Cfi, where Ct is the terminal volt^e. But the power 
iV converted into heat may be either smaller or larger than ed, 
depending upon the polarity or direction of ei. Multiplying both 
sides of eq. (4) by i, we find that the power 

P = e,i + cji = iV (19) 

Let ei be positive, that is, in the same direction as et (for instance, 
an extra battery or generator connected into the circuit to boost 
the voltage); the power i*r converted into heat is in this case 
larger than e,i, because the power supplied by the local source 
of e.m.f. is also converted into heat. If, however, ei is negative, 
that is, if it acts as a counter-e.m.f. (which is usually the case in 
practice), the power converted into heat is smaller than e,i. In 
this case the power ed is communicated to the local source of 
e.m.f. If this source is a storage battery, the energy is stored in 
chemical form, and may be made available at a later time; if it 
is a motor, the energy is converted into mechanical work on the 
motor shaft. Let, for instance, the voltage at the terminals of a 
circuit be 110 volts, and let the counter-e.m.f. of a motor in the 
circuit be 100 volts; assume the current through the circuit to 
be 20 amp. Then the voltage drop due to resistance in the 
conductors is only 10 volts, and the power converted into heat 
is 200 watts. The power communicated to the motor is 2000 
watts, and the total power supplied to the circuit is 2200 watts. 

The unit of electrical energy ia the watt-second, or joule. When 
the heat dissipated in a conductor must be expressed in thermal 
units, use the relation 

1 kg.-calorie = 4186 joules. 

Prob. 1. The armature current of a 220-volt direct-current motor at 
a certain load is 63 amp., and the armature resistance ia 0.14 ohm. How 
much electric power is converted into mechanical form, and what is the 
torque developed by the armature if the speed ia 1050 r.p.m.? 

Ana. 13.3 kw.; 12.3 m. -kg. 

Pnfa. 3. It the currents in the shunted resistances fli and Rt (problem 
3, Art. 3) represent pure loss of power, what ia the efficiency of the whole 
arrangement? Solution: Let the voltage across the resistances fg and 
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Si be e. Then the voltage across r, and £] is e • (6.14/4.76) ^ 1.29 e. 
Hence, the useful power U e'/5 + (1,29 e)'/7 = 0.43S e' watts. The power 
lost in the rewstances Bi and K, is e'/lOO + (1.29 e) '/SO = 0.0433 e* watts. 
The efficiency is 43.8/(43.8 + 4.33) = 90 per cent. 

Prob. S. The heating clement of a 110-volt electric kettle must be 
designed so that it will heat 1.5 liters (1 liter =■ 1 cu. decuneter) of water 
at a rate of 10° C. per minute, assuming no losses by radiation. What 
are the resistance of the element and the rated current of the utensil? 

Ans. 11.6 ohms; 9.5 amp. 

Prob. 4. It ie required to calculate the exciting current i, the number 
of turns n per pole, and there^tanc%rperturnof afield coilof a500(>-kw. 
6-pole turbo-alternator, from the following data: The excitation required 
at the rated load is 9000 amp.-tums per pole; at short overloads 12.000 
amp. -turns per pole are needed. The external area of the field coil is 
280 sq. dm.; in continuous service, 4 sq, cm. of cooling surface must be 
allowed per watt converted into heat, in order to avoid overheating the 
coils. The exciter voltage is 125, and during the overload about 10 per 
cent of this voltage must be absorbed in the field rheostat, an a margin. 
Hint: Solve the following three equations; in = 9000; iVn = 28,000/4; 
(12,000/»i)nr = 0.9 X 126/6. 

Ans. £00 amp..' 18 turns; 1.562 X lO"* ohms. 
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FUin)AMEin'AL ELECTRICAL SELATIOITS TS DIRECT- 
CDSRENT CIRCUITS — (Con/intted) 

6. Resistivity and Conductivity. A cylindrical conductor 
may be considered as a combination of unii conductors in series 
and in parallel. For instance, a wire 12 m. long and having a 
cross-aection of 70 sq. mm. may be regarded as composed of 70 X 
13 = S40 imit conductors, each of one square millimeter cross- 
section, and one meter long. These unit conductors are first 
combined into sets of 70 in parallel, and then the 12 sets are 
connected in series. The resistance of such a unit conductor, 
made of copper, and at a temperature of 0" C, is about 0.016 
ohm. A set of 70 unit conductors in parallel has tV of the resist- 
ance of one, because the current is offered 70 paths, instead of 
one; twelve sets connected in series offer twelve times the resist- 
ance of one set. Therefore, the resistance of the given conduc- 
tor is (0.016/70) X 12 = 0.002743 ohm. 

Each mat«rial is characterized by the resistance of a unit con- 
ductor made out of it. The resistance of a unit conductor at a 
specified temperature is called the reatstiinty ^ of the material and 
is denoted by p. Thus, the resistance of a conductor of a length I 
and cross-section A is 

r-p-l/A (20) 

The numerical value of p depends upon the units of length and 
renstance used. A unit conductor may, for instance, have a 
CTOSS-aectJon of one square millimetcF, and may be one meter, or 
one kilometer long; or it may be a centimeter cube. In the 
English system it may have a cross-section equal to one cu^ular 
mil, and a length of one foot, one thousand feet, one mile, or any 
such specified length. Besides, the resistivity may be expressed in 
ohms, megohms, or microhms. In each case, the unit of resistance 
and the units in which the (Umensions of I and A are expressed in 
' The older name is " specific resistance." 
13 
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formula (20) are selected so as to suit the convenience of the 
uaer of the formula. For the values of p for different materials 
see one of the various handbooks and pocketbooks for electrical 



In some cases it is more convenient to uae the conductance of 
the unit conductor, instead of its resistance. The conductance 
of a unit conductor, at the specified temperature, is called the 
eledric conductivity (or specific conductance) of the material; the 
conductivity is the reciprocal of the resistivity of the same' mate- 
rial. Denoting this conductivity by y, we have y = 1/p. By 
reasoning similar to that given above, we find that the conduc- 
tance of a conductor having the dimensions I and A is 

g = yA/l (21) 

Prob. 1. The resistivity of aluminum equals 2.66 microhms per cubic 
centimeter; what ia its conductivity per mil-foot? Solution: The re- 
sistance of a conductor one foot long and having a cross-section equal to 
one circular mil ia 2.66 X lO"" X 197,300 X 30.48 = 16 ohms; where 
197,300 = (1000/2.54)' X 4/ir is the factor for converting square centi- 
meters into circular mils, and 30.48 is the number of centimeters in one 
foot. Ans. 0.0625 mho per circular mil-foot. 

Prob. i. Each field coil of an electric machine has 720 turns, the 
average lei^h of a turn being about 1.5 m. What size wire is required 
if the hot resistance of the coil is to be 1.14 ohms? According to the 
A. I. E. E. Standardiaation Rules, a temperature rise of 50° C. is allowed 
above the wr at 25° C. Ans. About 20 sq. mm. 

Pmb. S. A given current i ia to be transmitted at a given voltage 
between two given looalitiea whose distance apart is I. Deduce an 
expreaaion for the most economical size of the line conductor. A small 
conductor means a saving ia the oripaal investment, but a higher operate 
ing cost on account of the power lost in the conductor, and vice versa. 
The most economical conductor is one for which the annual interest and 
depreciation plus the cost of the iV loss per year ia a minimum. Solu- 
tion: Let the cost of one watt-year be p cents, and let the conductor coat 
q cents per cubic centimeter, installed. Let S be the annual interest 
and depreciation in per cent to be allowed on the original cost of the con- 
ductor. The cost of the powei: lost in the line is pi'pl/A, and the initial 
cost of the conductor is qlA. The condition of the problem is that 

ptV/A + iqli+K = min., ..... (22) 
where the constant K represents the interest and depreciation on the 
poles, insulators, etc., the size of which is essentially independent of the 
size of the conductor. E^juating the first derivative with respect to .A to 
zero, we get —pi^p/A^ + ij = 0, or 

pi*p/A = SqA (22a) 
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In other words, the most economical cross-section is that for which the 
sum charged to the annual interest and depreciation is equal to the cost 
of the wasted energy. This result is independent of the length of the 
line and of the voltage, and b known as Kelvin's law of economy.'^ Know- 
ing all the data, the croBS-eection A can be calculated from condition 
(22a); see also problems 6 and 7 in Art. 6. 

Rvb. 4. A transmission line from the generating station ^4 to a place 
B is 2 kilometers long. At B the line is divided into two branches; one 
to C, l\ km, long, and carrying a current ii; the other to D, U km. long, 
and carrying a current t'l. The total permia^ble voltage drop from A 
to either C or /) is « volts (one way). Detennine the sizes of the con- 
ductors in the three parts of the line so as to make the total initial cost 
of copper a minimum. Solution: Take the unknown voltage drop x 
from A to fi as the independent variable; then the three cross-sections 
are determined by the conditions tpZ/A = x, iipZi/Ai = e — x, and 
iipli/At = t — X. The value of x itself is determined by the condition 
that M + liAi + ItA, = min. Substituting the values of ^, ^i and Xi 
into this expree^on, and equating the fi.rst derivative with respect to x 
to zero, we get iP/x' = iili'/{t - x)' + t,iiV{« - x)'. Extracting the 
square root of each member of this equation and solving for x, we find that 



Having found x, the three cross-sections are easily calculated from the 
three conditions written above. 

6. Current Densi^ and Voltage Gradient. When a current 
is distributed uniformly over the cross-section of a cylindrical 
conductor, it is convenient to speak of the curretU density, or the 
current per unit cross-section of the conductor. Denoting this 
density by U, we have 

U = i/A (23) 

V is measured in amperes (or kiloamperes, milliamperes, etc.) 
per square centimeter, or per square millimeter. The current 
density is numericaliy equal to the current throi^h each unit 
conductor of which the given conductor consists. 

^ In practice the selection of the cross-section of a line conductor is 
determined by many other considerations besides that of economy, as out- 
lined above. For instance, it may be desired to reduce the original invest- 
ment to a minimum while the load is small, and to change the conductors 
to a larger size afterwards. The problem above ia intended only to introduce 
the reader into this subject. He will find numerous contributions treating 
of more complicated cases in various periodicals and transactions. See also 
A. C Ferine, EUctrical Conducton, Chapter 8. 
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When the voltage drop ia distributed unifonnly along a con- 
ductor, it is convenient to speak of voltage drop per unit length. 
This voltage drop across a unit length is called the voltage gradient, 
and is measured in volts, kilovolts, millivolts, etc., per meter or 
per centimeter. Denoting the voltage gradient by G, we have 

G-^e/l (24) 

The value of characterizes the electrical condition at a point 
(or a cross-section) of the conductor; for this reason G is some- 
times called the electric iniensily at a point. 

Havii^ previously introduced the resistance p and the conduct- 
ance T of a unit conductor, we can now write Ohm's law for the 
unit conductor, in the form 

G =p (7 = Uh (25) 

Equation (25) has a definite meaning also without the concept 
of the unit conductor; namely, it gives the relation between the 
voltage gradient and the current density at a point, for a given 
material. The reader can easily think of a thermal analogue. 
Hooka's law for elastic materials is also somewhat analogous to 
eq. (25), because it expresses a straight-line relation between the 
cause and the effect. Equation (25) can be deduced directly 
from eq. (I) by writing the latter in the form Gl ={pl/A) • UA 
and canceling I and A. 

Prob. 1. What is the voltage drop per kilometer of a copper wire 
having a cross-eection of 70 sq. mm., and carrying a current of 150 amp.? 
Solution: [/■ 150/70= 2.143 amp. per sq. mm. The conductivity of 
copper y, at the temperature of the line, ia equal to 57 mhos for a unit 
conductor of one square millimeter cross-section and one meter long. 
Therefore, the electric intensity or the voltage drop per meter of length, 
according tofonnula (25), ia 2.143/57= 0.0376 volt per meter. 

Ans. 37.8 volts/km. 

Prob. 2. What Is the expression for power converted into heat in a 
unit conductor? Ans. 

p = O.U=U*p=V*h = yG' (25a) 

Prob. 3. What is the amount of power loet in the conductor con- 
sidered in problem 1? 

Ans. (0.0376 X 2.143) X 70 X 1000 = 5640 watts. 

Prob. 4. The space available on the frame of a generator for a rec- 
tai^ular field coil is 16 X 12 cm. for the inside dimennons, and 28 X 
24 em. for the outside dimensions; the limiting height is 15 cm. What 
current density can be allowed in the coil, if 12 sq. cm. of exposed surface 
are required per watt loss, in order that the temperature of the eoil shall 
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not exceed the safe limit? The space factor of the coil is 0.55; in other 
words, 55 per cent of the gross space is occupied by copper, the rest being 
taiccn by the air spaces and the insulation. Solution: The exposed 
surface is 2 (28 4- 24) X 15 = 1560 sq. cm. ; therefore, 130 watta loss 
can be allowed in the coil. With a Bpace factor of 0.55 the useful cross- 
section of copper is 6 X 15 X 0.55 = 49.5 sq. cm.; the average length 
of one turn equals 2(22 + IS) = 80 cm. Therefore, the coil contains 
4950 X O.S = 3960 unit conductors, each one meter long and one square 
millimeter in cross-section. The permissible loss per unit conductor is 
130/3960 - 0.0 328 watt. H ence, according to the answer to problem 2 
above, U - ^0.0328 X 57 = 1.37 amp. per sq. mm. This result is 
independent of the size of the wire, as long as the space factor remains 
approximately the same. The maximum ampere-tums are 137 X 49.5 = 
6780, and, for a constant space-factor, are also independent of the me 
of the wire. 

Prob. 0. What are the size of wire and the exciting current in the pre- 
ceding problem if the voltage drop must not exceed 20 volts at 80° C? 
Ans. 4.74 sq. mm.; 6.5 amp. 

Prob. 6. Referring to problem 3 in Art. 5, what is the gene ral expre g- 
won for the moat economical current density? Ans. U -= 'Viq/ipp). 

Prob. 7. Referring to the preceding problem, what is the most eco- 
nomical current density if copper costs 15 cents per pound, the annual 
interest and depreciation is taken at 12 per cent, and the estimated cost 
of wasted power is 22 dollars per kilowatt-year? 

Ans. 0.95 amp. per sq. mm., taking p at 25° C. 

7. Eirchhoff's Laws. Consider an arbitrary network of 
conductors (Fig. 4), with sources of e.m.f. connected in one or 
more places. When such a system is left to itaelf, definite cur- 
rents will flow through the conductors, and definite differences of 
potential will be established between the junction points of the 
conductors. Thus, if all the resistances and e.m.fs. are given, it 
ought to be posmble to calculate the magnitude and direction of 
all the ciurents. The distribution of the currents ia such that 
two conditions are satisfied; 

(1) As much current flows toward each junction as from it, 
because electricity tiehaves like an incompressible fluid. For any 
junction this is expressed mathematically by the equation 

Si = 0, (26) 

in which all the currents flowii^ toward the junction are taken 
with the sign plus, all those flowing away from it with the sign 
minus, or vice versa. Thus, for instance, at the point C let the 
currents flowing toward the jimction tie 20 and 30 amp. respec- 
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lively, and one of the currents flowing away from it be 40 amp. 
Then the fourth current must necessarily be 10 amp. flowing 
away from C, because 20 + 30 - 40 — 10 = 0. Equation (26) 
ia called Kirchhoff's first law. 

(2) The sum of the terminal voltages along any closed circuit 
in the network is equal to zero, or 

Se, = (27) 



Consider, for instance, the path ABCDEFA,axi.A connect a zero- 
center voltmeter first between A and B, then between B and C, 
and so on, every time transferring both terminals, so that one 




Fia. 4. A network of conductors, illustrating Kirchhoff'a laws. 

particular terminal of the instrument always leads the other. 
Consider the deflections to one aide of the zero point as positive, 
to the other side as negative. Equation (27) means that the 
algebraic sum of these readings is equal to zero. The reason is 
as follows: The reading A-B shows how much higher is the 
potential at B than that at A ; the reading B-C shows the amoimt 
by which the potential at C is higher than that at B. Hence, 
the sum of the two readings indicates the difference of potential 
or the voltage between C and A. Consequently, the sum of all 
the readings around the closed circuit indicates the difference 
of potential between A and A, which difference is evidently 
zero, no matter by which closed path the original point has been 
reached. The reader may again resort to analogues in order to 
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see this law more clearly. For instance, the potentials at the 
joints may be likened to temperatures, and the voltmeter readings 
to differences of temperature. Or the potentials may be com- 
pared to absolute pressures in a network of pipes, and the voltages 
Bt to the difEerences of pressure. Again, the potentials of the 
points A, B, C, etc., are analogous to the altitudes of certain 
points, say above the sea level, while the voltages correspond to 
their relative elevations. In all such cases the sum of the differ- 
ences around a closed path is equal to zero. 

Equation (27) is usually written in a somewhat different 
form, because the values of e, are usually not known, so that it 
is desirable to express them through the given electromotive 
forces and the resistances of the conductors. The general expres- 
sion (4) of Ohm's law holds for each conductor in the network. 
Write these expressions for all the conductors along a closed 
path, and add them together, term by term. The sum of the 
Cf's is equal to zero, according to eq. (27), so that the result is 

Se, = Sir (28) 

This form of eq. (27) is known as Kirchhoff's second law. In 
this equation a certain direction of currents and voltages must be 
assumed as positive. Let, for instance, in the circuit ABCDEFA 
the clockwise direction be taken as positive; that is, all the cur- 
rents flowing clockwise are to be considered positive, and also 
all the e.m.fs. which tend to produce currents in the clockwise 
direction. Let ei — 70 volts, and ej = 50 volts, and let the 
resistances of the conductors be 2, 3, 5, i, 8 and 6 ohms respec- 
tively. Let all the currents be known except that in DE, and let 
them be 10, 15, 15, 3 and 5 amp. respectively, the directions being 
those shown in the figure. Denote the unknown current in DE 
by X, and assume it to flow in the clockwise direction. Equation 
(28) then becomes 

70-50=10X2 + 15X3-15X5 + 4a: + 3X8 + 5x6, 

from which x = —6 amp. In other words, the current in DE is 
equal to 6 amp. and is flowing counter-clockwise. 

For a given network of conductors the number of equations 
of the form (26) is equal to the niunber of junction points less one, 
because the equation for the last point can be obtained by com- 
bining the other equations. The nimiber of equations of the 
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form (28) is equal to the number of independent closed paths in 
the network. The total number of equations of both kinds is 
just equal to the number of unknown currents, so that these 
currents can be determined by solving the simultaneous equations. 

Prob. 1. A constant e.m.f. of 110 volte ie maintained at the generat- 
ing station, and power ia transmitted through a line having a resistance 
of 0.5 ohm to two devices in parallel, viz., a resistor of 10 ohms, and a 
motor the internal reHstance of which is 5 ohmis. Calculate the line 
cmrent (a) when the motor armature is blocked, and (b) when it revolves 
at such a speed that the coimter-e.m.f. is 90 volts. 

3.7 amp.; 13.05 amp. 




Fia. 5. An unbalanced Wheatatone bridge. 



Vxob. 2. Write the equations for the six unknown currents ui a 
Wheatetone bridge (F^. 5) when it is not balanced. 

Ans. it == ii + 1.; ii = ii + ie- is = u + i,; itn, + ii'i + iVi = «; 
t.ri — iiTt — i^Tg = 0; t,ri — t>j + i^rg = 0. 

Frob. 8. Show that the preceding six equations are reduced to three 
when the galvanometer circuit is open. 




Fig. 6. A leaky electric circuit containing a counter-e.m.f.; this is an 
analogue to the magnetic circuit of a loaded electric machine. 

Prob. i. Two sources of e.m.f., ei and e, (Fig. 6), are connected to act 
against each other, ei being larger than es- The internal resistances of 
these sources are ri and ri respectively; the main external resistance is 
2r. The insulation between the terminala of the sources of e.m.f. is 
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imperfect, and the leakage conductances are represented by gn and gu 
respectively. Write Kirchhoff's equations for the unknown currents 
(a) when there is no leakage; (b) when gu ^ 0; (c) when gj, = 0; and 
(d) when both leakages are present.' 

Prob. 5. A telegraph line with ground return has a resistance of r' 
ohms pier kilometer, and a leakage conductance to the ground of g" mlios 
per kilometer.' The voltage at the receiver end of the line is Ei, the 
receiver curreat /j. What are the values of the voltage and of the current 
at a distance of s kilometer from the receiving station? Solution: Con- 
sider an infinitesimal length ds of the line, at a distance s from the receiv- 
ing end, and let the voltage to the ground at this point be e. If i is the 
line current at the same point, then the leakage current corresponding to 
the element ds of the line is di, and we have, according to Ohm's law, 
di = eg'da, where g'ds is the leakage conductance through the element d» 
of the line. For the element of the line itself, Ohm's law gives de = it'ds. 
Substituting the value of e from the first equation into the second, gives 
<Pi/d»' = r'g'i, or i is such a function of s that its second derivative is 
proportional to the function itself. The solution of this differential 
equation is i = Ait~^ + Ajt*'™, where m = "^r'g", and Ai and At 
are the constants of integration. However, in our case it is preferable 
to express the solution through hyperbolic functions, in the form i = 
Ci coah ma + Ct sinh ms, where m = ^Vp" and C, and Ci are the con- 
stants of integration. The reader can check this solution by substitut- 
ing it in the differential equation. The constants of integration are 
determined from the ^ven conditions at the receiver end of the line. 
Namely, from di -■ eff'ds we find e = (l/ff') (di/ds) = {m/g') (Cismhms + 
Ci cosh ms). For s = 0, e = ^i and i = /». Consequently, Ci = /i; 
C. = Etg'/m. 

Prob. 8. Referring to the preceding problem, the reastance of a 
telegraph line is 7 ohms per kilometer, and the insulation resistance to 
the ground is 1.2 megohms per kilometer; the line is 400 kilometers 
long. A relay of 300 ohms resistance and requiring 0,12 ampere to operate 
it, is connected between the receiver end of the line and the ground. 
Calculate the required current and battery voltage at the sendii^ station. 
Ans, 0.195 amp.; 446 volts. 

' The electric circuit shown in Fig. 6 is of importance because it serves 
as a good analogue to the magnetic circuit in a loaded machine. The electro- 
motive forces e, and et correspond to the magnetomotive forces of the field 
and the armature respectively, the reluctances of the parts of the main path 
being represented by 2r, n and r^, while the leakage permeances correspond 
to gii and pa- See the author's Magnetic Circuit, the latter part of Art. 4ft 
and problem 13. 

* Primed symbols are used in this book and in the Magnetic Circitii where 
quantities refer to unit length. 
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CHAPTER III 

CONDUCTORS OF VARIABLE CROSS-SECTION' 

8. Current Densi^ and Voltage Gradient at a Point. When 
the cross-aection of a conductor varies along its length (Fig. 7), 
the volt^e drop per unit length and the current density are also 
variable. In places like MN, where the cross-section of the 
conductor is comparatively small, the resistance per unit length 
is correspondingly large, and vice versa. Consequently, the volt- 
age gradient and the current density are also larger at MN than, 
for example, at PQ. Equations (23) and (24) give in this case 
only an average current density and an average voltage gradient 
over the conductor. 



Pig. 7. A conductor of variable crose-sectioa, showing the stream Lnes and 
equipotcQtial BurCacea. 

The lines traversing the diagram (Fig, 7) represent stream 
lines and equipotential surfaces. The stream lines, marked with 
arrowheads, represent the direction of the electric flow, while the 
equipotential surfaces are perpendicular to them, and are the loci 
of points of equal potential. The distribution is analogous to that 

' This chapter may be omitted if desired, because it is not necessary for 
the understanding of the following chapters on alternating currents. The 
importance of this chapter lies in the fact that the treatment ia analogous 
to that of the electrostatic circuit, and therefore it greatly facilitates the study 
of the latter. This chapter may, therefore, be conveniently studied before 
takii^ up Chapter 14. The treatment is also analogous to that used in the 
author's Magnetic Circuit, 
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which obtains in the 6ow of heat; the etream linee indicate the 
direction of the flow of heat, while the equipotential surfaces are 
analogous to those of equal temperature. 

In order to understand the meaning of equipotential surfaces, 
let one lead of a voltmeter be applied at one of the terminals of 
the conductor, and let the other lead be moved about inside the 
conductor (assuming this to be possible), marking the poinis for 
which the deflection of the voltmeter remains the same. All 
the points for which the reading is, let us say, 10 volts form an 
equipotential surface; while all those for which the voltmeter 
reads 11 volts form another equipotential surface, and so on. 
Between two points on the same equipotential surface the volt- 
meter reading is evidently zero. The equipotential surfaces are 
perpendicular to the stream lines, because if there were a com- 
ponent of flow along an equipotential surface there would be an 
ir drop between two points on the same surface, and the voltage 
between these two points could not be zero. 

Stream lines and equipotential surfaces give a clear idea of 
the character of flow of a current in a conductor of irregular shape, 
especially if they are drawn to correspond to equal increments of 
current and voltage. This means that the lines of flow should 
be drawn so as to define tvbes of current of equal strength. For 
instance, in Fig. 7 the current included between any two adjacent 
stream lines is supposed to be the same — let us say, equal to one 
ampere. Similarly, the voltage between any two adjacent equi- 
potential surfaces should be the same; for example, one volt. If 
the lines are drawn sufficiently close together, they give complete 
information about the voltage and current relations in the differ- 
ent parts of the conductor, and also show places of high and low 
current denaty and voltage gradient. 

The true current density at a point is obtained by considerii^E 
an infinitesimal tube of current di and dividing di by the infini- 
tesimal cross-section dA of the tube at the point under consider- 
ation. Then, instead of eq. (23), we have 

U=di/dA (29) 

If, on the other hand, it is desired to express the total current 
through the density, the preceding relation gives 

UdA, (30) 



'S: 
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the integration to be extended over the whole equipotential sur- 
face, V being a function of the position of dA. In other words, 
cuTrerti is the surface integral of current density. 

The relation between the variable intensity G along the conduc- 
tor, and the total voltage e at its terminals, is no longer expressed 
by the simple relation (24), applicable to the whole conductor. 
Relation (24) must now be written for an infinitesimal lei^h dl 
of a stream line, because G is constant only for an infinite^mal 
length. The definition of G remains the same, namely, Q b the 
rate of variation of voltage per unit length of the conductor. 
Thus, denoting by de the voltage between two adjacent equi- 
potential surfaces at a distance dl apart, we have 

0~de/dl, or de = 0'dl (31) 

The total voltage e between the terminals of the conductor is 
equal to the sum of these infinitesimal drops, or 



-X'«- 



dl. 



Equation (32) is expressed in words by saying that voltage is the 
line integral of electric intensity (or voltage gradient). 

A clear understanding of relations (31) and (32) is of para- 
mount importance in the study of electrostatic and magnetic 
phenomena. This will be aided by recalling to mind the thermal 
analogy previously used. In the case of the flow of heat, G 
corresponds to the rate of change in temperature per unit length 
of the rod, while e represents the total difference of temperatiu-e 
between the ends of the rod. Equation (31) expresses the fact 
that, by taking the rate at a certain point and multiplyii^ it by 
a very short element of the length of the rod, the actual difference 
of temperature between the ends of this element is obtuned. 
Thus, for instance, let the drop in temperature at some point 
of the rod be equal to 2.6° C. per meter lei^th. Then the actual 
drop in a very short element, say 0.1 mm., is 2.5 X 0.0001 = 
0.00025° C. The element of length must be small, because by 
supposition the cross-section of the rod is not constant, and the 
rate of drop is consequently variable. For a short length the vari- 
able quantities can be assumed constant, or, more correctly, aver- 
age values can be used. Equation (32) thus states that the total 
difference of temperature between the ends of the rod is equal to 
the sum (or the integral) of the drops in the very small elements. 
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Similarly, in a pipe of variable cross-section the rate o| loss 
of head per unit length ia variable, so that it is only possible to 
speak of this rate (7 at a point. The total loss of pressure, or 
head e, is obt^ned by summing up the small losses of head In 
in£niteBimaJ elements of the pipe. The loss of pressure for a 
length (UisOdl; the total head e is the integral of this expression 
over the whole length of the pipe. This ia expressed mathemati- 
cally by eq. (32). 

Relation (25) between 6 and U holds true for a non-uniform 
flow as well, because it merely gives a relation between the cause 
G and the effect V at a point, depending only upon the property 
of the material, as expressed by the factor y or p. This relation 
may be also considered as Ohm's law for an Infinitesimal cylindri- 
cal conductor of length dl and cross-section dA, namely, 

Gdl = de^ ipdl/dA)UdA. 
Canceling dA and dl, relation (25) is obtained. 

Prob. 1. A current of 50 amp. is flawiaf; along b. cylindrical con- 
ductor 3 cm. in diameter. The resistivity of the material varies in con- 
centric layers in such a way that the current denaty is proportional to 
the cube of the distance from the axis. What is the current denaty at 
the periphery? Ana. 17.7 amp. per sq. cm. 

Prob. 3. A conductor of circular cross-section, 225 cm. long, has the 
form of a truncated cone, the diameters of the two terminal cross-sections 
being 1.2 cm. and 3 cm. respectively. The total drop at a certain current 
ia 66 volts. What is the general expression for the voltage gradient G, 
at a distance x from the smaller end? 

Ans. Gi/Ga = [a/(.a -f i)]', where a ~ 150 cm. is the distance from 
the smaller end to the apex of the cone, and (?o= 0.723 volt per centimeter 
is the voltage gradient at the smaller end. Go is determined from eq. 
(32), namely, 65 = ft P" a'dx/{a + x)*. 

Prob. 3. A non-linear irregular conductor, made of homogeneous ma- 
terial, has a current density U and an electric intensity G, varying from 
point to point in magnitude and direction. What is the general expres- 
sion for the power converted into heat? 

Ans, According to eq. (25aJ, 

P= j'G-Udo = -JlPdv = yfcPdp, ... (33) 

where dv is the element of volume to which G and U refer, and the inte- 
gration is extended over the whole volume of the conductor. The 
volume dl) must be taken ea a cylinder or parallelopiped, the lei^^ of 
which is in the direction of Sow of the current, the cross-section b«ng 
perpendicular to this flow. 
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9. *nie Radial Flow of Current. The solution of problems 
involvii^ a Qoii-uniform flow of current usually requires con- 
siderable facility in the use of higher 
mathematics beyond ordinary calculus. 
An exception to this statement is the 
simple case of radial flow (Fig. 8) be- 
tween two concentric electrodes, cyl- 
indrical or spherical. The following 
exercises give an opportunity for prac- 
tice in the solution of problems of this 
kind. They serve to illustrate the 
concepts of current density and voltt^e 
Fia. 8. Flow of current be- gradient, and to prepare the student's 
tween two conceotrie eleo mind for the solution of certain prob- 
^''*^**' lems on concentric cables, involving 

the dielectric and magnetic circuits. 

Prob. 1. Calculate the resistance of a cylindrical layer of mercury 

MM (Fig. 8) of height A = 5 cm., between two concentric cylindrical 
terminals Ti and Ti, the radii of the contact surfaces being a = 10 cm. 
and 6 = 18 cm. The resistivity of mercury is 95 microhms per cubic cen- 
timeter. Solution: Take an infinitesimal layer of the mercury, between 
the radii x and x + dx; the resistance of this layer is p • dx/(.2rxh). 
The resistances of all the infinitesimal concentric layers are in series; 
■ therefore, r is obtained by integrating the foregoing expression between 
the limita a and b, the result being 

r = U/(2»A)l.Ln(V«) (34) 

Ans. r = 1,775 microhms. 

Prob. 2. In the preceding problem, when a current of 10,000 amp. 
flows through the mercury, what is the amount of heat generated per 
second per cubic centimeter of mercury, at both electrodes? Solution: 
The current density at the inner electrode is 10,000/(2 » X 10 X 5) = 
31.8 amp. per square centimeter. According to eq. (25a), the loss of 
power ia (31.8)' X 95 X 10^ = 0.0958 watt per cubic centimeter. The 
heat loss at the outer electrode is 0.096 X (10/18)' = 0.0295 watt per 
cubic centimeter. 

Prob. 3. What is the curve of electric intensity as a function of x 
in the preceding two problems, and what are the limiting values of G1 

Ans. An equilateral hyperbola; G, = 3,02, G, = 1.677 millivolts per 
centimeter length. 

Prob. 4. A lead-covered cable, consisting of a solid circular conductor 
of A square millimeters in cross-section, is insulated with a layer of 
rubber c mm, thick, between the conductor and the sheathing. What ia 
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the insulation resistance of { kilometers of such a cable, if the imBtivity 
of rubber ia p megohms per centimeter cube? _ 

Ans. \p X l(n/(2 W)] . Ln (1 + 1.772 c/V^} megohms, according to 
eq. (34). 

Prob. 6. Show that by doubling the thickness of the insulation in 
the preceding problem, the insulation resistance is increased less than 
twice. 

Prob. 6. A current ia flowing through a hemispherical shell of metal 
along radial lines. Express the resistance of the shell as a function of its 
radii a and h, and the conductivity t of the material. 

Ans. ((»-a)/(2x-)'a6). 

Prob, 7. Apply the method of superposition and the result obtained 
in Arts. 60 and 63, to the calculation of the resistance of an imlimited 
conducting medium between two parallel cylindrical terminals. Such a 
case obtains, for instance, when a load resistor consists of two vertical 
pipes in a pond, the pipes being used as the terminals, the current 
flowir^ through the water. 

10. The Resistance and Conductance of Irregular Paths. 
Let a conductor of irregular shape (Fig. 7) be connected to a 
source of constant voltage e. The power converted into heat in 
the conductor is e^jr, where r is the resistance of the conductor. 
This resistance depends upon the distribution of the current in 
the body of the conductor. The general law, demonstrated by 
all experiments, is that the distribution of the current ia such as 
to make the dissipated energy a maximum. Since by supposi- 
tion e ia constant (unlimited supply), the resistance r must be a 
minimum. 

Let now the same conductor be connected to a source of 
constant current — tor instance, an arc-light machine. The dis- 
tribution of the current in the conductor is such as to effect its 
passage with a minimum expenditure of energy, that is, minimum 
voltage at the terminals, or minimum iV. This i^ain means 
that the resistance r is a minimum. The student ia advised to 
consider similar cases in the flow of heat or of a fluid, in order to 
make the matter perfectly clear to himself. 

The general law of nature — that of minimum effort or mini- 
mum resistance — applies in all such cases, and is used in the cal- 
culation of the resistance of conductors of irregular form. The 
conductor is divided into small parts by means of stream lines 
and equipotential surfaces as shown in Fig, 7, drawing them to the 
best of one's judgment. These small cells are nearly cylindrical 
in form, so that their resistances or conductances are easily esti- 
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mated by uMng their mean lei^hs and average crosa-sections. 
The resistance of the whole conductor is found by properly com- 
bining the resistances of these cells in series, and the conductances 
of the filaments thus obtained in parallel. Then the assumed 
shapes of the stream lines and of the equipotential surfaces are 
somewhat modified, and the resistance is calculated again, and 
BO on. Thus, by successive trials, the minimum resistance, or the 
maximum conductance, of the given conductor is found, and this 
ia the true value of resistance or conductance, as the case may 
be. The lines corresponding to this minimum give the true distri- 
bution of currents and voltages within the conductor. 

The work of the trials is made more systematic by following 
a procedure suggested by Lord Rayleigh, and further developed 
by Dr. Lehmann. This method is described in detail in Art. 54 
below, in application to the electrostatic field, and also in Art. 41 
of the author's Magnetic Circuit, in application to the magnetic 
field. The student will have no difliculty in applying the method 
to an electro-conducting circuit. The best way to make it clear 
to one's self is actually to draw a conductor of irregular shape 
(in two dimensions for the sake of simplicity) and to calculate its 
re»stance in the above-mentioned manner.' 

11. The Law of Current Refraction. The method out- 
lined above for the mapping out of stream lines and equipoten- 
tial surfaces applies only in a homogeneous conductor. When a 
current passes from one substance to another (Fig. 9), the stream 
lines suddenly change their direction at the dividing surface AB 
between the media, and in so doing they obey the law of cur- 
rent refraction, which is 

tan fli/tan 0t = -ki/ys (35) 

Here Ci and 0t are the at^es of incidence and refraction, while 
71 and 71 are the respective conductivities of the two media. 
This equation shows that the lower the conductivity of a sub- 
stance, the more nearly do the stream lines approach the direc- 
' In two-dimensional problema of this kind, the properties of conjugate 
functionB may be used when the geometric forms involved can be expressed 
by analytic equations. However, the purely mathematical difficulties are 
such aa to make this method applicable only in a comparatively few simple 
cases. See J. C. Maxwell, BledricUy and Magnetism, Vol. 1, p. 284; J. J. 
Thomson, Recent Researdiea in EUetricity and Magnetism, chap. 3; Horace 
Lamb, Hydrodynamics, chap. 4. 
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tion of the normal NiN^ at the dividing surface. In this way, 
the path between two given points is shortened in the medium 
of lower, and is lengthened in that of higher conductivity, by auch 
an amount in each case that the total conductance of the composite 
conductor is larger with refraction than without it. Hence, the 
existence of refraction is a necessary consequence of the general 
law of least resistance. 



Fia. 9. The refraction ot a current, or of a flux. 

To deduce eq. (35), consider a tube of current between the 
equipotential surfaces ab and cd, and let the width of the path in 
the direction perpendicular to the plane of the paper be one 
centimeter. Let Ui and t/j be the current densities in the tube, 
and let d and Gi be the corresponding voltage gradients. Two 
conditions must be satisfied, namely, (1) the total current through 
cd is equal to that through ab, and (2) the voltage drop along ac 
is the same as that along bd. These conditions are expressed by 
the equations 

and 

Gx-bd = G,- ac. 

Dividing the first equation by the second and rearranging the 
terms gives 

U,/G, Vi/G, 
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But. according to eq. {25),_Ui/Gi = yi, and Ut/Gi = yj. From 
Fig. 9, bd/ab = taa 0i, and ac/cd = tan 6i. By substituting these 
values in the preceding equation, relation (35) is obtained. 

Thus, in mappu^ out an electro-conducting circuit in two 
media, the stream lines must be so drawn as to satisfy eq. (35), 
and the conductance must be a maximum for the combination, 
and not for each part separately. A similar law applies to elec- 
trostatic and magnetic fluxes (see Art. 55 below, and Art. 41a of 
the author's Magnetic Circuit). 

Prob. 1. Make clear to yourself the reason why the refraction of 
light follows a sine law, while in the case of the electric current it is a 
law of tangents. 

Prob. 2. Show that total reflection is impossible for an electric cur- 
rent. 

Piob. 3, Draw a set of curves giving values of e, for different values 
of 8t when the ratio of conductivities is 1, 2, 10 and 100. 
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CHAPTER IV 

REPRESENTATION OF ALTERNATING CURRENTS AND 
VOLTAGES BY SINE-WAVES AND BY VECTORS 

12. Sinusoidal Voltages and Currents. A large proportion 
of the electric power used for lighting, industrial purposes, and 
traction is generated in the form of alternating currents. Some 
of the advantages of the alternating current over the direct cur- 
rent are: (1) Alternating-current power can be easily converted 
into power at a higher or at a lower voltage, thus making pos^ble 
the transmis^on of power over long distances; (2) the genera- 
tion ol alternating currents is simpler than that of direct currents, 
the latter requiring a commutator," which needs constant atten- 
tion in operation; and (3), by combining two or three alternating- 
current circuits into a polyphase system it is possible to convert 
electric into mechanical power, using motors of simple and rugged 
construction {induction motors and synchronous motors). 

Alternating voltage waves generated by commercial alter- 
nators are more or less irregular in shape, but for most enpneer- 
ing calculations it is accurate enough to assume them to vary 
with the time according to the sine law (Fig. 10). This assump- 
tion Amplifies the theory and calculations greatly; moreover, 
the results obtained with this assumption are comparable with 
one another, because they all refer to a standard shape of the 
voltage and current curves, instead of a particular form in each 
specific problem. If the curve of a voltage or current differs 
greatly from the sine-wave, it can be resolved into a series of sine- 
waves of different frequencies, so that even then the sine-wave 
remuns the fundamental form (see Art. 15 below). Fig. 10 
shows the well-known construction of a sine-wave, the instan- 
taneous values oE the current or voltage being represented as 

' The homopoUr machine, which ie a direct^urrent machine without a 
commutator, has not proven, up to the present time, to be commercially sue- 

OGBHful. 
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ordinates, against time as absciaas. Instead of actual time in 
seconds, the curve is sometimes plotted against some other quan- 
tity proportional to time — for instance, fractions of a complete 
cycle. It is sometimes convenient to use as abscissfe the angu- 
lar portions of a field pole of the alternator with respect to an 
armature conductor in which the electromotive force under con- 
sideration is induced. 




Fio. 10. Ad alternating current represented by a sine-wave. 

To construct the curve of an alternating current or voltage, 
draw a circle the radius of which equals the maximum value of 
the wave. Divide the circle into a certain number of equal or un- 
equal parts, such as ab, be, etc., and mark on the axis of abscissas 
points a', b', c', etc., corresponding to the points of division on 
the circle. That is, a'b' is either equal or proportional to ab; 
b'c' is either equal or proportional to be, and so on. In general, 
an abscissa such as a'c' represents, to a certain selected scale, the 
central angle u corresponding to the arc ae. The length a'm' 
represents to the same scale an angle of 360 degrees, or the time 
of one complete cycle oE the wave. The ordinates of the sine- 
wave are equal to the corresponding ordinates of the circle. For 
example, the point c'" on the curve is obtained by transferring 
' the ordinate cc" of the circle to the corresponding abscissa a'c'. 

The name "sine-wave" is derived from the fact that these 
ordinates are proportional to the sines of the abscissae, which 
represent to some scale the central angles of the circle of refei> 
ence. The equation of the curve expresses this property ana- 
lytically. Let the maximum value of the current, which is also 
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equal to the radius of the circle, be denoted by /«; we have then 
from the triai^e Occ" 

i = /. sinu, (36) 

where the ordinate i = cc" = c'c"' represents the instantaneous 
value of the alternating current, at the moment of time corre- 
sponding to the angle u. The variable angle u is proportional 
to the time, because the radius Oc which generates the sine-wave 
is assumed to revolve at a uniform speed. Let time t be counted 
from the position Oa of this radius, and let T = a'm' be the in- 
terval of time necessary to complete one revolution of the radius, 
or the time of one complete cycU of the alternating wave. When 
* = 0, « = 0; and when t = T,u = 2t. Therefore, in general, 

u = 2«rf/r, (37) 

because this expression satisfies the foregoing conditions. Sub- 
stituting this value of u into eq. (36), we obtain 

i = /„sin(25r(/T) (38) 

For the values of f = 0, } T, 7", f T, etc., t = 0, as one would 
expect, because at these moments the current changes from 
positive to negative values, or vice versa, ki t = \T, \T, ^T, 
etc., we have i = i/.,; at these moments the current reaches 
its po^tive and negative maxima. Equation (36) is used when 
the sine-wave is plotted against the values of angle as abscissee. 
Equation (38) gives the same curve referred to time as abscissEe. 
In practice, the rapidity with which currents and voltages 
alternate is not denoted by the fraction of a second T during 
which a cycle is completed, but, in a more convenient manner, 
by the number of cycles per second. Thus, instead of saymg 
that an alternator generates ciurent which completes a cycle 
within ^ oi & second, it is customary, to say that the frequency 
of the current is 60 cycles per second. Denotii^ the frequency 
in cycles per second by /, we have 

/=l/r, (39) 

and consequently 

x = 7„8in2)r/(. (40) 

This is the usual expression for an alternating current havii^ a 
frequency of / periods 'pet second. Analogously, for an alternat- 
ing voltage we have 

e = E„sm2rfi (41) 
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where £« is the maximum iastantaneous value, aleo called the 
amplitude, and e is the iustaataneous value of the voltage at the 
time t. 

la numerical calculations, and when drawing sine-waves, the 
values of the ordinates for various values of u or ( are obtained 
either graphically, as in Fig. 10, or from a table of sines. For 
approximate calculations, values of sines can be taken from a 
slide-rule. In the problems which follow, the student is advised 
to become familiar with each of the three methods of obtaining 
values of ^nes. 

In some cases one has to deal with two currents or voltages 
of the same frequency — for instance, in two different parts of the 
same circuit. The two corresponding sine-waves (Fig. 11) usu- 



Fia. 11. Two alternating currents displaced in phase by an angle ^. 

ally differ in amplitude, and also pass through zero at different 
instants. Thus, in Fig. 11, when the current 1 is at a maximum, 
the current 2 is still growing, and passes through its nmiHmum 
somewhat later. In other words, the current 2 lags behind the 
current 1, or, what is the same, the current 1 leads the cur- 
rent 2. The angle <ji between the zero points (or between the 
niaxima) of the two waves is called the angle of phase differ- 
ence, or simply the phase angle. If we regard the two waves 
as being formed by the revolving radii /„' and 7„", then <fi is the 
angle between the radii at any instant. 

When the two waves are of different frequencies, there is no 
constant phase angle between them; but this angle varies peri- 
odically, so that at some intervals of time the two waves are 
nearly in phase, and at others they are nearly in opposition. 
The familiar method of synchronizing two alternators by means 
of incandescent lami>s is based on this phenomenon. 
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Prob. 1. An alternating current fluctuates according to the sine law 
between the values of ±75 amp., making 6000 alternations per minute 
(3000 positive and as many negative ones). Draw a curve of instan- 
taneous values of this current; mark on the axis of abscissie the time ( in 
thousandths of a second, the angles u in degrees, and the same angles in 
radians. 

Prob. 2. What is the frequency of the current in the preceding prob- 
lem, in cycles per second? Ans. 50. 

Prob. 3. Plot on the same curve sheet with the curve obtwned in 
problem 1 the sine-wave of a current the frequency of which is three times 
as great, and the amplitude, 52 amp. The curve is to be at its maximum 
when the first curve is at a maximum. 

Prob. 4. Supplement the preceding curves by one, the frequency of 
which is 50 cycles per second, the amplitude 63 amp., and which reaches 
its positive niaxima at the same instants in which the first curve passes 
through zero. Show that with these data two distinct curves can be 
drawn. 

Prob. 6. Draw on the same curve-sheet with the preceding curves a 
sine-wave representing a 50-cycle alternating current, the amplitude of 
which is 120 amp., and which lags by 30 degrees with respect to the 
current in problem 1. 

Prob. 6. The current mentioned in problem 1 is generated by a 
12-pole alternator, that in problem 3 by a 14-pole machine. At what 
speeds must these machines be driven in order to give the required 
frequencies? Ans. 500 and 1285 r.pjn. 

Prob. 7. Express the currents given in problems 1 to 5 by equa- 
tions of the form of eq. (36). Ans. t = 75 sin «; t = —52 sin 3 w; t = 
±63 cos «; i = 120 sin (m - 30°). 

Prob. 8. The angle u in the answers to the preceding problem is ex- 
pressed in degrees; rewrite the equations so as to have u expressed in 
radians, and in fractions of a cycle. Also represent the currents as func- 
tions of the time t. 

Prob. 9. Express by equations amilar to eq. (41) the following sinus- 
oidal voltages of frequency /: (a) Amplitude E„ volts, (b) Amplitude 
Ef' volts, laggmg a degrees with respect to the first curve, (c) Ampli- 
tude E„" volts, leading the second curve by 6 radians, (d) Amplitude 
Em'" volts, lajffiing one nth of a cycle with respect to the curve (a). 

Prob. 10. The voltages required in the preceding problem are induced 
by four identical alternators, having p poles each, and coupled together. 
By what geometrical angles must the revolving or the stationary parts 
be displaced in order to give the required differences in phase? 

13. Representation of a Sine-wave by a Vector. It is clear 
from the foregoii^ theory and problems that all sine-wave cur- 
rents or voltages are different from one another in three r^pecta 
only, namely: (1) in amplitude; (2) in frequency; and (3) in 
relative phase portion. In most practical cases, all the currents 
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and voltages entering into a problem are of the same frequency, 
so that they differ from each other solely in their amplitudes and 
phase positions. In such cases it is not necessary to draw sine- 
waves, or even to write their equations; it is sufScient to indicate 
the radii I„' and I„" which generate these curves (Fig. 11), in their 
true magnitudes and relative positions. The rotating radius, at 
any instant, gives by its vertical projection to scale the magnitude 
of the alternating current or voltage at that instant. 

The c^solvie position of the radii is immaterial, because they 
are revolvii^ all the time. It is their relative position which is 
permuient, and which determines the relative position of the 
sine-waves. The moment from which time is counted is arbi- 
trary in moat probiems; hence, one of the radii can be drawn in 
any desired position. Then, all other radii in the same problem 
are determined by their phase displacement with respect to this 
"reference" radius. 

It must be clearly understood that the foregoing representa- 
tion by vectors is true only when all the vectors are revolving at 
the same speed, that is, only with alternating quantities of the 
same frequency. When currents and voltages of different fre- 
quencies enter into a problem, the angle between the vectors 
varies all the time, and it is necessary to introduce an arbitrary 
zero of time for reference. In general, the graphical method of 
solution is unsuitable for such problems. 

In mathematics and physics, a quantity which has not only a 
magnitude, but also a definite direction in space or in a plane, 
is called a vector. Thus, for instance, in mechanics, force is a 
vector quantity, while volume is not. The radii which repre- 
sent sine-waves have both magnitude and direction in a plane. 
It is proper, therefore, to call them vectors. While the direction 
of the first vector is usually arbitrary, once it is selected, the 
directions of all the other radii become definite, so that with 
this limitation, the radii in alternating-current problems have 
definite directions and may be called vectors. While they must 
be imagined as revolving when generatit^; their respective sine- 
waves, yet they revolve as a system, maintaining their relative 
positions unchanged. The required relations always depend 
upon the relative positions of the radii, so that the fact that they 
are revolvit^ can be altogether disregarded, and the radii consid- 
ered as simple stationary vectors. 
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Prob. 1. Draw the vectors of the currente in problems 1 , 4 and 5 of 

the preceding article in their true magnitudes and relative poeitions. 

Pcob. 3. A single-phase alternator has a terminal voltage of which 
the majumum instontajieous value is equal to 16 kilovolts. The maxi- 
mum value of the current supplied by the machine is 325 amp. The 
character of the load is such that the current wave lags behind the voltage 
wave by an angle of 37 degrees. Assuming both the voltage and the 
current to vary according to the sine law, represent the foregoing -condi- 
tbns by two vectors. 

Prob. 8. Draw a vector diagram showing the phase (star) voltages and 
currents of a 25-cycle three-phase system (Fie. 36), the ampUtude of 
each voltage being 7235 volts, and each displaced in phase by 120 degrees 
with respect to the other two voltages. The current in the first phase 
is 30 amp., and lags behind the corresponding phase voltage by i of a 
cycle. The current in the second phase is 47 amp., and leads its voltage 
by 18 degrees. The current in the third phase is 72 amp., and 1^8 behind 
the corresponding phase voltage by O.O04 of a second. 

Note: In the foregoing three problems the student is supposed to 
draw the vectors equal in length to the amplitudes of the alternating 
waves. In practice, it is customary to draw vectors equal in length to 
the effecUm values of voltages and currents, and not to their amplitudes. 
For sine-waves the effective value is equal to the amplitude divided by 
Vz (see Chapter 5). The difference is not important for our present 
purposes. The use of effective values would merely change the arbi- 
trary scale to which the vectors are drawn. 

14. Addition and Subtraction of Vectors. There are many 
practical problems in which alternating currents or voltages have 
to be added, or subtracted one from another. For instance, 
when two or more alternators are working in parallel, the total 
cmrent delivered to the station bus-bars is equal to the sum of 
the currents supplied by each machine. Or, to find the voltage 
at the receiving end of a transmission line, the voltage drop in 
the line is subtracted from the generator voltage. When the com- 
ponent quantities vary according to the sine law and are all of one 
frequency, the resultant quantity is also a sine curve of the 3ame 
frequency. This curve may be found (a) graphically, by adding 
the component curves point by point; (b) analytically, by adding 
their equations; or (c) by adding the vectors of these curves. 

It must first be proved that the sum of two sine-wavea ol 
one frequency is also a sine-wave of the same frequency. Let 
the two currents to be added be represented by the equations 
i = I„ sin (« + «) 1 
i' = 7„' sin (« + </.')(' ^^ 
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where u = 2 */[ is the variable time ai^le, and <t> and 4>' are two 
constant angles characterizing the relative phase positions of the 
two waves with respect to some reference wave /„" sin u. The 
phase displacement between i and i' is ^' — ^. Expanding the 
foregoing «nes of the sum of two angles, and adding the two 
equations, member for member, we obtwn 

t„ = i + i' = (/m cos ^ + IJ cos if>') sin u 

+ (Zm sin ^ + /„' sin ip') cos u, . . . . (43) 

where the constant coefficients of sin u and cos u are grouped 
together. The subscript eq stands for "equivalent." This ex- 
pression is of the form i„ = A sin u + B cos u, where A and B 
are constants. No matter what values A and B may have, the 
right hand side of this equation is reducible to the form 

i„ = /,^3in(u + «„) (44) 

Assuming this equation to be true, we equate the right-hand sides 
of eqs. (43) and (44), and expand sin (u-|-^.,). Equating the 
coefficients of sin u and cos u, we get 

7,p„ cos ^t, = /„ cos <ji + IJ cos ^' ; 1 
l.v sin *.B = /m sin ^ -t- /„' sin ^', ) ' ' ' 
These are two simultaneous equations with 7,^ and ^,, as the 
unknown quantities. Squaring and adding these equations, we 
obtain 

/,«;,* = (/« sin * + IJ ain *')' + (Z™ cos * -|- U cw «')'■ (46) 
Dividing the second equation by the first gives 

tan.^,, = (/„sin^ + IJ svix4t')/{I„cos4i + /„'co8^'). (47) 

No matter what values /„, IJ , ^ and if' niay have, the values 
of /,,„ and <^,g determined from these equations are red. In 
other words, it is always possible to represent eq. (43) in the 
form of eq. (44). This proves the proposition, because we see 
from eq. (44) that i,, is a aine-wave having the same u = 2t/(! for 
the variable angle, hence the same frequency as the component 
waves. The amplitude and the phase position of this resultant 
wave are determined by eqs. (46) and (47) . 

When two currents or voltages are represented by vectors, 
their sum or difference is also a vector, because, as proved before, 



D,gnz.dbvG00t^lC 



Chap. IV.] 



SINE-WAVES AND VECTORS 



39 



it is also a sine-wave of the same frequency. The problem 
is to find the vector of the resultant wave, knowing the vectors 
ot the component waves in their magnitudes and positions. Any 
ordinate of the resultant wave must be equal to the sum of the 
corresponding ordinates of the component waves. Hence, the 
vector of the resultant wave must satisfy the condition that its 
projection upon the F-axis (Fig. 12) shall be equal to the sum of 
the projections of the component vectors on the same axis. This 
condition must be fulfilled at all instants of time, that is, during 
the rotation of the three vectors. To satisfy this requirement 
the resultant vector must be the diagonal of a parallelogram of 
which the other two vectors are the adjacent sides. 




FiQ. 12. Addition of vectors. 



Let OA and OB be the given vectors to be added together. 
From the end B of the vector OB draw a line BC equal and paral- 
lel to OA. Connecting and C gives the resultant vector OC, 
in magnitude and position. It will be seen from the figure that 
the projection of OC upon the F-axis is equal to the sum of the 
projections of OB and BC upon the same axis. But BC is equal 
and parallel to OA, so that the projection of OC on the vertical 
axis is equal to the sum of the projections of the given vectors 
on the same axis. This construction holds true for any instant 
whatever. By drawing AC, the parallelogram OBCA is com- 
pleted, so that the construction is identical with that for finding 
the resultant of two mechanical forces. However, in practical' 
applications it is not necessary to complete the parallelogram, 
because the resultant is perfectly determined by the triangle 
OBC. The resultant of two vectors obtained in this way is called 
their geometric sum. 
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If the triangle were not closed, the condition of equality with 
the Bum of the projections of the given vectors might be satisfied 
for one particular instant of the cycle, but would not be satisfied 
for other instants. Thus, for instance, assuming the line OC 
to be the resultant vector, we see that for the instant shown in 
the sketch the projection of OC upon the axis OY is equal to the 
sum of the projections of OB and BC upon the same axis; but the 
condition is not fulfilled when the vectors rotate. 

The rule for subtraction of vectors follows immediately from 
the preceding rule, because to subtract a vector means to add a 
vector with the opposite sign. Thus, let it be 
required to subtract the vector OA from OB 
(Fig. 13); this may mean, for instance, the 
subtraction of the voltage wave represented 
by OA from that represented by OB. From 
the end B of OB draw vector BC equal and 
opposite to OA. The resultant, OC, represents 
the difference of the two given vectors, in 
direction and magnitude, and thus determines 
the sine-wave of the resultant voltage. If it 
were required to subtract OB from OA, it 
would be necessary to draw AC equal and 
opposite to OB, thus obtaining the resultant 
OC, equal and opposite to the former resultant 
OC. This is in accord with the general alge- 
Pia. 13. Subtraction braic rule that A-S = -(fl-.d). 

of vectors. -pjjg preceding results with regard to the 

addition and subtraction of vectors are summed up in the follow- 
ing rule : RelaHtms which are true algebraically S°^ instantaneous 
values of sinusoidal euirente and voltages, hold true geometrically 
for the vectors of these quantities. It is customary to provide 
vectors of currents with triangular arrows, as in Fig. 12; vectors 
of voltages are usually distinguished by pointed arrows, as in 
P^. 13. This distinction enables one to see directly from the 
diagram whether a vector represents a current or a voltage, with- 
"out reference to the text. 




Piob. 1. The currents generated by two alternators in parallel are 
75 and 120 amp. respectively, the second current lagging behhid the first 
by 30 d^reea. Determine the magnitude and the relative phase position 
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of the resultant line current by three methods: (a) point by point; 
(b) analytically; (c) by means of vectom. 

Ans. 138.8 amp., lagging by 18° 32' behind the first current. 

Prob. 3. Solve the preceding problem without the use of eqs. (46) 
and (47), simply by means of the theorem proved above, that the sum 
or ihe difference of two sine-waves is also a sine-wave. Solution: 

/„ sin (w + ♦,,) = 75 an u + 120 sin (u - 30°). 
This equation is true for any instant, or for any value of u. It conttuns 
two ui^nown quantjtiee, the amplitude and the phase position of the 
resultant curve. It is necessary, therefore, to apply this equation to two 
particular moments of time, in order to obtain two equations with two 
unknown quantities. It is most convenient in this particular case to 
choose u — t/2 and u = 0. Substituting these values, two equations 
with two unknown quantities are obtained. This method is preferable 
in the solution of practical problems, because it is not necessary to 
remember eqs. (46) and (47), and also because the two values of u can 
be selected so as to give the simplest equations. 

Prob. 8. Two alternators, with the same number of poles, are coupled 
t<^ther so as to ^ve voltages differing in phase by 27 degrees, the volt^je 
of the second machine leading that of the first. The first alternator 
generates a volt^ie the amplitude of which ia 2300 volts, the second 
1800 volts. The two machines are connected electrically in series. Find 
graphically the vector of the resultant voltage in its magnitude and phase 
position. Find also the vector of the resultant voltage when the termi- 
nals of one of the machines are reversed. Ans. (1) 3988 volts, lead- 
ii« the first by 11° 49'; (2) 1074 volts, lai^ug behind the first by 49° 32'. 

Prob. 1. An alternator, the terminal voltf^ of which is 6600, supplies 
its load throi^ a transmission line. The conditions are such that the 
current lags behind the generator voltage by an angle of 35 degrees. 
The voltage drop in the line is 540 volts, leading the current in phase by 
an angle of 67 degrees. Find the receiver voltage by subtracting the 
voltage drop in the line from the generator voltage (geometrically) ; also 
determine the phase displacement between the receiver voltage and the 
current. Ans. 6149 volts; 32° 20'. 

16. Non-sinusoidal Currents and Voltages. When a current 
or voltage wave differs considerably from the pure sine form, 
it IB often convenient to represent it as the result of a superposi- 
tion of sine-waves of different frequencies (Fig. 14). No mat- 
ter how complicated a periodic wave may be, it can always be 
so represented with sufficient accuracy, by properly selecting the 
amplitudes and the phase relations of the component sine-waves, 
or harmonics, as they are called. Theoretically, an infinite num- 
ber of aine-waves is necessary in order to represent any ^ven 
irregular wave exactly. In practice, however, a limited number 
of hajmonics is sufficient. 
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If the frequency of the given irregular wave is/, the frequencies 
of the harmonics are/, 2/, 3/, and so on. When, however, the 
given wave is symmetrical, that is, when the part above the axis 
of abscissae is identical with that below, all even hannomcs (2/, 
4/, etc.) drop out, and the wave consists only of the fundamental 
wave of frequency /, and the odd harmonics (3/, 5/, etc.). The 
student can easily convince himself of the truth of this statement 
by taking a fundamental sine-wave and adding to it a second 
harmonic and a third harmonic. In the first case the resultant 
wave will be unsymmetrical; in the second, symmetrical. Nearly 
all of the waves encountered in practice are symmetrical. 

Let the fundamental wave be represented by the equation 
j/i = Ci sin (u — ai), the third harmonic by the equation yt = 
C» an 3 (u — oa), etc. The meanii^ of Cj, C|, etc., and of ai, 
aj, etc., is clear from Fig. 14; is an arbitrary ori^n from which 
the angles are measured. The ordinates of the given composite 
symmetrical wave are represented by the equation 

y = Ci sin (u — aO -f- Cz sin 3 (u — aj) + Cs sin 5 (u — as) 

4- etc (48) 

This expression is known as the Fourier series, and is of great 
importance in mathematical physics. 

In practice, the problem which presents itself is usually that of 
analysis; that is to say, it is often required to analyze or resolve 
a ^ven irregular wave into its harmonics. In other words, know- 
it^ y, one is asked to determine the values of C and a for one or 
more harmonics. This is a purely mathematical problem, and is 
not treated here, because the solution will be found in numerous 
textbooks, handbooks and mi^azine articles.^ There are also 
mechanical wave analyzers on the market, by means of which 
any desired harmonic may be separated by tracing the ^ven 
curve with a stylus, in a manner similar to the way in which a 
planimeter is used. 

It is of importance for an electrical engineer to train his eye 
in the discernment of prominent harmonics, without mathematical 
analysis. This training is afforded by exercises in wave synthesis, 
that is, in combining various assumed harmonics into irregular 
waves. 

> See, for instance, the author's Ezperimenial EleHrieal Engineering, Vol. 2, 
p. 222. 
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Take first a fundameatal aine-wave and a third hannonic of 
a reaaonable magnitude, Hay between 15 and 30 per cent of the 
fundamental. Combine these waves into one, with different rela- 
tive phase positions of the fundamental and the third harmonic. 
In this way a flat wave, a peaked wave and a one-dded "humped" 
wave will be obtained. Then change the nu^nitude of the third 
harmonic and construct aunilar waves, in order to see the influ- 
ence of this factor. After that, plot similar curves for the funda- 
mental wave with a fifth harmonic, a seventh harmonic, and so 
on. Finally, combine the fundamental wave with the third and 
the fifth harmonics simultaneously, and so on. After some prac- 
tice, the eye will easily discern prominent harmonics in a given 
irregular wave. Numerous oscillograms of irregular waves will 
be found in many current periodicals and in the transactions of 
the various electrical societies. Read in this connection Art. 30 
of the Magnetic Circuit. 

Rrob. 1. Draw two or three sets of curves suggested in the preceding 
paragraph; each set must comprise about six curves and each curve 
must have a harmonic with a different phase position. 

Ptcb. S. Devise a «mple apparatus by meajis of which harmonics 
can be combined mechanically, and the resultant waves observed, with- 
out actually plotting curves point by poiot. 

VkA>. S. Analyze a ^ven irregular wave into its harmonics, u»i^ the 
method given in the reference above, or any other method found in the 
literature on the subject. 
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CHAPTER V 
POWER m ALTERNATmC-CURRENT CIRCUITS 

16. Power whea Current and Voltage are in Phase. Let 
a resistance r be connected across the terminals of an alternator, 
the voltage at the terminals varying according to the sine law. 
The current through the resistance also varies according to the 
«ne law, because Ohm's law holds true for any moment of time, 
so that the curve of the current is in phase with that of the voltage. 
If the equation of the voltage wave is e = £. sin u, the equation 
of the current ia i = (,E„/r) • sin u. Graphically, the current and 
the voltage are represented by two vectors of different lengths, but 
in the same direction — for instance, like OC and OD in Fig. 13. 

Divide the time T of one cycle into a large number of small 
intervals At. Then the amount of energy delivered to the reBist* 
ance r and converted into joulean heat during one of such inter- 
vals varies with the time portion of the interval in the cycle, 
in other words, with the instantaneous values of the voltage and 
the current. This energy is practically equal to zero when the 
current and the voltage have values near zero, and it reaches a 
maximum with them. However, the dissipated energy, being in 
the nature of a frictional loss, never becomes negative, because 
whether the current flows in one direction, or in the other, the 
heat liberated, e • i • A( = iV • A(, is always positive. 

Since the voltage and the current vary with the time, the rate 
of liberation of energy, or the instantaneous power, is also variable. 
The expression P = ei = ih represents the instantaneous power 
as with direct current. If e and i remamed constant for one 
second, the enei^ liberated would be equal to tV. As a matter 
of fact, e and i may be considered constant only during the infini- 
tesimal element of time dt, so that the energy liberated during the 
time dt is xV ■ dt. Nevertheless, it is proper to say that at the in- 
stant under consideration the enei^ is liberated at a rate equal to 
i*r per second, because (iV • dt)/rU = tV. This ia anal<^ouB to Uie 
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way ID which we speak of the instantaneous speed of a body during 
a period of acceleration or retardation. The speed varies from 
instant to instant, ao that to say that the speed is f at a certain 
instant merely means that, if the body continued to move at this 
velocity for one second, it would cover a space equal to v. In the 
same sense, the instantaneous power indicates the amount of 
energy which would be developed per second, if the current and 
the voltage suddenly became constant. 

The total energy liberated in the form of heat during one 
complete cycle is 

XT fT 
ih--dt = rj i*.df (49) 

When no local e.m.fs. are present, the same energy is repre- 
sented by the expression 

'^ ei-dt (50) 



-=r 



When there are local e.m.fs. in the part of the circuit under 
consideration, the total energy commimicated to it during an 
interval of time is different from that dissipated as heat (Art. 4). 
According to eq. (19), we have 

Xr pT /T 

efi-dt + J efl-dt = r\ i'-di. . . (51) 

Suppose, for example, that ei is the counter-e.m.f. of a motor 
in the circuit, and therefore nearly in phase opposition to e,. Then 
the i*r loss on the right-hand ade of the equation is the difference 
between the energy supplied to the circuit and that converted into 
mechanical work in the motor. 

The foregoing equations are true whether the current and the 
voltage vary according to the sine law or not. If they are sinus- 
oidal, the integration can be easily performed, and the energy per 
cycle evaluated by the following method. Let the current be 
represented as before by i = /« an u. Substituting this value 
into eq. (49), we have 

W = IJrJ Bin*udl (52) 

This expression is ea^ly integrated by using the substitution 
sin'u = J(l — p08 2w). Or it may be evaluated by ot>serving 
that lis value remains the same if a cosine is substituted for tJie 
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sine. This is because the limits of integration are u = and 
u = 2 IT, and in summing up sines or codnes through 2 r we take 
the same quantities, only in a different order. Hence we may 
write 

»r = /.V r^co8*ud( (52a) 

Adding the two expressions term by term, and remembering that 
sin*w + co8*u = 1, 



2W = /„V r^d( = /„»r.r, 



or the energy converted into heat during one cycle is 

W = \I^*T'T (53) 

When there are no local e.m.fs. and the current is in phase 
with the voltage, we have E^ = ImT, so that from eq. (53), and by 
uialogy to eq. (18), we have 

W = ^I^^-T (54) 

and 

W = UE^yr)-T (55) 

The student must clearly understand that the phase relation 
between the current and the voltage is of no consequence in eq. 
(53), while eqs. (54) and (55) hold true only when the current is 
in phase with the voltage. Or else, E„ in these latter expressions 
may be said to refer to that component of the total terminal 
voltage which is used up in Ir drop. 

Pmh. 1. A sine-wave alternating current, which fluctuates between 
±75 amp., flows through a resistance of 10 ohms. Plot curves of instan- 
taneous values of the voltage and power ; the frequency is 50 cy./seo. 
Ana. E„ = 750 volts; max. power = 56.25 kw. 
Pmh. 3. Determine the total energy liberated per cycle in the pre- 
ceding problem, by integrating graphictiUy the curve of power. 

Ans. 562..^ joules (watt-seconds). 
Prob. S. Prove analytically that the curve of power obtained in 
problem I is a sine-wave of double frequency, tangent to the axis of 
time. Proof: The equation of the curve is P = /,»V • Mn* w. But from 
trigonometry 

cos 2 w — cos' w — wn* u •■ I — 2 sin' w. 
Substituting the value of sn* u from this equation into the expression for 
P, we get 

P = i/-'r-i/-*r.cos2u. 
The first term is constant, while the second r^resents a one-wave of 
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double frequency, because 2 m = 2 1 (2/)i. The first term is never 
smaUer than the second, so that P ia always poative, and the whole curve 
liee above the axis of abscissie. The second term becomes equal to the 
fint and P — 0, only when 2 u is a multiple of 2 r. At these points the 
curve is tangent to the axis of abacisste. 

Prob. i. Deduce eq. (53) directly from (52), expresBing sin u in terms 
of the cosine of the double angle, as in the preceding problnn. Hint: 
From eq. (37) , dl = (T/2 *-) du, and the Umita of int^ration are u = and 



17. The Effective Values of Current and Voltage. In prao- 
tice, it is the average rate of delivery ot dissipation of energy 
that ia of interest, or, in other words, the average value of the 
variable instantaneous power. This is analogous to using in 
calculations the average speed of a machine, when the actual 
speed varies within certain limits. This average power is found 
by dividing the total energy developed during one cycle by the 
period T of the cycle. When the current varies according to 
the sine law, the total energy per cycle converted into heat ia 
expressed by eq. (53). Dividing both sides by T, we find that 
the average power 

P.« = i/-,*r (56) 

It is convenient to use in eq. (56) a new value of the current, 

/ - I^/V2 - 0.707 7„ (67) 

instead of /„, because then the expression for the average power 
becomes identical with that in a direct-current circuit, namely, 

P™ = /V (58) 

Analogously, if we define 

£ = £«/V^ = 0.707 £„, (59) 

eqs. (54) and (55) become 

P™ = £./ (60) 

and 

Po« = E*/t, (61) 

which are perfectly similar to the correspondmg expreanons in a 
direct-current circuit. 

E and I, as defined above, are called the effective values of the 
alternating voltage and current respectively. We may say that 
by definition the effective value of an alternating (or variable) 
current is equal to such a constant current which, when flowing 
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through a resistance, dissipates the same average power as the 
actual variable current. 

This definition of an effective value applies to variable cur- 
rents of any form. It is used, for instance, in determining the 
temperature rise of electric railway motors. During the run of a 
car the current fluctuates within wide limits, but the heating of 
the motor windings is nearly the same as would occur with a 
certain constant current, which is called the effective value of 
the actual variable current. The condition for the same average 
iV loss is 



I*T-T 



'£''"■ 



where T is the interval of time for which it is desired to obtun 
the effective value. Hence 



P=il/T)J\^dl. 



(62) 



This equation expresses in mathematical language that P is the 
average value of i*, over the period of time T. Taking the square 
root of both sides of this equation, we can also define the effective 
value / as the sguare root of the mean square of the instanianeoua 
values. This definition is true for any form of alternating or 
variable current. The effective voltage is defined by a similar 
expression, so that more generally 



y.f,'=il/T)JJy'dt, 



... (63) 

where y denotes an instantaneous value of current or voltage. 
Altematii^-current ammeters and voltmeters are always cali- 
brated so as to indicate the effective values of current aad voltage. 
When an irregular wave of current or volti^;e is given graphi- 
cally, its effective value is found by taking a sufficient number 
of equidistant ordinates (Fig. 15) and replacing the integration 
in eq. (63) by a summation. Let the half-wave be divided mto 
k equal parts, where % is an even number, and let yo, yi, . . . y* 
be the corresponding ordinates. Then, accordmg to Simpson's 
Rule, 

J/.//' = [l/(3ft)][(j/o*+!/**)+4(yi» + i/,*-|- • ■ • 

-I- I/t-i*) +^iy2^ + y*'+ • ■ • + !/*-*')] ■ - (63a) 
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The larger the number of ordinates, the more accurate is the value 
of Vtff determined by this method. The value of j/,//* may also 
be foimd by plotting a curve of y* against u, as shown in Fig. 15, 
and determining its mean ordinate by means of a planimeter. 

When a large number of effective values must be determined, 
— for instance, from the records obtained by a graphic ammeter 
during several runs of an electric train, — the squaring of ordi- 
nates becomes a tedious process. Some practical methods, by 
means of which the necessity for squaring ordinates is eliminated, 
are described in the next article. 
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Fio. 15. The effective and the average ordinates of an irr^pilar half-wave. 

The effective value of a current or a voltage is also called the 
^wiAraiic mean, to distinguish it from the arithmetical mean value 
defined by the familiar equation 



or for a periodic curve 



-{\/r)£ydu. 



(65) 



It will be noted that the upper limit of integration is t and 
not 2 T. It is evident that for a symmetrical wave the average 
ordinate over a whole cycle is equal to zero. The average value, 
therefore, always refers to a half-wave. 
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For the aine-wave 



.(y.M£. 



sinurJu = (2/x)i/„, 



y,«/ym = 2/t = 0.637 (66) 

The ratio of the effective to the mean ordinate is called the 
form /odor, because it gives an idea of the degree to which the 
curve is flat or peaked as compared to the sine-wave. For a 
sine-wave the form factor is 

(yjV2)/{2yjT) ~ l.n (67) 

For a perfectly flat^topped or rectangular wave, the maximum 
value, the effective value and the average value are all the same, 
so that the form factor is equal to unity. For very peaked waves, 
the influence of the high middle ordinates is more prominent in 
the quadratic mean, so that the effective is considerably higher 
than the mean value, and the form factor is larger than 1.11. 

Another ratio wtiich helps in judging about the shape of a 
curve is the so-called amplitude factor, or the ratio of the maximum 
ordinate to the effective value. The author is not aware that 
either the form factor or the amplitude factor is used to any con- 
siderable extent in practice. 

. ftob. 1. An electric heater was tested tor power consumption on an 
altematii^-ciUTent circuit, by having an ammeter in series with it, and 
a voltmeter across its terminals. Both instruments were calibrated to 
indicate effective values. The readings were 110 volta and 5.7 amp. 
Assuming the current and the voltage to have been in phase, which is 
nearly the case, what was the average power consumption of the heater, 
and what was its resistance? Determine also the maximum instan- 
taneoua values of the current and the voltage, under the supposition of 
the fflne law. Ana. S27 watts; 19.3 ohms; 155.56 volta; S.06 amp. 

■" H ^ »■ 



) y. 


- 1 — 1 



FiQ. 16. A stepped curve of current or voltage. 

Prob. S. Determine the average value, the effective value, the fonn 
factor uid the amplitude factor of the curve shown in Fig. 16. 

Ans. 0.75 ff„; 0.791 y,,; 1.055; 1.264. 
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Prob. S. Check some of the values of the form factor and the ampli- 
tude factor given In the table in the Standard Handbook (see Index under 
" form factor"). This will afford practice in calculating effective values 
of curves when they are given by analytic equations of the form j/ = f(l), 
using eq. (63). 

Prob. 1. Plot an irregular wave, taken from an aviulable oscillograph 
record, and calculate its averse and effective values by the point-by- 
point method, or by usii^ a planimeter. 

18. Some Special Methods for Calculating the Eifective 
Value (tf an Irregular Curve. As is mentioned in the preceding 
article, squaring a lar^e number of ordinates in order to find 
the effective value of a curve is a tedious process, and methods 
are available which sometimes lead to the end more quickly. It 
must be admitted, however, that for one who has to do this 
, work only occasionally, the plain point-by-point method described 
above is probably the quickest and the most reliable. 




PiQ. 17. An irr^ular curve (Fig. 15) and the equivalent 
plotted in polar coordinates. 



(a) Flemijig'a Method. The given curve (Fig. 15) is replotted 
in polar coordinates (Fig. 17), so that equal polar angles 0/k cor- 
respond to equal distances r/k upon the axis of abscissse. The 
ratio between an abscissa u in Fig. 15 and the corresponding polar 
angle in Fig, 17 is of no consequence; in other words, it makes 
no difference what total central angle O corresponds to the total 
distance r in Fig. 15. The area of an infinitesimal triangle sub- 
tended by a polar angle dw is ^ y^dw, because y is the base of the 
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triangle, and ydu is its altitude. ThuB, the total area of the curve 
in Fig. 17 is 

S = *r»»d« (68) 

But, by the defining equatjon (63), the effective value, or the quad- 
ratic mean ordinate, of the same curve in Fig. 15 \s found from 
the expression 

J/.//-(l/n)j["v=d" (69) 

because « is proportional to t. Comparing the preceding two 
equations, we find that 

!/,//> = 2S/0 (70) 

Since S is easily evaluated, for instance, by means of a planimeter, 
the effective value is calculated from eq. (70) without squaring 
the ordinates, but simply by replotting the given curve in polar 
coQrdinates.' 

When the given curve is a pure sine-wave, the corresponding 
curve in polar coordinates is a circle, provided that the angle O 
is selected equal to v. The student can easily prove this for hfan- 
self, either graphically or analytically. Let y„ be the maximum 
ordinate of the sine-curve; then the area of the circle isS = \iryj, 
and from eq. (70) we find y,// = y«/V2. This is the same value 
as found before by a different method. 

When the given curve is not much different from a pure sine- 
wave, the corresponding polar curve approaches a circle in form 
(always provided that O = r). In such cases it is possible to 
determine the area of the polar curve without a planimeter, by 
drawii^ a circle of equal area as judged by the eye (Fig. 17). 
The effective value is then the same for the given curve and for 
the sine-wave corresponding to this circle, and is equal to the 
diameter of the circle divided by V2. Such a sine-wave is called 
the eguivalent sine-wave. It is often convenient in dealing with 
irregular current and voltage waves to replace them by equivalent 
sine-waves, so as to be able to apply an analytical solution, or 
to construct vectors. 

I For a more detailed treatment and numerous practical applications, 
see C. O. Majlloux, " M^tbode de D^tenniuation du Courant Constant Pro- 
duisant le m^me EchauSement qu'un Countnt Variable," in the Tramae- 
Uont oS the InUrruitiotud Congreaa of Applications o/ BUctricUy, Turin, 1911. 
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(b) The Effective Value in Terms of Harmonica. When an 
irregular wave is given in the form of a Fourier series, eq. (48), 
the effective value can be expressed through the amplitudes of 
the harmonics. In order to use the expression for y in the funda- 
mental formula (63), we have to square the Fourier expansion. 
This gives terms of two kinds, namely, squares of hanuonicB, 
and products of pairs of harmonics. Let the nth and the pth 
harmonics be represented by the expressions 

A, = C, sinn(« - a.) (71) 

ftp = Cp sin p(u- ftp) (72) 

Then the right-hand side of eq. (63) will contain the following 
terms: 

Hmr'kJ'dt = {C,yT)f\m*n{u- a.)dt = \ C,'; (73) 

0./T)j\*di = (CpVD J^^'sin' p(u - «p) d( = J Cp*; (74) 

2 (l/T)rKhpdt = 

2(C,Cp/r)j[ sin n(u- a.) sin p(u- a,) di-O (75) 

The values of the first two integrals are found in precisely the 
same way aa that of eq. (52) in Art. 16, that is, on the basis of 
the fact that their values do not change if cosines are substituted 
for the sines. The third integral is identically equal to zero, as 
is shown in problem 3 below. Thus eq. (63) becomes 

y,//*=(C,/v^)*-H(C,/V2)=-|-etc., . . . (76) 

or the square of the efEective value of a complex wave is equal to 
the sum of the squares of the effective values of its harmonics. 

Prob. 1. Plot a complex wave consisting of known harmooics and 
determine its effective value (a) by the methcMl given in the preceding 
article; (b) by the Fleming method; (c) from eq. (76). 

Piob. 3. An irregular wave has a third and a fifth harmonic, the 
fonplitudes of which are equal respectively to 12 per cent and 4 per cent 
of that of the first barmomc. Show that the eSective ordinate \% equal 
to 71.3 per cent of the amplitude of the fundamental wave, and that the 
average value depends upon the phase positions of the harmonics. 
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Prob. 3. Prove that expreesion (75) is identically equal to zero. 
Pnxif : According to the familiar formula of trigonometry, nu ^ sin £ = 
i cos (^ - fi) - i cos U + B), we have an n(u - a,) sin p(u - op) = 
i cos l{n — p) u + a] — i cos [{n + p) u + b], where a and b do not 
coutiun the variable u. Integrating these cosines leads to terms of the 
form siolCn — )))i* + a] and ain [(n + p) m + 6], Since the limita of 
int^ration are and 2 r, and n and p are integers, the values of these 
sinea at the upper limit are the same as at the lower limit, and conse- 
quently each of the integrals is equal to zero. 

19. Power when Current and Voltage are out of Phase. 

In a majority of practical alternating-current circuits there is a 
more or less pronounced phase displacement between the current 
and the voltage. This is due to the presence of local electro- 
motive forces, the principal among these being as follows: (a) 
The counter-electromotive forces of motors connected into the cir- 
cuit, (b) The electromotive forces induced by alternating mag- 
netic fluxes in the circuit. These fluxes may be created by the 
current itself, or they may be due to the influence of other circuits 
(self and mutual induction), (c) The electromotive forces due to 
the "elastivity" of the dielectric medium surrounding the circuit 
(electrostatic capacity or permittance). 

The actual workings of these causes are discussed more in 
detail in the following chapters. Here it is sufficient to note that 
there are factors which produce local electromotive forces in 
altematii^-current circuits, and that they bring about a phase 
displacement between the voltage and the current. Let OB 
(Fig. 13) be the generator voltage, and let OA represent the sum 
of the various local electromotive forces in the circuit. Sub- 
tractii^ OA from OB, the net voltage OC is obtained, which is 
just sufficient to supply the ohmic drop in the circuit. The 
current OD is in phase with this volti^e, and is numerically equal 
to OC divided by the total resistance r of the circuit. It will be 
seen that there is a phase displacement ^ between the current and 
the generator voltage OB; it is also clear from the figure that this 
phase displacement is due to the presence of the electromotive 
force BC, 

We shall first calculate the enei^ supplied by the generator 
during one cycle in the specific case when the phase displacement 
between the current and the voltage is exactly 90 degrees. If 
the current is represented by the equation i = /„ sin u, the 
expression for the voltage ia e = E„ cos u. The instantaneous 
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power is equal to i • e = 7«fin sin u cos u = J ImEm sin 2 u. Thus, 
the power varies as a sine function of double the generator fre- 
quency; the energy flows now away from, and now toward, 
the generator. The average power for one cycle is therefore zero, 
for the power has as many negative values as it has positive ones. 
Mathematically, this result is represented by the time integral 
of the instantaneous power over a complete cycle. Omitting the 
constant quantities £„ and 7„, we have 

j sin u cos It du = J — cos 2 u =0. 

Let now the phase displacement between the current and the 
volti^ be less than 90 degrees, and be equal, say, to ^. The 
average power delivered by the alternator is in this case smaller 
than the product EI, and its value must be investigated. The 
vector of the voltage E can be resolved into a component E cos ^ 
in phase with the current, and another component, E sin ^, in 
quadrature with the current. According to the proof given 
above, the average power produced by the quadrature component 
of the voltage is zero, so that the total average power is 

Pa« = EI ■ cos <f> (77) 

A more rigid proof of this expresaon is given in problem 3 beloiw. 

The product EI is called the apparent potoer, and cos^ is 
referred to as iAe power-factor. Thus, the power-factor can be 
defined either as the cosine of the angle of phase displacement 
between the current and the voltage, or as the ratio of the true 
power Pa,, to the apparent power IE. The second definition 
is more general, because it applies also to non-sinusoidal currents 
and voltages. 

Referring to Fig. 13, the factor / cos ^ which enters into 
eq. (77) represents the projection of / upon the direction of the 
voltage OB, or E. Hence, eq. (77) can be interpreted by saying 
that the true power is equal to the product of the voltage by 
the component of the current in phase with it. This component 
of the current, / cos 0, is therefore called the energy camponerU, 
while the component / sin ^, at right angles or in quadrature with 
the voltage, is called the reactive aymponenty 

Instead of resolving the I'ector of the current into two com- 
ponents, it is sometimes preferable to resolve the voltage E into 
I The older name for this reactive componeat is wattless current. 
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the components E cos ^ and £^ sin ^, in phase and in quadrature - 
with the current. In this case, eq. (77) is expressed in words by 
saying that the average power is equal to the current times the 
component of the voltage in phase with it. These components 
of the voltage are also called the energy componenl and the reactive 
component respectively. The two components of power, the true 
power EJ cos (>, and the reactive power EI sin ^, stand in the 
same relation to the apparent power EI as the two sides of a 
right triangle bear to the hypotenuse; that is, 

{Eiy = {EI COS 0)' + {EI sin *)' (78) 

Let now the current and voltage curves be different from pure 
sine-waves, and also different from each other in form. The 
fundamental equation 

P^={XiT)Cd.dt (79) 

holds true in all cases, so that if the curves are given graphically, 
the energy per cycle is found by multiplying the corresponding 
instantaneous values of e and i, and using the planimeter on the 
resultant curve. The average ordinate of this curve gives the 
average power. Of course, the parts of the resultant curve below 
the axis of abscissae must be evaluated separately from those above 
it, and the difference of the two taken to represent the total 
energy. 

If the two waves are given in the form of Fourier series, an 
expression for the average power may be obtained in terms of 
the effective values of the harmonics. Substituting the expan- 
sions for 6 and i into eq. (79), two kinds of terms are obtained, — 
those containing products of two harmonics of the same frequency, 
and those containing products of two harmonics of different fre- 
quencies. The terms of the first kind, after integration, give re- 
sults of the same form as for the fundamental wave; that is, for 
the nth harmonic \ E^I^ cos i^„, where E, and I„ are the amplitudes 
of the nth harmonics, and 0„ is the phase displacement between 
them. The terms of the second kind give zero after integration, 
the proof of this being analogous to that in problem 3 of the pre- 
ceding article. Thus 

P<,„. = §Ei/icos*, + iE^,cos*3 + etc. . . (80) 
In other words, each harmonic canlrAutea its own akare of power, 
as if it were acting alone. 
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Let E and / be the effecUve values of some Qon-sinusoidal 
periodic voltage and current, measured, for instance, by means 
of hot-wire or dynamometer-type instruments. Let P„, be the 
averse power according to eq. (80), or measured by a dyna- 
mometer-type wattmeter. Then the ratio Pa„/EI ia called the 
power-factor of the system, the same as with ^nueoidal curves. 
This ratio is also often denoted by cos 4>, meaning by ^ the phase 
angle between the equivalent sine-waves of voltage and current, 
as defined in the preceding article. With the use of this angle and 
of the equivalent sine-waves, vector diagrams may be constructed 
and the corresponding calculations performed with currents and 
voltages deviating considerably from pure sine-waves, though of 
course such calculations check only approximately with the actual 
measurements. 

Prob. 1. Aamiming the line current in problem 4, Art. 14, to be 452 
effective amperes, calculate the average power delivered by the alternator, 
and the power received at the opposite end of the line. 

Ana. 2444 kw.; 2350 kw. 

Prob. 3. Referriag to problem 1, Art. 17, a wattmeter was coonected 
into the heater circuit, and the true power was found to be 598 watts. 
Assuming all the three instruments to be in calibration, calculate the 
power-factor and the angle of displacement between the current and the 
voltage in the heater; also the energy component and the reactive com- 
ponent of the current. 

Ans. 95.4 per cent; 17^30'; 5.39 amp.; 1.71 amp. 

Prob. 3. Deduce expression (77) for power by direct int^ration. 
Solution: Let the current be expressed by I^aiau; also let the voltage 
be leading by an angle ^, and therefore expressed as B^ sin (u + «). 
Substituting these values into eq. (79), we get 

P.« = {E^^/T)( sin « sin (« + *)*, 

cos « + cos u sin ^I du, 



J^/2,)r'ei 



i / sin' u rfu + sin * / f 



= (E^m/2 t) [cos ♦ i sin' u rfu + sin * / ain u cos udu]. 

From a table of int^rala we find that the value of the first integral is r, 
and that of the second is zero. Substituting these values, and introduc- 
ing the effective values of voltage and current, formula (77) is obtained. 
Prob. 4. Plot a «ne-wave repreaentii^ an alternating voltage of 
500 effective volts, and a current of the same frequency, of 20 effective 
amperes, lagging behind the volti^ by 30 degrees. Plot on the same 
curve sheet the sine-wave of the instantaneous power, and check the 
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average ordinate of this curve with the value obtaioed by formula (77). 
Explain why the power is negative durii^ a part of the cycle, remember- 
ing that there are local electromotive forces in the circuit, 

Piob. 6. Prove that the curve of power consists of a sine-wave of 
double frequency, plus a constant term, the latter representii^ the aver- 
age power. Compare with problem 3, Art. 16. Su^estion: ie = I^Em 
Bin u sin (u + ^). Use the trigonometric transformation, 2 sin A sin B= 
coeU - B) - cos (A + B). 

Prob. 6. A non-siDusoidal voltage is represented by the equation 
e = 270 ein w + 62 sin S(u + 15°) + 16 sin 5 (u - 25°) ; the correspond- 
ing line current Is i = 18 sin (u — 30°) — 7 sin 3 (m + S0°) + 2.-5 sin 
5(« + 10°). Calculate the true average power and the power-factor of 
the system. 

Ans. P... •= i (4860 cos 30° +434 cos 75° - 40 eos 5°) = 2141 watts; 
the power-factor is 80.3 per cent. 
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CHAPTER VI 

INDTTCTAlfCE, REACTAIfCE AND IMPEDANCE 

20. Inductance as Electromagnetic Inertia. Experiment 
shows that an electric current in a variable state behaves as if 
it possessed inertia; there is an opposition to any change in its 
magnitude and direction. This opposition is manifested in the 
form of an "induced" electromotive force in such a direction as 
to tend to counteract the change in current. Thus, if an external 
e,m.f. tends to increase the current, the induced e.m.t. is in a 
direction opposite to that of the current; but when, on the other 
hand, the current for some reason decreases, the induced e,m,f. 
is in the same direction as the current, and therefore tends to 
strengthen it. These reactions of the current are similar to those 
exerted by a moving body; for instance, the water in a pipe, when 
its motion is accelerated or retarded. In practical applications, it 
is convenient to consider, not the reactions themselves, but the 
external forces necessary to overcome them. Thus, in the ease 
of a moving body of mass m, the external force necessary to com- 
municate to it an acceleration dv/dt is F = m dv/dt. Here F 
is positive when the acceleration is positive, and vice versa. 
Similarly, to increase a current at a rate of dt/df, an external e.m.f. 
is necessary of the magnitude 

e = Ldi/dt, (81) 

where L is a constant which characterizes the circuit and is analo- 
gous to the mass m in the mechanical motion. The coefficient L 
is called the inductance of the circuit, and depends upon its shape 
and proportions, the presence or absence of iron, the number of 
turns which the conductor makes, and some other factors, which 
it is not necessary to discuss here. In most books the right-hand 
side of eq. (81) is written with the sign minus, because e is under- 
stood to mean the induced e.m.f. or the reaction of the circuit; 
while in our case e designates the external voltage, equal and 
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oppofflte to this reaction. -The form of the equation used here is 
preferable, because in practice one deals with compODents of the 
applied voltage rather than with the induced count«r-e.m.f . ; 
moreover, the minus sign is apt to confuse a be^nner. 

The inertia effect of the electric current is brought about 
through the mechanism of the magnetic field produced thereby. 
When the current varies, the flux embraced by the electric circuit 
also changes, and according to Faraday's law of induction this 
flux induces in the circuit an e.m.f. Thus, postulatii^ the exist- 
ence of electromagnetic inertia, and stating the law of induced 
e.m.f., are perhaps but two different ways of expressing the same 
phyeical phenomenon, the true nature of which is at present un- 
known. Any arrangement of the circuit which increases the flux 
linlced with it, also increases its inductance L or the inertia effect. 
The inductance of a given electric circuit can be calculated with 
more or less accuracy,' or it can be measured experimentally, 
using eq. (81). For our present purposes we shall assume L to 
be a constant quantity, which characterizes the inertia of a given 
electric circuit, according to eq. (81), without any reference to 
the nature of the magnetic flux which produces it. Mechanical 
inertia is used iu physics and in engineering as a fundameutal 
entity, without explaining it in any other terms, while the mystery 
as to its cause is just as deep as that surrounding the electro- 
magnetic inertia. Some modem physicists even believe that all 
inertia is of an electromagnetic nature. 

The fact that a body resists acceleration, together with the 
law of conservation of energy, leads to the conclusion that a mov- 
ii^ body possesses a certain amount of stored enei^. The 
external work done upon a body while It moves through a dis- 
tance ds is F • ds = m {dv/cU) ds, or, since ds = v • dt, we have 
F • ds = mw • dtf. The total work done upon the body while accel- 
eratii^ it from rest to a velocity v is therefore 



W = rFds= rmvdv = h 



mv*. 



According to the law of conservation of energy, this work is 
stored in the moving body as its kinetic energy. 

The electrical work done in increasing a current against the 
induced electromotive force, during the time dt is dW = ei • dt, or 
> See the author's Magnetic Circuit, Chapters 10 to 12. 
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substituting for e its value from eq. (81), dW= lAdi. The total 
energy supplied to the circuit from the external source of power, 
while the current iacreases from zero to a certain value i, is 

Udi = \Li' (82) 

This does not include the energy required for supplying the t*r 
loss. According to the law of couservation of energy, expression 
(82) represents the energy stored in the circuit as long as the value 
of the current remains the same. When the circuit is broken, 
this enei^ is converted into heat. Analogously, when a non- 
elastic moving body is stopped, its accumulated energy is con- 
verted into the heat of impact. Inductance can be defined from 
either eq, (81) or (82); and for most purposes the two definitions 
are identical. Similarly, in mechanics, mass may be defined 
either as the ratio of F to dv/dl, or as a ratio of the kinetic energy 
to Jw*. 

The unit of inductance in the ampere-ohm system is catted 
the henry. According to eq. (81), a circuit has an inductance of 
one henry when one volt is necessary in order to increase the 
current at a rate of one ampere per second. This one volt does 
not include, of course, the e.m.f. necessary for overcoming the 
resistance of the circuit. The henry being rather a large unit, 
inductance is frequently measured in millihenrys. Substituting 
into eq. (81) the physical dimensions of the voltage in the ampere- 
ohm system, we get [IR] = [LI/T] or [L] = [RT]. In other 
words, the henry stands for the "ohm-second." For this reason, 
one instrument for measuring inductance has l>een called by its 
inventors "the secohmmeter. " 

All actual circuits which possess inductance, at the same time, 
have some resistance, however small it may be. Therefore, the 
total instantaneous voltage applied during a variable state is 

e = ir + L di/dt (83) 

Olunic resistance may be compared to mechanical friction, 
so that eq. (83) can be interpreted by reference to the mechan- 
ical analogy used above, in the following way; namely, the 
force necessary to accelerate a body must be augmented in 
practice by the amount required for overcoming the inevitable 
friction. 
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Prob. 1. A circuit which poesessea an inductance of 12 millihenrya 
and carries a direct current of 150 amp. is broken witliin ono-fifth of a 
second. Wbat is the average voltage induced in the circuit during this 
interval of time? Ans. 9 volts. 

Pnb. 3. Calculate the electromagnetic energy stored in the circuit of 
the preceding problem while the current is steady. Ans. 135 joules. 

Prob. 3. The current in a coil is made to vary at a uniform rate of 
250 amp. per second. At the instant when the current is equal to 150 
amp., a voltmeter connected across the terminals of the coil reads 295 
volts; when the instantaneous current is 100 amp. the voltmeter reading 
is 230 volts. From these data calculate the resistance and the induc- 
tance of the coil. Ans. 1.3 ohms; 0.4 henry. 

21. Reactance. It is natural to expect the inductance to 
exert a considerable influence upon the voltage and current rela- 
tions in an alternating-current circuit, because the current is 
varying in magnitude all the time. The influence of inductance 
in this case is analogous to that of the inertia of the moving parts 
in a reciprocating engine; i.e., energy is stored during the periods 
of increase in velocity (or in current), and is returned to the source 
of power during the intervals of time when the velocity (or the 
current) decreases. There is no net gain or loss of energy for a 
complete cycle, although the instantaneous values of current and 
voltage may be considerably affected. 

Consider Erst a part of a circuit which has inductance only, 
the resistance being negli^ble. Let the current vary according 
to the familiar law i = /» sin (2 ir/t — a). Substituting this value 
into eq. (81), we get 

e = 2TfLI„coB{2Tft-a), .... (84) 

which means that the voltage necessary to force a sinusoidal 
current through an inductance also varies according to the sine 
law, and is in leading quadrature with the current. The ampli- 
tude of the voltage £„ =■ 2vfLIm, or the relation between the 
effective values of voltage and current, is 

E^2t/LI (86) 

It will be seen from this relation that, in alternating-current cal- 
culations, the quantities / and L always appear as a product. 
It is therefore convenient to introduce, for the sake of abbrevia- 
tion, a new composite quantity x, defined by the relation 

x~2wfL (86) 
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The quantity x is called the reactance of the cbcuit, and always 
refers to a stated frequency /, Equation (85) becomes then 



E = xl, 



(87) 



from which it follows that reactance is measured in ohmSj like 
resistance. This does not mean, however, that the two quanti- 
ties are similar in their physical nature. 

r Let now some resistance be con- 

nected in series with the inductance 
18), or let the coil which pos- 
sesses inductance have also an appre- 
ciable resistance. Substituting the 
on for i, given above, into 
eq. (83), we get 

e = rU sin (2 irft-a)+ xl„ cos (2 vfl-a). . . (88) 

Since the sum o£ two sine-waves is also a sine-wave (see Art. 14), 
the total voltage e varies according to the aine-law. These com- 
ponent sine-waves of voltage, their sum, and the current wave 
are shown in Fig. 19. The student is advised to study this figure 



x=SwfL 
Fig. 18. ReaistaDce and re- 
actance in £ 




Hie instantaneous current and voltage relations ii 
shown in Fig. 18. 

very carefully, because it represents one of the most important 
fundamental relations in the whole theory of alternating currents. 
The same relations are represented vectorially in Fig. 20, and the 
two figures may be conveniently examined together. One de- 
scribes the phenomenon from instant to instant; the other gives 
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the salient features in a symbolic form. The vector E con^sts 
of one component Ir in phase with the current, and another Ix 
in leading quadrature with the current. The first component 




Fia. 20. The curreDt find vtdtage relations in the circuit shown in Fig. 18, 
represented vectorially. 

serves to overcome the ohmic resistance; the second, the reac- 
tance of the circuit. From the triangle of voltages we have 
^ = /V + Px*, 

or £=7Vr* + «' (89) 

For the phase displacement between the current and the voltage 
we have 

Un « = Ix/Ir = x/r, (90) 

or the power-factor _____ 

COB * =■ r/Vr* + X* (91) 

The hydraulic analogue shown in Fig. 21 may make these 
relations clearer, ACDGA represents a closed pipe circuit in 
which water is made to oscillate 
to and fro by means of the piston 
B. The water is a8.<!iumed to be 
devoid of inertia, and the inertia 
of the whole circuit is concen- 
trated in a heavy maa-s F, which 
moves freely with the water. 
The force upon the piston rod 
H is analogous to the alternat- 
ii^ voltage E in Fig. 18; the 
velocity of the water is analo- 
gous to the alternating current, the friction in the pipes repr^ents 
the ohmic resistance r, and the inertia of the heavy mass F stands 
for the inductance L. To make the analogy closer, we assume 
that the piston is forced to perform a simple harmonic motion; 




Fia. 21. A hydraulic analogue 
to Fig. 18. 
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SO that the velocity of the water varies with the time according 
to the sine law, and may be represented by the curve for i in 
Fig. 19. 

The force upon the piston B conusts of two parts, that re- 
quired for overcoming the friction in the pipes, and that necessary 
for accelerating and retarding the mass F. These two compo- 
nents of the force can be represented by the curves for ir and ix 
in Fig. 19. The frictional reaction is at a maximum when the 
piston is in the middle of its stroke, because there the velocity 
of the water is the greatest. On the other hand, the acceleration 
is zero in this position, so that the mass F exerts no reaction. 
At the ends of the stroke the acceleration or retardation is at a 
maximum, so that the force necessary for constraining the mass 
F to the prescribed motion is at a maximum; however, the fric- 
tional re^stance is equal to zero. Adding the two sinusoidal com- 
ponents, we find the resultant force upon B, corresponding to 
the curve e in Fig. 19. It will be seen that e reaches a maximum 
b^ore the center of the stroke; this gives a phase angle between 
the force and the velocity that is analogous to the phase angle 
between the voltage and the current. The student can easily 
deduce that the force leads the velocity in phase, and that the 
displacement is greater the larger the mass F, as compared to 
the frictional resistance; in other words, the greater the reactance 
as compared to the resistance. It may be shown also that the 
inertia reaction of the same mass F is greater for a h^er fre- 
quency of oscillation, because the acceleration and retardation are 
proportionately larger. 

Prob. 1. The inductance of » coil is 0.2 henry; its ohmic resistance 
is negli^ble. Draw a curve giving the voltage necessary to maintain a. 
current of 12 amp. through the coil, at frequencies ranging from zero to 
100 cycles per second. 

Ans. A straight line throi^h the origin; at / = 100, E = 1508 volte. 

Prob. 2. A reactive coil without iron draws a current of 75 amp. when 
connected across a 110-volt 25-cycle circuit. What current would it draw 
at 60 cycles and at the same voltage, provided that the effect of its 
resistance can be n^lected? Plot a curve of current at intermediate 
frequencies. 

Ans. 31.25 amp.; equilateral hyperbola asymptotic to both axes. 

Prob. S> The reactive magnetizing current of a 2200-volt, 600-kilo- 
volt-ampere, 50-cycIe transformer must be not over 2.5 per cent of the 
full-load current. What is the lower limit of ita no-load reactance and 
inductance? Ans. 322.5 ohms; 1.027 henrys. 
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Prob. 4. The coil considered in problem 1 is connected in series with 
a lOO-ohm redstance; it is required to maintain a current of 12 amp. 
through the two, at various frequencies. Supplement the curve obtained 
in that problem with curves of voltage drop across the resistance, and the 
total voltage across the combination. Plot also the corresponding values 
of power-factor. Determine the ordinatea of the curves graphically, 
and check a few points analytically. 

Ans, Er = 1200 volts, independent of the frequency. At / = 0, 
■E(,tai'=Er,andcoB*=t 1. At/= 100,fi;„,„i = 1927 volts, cos * = 62.25 
per cent. 

Prob. 5. Three simultaneous instrument readings in a power house 
are: 7520 kw.; 66 kv.; 147 amp. The power-factor meter shows that 
the current is lagging behind the voltage. What are the readings at the 
same instant at the receiving end of the line, if its resistance ia 45 ohms 
and its reactance 83 ohms. Hint: Draw the vectors of the generator 
voltage and current in their true relative position. Subtract the ohmic 
drop in phase with the current, and the reactive drop in quadrature with 
it. The result will give the receiver volt^e in its true magnitude and 
phase position. Ans. 6547 kw.; 53.4 kv. 

Prob. 6. In order to determine the power input into a single-phase 
1 lO-volt motor, without the use of a wattmeter, the motor is connected 
in series with a non-inductive resistance across a 220-volt circuit. The 
resistance'is adjusted so that the voltage across the motor terminals is 
110, when the motor is carryii^ the required load. Under these condi- 
tions the voltage across the resistance is found to be 127, and the current 
through the motor 23 amp. From these data determine graphically the 
power-factor of the motor, and calculate its power input. 

Ans. 72.3 per cent; 1826 watts. 

Prob. 7. Referrii^ to the preceding problem, calculate cos if, trigo- 
nometrically, from the triangle of voltages, instead of determining it 
graphically. 

22. Impedance. When a reactance ia connected in series 
with a resistance, eqs. (89) and (91) indicate that the current and 
voltage relations are determined, not by the value of the reac- 
tance alone, but by a composite expression 

z = Vr* + x'. (92) 

The quantity z has the dimension of a resistance, and is called 
the impedance of the circuit. It can hardly be called a physical 
quantity, but rather an abbreviation for a certain combination 
of the physical properties of a circuit; in other words, an abbre- 
viation for the radical in eq. (92). Introducing the value of z 
into eqs. (89) and (91), we obtain 

E = zl (93) 

and co8* = r/? (94) 
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Impedance may be defined from eq. (93) as the ratio of the voltage 
to the current in a circuit contaiiiing resistance and reactance. 
In a non-inductive circuit the impedance is simply equal to the 
total resistance, while in a purely inductive one the impedance 
is equal to the reactance. It must be clearly understood that 
eq. (93) gives only the relation between the magnitudes of the 
vectors. The phase relation is given by Fig. 20, or by eq. (94). 
The three quantities r, x, and z form a triangle of which z ia 
the hypothenuse (Ilg. 20). This triangle is similar to the tri- 
angle of voltages, but the quantities r, x, and z are not vectors in 
the same sense as currents and volt^es are. From the impe- 
dance triangle we have the following useful relations: 

r = z cos (95) 

X = z sin * (96) 



and 



When two impedances are connected in series (Fig. 22), the 
voltage and current relations are as represented in Fig. 23. The 
^ total terminal voltage E is less 

than the arithmetical sum of 
the voltages Ei and Et across 
the two impedances, and is 
equal to their geometric sum. 
The resultant phase angle ^ has 
a value intermediate between 



p^vvvww._ 



7\-i 



Fio. 22. Two impedances in a 

the phase angles ^i and ^j of the two component impedances. 
It will be seen from the triangle ABC that the resultant voltage 
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Fw. 23. The current and voltage relations in the circuit shown in Fig. 22. 



is the same as that required by an impedance which consists 
of a resistance ri + rt and a reactance Xi + xt. In other words, 



Dig,, z.d by Google 



Chap. VI| INDUCTANCE, REACTANCE AND IMPEDANCE 
the resultant impedance is 



2 = V(ri + Tiy+{xi + xt)', .... (97) 
and the resultant phase angle is determined from the equation 

tan* = {xi + xi)/{ri + rj) (98) 

These equations show that two impedances are added in series 
by adding the resistances and the reactances separately. An 
impedance of 5 ohms in series with one of 7 ohms ia not equal to 
an impedance of 12 ohms, but as a rule is less. The relations 
shown in Figs. 22 and 23, and eqs. (97) and (98), are easily ex- 
tended to any number of impedances in series. Dividii^ all the 
voltage vectors in Fig. 23 by the value of the current I, the dia- 
gram of voltages is converted into one of impedances, as in Fig. 20, 
the relations beii^ represented by eqs. (97) and (98). It must be 
borne in mind, however, that from a physical point of view the 
latter relations are not vectorial in the same sense as are those 
of the voltt^s. 

Prob. 1. The impedance of a coil is 7.5 ohms at 60 cycles; the re- 
siatance measured with direct current ia 6 ohms. What is the inductance? 
Ana. 11.9 milliheorys. 

Vnb. 3. Two impedance coils are connected ia series across a 292- 
volt line. The voltages across the coils are 152 and 175 respectively; 
the current is 7.3 amp. Knowing that the reeiatance of the &rat coil is 
10 ohms, determine graphically the resistance of the second; also the 
impedances of both coils. 

Ans. T, = 23.8; zi = 20.82; i, •= 23.97, all in ohms. 

Prob. S. When a certain non-inductive resistance is connected across 
a source of alternating volta^, a current / flows through it. When an 
inductance, containing negligible resistance, ia connected across the same 
source of voltage, the current is I'. What are the current and the phase 
displacement when the resistance and the inductance are connected in 
series across the same source? Solution: Let the unknown voltage be 
E. The unknown resistance is r ^ E/I; the unknown reactance z = 
E/I'. When the two are connected in series, the impedance z = l(.E/I)' 
+ (£//')']'■ Consequently, the current is £/z= //7(/» -|- /'')* ; tan* = 
X/T = HI'. 

23. Influence of Inductance with Non-sinusoidal Voltage. 
(a) Let an alternating voltage e of an irregular form, such as is 
shown in Fig. 14, be applied at the terminals of a pure reaisiance r 
(non-inductive). The current through the resistance is at any 
instant equal to e/r, and consequently has the some wave form 
as the voltage. 



Dig,, z.d by Google 



70 THE ELECTRIC CIRCUIT (Art. 23 

(b) Let now the same voltage be applied at the terminals of 
a pure t-nductance L (without resistance). It may be said a ■priori 
that the current wave will be difEerent from that of the voltage, 
and will approach more nearly a^ine-wave. This follows from the 
very concept of inductance as the inertia of the circuit; the high- 
frequency harmonics in the voltage are unable to produce currents 
of the same magnitude as at lower frequencies, because the react- 
ance offered to each harmonic is proportional to its frequency. 
This property of an inductance of choking higher harmonics is 
useful in some applications. 

Let the voltage across an inductance be given in the form of a 
Fourier series, 

e = Eisin(2)i/i-ai) + fi,sin3(2jr/(-a,) + etc. 
Substitutii^ its value in the fundamental eq. (81), we get 

Ei sin (2 left - «i) + Ei sin 3 (2 t/( - a*) + etc. = i di/dt. 
Multiplying both sides of this equation by dt and integrating 
gives 

-{£,/2t/} cos {2^/1! - a,) - (£,/6 ir/) cos 3 (2 ir/( - a,) 

— etc. = Li-\- const. 

The constant of integration is equal to zero, because the current 

cannot have a unidirectional component without a commutating 

device or electric valve of some sort. Therefore 

i = - {Ei/2 TfL) cos (2 ,it - «,) - {E,/6 t/L) cob 3 (2 rjl - a,) 

- etc., (99) 

which means that each harmonic in the e.m.f. produces its own 
current, as if thia fua^nonic were ading cdone. The total current 
. is the sum of such harmonic currents. The reactance of the coil 
for the nth harmonic is n times as great as for the fundamental 
wave; therefore, the higher harmonics in the current are rela- 
tively smaller than those in the voltage wave. 

(c) Let now a non-sinusoidal alternating voltage be impressed 
at the terminals of an impedance coil, and let it be required to 
determine the wave form oE the current. The result to be 
expected will be intermediate between those derived for a pure 
resistance and a pure inductance; viz., the current wave will be 
more nearly of sine form than the voltage wave, but not to the 
same extent as in the case of a pure inductance. 

Substituting the above given expansion for the voltage wave 
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into the fundameotal eq. (83) , we obtain a differential equation for 
i, which equation some readers may not be able to solve. We 
choose, therefore, the opposite way; that is, we assume the current 
wave to be given, instead of the voltage wave, and determine the 
corresponding voltage wave from eq. (83). This procedure ia 
much simpler, because it involves differentiation instead of inte- 
gration. Let the current be given in the form 

i - 7isin(u — ai) + 7s sin 3 (u — as) + etc., where u = 2irft. 
Substituting this value into eq. (83) and rearranging the terms, 
gives 
e = [7ir8in(u - ai) + 2jr/L7icos(u - a,)]+[7ai-sin3(u - a,) 

+ 6jr/L7aCOs3(u- aa)I + etc. . . . (100) 
This result shows that each harmonic of the current requires a 
corresponding harmonic of the voltage, as if it were flowing alone. 
The total voltage is equal to the sum of the harmonic volti^es. 
Therefore we conclude that, conversely, if the voltage were given, 
the current would be equal to the sum of the harmonic currents 
produced by the respective harmonics in the voltage. If the 
impedance to the first harmonic is zi = Vr° + x', that to the 
third harmonic is zj = Vr' + (3 x)^, and in general the impedance 
to the nth harmonic is z„ = Vr* + (nx)'. The phase displace- 
ment between the corresponding harmonics of current and volt^^ 
is determined from the condition, tan *, = nx/r, or cos <t>„ = r/Zn. 

The general conclusion reached is as follows: When the applied 
voltage contains higher harmonics, the total current is found by 
summing the harmonic currents due to each harmonic of the 
voltage acting alone. 

Prob. 1. The effective value of the fundamental wave of an e.m.f. is 
110 volts; it has a pronounced third harmonic, of 24 per cent of the fun- 
damental wave. This voltage is applied across a pure reactance, equal to 
5 ohms for the fundamental frequency. Calculate the current. 

Ans. 22.07 amp. 

Prob. 2. An alternating voltage is represented by the expression 
170 sin 250 i + 62 an (1250 1 + 2.3). It is applied to an impedance coil 
having an inductance of 45 millihenrys and a resistance of 7 ohms. Show 
that the current in amperes is equal to 12. S2 sin (250 t — 1,015) + 
1.09 ein (1250 4 + 0.853). 

24. The Extra or Transient Current in Openit^ and Clos- 
.ing a Circuit. Since an electric current possesses inertia in 



Dig,, z.d by Google 



72 THE ELECTRIC CIRCUIT IAbt. 24 

the form of inductaDce, no current can be establiBhed or broken 
instantly, unless the applied electromotive force be infinitely 
large. Thus, when a large electromagnet is connected to a source 
of continuous volt^e, the current increases during an appreciable 
interval before it reaches its final value. Again, when the circuit 
is broken, the current continues in the form of an arc through 
the air for an appreciable time. In a majority of cases these 
transient phenomena at the opening and closing of a circuit are of 
no practical importance, yet there are circumstances under which 
they must be taken into consideration; for instance, in switchii^ 
on and ofE large amounts of energy, in high-frequency oscillations, 
in highly inductive circuits, etc. We shall consider here two 
simple cases of such extra currents; namely, when a circuit pos- 
sessing resistance and inductance is connected to a source of 
(a^ continuous voltage and (b) sinusoidal alternating voltage. 

(a) Direct Voltage. When e in eq. (83) is constant, one value 
of i which satisfies this equation \a i = efr, because in this case 
di 'dt = 0, However, this is not the most general solution, 
because it is possible to select an exponential expression in addi- 
tion to the constant i, which will satisfy the equation. Put 

i = e/r + Cr"% (101) 

wh'ire e is the base of natural logarithms, and C and r are certain 
constants. Substitutii^ this value of i into eq. (83), we get 

Cre-'/--(L/r)C«-"^ = 0, 
or 

r = L/r. 

Besi4es, t = when ( = 0, so that expression (101) becomes 
= e/r + C, from which 

C = -e/r, 
and xtnsequently 

t=(e/r)(l-*-"/^) (102) 

In other words, when a direct-current circuit is closed, the current 
increases at first rapidly, then more and more slowly; and theo- 
retically it reaches ite final value of e/r only after an infinite time. 
In reality, the current becomes practically constant after a frac- 
tion of a second, unless the inductance is exceedingly large. The 
factor T ™ Lfr is called the time constant of the circuit; it deter- 
mines the rate of the initial rise in current, and has the dimraiaiou 
of time. 
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(b) Sinusoidal Voltage. If the voltage follows the law e = 
Ew, sin 2 irft, one solution of eq. (83), a^ we have seen before, is 
i = (E^/z) sin (2 irft — 41) , where cos ^ = r/z. But this is not the 
most general solution, because it is possible to add to it an expo- 
nential term of the form Ct~"', and to select the time constant r 
in such a way that this term will cancel in eq. (83). Since the 
sine term of the current alone satisfies the equation, we will find 
as before r = L/r. The constant C is determined by the condi- 
tion that i = when t = 0, or 

(,EJz)8ia4> + C, 

from which 

C = (E„/2) sin <t> = Ewr/z*. 
Therefore the current 

i '-(EJz) Bin (2 Tfl-,j,) + iE^/^)r''f^. . . (103) 
Under ordinary conditions the exponential term becomes negli- 
gibly small within a fraction of a second, so that it is legitimate 
to consider the current to be a pure sine-wave, as we have done 
heretofore. However, the extra current may be of importance in 
transient phenomena, for instance, at the moment of closing a 
circuit. 

The solutions (102) and (103) of eq. (83) are found above by 
trials, because it is assumed that the reader is not familiar with 
the general method for the solution of linear differential equations; 
otherwise, the solution could have been written directly. Equa- 
tion (S3) is of the form 

dy/dx + Py = Q, (104) 

where P and Q are functions of x or constants. By referring to 
any book on differential equations, the reader will find that the 
general solution of this equation is 

y = t-'^JeQdz + c\ (105) 

(106) 



= /pdx. 



Prob. 1. The current in a coil due to & constant e.m.f. reaches 99 per 
cent of its final value within one hundredth of a, second after the circuit 
is closed. Show that the time constant of the coil is equal to 2.17 milli- 

secondfi. 
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nvb. 2. Show that the time constant may be defined as the interval 
of time during which the current reaches (* — l}/« = 0.632 of its final 
value. 

Prob. 8. Select the Constanta of an altemating-cmrent circuit ho as 
to have a power-factor of about 80 per cent; and plot curves of (a) the 
voltage, (b) the sinusoidal component of the current, (c) the exponential 
component of the current, and (d) the total current, for the first few 
cycles after the circuit is closed. 

Prob. 4. Extend the theory given above to the case where the cir- 
cuit is closed at an instant when the alternating voltage is not equal to 
tero. 

Prob. B. Check the solutions (102) and (103), using formula (105). 

Prob. 6. When an impedance, consisting of r and L, is euddeniy short- 
circuited, so that t becomes instantly equal to zero, show that the line 
current gradually disappears according to the exponential law i = i^r"'^, 
where U ifl the ma^tude of the current at the instant of short-circuit. 
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CHAPTER VII 
SUSCEPTANCE AND ADMITTANCE 

26. Concept of Susceptance. The concept of reactance, as 
iatroduced in Art. 21, indicates the degree of diffi.cuUy m forcing 
an alternating current through a coil, against the reaction of an 
alternating magnetic field. In this respect, reactance is analo- 
gous to resistance. We have seen, however, in Chapter I, that it 
is more convenient to use conductances, when resistors are con- 
nected in parallel. Similarly, when reactive coils or reactors are 
connected in parallel, it is more convenient in calculations to use 
the reciprocals of their reactances. The reciprocal of reactance is 
called susceptance, and is usually denoted by the symbol b. Thus, 
by definition, the susceptance 

ft= 1/1= 1/C2t/L) (107) 

By analogy with conductance, one may say that the susceptance 
measures the degree of ease in forcing an alternating current 
through a coil, against the reaction of a pulsating magnetic field 
Since reactance is measured in ohms, susceptance is measured in 
mhos. Equation (87) becomes 

I = bE, (108) 

it being understood as before that the current lags by 90 degrees 
behind the voltage. The student is reminded that the concept 
of susceptance, like that of reactance, implies pure inertia reaction, 
without any ohmic resistance; this limitation is very important 
for s clear understanding of the rest of the chapter. 

When several inductive coils are connected in parallel, their 
susceptances are simply added together, or 

6,, = 6i + bs + etc (109) 

The proof is similar to that for the addition of conductances (see 
Art. 3). Thus, a susceptance of 3 mhos in parallel with one of 
2 mhos gives a total susceptance of 5 mhos. 
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[Art. 26 



Prob. Two reactive coils of 10 and 20 miUihenrys respectively are 
connected, first in seriea and then in parallel, across a 40-cycle, 180-volt 
line. The ohmic resistance of the coils is negligible. What is the current 
in each case? Ans. 23.85 amp.; 107.35 amp. 

26. Concept of Admittance. Let now a pure inductance be 
connected in parallel with a pure ohmic resistance, across a source 
of alternating voltage E (Fig. 24), and let it be required to find 




Fio. 25. The voltage and current 
relations in the circuit shown 
in Fig. 24. 

the total current through the combination. The inductance can 
be expressed as a susceptance, and the resistance as a conductance. 
The current through the susceptance, according to eq. (108), is 
bE, in quadrature with the voltage (Fig. 25); the current through 
the conductance, according to eq. (2), is gE, in phase with the 
voltage. The total current 

I - ViEgy+{Eby~ E VfT^, . 
and the phase angle is determined from the relation 
tan * = Eb/Eg = b/g . . . 



(110) 



. . . (Ill) 

cos* = S/v'(,' + ()=. (112) 

In the case of a series connection, we have found it convenient 
to introduce the impedance 2 as a symbol for Vj^ + 1^. Simi- 
larly, in a parallel connection it is convenient to introduce the 

abbreviation 

y = VJTbK (113) 

The quantity y is called the admittance of a circuit, and is measured 
m mhos, the same as b and g. Equation (110) becomes 

I = yE, (114) 

and eq. (112), 

COS0 = g/y (115) 
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The three quantities g, b and y form a triangle (Fig. 25), in which 
y is the hypothenuse, and the angle adjacent to g is the phase 
angle 0. From this triangle we obtain two useful relations, 

j; = y cos 1^ I 

b = ysiaip.]' 

When there are several suaceptances and conductances in parallel 
(Fig. 26), the reactive and the enei^y components of the curreDt 



and 



(116) 



Fia. 26. Sueceptascefl and conductancee in parallel. 

must be added separately (Fig, 27). Therefore, the amperes per 
volt in phase or the conductances, and the amperes per volt in 












Fio. 27. The voltage uid current relations in the circuit shown in Tig. 26, 

quadrature or the susceptances, must also be added separately, so 
that the equivalent admittance 

y = V(ffi + ffj + etc.)' + (b, + bt + etc.)*, . (117a) 
and 

tan«= (6i + &, + etc.)/(i7i + i7, + etc.). . . . (117b) 
The student should compare Fig. 27 with Fig. 23 in order to see 
the similarity of procedure and the difference in the physical 
phenomena in the two cases. With a series connection, it is the 
current that is common to all the parte of the circuit, while the 
partial voltages are added geometrically. In a parallel combina- 
tion, the volt^e is common to all the branches, while the com- 
ponent currents are combined in their proper phase relations. 
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The following table {^ves the quaDtities defined in this and the 
precedii^ chapter, ia their proper relations. 



Fristiiw 

Effect 


Effact 


a™«- 


R«Jt 


Unit 




RaimuiMr 


RwUo»:r 




Imi«lu»e< 


Ohm 
Hbo 





Prob. 1. What Busceptauce must be connected in parallel with a 
resistance of 0.2 ohm, in order to bring the power-factor of the combina- 
tion down to 80 per cent? Also, what is the value of the resultant ad- 
mittance? Ans. 3.75 mhos; 6.25 mhos. 

Prob. 2. Two electrical devices are connected in parallel to a line of 
voltage E. One device consumes a current /i at a power-factor cos *i; 
the total line current is /, laggii^ behind the voltage by an anide ^. 
Show how to determine graptiically the susceptance and the conductance 
of both devices. 



27. Equivalent Series and Parallel Combinations. Let a 
resistance r, be connected in series with a reactance x,; also let 
another resistance r„ be connected in parallel with a reactance Xp. 
If the values of the resistances and reactances are so selected that 
the series combination, when connected to the same source of 
supply, will let through the same current at the same power- 
factor as the parallel combination, then the two combinations are 
called equivalejit. It is sometimes convenient to replace a ^ven 
series combination by an equivalent parallel combination, and 
vice versa. For instance, when some parts of a circuit are in 
parallel and others in .series, it is convenient for numerical cal- 
culations to replace them all by an equivalent parallel or series 
combination. 

The problem is to find the relation between the four quanti- 
ties r„ Tp, X, and Xp, if these quantities form two equivalent com- 
binations. According to the above^ven definition, the angle ^ 
is the same for both, and besides, accordii^ to eqs, (93) and (114), 

J/ = 1/2, (118) 

where y refers to the parallel combination and z to the equiva- 
lent series combination. Combining now eqs. (116), (95) and (96), 
we have 

l/rp =g = 1/COS0 = (1/z) (r./z) = r./2'; 

1/xp = h = ysin^ = (1/z) {X./Z) = x./^; 
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or 

Vp = a* = l/y»; (119) 

x^p = «» = l/ff» (120) 

By means of eqg. (119) asd (120) a eeriee combination can be 
replaced by an equivalent parallel combination, and vice versa. 
Instead of r, and Xp, their reciprocals, g and b, may be used. In 
practice, g and b are usually spoken of as the conductance and the 
susceptance of either the series or the parallel combination; but 
it must be clearly understood that they are the reciprocals of r^ 
and Xp, and not of r, and x,. If r, and x, are given, it is first 
necessary to determine r^ and Xp from eqs. (119) and (120), and 
then to take their reciprocals. In other words, for a series circuit 
the equivalent conductance and susceptance are 

g = r./^ (12!) 

and b = x.l^ (122) 

On the other hand, if g and h are given, 

r. = ff/!/'; (123) 

x.-Vj/* (124) 

The reciprocals of r, and x, are of no practical importance, and 

are not used in this work. 

Prob. 1. An impedance coil has a reactance of 7.5 ohms; the resiat^ 
ance of the winding is 2 ohms. What are the suBceptance and the con- 
ductance of the equivalent parallel combioatioD? 

Abb. 124.3 and 33.2 millimhoB. 

Prob. 3. Check the answer to the foregoing problem by actually cal- 
culating the current and the power-factor of the series and the parallel 
combinations at some assumed volt^e. 

Prob. S. Show that Vp and Xp are always larger than r, and x, re- 
spectively. Hint: In eqs, (119) and (120) replace z* by r,' + «,'. and 
solve for Tp and Xp. 

Prob. 4. An apparatus takes 25 amp. and 2OO0 watts at 110 volts, 
the current being a lagf^ng one. What are the equivalent conductance 
and susceptance of the device? What are the resistance and reactance 
in aeries equivalent to this apparatus? 

Ans. 0.165 mho; 0.156 mho; 3.2 ohms; 3.04 ohms. 

Prob. S. In adjusting a measuring instrument, a non-inductive re- 
eistance of 120 ohms was used in parallel with a choke coil. The imped- 
ance of the coil was 75 ohms, its resistance 16 ohms. In the regular 
manufacture of the instrument it ia desired to use a resistance and a re- 
actance in series. Determine their values, either graphically or analyt^ 
tallr. Ans. r. >= 38.0 ohms; x, = 44.3 ohms. 
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28. Impedances in Parallel and Admittances in Series. In 

the preceding chapter we have learned how to add impedances 
in series, and in this chapter how to add admittances in parallel. 
Let now two or more impedances be connected in parallel, and let 
it be required to find the equivalent impedance. This is done 
by replacii^ each of the given impedances by an equivalent 
parallel combination, and then adding their admittances in par- 
allel, according to the rule developed above. Conversely, let sev- 
eral admittances be connected in series, and let it be required to 
find the equivalent admittance. To solve this problem, each 
parallel combination is replaced by an equivalent series combina- 
tion, and then the impedances are added in series. The student 
understands, of course, that the addition in both cases is geo- 
metric, and that only like components can be added algebraically. 
Problems of this kind occur, for instance, in the theory of trans- 
mission lines, transformers, and induction motors; for this reason 
it is important that the student understand the equivalent com- 
binations, and that he acquire facility in changing from a series 
to a parallel combination, and vice versa, as is explained in the 
preceding article. 

Prob. 1. The load of a single-phase, 6600-volt generator is estimated 
to consist of 1200 kw. of lamps, practically non-inductive, and of 800 kw. 
of motors, working at an average power-factor of 76 per cent. What 
will be the expected generator output, in amperes, and the power-factor? 
Solution: The energy component of the motor current is 800/6.6 = 121.2 
amp,; the reactive component is 121.2 tan $ = 106.8 amp. The lamp 
current is 1200/6.6 = 181.8 amp. The total energy component of the 
generator current is 121.2 + 181.8 = 303 amp. Consequently, the total 
generator current is (303* + 106.8')i = 321.3 amp.; the power-factor 
is 303/321.3 = 94.3 per cent. 

Prob. 2. Check the solution of the preceding problem graphically. 

Prob. 8. Three resistances of 2, 5 and 10 ohms, and two reactances of 
4 and 2.5 ohms, are all connected in parallel across a 250-valt alternating- 
current line. What are the total current and the power-factor of the com- 
bination? Ans. 258 amp.; 77.5 per cent. 

Prob. 4. Three impedance coiis, having ohmic resistances of 2, 3 and 
4 ohms respectively, and inductances of 13, 10 and 22 millihenrya, are 
connected in parallel acroee a source of 220-volt, 60-cycle alternating 
voltage. Calculate the total current and the power-factor. Check the 
solution graphically. Ans. HO amp.; cos « =■ 0.495. 

Prob. 6. Solve the preceding problem for a frequency of 25 cycles per 
second. Construct the vector diagrams of the currents in both problems 
to the same scale, so as to see the influence of the frequency. 
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Piob. 6. In problem 4, let the total current be given in magnitude, 
but not in its phase position; assume the inductance of the third coil to 
be unknown. Show how to determine analytically and graphically the 
vector of the current in the third coil, and the portion of the vector of 
the total current. 

Pcob. 7. The admittance of a winding la 0.2 mho ; the current through 
the winding lags by 34 d^rees with respect to the voltage at its terminals. 
Determine the resistance and the reactance of the winding. 

Ans. 4.145 ohms; 2.796 ohms. 

I^ob. 8. A coii having a resistance of 2.3 ohms and a reactance of 
5 ohma is connected in parallel with another coil, for which r = 3 ohms 
and X = 4 ohms. Calculate the resistance and the reactance of the 
equivalent series circuit. Ans. 1.36 ohms; 2.255 ohms. 

Pnib. 9. The coils given in the precedii^ problem are connected in 
parallel across 55 volte. Calculate the total current, its energy and reac- 
tive components, and the power-factor of the combination. 

Ans. 20.S5amp.; 10.78amp.; 17.88amp.; cos <» = 0.5165. 
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THE USE OF COMPLEX QUANTITIES 

29. AdditioQ and Subtractioo of Projections of Vectors. 
With the explanation ^ven in the preceding four chapters, the stu - 
dent 18 enabled to handle, by means of vector diagrams, problem; 
involving resistances and reactances jn alternating-current cir- 
cuits. A number of problems in transmission-line calculations 
and in the theory of alternating-currelit machinery may be solved 
by the use of such vector diagrams. The disadvantages of the 
graphical method are: (1) Results are usually obtained which 
hold for one specific case only; an analysis of the effect of various 
factors is often difficult. (2) Some vectors may be many times 
smaller than others; for instance, the voltage drop in a transmis- 
sion line, as con^)ared to the line voltage itself. Therefore, the 
diagram must be drawn to a very large scale, or else the results 
are not sufficiently accurate. In addition to these drawbacks, 
some engineers object to graphical methods in general, as involv- 
ing the use of drawing instruments, which may not be convenient. 
On the other hand, vector diagrams are quite convenient in 
some practical cases; moreover, they are helpful for the under- 
standing of general relations in a circuit, without reference to 
particular numerical values. Again, in some problems, the un- 
known vectors can be calcu- 
lated from the vector diagram 
trigonometrically, without the 
necessity of actually drawing 
it to scale. 

It is possible to treat 

vectors analytically, using 

their projections on two axes, 

Fio. 28. A vector and its projections. ^ "^ analytic geometry (Fig. 

28). A vector, such as E, 

can be defined either by its magnitude and phase angle 0, or 

by its projections e and e' upon the axes of coordinates. 
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If E and 8 are ^ven, the projections are calculated from the 
expressions 

6 = Ecob9;1 

e' = Esme.\ *^^^' 

If the projections are given, the vector itself is determined in 
magnitude and position from the equations 

E = (e* + e'=)l; (126) 

tMi tf = e'/e (127) 

In numerical computations It is more convenient first to calculate 
tan 9 from eq. (127) and then to determine E from one of the 
eqs. (125), using trigonometric tables. This does away with the 
necessity for squaring the' projections and extracting a square 
root. 

The fact that e and e' are components of the vector E along 
two perpendicular axes is expressed symbolically thus: 

E = e+je' (128) 

Here j is a symbol which indicates that the projection e' refers 
to the vertical axis. This symbol must not have any real value; 
for the time being, it may be considered merely as an abbrevia- 
tion of the words " along the vertical axis." The sign plus in 
eq. (128) denotes the geometric addition. The dot under E sig- 
nifies that by E is meant not only the magnitude of the vector, 
but its direction as well, the latter being defined by the projec- 
tions. When the magnitude only is meant, the dot is omitted. 

The foregoing notation has been introduced by Dr. Charles 
P. Steinmetz, and is now universally used in this country. Much 
credit is also due to Dr. Steinmetz for developing the analytic 
method, used below, of dealing with alternating currents and 
volti^es by means of their projections. 

The addition and subtraction of vectors are reduced simply to 
the addition and subtraction of projections. According to Fig. 12, 
the projection of a vector on any axis is equal to the sum of the 
corresponding projections of its component vectors on the same 
axis. Thus, if a current is represented as a vector by its projec- 
tions 50 + J 70 amp., and another current by 100 + j 40 amp., 
the vector sum of these currents is 150 + j 110 amp. Or, the 
resultant of two voltages, Ei = ei + jei and fij = cj + jet, is 
E., = £, + £, = (e, + et) + j (e,' + e,')- 
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As an illustration, let us solve problem 3, Art. 14, by the method 
of projections. Take the voltage vector of the first alternator 
in the horizontal direction, this being the simplest assumption. 
This vector is therefore expressed as £i = 2300 + J 0. The hor- 
izontal projection of the second vector is 1800 cos 27° = 1603.8 
volts, and its vertical projection is 1800 sin 27° = 817.2 volts. 
Both of these projections are positive, because the second vector 
leads the first, and is therefore in the first quadrant. Thus, ffj = 
1603.8 + 3 817.2 volts. The resultant voltage, E., = i?, + £i = 
3903.8 + J 817.2 volts. For some purposes, it is sufficient to 
leave the answer in this form; if, however, the magnitude and 
phase position are required, they are found as explained above: 
tan 6 = 817.2/3903.8 - 0.2092; 8 = 11° 49'; cos fl = 0.9786; £., 
= 3903.8/0.9786 = 3988 volts. 

If the terminals of the second machine be reversed, then E,^ = 
E\- Et = 696.2 - 3 817.2. This vector has a positive horizon- 
tal projection and a negative vertical projection. Consequently, 
it lies in the fourth quadrant, and lags behind the reference vec- 
tor by leas than 90 degrees. Proceeding as above, we find $ = 
-49' 32'; S., = 1074 volts. 

Prob. 1. Solve problem 1, Art. 14, by the method of projections, 
assuming the vector of the first current to be horizontal. 

Prob. 2. Check the solution of problem 4, Art. 14, by the method of 
projections. 

30. Rotation of Vectors by Ninety Degrees. In problems 
involving reactance, it is necessary to multiply the vector of the 
current by the reactance of the circuit and then turn it by 90 
degrees, in order to determine the reactive drop in voltage. The 
simple multiplication of the vector of current hy the reactance 
converts it into a vector of voltage, and thus merely changes the 
scale. But turning the vector modifies the relative magnitudes 
of its projections; it is, therefore, necessary to find a relation 
between the magnitudes of the original and the new projections. 

In the simplest case let a vector E^ be drawn along the refer- 
ence axis, or axis of abscissce, and let its length be a. In the sym- 
bolic notation it is represented as £i = o, the other projection 
being zero. After having been turned by 90 degrees counter-clock- 
wise, the vector is directed aloi^ the positive axis of ordinates, 
and is symbolically represented e&Et= ja, the horizontal pro- 



Dig,, z.d by Google 



Chap. VIH) THE USE OF COMPLEX QUANTITIES 86 

jection being zero. Thus, in this particular case, a rotation by 
90 degrees is equivalent to a multiplication by j. 

It is corwenient to defirte j in such a manner thai multiplication 
. of any vector by j will turn the vector by 90 degrees in the positive 
direction (counter-clockwise), while division by j wiU turn the vec- 
tor by 90 degrees in the negative direction (clockwise). In order to 
find a value of j which satisfies these requirements, let the vector 
^1 be turned again by 90 degrees counter-clockwise, being now 
directed along the negative X-axis. Its expression is now E^ = 
—a. On the other hand, the same expression must be obtained 
by multiplying fii by j. Th erefore, we have — a = fa, or f = 
— 1; consequently, j = v — 1. If the original vector Ei is to be 
turned by 90 degrees clockwise, we must, according to our assump- 
tion, divide it by j. We then have E, = a/j, or, multiplying the 
numerator and the denominator by j, E^ = ja/f. U f = — 1, aa 
it appears to be above, then Et = —ja. This checks with the 
preceding result, because E^ - — E(. It will thus be seen that 
the value of j' = — 1 satisfies the requirements set above, when 
the original vector is directed along one of the axes of codrdinates. 

Let now the original vector Ei (Fig. 29) have an arbitrary 
direction in the first quadrant, or ^i = a -|- jb. Multiplying Ei 
by j we must get the vector Ej, of the 
same magnitude, but in the second 
quadrant and perpendicular to Ej. ,. 
Ei has a vertical projection equal to ^ 
the horizontal projection a of the 
original vector Ei; the horizontal pro- 
jection of Ei is negative, and is equal 
in its absolute value to the vertical 
projection b of the vector £,. Thus, ^« 29- The relation betwe«i 
., , . J theproiections of two vectors, 

the new vector la expressed as . j^eadicukr to ea.h other. 
El =~b + ja. On the other hand, 

multiplying'^! by j we have jEi = ja +j*b= ja — b, which is 
the same as above. Therefore, in this case also the assump- 
tion j" = — 1 is correct, and leads to rotation by 90 degrees. 
It is left to the student to verify the cases in which the vector lies 
in some other quadrant, and where Ei is divided by j, for rotation 
by 90 degrees in the negative direction. 

Expressions of the form o -|- jb, where a and b are real quan- 
tities and j » v^~l, Are called in algebra complex quantities. 
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The Btudent need not be discouraged by the n&me, because for 
our putposes j is simply a quantity which separates the two pro- 
jections of a vector, obeys the law of multiplication and division, 
and is of such a nature that j* = — I. Moreover, solutions by 
means of complex quantities are quite as simple as by other 
methods. 

Prob. 1. A current of 80 + j 43 amp. flows throi^h a re«stance of 
2 ohms in series with a reactance of 3 ohms. Find the voltage drop across 
the impedance. Solution: The vector of the voltage consists of two 
components, representing the ohmic and the reactive drop respectively. 
The ohmic drop, ^i, is equal to 2 (80 + j 43) = 160 + j 86 volts. To 
find the inductive drop, fij, the vector of the current must be multiplied 
by a; = 3, and then turned by 90 degrees, in other words, multiplied by j. 
Thus, ^s = 3j{80+j43) =-129 +j240 volts. The total volt^e 
E = E, + E, = 31 +j 326 volts. 

Prob. 2. Solve the preceding problem when the voltage is given and 
the current is unknown. FiT$t Solidion: Let the unknown current be 
represented by its projections as i + jt'. We have, as in the precedii^ 
problem, 

2(i+ji') + 3j(i+J»') = 31+j"326, . . . (129) 
or, collecting the terms containing j, 

(2i-3i')+i(2i' + 3i) = 31+j326. . . . (130) 

This equation can be satisfied only if the terms with and without j 
are equal to each other respectively, because a real quantity cannot be 
equal to an imaginary one. Or, from a geometric point of view, the left- 
hand side and the r^ht-hand side of eq. (130) each represent a vector by 
its projections. But two vectors are identical only when theu- corre- 
sponding projections are equal. Thus, we have 

2i-3t' = 31; 2i' + 3i = 326. 

Solving these equations for i and t', we find i = 80, i' = 43, as in the pre- 
ceding problem. Second Solution: Equation (129) can be written in the 
form (2 + 3 j) (i+ji') =31+j326; or, 1+ jt'=(31+i326)/(2 +3 j). 
Considering here j as an ordinary algebraic quantity, we can get rid of 
it in the denominator by multiplying both the numerator and the denomi- 
nator by 2 - 3 j. The result is 

. , (31 +J326) (2 -3j) ^ 1040 .559 
'"'"■" " 2'-(3j)' 13 "•"' 13' 

or i + ji' = 80 + J 43, as before. 

Prob. 3. A voltage of 2 i + j 120 volts applied to the terminals of a 
coil produces in it a current equal to 4-|-jl.5 amp. Determine the 
resistance and the reactance of the coil. 

Ans. r = 16 ohms; x = 24 ohms. 
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Prob. 4. Verify the answer to problem 4, Art, 28, by the method of 
projections, assuming the vector of the voltage to be horizontal. 

31. Impedance and Admittance Expressed as Complex Quan- 
tities or Operators. Let it be required to find the voltage neces- 
sary to maintain a current i + ji' through a resistance t and react- 
ance X in series. The voltage drop in the resistance is r (i + ji') ; 
that in the reactance is jx (i +ji'). Hence, the total voltage is 
E = r(i + ji') + jx (i + ji'), or 

E = e+je'=(r + jx){i + ji'). . . . (131) 
It is l^itimate to factor out the expression (i + ji'), and to treat 
j as any other algebraic quantity, because j is now assigned a 
definite value, V — 1. Moreover, eq. (131) represents simply the 
geometric addition of four component vectors, two of them 
directed along the X-axis and the other two along the K-axis. 
As long as this interpretation is kept in mind, the terms may be 
arranged in any desired order. 

Equation (131) shows that, in order to obtain the expression 
of the voltage drop through an impedance, the current must be 
multiplied by the complex quantity r + jx. The expression 
r + JI is not a vector, because it does not stand for a sine-wave, 
but an operator upon the vector of the current. The operation 
consists, first, in multiplying the vector of the current by r, then 
in multiplying the same vector by x and turning it by 90 degrees 
in the positive direction, and finally, in adding the two vectors 
geometrically. All these operations are included in the expression 
r + jx, which is called the impedance operaior. 

In order to get the projections e and e' of E from eq. (131), 
the terms on the right-hand side must be actually multiplied and 
the results represented in the form of a complex quantity. We 
get then, separating the real and the imaginary parts, 

E = e+ je' = {ri — art') + j (ri' ■+■ xt). 
The real and the imaginary parts on each side of this equation are 
equal to each other respectively, because they represent the pro- 
jections of the same vector E upon the two axes. Consequently 

.... (132) 



e' = ri' -\- xi. j ' 

In problems these steps are best left until the numerical values 
have been substituted, in order to avoid complicated expressions. 
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If the voltage and the impedance are given, and it is required 
to find the current, we get from eq. (131) the relation 

i + ji' = {e+ je')/{r + jx). 
In order to reduce the right-hand side of this equation to the 
form of a complex quantity, we multiply the numerator and de- 
nominator by the expression r — jx. This gives 

. , (e + je') (r ~ jx) re + xe' re' - xe 

*+■'' H-Ox)* "r* + x'+-'H+^ ^^^> 

Equating the real and the imaginary parts respectively, we 
obtain 

t = Cre + xc')/2*; I 

i' = (re' - xe)/z^. J ' ' ' 

Equation (131) expresses the fact that the voltage E is equal 
to the product of the current by the impedance, if the operator 
(r + jx) be considered as the itopedance of the circuit in the com- 
plex notation. Denote the impedance by Z, then 

Z~r+jx (135) 

Here capital Z is used to indicate that it b a complex quantity, 
as dJstii^uished from the numerical value z of the same imped- 
ance. The letter is not provided with a dot, because Z is not a 
vector, but an operator. 

In the abbreviated notation, eq. (131) becomes 

E = IZ (136) 

In this expression each letter stands for a complex quantity, so 
that when actual numerical or algebraic relations are necessary, 
the expression must again be expanded into (131) and the multi- 
plication of the two complex quantities actually performed. 

Instead of dividing the voltage by the operator (r + jx) and 
then eliminating j from the denominator, it is more convenient 
to introduce another operator by which the voltage must be muZti- 
jtlied in order to obtain the current. It will be remembered from 
Art. 26, that a voltage must be multiplied by an admittance in 
order to get the current. Consequently the operator in question 
must be expected to have the elements and the dimensions of an 
admittance. Keplacing the given series combination by an equiv- 
alent parallel combination (Art. 27), the unknown current is split 
into a component Eg through a pure conductance, and a compo- 
nent ~jEh through a pure suscepiance in parallel with the con- 
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ductance. The latter component is provided with the prefix ~j, 
because it lags by90 degreea behind the voltage. Thus, the total 
current 

I^E{g-jb) (137) 

The expression 

Y = g-jb (138) 

is called the admittance operator. The symbol Y, like the symbol 
Z above, is not provided with a dot because it is not a vector. 
Combining the two preceding equations gives 

I ^YE (139) 

Equations (136) and (139) represent generalized forms of Ohm's 
law for alternating currents, corresponding to the simple expres- 
sions (1) and (2) for direct current. Equation (139) is an abbre- 
viated form of the relation 

i + ji' = {e + 3e'){g~3i>) (1*0) 

Multiplyii^ out and equatii^ the real and the imaginary parts 
on both sides of this equation, we get 

i-j. + ta'; 1 

i' = -be + ge. \ 

The relations between r, x and z on one hand, and g, b and y on 
the other, are deduced in Art. 27; it being understood, of course, 
that in the present treatment the two combinations are equivalent. 
Equations (136) and (139) imply that . 

YZ = \, (142) 

or 

{T+3x){g~3h) = \. 
Substituting into this last equation the values of g and b from 
eqs. (121) and (122) and performing the multiplication, it will be 
found that the equation is reduced to the identity 1 = 1, this 
beii^ a check on eq. (142). 

With the abbreviated notation of complex quantities, using the 
symbols -E, /, Z and Y, alternating-current problems are solved 
almost as easily as direct-current problems. Either the impedance 
operator or the admittance operator is used, depending upon the 
relative connection of the parts of the circuit, whether parallel 
or series. In many cases the abbreviated notation may be pre- 
served until the solution has been obtained, the projections of 
the vectors, e -I- je' and i -\- ji', and the expanded forms of the 
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operators, r + jx and g — jb, only then being substituted in a 
numerical form to get the &nal answer. 

Prob. 1. Find, by means of complex quantities, the voltage required 
in problem 5, Art. 21. Solution: Assume the vector of the current to 
bethe reference vector. At the powerhouse cob * = 7520/(66 X 147) = 
0.775 ; sin * = 0.632. The generator voltage is 66 X 0.775 + j 66 X 
0.632 - 51.15 +J41.71 kiiovolte. The voltage drop in the line is 
147 (45+ J 83) = 6615+ J 12,200 volta. Hence, the load voltage is 
(51.15 -6.61)+ J (41.71 - 12.2) =. 44.54 + j 29.51 kUovolts. The nu- 
merical value of the load voltage is (44.54* + 29 .5l')' = 53.43 kilo- 

Prob. 2. Determine analytically the resistance r, required in problem 
2, Art. 22. 

Prob. S. A voltage equal to 180 + j 75 produces a current of 7 + 
j 1.5 amp. What is the impedance of the circuit? 

Ans. 26.78 + j 4.97 ohms. 

Prob. 4. Power is transmitted from a single-phase alternator to a 
1 jad consisting of a resistance of 1.17 ohms in series with a reactanee of 
0.67 ohm. The generator voltage is 2300, and the impedance of the 
transmission line is 0.085 + j 0.013 ohm. Determine (a) the line cur- 
rent; (b) the voltage drop in the line; (c) the receiver voltage. Take 
the generator voltage as the reference vector. 

Ana. (a) 1413.6- j 769.6 amp.; (b) 130.1 -j 47 volta; (e) 2169.9 + 
j 47 volts. Use the admittance operator to obtain the current, and the 
impedance operator to calculate the line drop. 

Prob. 6. A voltage, e + je', is impressed across the Impedances 
r, + jxi and r, + jx, in parallel. Find the total current. Solution: 
The total conductance ia g = ri/zi' + r,/zs*, and the total auaceptance is 
6 = xi/z,' + a;i/zi'. Hence, the current i + ji' = (e + je') (g — jb) = 
(.eg + e'b) + j ie'g - eb). 

Prob. 6. Extend the solution of the preceding problem to the case 
in which more than two impedances are in parallel. 

Ana. i + ji' = |e2(r/z') + e'x(x/^')] + j [e'li(r/z') - es{x/!f)]. 

Prob. 7. Two impedances, r^ + jxi and rj+jx,, in parallel, are 
connected in series with a third impedance r + jx. Show how to deter- 
mine the total voltage, knowing the total current i + ji'; or, how to find 
the expression for the total current when the total voltage e + je' is 
given. 

Prob. 8. Show how to aolve the preceding problem when both the 
current and the voltage are given, but either the impedance ri + jxi or 
the impedance r + jx is unknown. 
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CHAPTER IX 
THE USE OF COMPLEX QUANTITIES — (Con(inued) 

32. Power and Phase Displacement Expressed by Projec- 
tions of Vectors. Let an alternator supply a current / = i-{-ji' 
at a voltage £ = e + je', and let it be required to calculate the 
power output of the generator. The expression for the average 
power is P = EI cos ^, where ^ is the phase displacement between 
E and /. The angle ^ is the difference between the aisles 0, and 
0i which the vectors E and / respectively form with the reference 
axis. Hence, we have 

P = EI cos 41 = El cos {$, ~ di) 

= E cos6,- 1 cosBt + E Bin 0,- 1 sin Oi. 
Remembering that Ecoa6„ Bsinft, etc., represent the projec- 
tions of the given vectors on the axes of cofirdinates, we have 
simply 

P = et + e'i' (143) 

Another way of deducii^ expression (143) is to resolve the g^ven 
vectors of current and voltage into their components along the 
axes of coordinates, and to consider the contribution of each pro- 
jection to the total power. The projections e and i, being in 
phase, give the power ei. Similarly, the projections e' and i' give 
the power e'i'. The projection i' of the current gives zero average 
power with the projection e of the voltage, the two being in phase 
quadrature. For the same reason the average power resultii^ 
from e' and i is equal to zero. Thus, ei + e'i' represents the 
total average power. 

To find the phase displacement, or the power-factor of the 
output, we write 

. , . ,„ , , tan tf, — tan ffi 
tan<^ = tan(e, — fl*) = 5-^—7 — t-t — ^> 
^ ^ ' 1 -^ tan fi, tan ffi 

or 

w = i¥i^. ■;■■;■■ ""' 

Knowing tan <^, its cosine is found from trigonometric tables.' 

' Or else the powei -factor, cos * = cos (e. — ff,), can be found from the 
relations tf, = tan-' e'/e, and e, = tan- ' i'/t- 
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Power-factor can also be determined directly from the expres- 
sion 

cos* = P/EI = (« + c'i')/l(c* + e'*) (t" + i")]*, (145) 
but the calculations are more involved than when formula (144) 
is used. 

The power calculated by means of formula (143) sometimes 
comes out negative, if some of the projections of E and / are 
negative. The interpretation is that the phase displacement 
between the current and the voltage is over 90 degrees, so that 
power is being supplied to the machine, instead of being delivered 
by it. In other words, the machine acts as a motor and not as a 
generator. Tan * in formula (144) may also be negative, which 
means either that the current is leading, or that it is lagging by 
an angle larger than 90 degrees. The question is decided by 
reference to the sign of the power. 

For the reactive power (Art, 19) we have 
Pr= £/sin* = Elmiie,- fl*) = Es\q6.I emBi~Ecaa$J sia6i, 

or Pr'^i-ei' (146) 

The apparent power is 

P. = (i* + i"")* (e* + e")* (147) 

However, it is sometimes more convenient to determine the appar- 
ent power from the relation 

P^ = P/co9<j>, (148) 

where P is calculated from eq. (143), and cos* is foimd from 
trigonometric tables, knowing tan * from eq. (144). 

Prob. 1. The terminal voltage of an alternator is 5370 + j 735; the 
line current is 173 — j 47 amp. Calculate the output of the machine and 
the power-factor of the load. Ans, 894.5 kilowatts; 92 per cent. 

Prob. 2. In the preceding problem, what must be the projection of the 
current upon the y-axis in order that the power shall become zero? 

Ana. i'= —1264 amp. 

Prob. 3. Let the line current in problem 1 be — 58+jl2 amp. 
Explain the negative sign of the power and the plus sign of tan *. Draw 
the vectors of the current and voltage. 

Prob. i. A aynchronoua machine generates a voltage equal to 2300 — 
j 60 volts, and supplies a current, through an impedance of 5 + j 50 
ohms, to another synchronous machine generating a counter-e.m.f. of 
2300 + j 50 volta. What ia the power output of the first machine? la 
the current leading or lagging? Make clear to yourself the physical 
meaning of the answer. Ans. —4.55 kw.; « = 173° 3' taking. 
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Prob. 6. A current of 350 — j 75 amp. is maintained through an im- 
pedance, the power output being 952 kw. at a power-factor of 86 per cent 
l^ging. Find the voltage across the impedance. Hint: Solve eqs-. (143) 
and (144) together for the unknown projectious e and e'. 

Ans. 2930 + j 987 volta. 

Piob. 6. Solve problem 5 by calculating the value of the impedance, 
and multiplying the impedance by the current. Hint: power = I'r; 
X = rtan*. 

Prob. 7. Solve problem 5, using the expression for the reactive power. 

33. Vectors and Operators in Polar Coordinates. Instead of 
representing a vector by its orthogonal projections, as in eq. (128), 
it is sometimes more convenient to express the same vector as a 
complex quantity in terms of its magnitude and direction. Sub- 
stituting the values of e and e' from eqs. (125) into eq. (128), we 
obtain 

E = S (cos fl + J sin tf) (149) 

Similarly, a current in phase with this voltage is expressed as 

/ -/(cose+jsintf), (150) 

while a current lagging by an ai^le behind the voltage E is 
represented by the equation 

/=/[cos((J-«)-f-isin(ff-*)l. . . . (151) 

When the vectors of currents and voltages are expressed in the 
trigonometric form shown above, it is convenient to use the 
operators Z and K in a similar form. Substituting the values of 
r and x from eqs. (95) and (96) into eq. (135), we get 

Z =- 3 (cos * + j ain *) (152) 

In a similar manner, using eqs. (116) in eq. (138), @.veB 

r - y (cos * - j sin «) (153) 

When calculating the voltage drop IZ or the current E/Z it 
is necessary to find the product or the ratio of two complex 
expressions of the form coad + j sin 9. By actually performing 
the multiplication and separating the real from the imaginary 
term we find that 

(cos 0+ j sin 0) (cos 0+ j sin 0) = cos (e+<^) + j sin (0+tl>). (154) 

This gives a simple rule for the multiplication of two or more 
complex quantities in the trigonometric form. In order to deduce 
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a similar rule for division, we observe that 

l/(cos0 +jBin^) = 

cos4i — j sin tj) = cos {—ij>)+ j sin {—41). . . (165) 

This relation is easily verified by multiplyii^ the numerator and 
the denominator of the left-hand side of the equation by cos ^ — 
j sin ^, so as to get rid of the complex quantity in the denomi- 
nator, E^quation (155) leads to the following rule for the division 
of complex quantities in trigonometric form: 

(cos ff+j sin e)/(eoa <f>+jwi *) =cos (#-*)+ j sm (8-<t>). (156) 

Thus, for instance, if the current given by eq. (150) flows through 
an impedance expressed by eq. (152), the required terminal volt- 
age is 

E = IZ = h [cos {e + <t>)+jsm {8 + <t>)], . (157) 

which result simply means that the voltage is equal to It and 
leads the current by the angle 0. 

The operator given by eq. (152) multipUes a vector by ? and 
turns it by the angle if> in the positive direction. Hence, ths 
operator (cos ^ + j sin ^) simply turns a vector Tay the angle 1^, 
without changing its length. Thus, if it be -required to turn a 
vector A= a -\- ja' by an angle a in the positive direction, the 
projections of the new vector are found from the following expres- 
sion: 

(a + ja') (cos a -f- J sin a) = (a COS a — a' sin a) 

+ j (a' cos « + a sin a) (168) 

Of course, the same result could be obtained by first calculating 
the at^le 8 which the vector A forms with the reference axis, from 
the relation tan 8 = a'/a, and then determining the new projec- 
tions A cos (9 + a) and A sin (d + a). 

Voltage Regutation of a Transmission Line} As an example of 
the use of complex quantities in the trigonometric form, let us 
consider the voltage regiiUtion of a single-phase transmission 
line. Let the resistance and reactance of the line, and the gen- 
erator volt^e El, be given; and let it be required to determine 
the receiver voltage Et for a given current / and a ^ven power- 

■ The electrostatic capacity of the line is disregarded here; a complete 
treatment of the regulation of a transmisaioD line, taking into account the 
capacity and leakage, is given in ArtA. 68 and 69 at the end of the book. 
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factor of the load cos 0'. In the symbolic notation we have 

Ei = Et+ IZ, (159) 

where the impedance Z of the line is known, and b expressed by 
eq, (152), The phase ai^Ie refers to the line, the angle *' to 
the load. 

When actually solving an equation such as (169), it is highly 
important to select the reference axis in the most advantageous 
way, so as to simplify the calculations as much as possible. In 
the case under consideration, it is convenient to select the refer- 
ence axis in the direction of E^, because then E^ is determined 
by its magnitude alone, the direction angle being equal to zero. 
The generator voltage is expressed by Ei (cos d + j sin 0), where 
the magnitude of Ei is given, but the angle d is unltnown. The 
current lags by the angle (f>' behind -Ej, and therefore is expressed 
by the formula I (cos tfi' — j sin *')■ Thus eq, (159) becomes 
Si (cos e +JBm 0)=Et + Iz [cos (« - «') +3 sin (0 - «')]■ (160) 
Equating the real and the imaginary parts gives 

ffiCosfl = Ei-l-72co8(«-0'); ■ ■ ■ (161) 

El sin e = Iz sin (* - <^') (162) 

From eq. (162) 

sin fl = ilz/Ei) sin U> - 0') (163) 

Knowing 6, we find from eq. (161) 

S, = EiCO8fl-/2COs(«-0')- ■ • - (164) 

In practice, one is usually required to determine the voltage 

regulation of the line. According to the definition adopted by 

the American Institute of Electrical Engineers {Stattdards, see 

the latest edition), 

per cent regulation = 100 (Bj' - Ei)/E,, . . (165) 
where Et is the value of Bj at no load. But here Ei = Ei, be- 
cause the electrostatic capacity of the line is n^ected. It is pos- 
sible to determine the dii?erence Ei — Ei directly from eq. (161), 
by substituting for cos 6 the expression 1 — 2 ein' 5 B. We obtain 
then 

AE = El- Ei = Iz cos (0 - *') + 2 E, sm* ^ 0. (166) 

Equation (165) becomes 

per cent regulation = 100 AE/(E, - A£). . (167) 
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When it Ib required to calculate the voltage regulation for several 
loads, the computationa are conveniently arrai^ed in a table 

of the following form: 



.s. 


? 




A»«l, 


«!(♦-*') 


<*-(*-*■) 


.. 


*r* 


ofit 


AB 


tF' 

























In practice, the voltage regulation is usually required for a 
certain load of Pt watts, so that, strictly speaking, the current / 
is not known. But, since Et is not much different from Ei, it 
is an easy matter to estimate the current with sufficient accuracy. 
Or else a curve of voltage regulation is plotted against the load 
as abscissEB, so that the regulation may be read off at any desired 
load. It is possible to solve the problem exactly, by using for 
/ its expression Pi/(Et cos <ti') in eqs. (161) and (162). In this 
case the equations are squared and added, so as to eliminate 6. 
This gives a biquadratic equation for Ei, from which the receiver 
voltage can be computed. 

This problem can also be solved when the complex quantities 
are expressed in the orthogonal form, instead of the trigonometric 
form here used. The student is urged to work out the det^ls, in 
order to become thoroughly familiar with complex quantities in 
both forms. 

Pivb. 1. A vector 72 + j 53 must be turned by 25 d^rees ia the nega- 
tive direction. What are its new projections? Ajia. 87.65 + j 17.6. 

Prob. 3. A single-phase alimiinum line is to be built from a power 
house, at which a voltage of 11,500 is maiataiiied at a frequency of 50 
cycles, to a point 25 km. distant. When a current of 60 amp. at 80 per 
cent lagging power-factor ia delivered at the receiver end, the power loss 
in the line must not exceed 10 per cent of the useful power. What must 
be the uze of the conductor, and what will be the per cent voltage r^ula- 
tion at this load? The spacing between the wires ia to be 61 cm. 

Ana. No. OOOO B. & S.; 11.4 per cent. 

Prob. S. Check the answer to the preceding problem graphically. 
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Prob. 4. ExpMn the theory of Menhon's diagram found in varioua 
electrical handbooks and pocketbooks, and check by means of it the 
answer to problem 2. 

Prob. 6. Show how to determine the voltage regulation of a trans- 
nusaion line when the receiver voltage is given. 

Prob. 8. Show how to calculate the receiver voltage ffj from eq. (159), 
uaii^; the orthogonal projections of the vectors and operators. Discuss 
the relative advantages and disadvantages of the rectangular and polar 
coSrdinates in this case. 

31. Vectors and Operators Expressed as Ezpoaential Func- 
tions.' Expressions (149) to (153) are sometimes written in the 
e^ionential form, using the identity 

cosfl+jsinfla «>», ..... (168) 
where c b the base of natural logarithms. .This important equa- 
tion follows from the well-known expansions for sin 0, cos 6 and 
^, obtained by Maclaurin's Theorem in calculus; namely, 

""'-' 2i + ii • • • ' 

^-l+J+2, + 3J + Ji+ 

The last series, when j fl is substituted for B, becomes 

Substituting these values into eq. (168), it is found to be an iden- 
, tity. Thus, we have 

E = E{tii3&9-^J9mB) = E^ (169) 

Similarly, the impedance operator becomes 

Z = z{cos^+3s\n<t>) = z^, .■ . . . (170) 
and the admittance operator 

Y = y (cob ^-3 sin 4>) = y^-'*. . . . (171) 
If, for instance, a current is given as I = It" and if it flows through 
an impedance Z = zt'*, the required voltage is found by multi- 
plying these two expressions, or 

E = IZ'- /a«J<»+« (172) 

' This article may be omitted i( deaired, without impairing the oonti- 
uuity of the treatment in the rest of the book. 
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This shows that the absolute value of the voltage is /z and that 
it leads the current by the angle ^. Equation (172) corresponds 
to eq. (157) in trigonometric notation. The projections of the 
current vector are IcosO and /sin0; while the projectiona of 
the voltage vector are Iz cos (0 + ^) and Iz sin (fl + <p). Thus, 
it is always possible to change from the exponential form to the 
trigonometric form, and finally to the orthogonal projections, or 
vice versa. The exponential form is more concise, and possesses 
marked advantages in the solution of some advanced problems 
relating to alternating currents and oscillations.^ However, for 
the simple problems treated in this book, the plain algebraic nota- 
tion a + ja' and the trigonometric notation A (cos a +jaaa) 
are amply sufficient. It is deemed advisable to explain the expo- 
nential notation here ia order to enable the student to read books 
and magazine articles in which it is employed. 

1 See Tor instoace J. J. Thonuon, Recent RewarchM in EUebricUy and 
Magnetitm. 
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CHAPTER X 
POLYPHASE SYSTEMS 

36. Two-phase System. The student knows from his ele- 
mentary work that the induction motor operates on the principle 
of the revolving magnetic field, and that such a field is produced 
by a combination of two or more alternating currents differing 
in phase. An electric circuit upon which are impressed two or 
more waves of e.m.f. having definite phase displacements is called 
a polyphase system, A large majority of the alternating-current 
circuits used in practice in the generation and transmission of 
electrical energy are polyphase systems; it is therefore essential 
that the student become famihar with the current and voltage 
relations in such circuits. 

Theoretically, the simplest polyphase system is a fowr-mre 
two-phase system (fig. 30), althou^ it is not the most econom- 



1 Phase 1 






deneiBEor 




B«elTer 




Via. 30. A four-wire two-phase syetem with two independent circuits. 



ical one in practice. The two generator windings are independ- 
ent, and are relatively displaced by ninety electrical degrees. 
The two alternating voltages induced in these windings are there- 
fore displaced in time phase by a quarter of a cycle. Each phase 
may be used separately, for instance for lighting, or both phases 
may be combined in the windings of a synchronous or induction 
motor, for the production of a revolving magnetic field. Each 
phase can be treated separately, as if it belonged to an independ- 
ent single-phase system. 
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Some economy in line conductors and insulators is achieved by 
combining two conductors belonging to different phases into oae 
return conductor (Fig. 31). Such a system is called a tkree^unre 




A three-wire twfr^hase eyston. 

ttoo-phase system. The current and volt^e relations for a balanced 
load and a la^og current are shown in Fig. 32. The vectors Ei 
and Ei represent the voltages 
induced in the two generator 
or transformer windings from 
the point to the points A 
and B respectively; in other 
words, they are the voltages 
between each phase wire and 
the return wire. The vector 
Ell* is the geometric difference 
of the two, and represents the 
voltage between the two phase 
wires. That Eu is the differ- 
ence and not the sum of Ei 
and Ei is proved by the 
following reasoning: Let the 
wire OGG'O' be pennanently 
grounded, so that its potential is sero. Let the potential of the 
wire AA' at a certain instant be for example 100 volts above 
the ground, and that of the wire BB' 60 volts above the ground. 
Then the difference of potential, or the voltf^e between AA' and 
BB', is 40 volts. The same reasoning applies to every instant, 
so that the vector of the voltage between AA' and BB' is the 
geometric difference between Ei and Et, which are the vectors 
of the volt^es between the points A and 0, and B and re- 
* Pronounced E — one — two, and not E sub twelve. 




. A vector diagram of currents 
and voltages for the two-phase Hyetem 
shown ia Fig. 31. 
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spectively. That is, the voltage between A and B is represented 
in phase and magnitude by the vector connecting the ends of the 
vectors Ey and Et- Numerically, 

fiij ='EiV2 = EtV2 (173) 

The currents in the conduetora A A' and BB' are represented 
by the vectors 7i and It, lagging by an angle ^ with respect to the 
corresponding voltages. The current in the return conductor ia 
the geometric sum of the two phase currents, and is represented 
by the diagonal vector 7i2- It will thus be seen that the common 
return current is ^2 times as large as each component current, 
or 

Iit = hV2 = hV2 (174) 

If it is desired to have the same current density in each of the 
three conductors, the cross-section of the return wire must be 
V2 times that of each of the other two wires. 

The two phases in Fig. 30 are sometimes electrically inter- 
connected at their middle points, as shown in fig. 33 at the left. 
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Fig. 33. A atar-connected quarter-phase syaton to the left, a meah-oonneoted 

Hystem to the right. 

This is done in order to fix the difference of potential between the 
two phases. If the voltage between A and B ia E, then the volt- 
age between the common point and each wire ja i E, and the 
voltage between the two phases is equal to J £^ 'V2 = E/'>/2. For 
example, the voltage fija between D and A equab E^ — E4. These 
relations are shown vectorially in Fig. 34. This circuit is some- 
times called the fitor-connected quarter-phase system. 

The four windings of a generator or motor are sometimes con- 
nected in mesh, as indicated in Fig. 33 to the right. With the 
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star connection, the star voltages OA, OB, etc., are induced 
directly, while the mesh voltages AD, DB, etc., are established by 
the combination of the star volt^es. With the mesh connection 
of the windii^, however, the mesh or line voltf^es are induced 
directly. The mesh and star voltages are shown in Fig. 34. 
Electrically the two arrangements are equivalent, provided that 
the proper numbers of turns are used in the windings. 

The line and mesh currents are indicated in Fig. 34. The line 
currents and those in the atar-connected winding are represented 




Fia. 34. A vector diagram <d cuiroits and voltages in the quuter-phaae 
ejaieai sfaown in Fig. 33. 

by the sides of the square, each current l^^ng by the ai^le ^ 
with respect to the corresponding star volt^e; the angle of 1^ 
d^)end8 upon the character of the load. In Figs. 33 and 34 the 
voltages are taken in the cyclic order AC, CB, BD, DA ; hence, it 
is natural to take the positive direction of the current in the same 
way. With the arrows in Fig. 33 showing the positive directions 
of the currents, each line current is the difference between two 
adjacent mesh currents. Hence, in the vector diagram the mesh 
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currents are represented by the radii from the center to the vertices 
of the current square. It will be seen that the angle between the 
mesh currents and the mesh voltages is also equal to <p. While 
the mesh voltages are V2 times as large as the star voltages, the 
mesh currents are I/V2 times the star currents. This condition 
is necessary in order to have the same power per phase in the 
mesh and star-connected systems. 

3S. Three-phase T-connected Sjrstem. This system is 
shown in Fig. 35; the current and voltage relations are repre- 




sUr-connected B3^tem. 

sented in Fig. 36. OA, OB, and OC represent three generator 
windings; O'A', O'B', and O'C are the windings of a receiving 
apparatus — for instance, an in- 
duction motor. The three gener- 
ator windings are placed on the 
armature core at angles of 120 
electrical degrees with respect to 
each other, so that the alternating 
voltages induced in these windings 
are displaced in phase by one- 
third of a cycle, the positive di- 
rection in the windings being 

outward. They are represented „„„„,.", 

. ., , c EI J CI ■ Fig. 36. The line and Htar voltagea, 

by the vectors E„ E,, and E, m ^^ ^^ ^.^^ ^^^^^ .^ ^7y- 

Fig. 36. The motor windi:^ are connectedsyBtemahowninFig.So. 
similarly displaced, so that the 

whole system is symmetrical with respect to the three phases. 
The currents lag behind the voltages by an angle depending 
upon the relative amounts of resistance, reactance, and counter- 
e.m.f . in the circuit. 
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The diagram of connections shown in Fig, 35 is also called the 
star connection, and the points and 0' are called the neutral 
points of the system. The voltages between the line conductors 
and the neutral points are called the star or phase volt^es, as 
distinguished from the line voltages, or voltages between any 
two line conductors. A line voltage, for instance between the 
points A and B, is equal to the geometric difference between the 
voltages OA and OB, as baa been shown above in the case of a 
two-phase line. Consequently, the line voltages are represented 
in Fig, 36 by the three vectors Eij,, Etc, and E^a, which connect 
the ends of the vectors of the phase voltages. It will be seen that 
the line voltages are Vs times as large as the phase voltages. 

When the three phases are perfectly balanced and the currents 
are nearly sinusoidal, the two neutral points and 0' may be 
connected by a wire, as shown by the dotted line, or grounded, 
and very little current will flow through this connection. The 
reason is that the algebraic sum of the three currents flowing 
towards or from the neutral points is equal to zero at all instants, 



sinu + 8in(u + |x)+8in(u-3r) =0. (175) 

This identity is easily proved by expanding the left-hand member, 
using the expression for the sine of the sum of two angles. It 
will also be seen from Fig. 36 that the geometric sum of the three 
current vectors is equal to zero, because these vectors when added 
form a closed triangle. In practice, there are transmission lines 
on which one or tjoth neutrals are grounded, althoi^ in some 
installations both neutrals are insulated from the ground. To 
prevent large currents with unbalanced loads or during short- 
circuits, the neutrals are often grounded through protective 
resistances. The question of grounded vs. ungrounded neutrals is 
still in a somewhat controversial stage. 

The power developed in the generator windings and available 
at the generator terminals is 3 IyEy cos <!>, where Ey is the phase 
voltage. Since the line voltage Ea = Ey V3, we have 

P = dlYEY<ios4> = lYEiV3coa<t,. . . (176) 

In practical calculations of three^hase transmission lines and 
electrical machinery, only one phase is considered; that is, the 
three-phase circuit is reduced to an equivalent single-phase cir- 
cuit. Let it be required, for example, to calculate the cross-sec* 
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tion and per cent voltage regulation of a three-phase 66,000-volt 
line, to transmit 50,000 kw. at 80 per cent power-factor, and at 
a loss of 10 per cent of the useful power; the spacing to be 1.8 m. 
First of all we find that the voltage between each wire and the 
neutral is Oe.OOO/v'a = 38,100 volts, and that the power per 
phase is 50,000/3 = 16,700 kw. Hence, the problem is reduced 
to the following one: Determine the cross-aection and per cent 
volt^e regulation of a single-phase 38,100-volt line, having a 
spacing of 1.8 m., the i*r loss in one conductor being 1670 kw., 
and the resistance of the return conductor being negligible. The 
solution of this problem is given in Art. 33 above. A drop of say 
5 per cent in the phase or star voltage means also a drop of 
5 per cent in the line voltage, because of the fixed ratio 1/V^ 
between the two. 

Prob. 1. Assuming the refereace axis in Fig. 36 to be horizontal, the 
line voltage equal to 44 kv., the current per phase 73 amp., and the angle ^ 
equal to 15 degrees, write down the complex expreasioos for all the cur- 
renta and voltages. 

Ans. Et = 22-jl2.7kv.;£^"22-j38.1kv.;7a- 18.9 +j 70.5 
amp. 

Prob. 3. A three-phase 60-cycle line is 16 km. long; the spaoii^ be- 
tween the wires is symmetrical and is equal to 61 cm., the conductors con- 
sisUng of copper wire of 14 mm. diameter. It is required to maintain 
a voltage of 6700 between the conductors at the receiver end of the line. 
What is the generator voltage when the load is equal to 1000 kw. at unity 
power-factor? Ans. 7040. 

Piob. 9. Show that a three-phase transmission line may be treated 
as a «ngle-phase line which transmits one-half the power at the same 
voltage. The three-phase line requires three conductors of the same size 
as the single-phase line, with the same spacing (25 per cent saving in 
material). Per cent power loss is the same in both. 

Prob. 4, When the phase currents have higher harmonics, multiple 
of three, show that equalization currents must flow through the neutral 
connection, even though the phases are perfectly balanced. What 
happens when the neutrals are insulated from each other? 

Prob. fi. Show that the Une voltage cannot have the third, the ninth, 
the fifteenth, etc., harmonics, even if these harmonics are present in the 
phase voltages. 

37. Three-phase Delta-connected System. This method of 
three-phase connection is shown in Fig. 37, one end of the fine 
being connected, for instance, to an alternator, the other end to a 
motor or to three transformers. Fig. 38 represents the current 
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and voltage relations. The currents in the windings are differ- 
ent from those in the line. With the positive directions of the 




/^ 



Fio. 37. A three-phase delta- or meah-connected ayatem. 

currents indicated in Fig. 37, each line current is equal to the 
difference between the two adjacent currents m the " delta." 




Fia. 38. The voltages and currents in the delta-eomiected eytUm 
shown in Fig. 37. 

Hence, in the vector diagram the line or " star " currents are 
represented by a triai^Ie, and the delta currents by the rays from 
the center to the vertices of the triangle. It will be seen that the 
delta currents are equal ^ki l/v^S of the line currents, and are 
displaced in phase by 30 d^jrees with respect to them. This also 
follows from the identity 



/sm«-/sin(u-|- 120") 




- 30"). . (177) 
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While there are no neutral points with a delta system, one or more 
of them may be artificially created by connecting three resiatances 
or reactances in star as shown in Fig. 37 by dotted lines. The 
Y-voltages between this neutral and the line conductors are 
shown in Fig. 38 by the vectors Ea, Et and Ec. The delta volt- 
ages are'v^ times as large as the star voltages, while the star or 
line currents bear the same ratio to the delta cmrents. This is 
necessary in view of the power relation 

P = 3 Esh cos « = 3 EyIy cos «. ... (178) 
In design and performance calculations one phase only is 
considered, the three phases being identical when the load is 
balanced. As far as the line is concerned, the delta-connected 
generator and load may be replaced by equivalent star-connected 
windings to give the same line currents and voltages. Then the 
line is designed and its performance calculated the same as ui the 
preceding article. As a matter of fact, for line calculations it ia 
only necessary to know the power, the voltage, and the powet^ 
factor of the load. The fact that the generator or the load is 
delta- or Y-connected has no bearii^ upon the line performance 
with a balanced load. 

Prob. 1. A 2000-kw. 6600-volt induction motor is fed from a 66,000- 
volt three-phase line through three step-down traosformera, the high- 
tension windings of which are connected in Y, the low-tension windings 
in delta. What are the currents in these windings when the motor is 
carryini; a 25 per cent overload? It is estimated that at this overload 
the power-factor ia 90 per cent and the efficiency 92 per cent. The mag- 
netizing current of the transformois is negl^ble. 

Ans. 26.4 and 153 amp. 

Prob. 3. Show that, while the instantaneous electrical output of a 
single-phase alternator varies at double the frequency of the current, 
the output of a polyphase machine is practically constant as long as the 
load remains constant. Rhow that the same is true for motors. 

Note: For the electrical relations in two- and three-phase systems 
with unbalanced loads, and also for the theory of the V and T connections, 
see the author's Experimental Electrical En^neering, Vol. 2, Chapter 25. 
A more exhaustive treatment will also be found in his investigation 
entitled IJeher mehrpha^ige Stromsysteme bei ungleichTiUissiger Belaatung 
(published by Enke, 1900). See also the ciiapters on polyphase systems 
in Dr. Steinmetz's AUemating-currenl Phenomena. 
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CHAPTER XI 
VOLTAGE REGULATION OF THE TRANSFORMER 

diS. Impeifectioas in a Transformer RepUtced by Equivalent 
Resistances and Reactances. The reader is familiar in general 
with the construction and operation of the constant-potential 
transformer (Fig. 39). It consists of an iron core upon which 
two windiogs are placed as closely as possible to each other. 
When one winding is connected to a constant-potential alternat- 
ing-current source of power, an alternating magnetic Sux is excited 
in the iron core and an altematii^ voltage is induced in the other 
winding. If this latter winding is connected to an electrical load, 
an altematii^ current flows through it, and causes a correspond- 
ing flow of current through the first winding, in order that power 
may be transmitted from the primary into the secondary circuit. 

The constant-potential transformer is one of the most perfect 
pieces of electrical apparatus, in that its efficiency (in medium and 
large sizes) is nearly one hundred per cent, and its voltage regula- 
tion with varying load is quite close. On the other hand, the 
requirements for voltage regulation are quite exacting, there being 
no provision in the apparatus itself for adjusting the voltage, like 
the field rheostat in a generator. Therefore, the pre-determina- 
tion of the voltage regulation of a transformer is of considerable 
practical importance. 

Numerically, the regulation of a transformer is expressed in 
a manner similar to that given in Art. 33 above for the trans- 
mission line. Let, for example, the rated secoadary voltage of a 
ten-to-one transformer be 220 volts, and let us suppose that a 
primary e.m.f. of 2280 volts Is necessary in order to have the 
rated secondary voltage at the rated load. Let now the second- 
ary circuit be opened; the secondary voltage will rise to prac- 
tically 228 volta, provided that the primary voltage is kept con- 
stant. Then, by definition, the regulation of the transformer at 
this load is 100 (228 - 220)/220 = 3.64 per cent. Let, in general. 
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the seoondary terminal voltage at a cert^ load be Et, that at no 
load En. Then, by definition, 

per cent regulation = 100 (Em - Ea)/Ei. . . (179) 
The difference between the no-load voltage and that at full load 
is due to slight imperfections in the transformer itself. There- 
fore, in order to be able to calculate the voltage regulation at a 
given load, it is necessary to learn the nature of these imperfec- 
tions; for purposes of computation, it is convenient to replace 
these imperfections by certain resistances and reactances, as shown 
in Fig. 39. 

In an ideal transformer the ratio of the primary to the second- 
ary voltage is equal to the ratio of the numbers of turns in the 
corresponding windings. The same relation is very nearly true in 
any good transformer at no load. This follows from the fact that 
the two windings are linked with the Bame magnetic flux, and 
hence the voltage induced per turn is the same in both. Hence, 
denoting the primary and secondary induced voltages by En and 
Eii, and the corresponding numbers of turns in series by ni and nj, 
we have 

Ei,/E» = ni/nt (180) 

Furthermore, in an ideal transformer 

/mi = /^i (181) 

that is, the currents are inversely as the numbers of turns, or the 
primary ampere-turns are equal and opposite to the secondary 
ampere-turns. This is because an ideal transformer is supposed 
to have no reluctance in its magnetic circuit, so that no ampere- 
turns are required to maintain a magnetic flux in it. Consequently, 
any secondary current required by the load automatically draws 
a compensating primary current from the source of power, of such 
value that eq. (181) is satisfied. In a real transformer the primary 
ampere-turns are slightly different from the secondary ampere- 
turns, and the difference between the two is just sufficient to main- 
tain the alternating Sux through the reluctance of the core, and to 
supply the core loss. Multiplying eqs. (ISO) and (181) term by 
term, and canceling nt and tit, we find that 

Eiili = EiJt. 
This simply means that an ideal transformer transrmts power 
from the primary into the secondary circuit without loss. 
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(a) The Ohmic Drop. One of the eauaes of the internal volt- 
age drop in a transformer is the ohmic resistance of its windings. 
"Because of the resistance of the primary winding, the primary 
terminal voltage Ei (Fig. 39) is slightly larger than the induced 




Pio. 39. Imperfections in a trauafonner repreeaited by reWBtancea a 
reactances. 



counter-e.m.f. En which balances it. The secondary resistance 
causes a voltage drop, so that the secondary terminal voltage Ej 
is smaller than the secondary induced e.m.f. En. Thus, the 
effect of the internal resistances upon the terminal voltages is 
such as to make the ratio E-i/Ei smaller than the ratio ni/wi. 
The windings themselves may be thought of as devoid of resist- 
ance, but corresponding resistances ri and rg may be placed out- 
side the transformer, aa shown in Fig. 39.' 

(b) The Reactive Drop. Another imperfection or cause of 
internal voltage drop is the so-called leakage reactance of the 
windii^. The total magnetic flux in a loaded transformer may 
be considered as consisting of three components; viz., the useful 
flux linking with both the primary and the secondary windings, 
the primary leakage flux linkii^ with the primary winding only, 
and the secondary leakage flux linked with the secondary winding 
only. In an ideal transformer the two last-named fluxes are 
absent t>ecause the two windings are supposed to be perfectly 
interwoven, so as to leave no room for the leakage flux. The 
primary leakage flux, being produced by the primary current, is 
in phase with it, and induces an e.m.f. in lagging quadrature with 

■ The equivalent resistaDces Ti and ri muat replace not only the true 
ohmic redatances of the winding, but should alao account for the eddy- 
current loss in the conductors. In low-tension windings made of heavy 
conductors, this latter lose may be at least as great as the theoretical i*r lose. 
In new transformers the eddy-current loss can only be estimated; in actu- ' 
ally built transformers it is calculated from the wattmeter reading on short ! 
circuit. 
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this current. This e.iu.f. must be balanced by part of the applied 
primary voltage, so that either thia voltage or the induced e.m.f. 
Eit must be different from that ia an ideal transformer. The 
effect of the secondary leakage reactance is similar, in that it 
absoHss part of the secondary induced voltage En, and makes 
the secondary terminal voltage E^ different from that in an 
ideal transformer. It is shown below that, with a load of lag- 
ging power-factor, the reactive drop in both windii^ lowers the 
secondary terminal voltage. With a leading secondary current, 
the reactive drop is in such a phase position as to raise the sec- 
ondary voltage. For purposes of computation, the transformer 
windings are assumed to produce no magnetic leakage fluxes, but 
imaginary reactance coils are connected in series with the wind- 
ings (Fig. 39). The reactances xi and xt of these coils are such as 
to cause the same reactive voltage drop as that due to the actual 
leakage fluxes in the transformer.* 

(c) The Exciting Admittance. Having thus made the winding! 
of the transformer perfect by placing their impedances outside, 
we still have the problem of making the magnetic circuit ideal 
also. As stated before, the primary and secondary ampere-turns 
are not quite equal, because of a certain number of ampere-turns 
necessary to magnetize the iron. This means that a current 
must flow through the primary winding even when the secondary 
circuit is open. This current is c'alled the no-load or magnetizing 
current of the transformer. Its amount depends upon the reluct- 
ance of the mi^^etic circuit and upon the core loss (hysteresis 
and eddy currents). For purposes of computation the iron core 
may be assumed to be of zero reluctance, and to have no core 
loss; but we may imagme a fictitious or equivalent susceptance 
60 and a conductance ffo (Fig. 39) connected across the primary 
winding to draw a current equal in phase and magnitude to the 
exciting current of the transformer. Both jjo and 60 are shown 
connected across the induced voltage ff,i, because both the mag- 
netizing current and the core loss depend upon the value of the 
flux and consequently upon the value of En, which is proportional 
to the flux. Let the calculated or measured core loss be equal to 
Po watts; then go is determined from the equation 

Po = EaV« (182) 

> For further details id regard to the leakage reactance of tranaformera, 
see the author's Magitetic Circuit, Art. 04. 
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The pure magnetisii^ current, without the core-loss componeDt, 
is in phase with the flux which it produces, and therefore is in 
quadrature with the induced voltage En. For this reason, it is 
represented as flowing through a pure susceptance. Knowing 
the pure m^netiiing current In', the susceptance bo is determined 
from the equaticsi > 

k> = h'/Eii (183) 

Neither the core-loss component nor the pure magnetizing current 
are proportional to the flux or to the voltage En, so that strictly 
speaking both 60 and ffo are functions of the counter-e.m,f. En. 
However, in practice. En varies so little with the load that it is 
admissible to assume g^ and ba to be constant quantities. More- 
over, the influence of the magnetizii^ current upon the voltage 
regulation is n^ligible in most cases. The mt^^netizii^ current 
is mentioned here only for the sake of completeness, so as to make 
the transformer core absolutely perfect. We shall see in the next 
chapter that bo and g<i are of considerable importance in the per- 
formance of the induction motor. 

Thus, by the foregoing reasonii^, both the core and the wind- 
ii^ of the transformer are made ideal, and all the imperfections 
are replaced by external resistances and reactances. Having done 
this, the performance of a transformer can be readily treatft^ either 
graphically or analyticaUy, as explained below. " 

Prob. 1. Draw a diagram similar to Fig. 39 for a transformer with 
several secondary windings supplying independent load circuits. 

Vrob, 3. Draw a diagram similar to Fig. 39 for an auto-transfonner. 

39. The Vector Diagram of a Transformer. Having re- 
duced the transformer to an equivalent electric circuit (with a 
perfect magnetic link), the current and voltage relations at a 
certain load may be represented by a vector diagram (Fig. 40). 
In order to make the relations clearer, the volt^e drop and the 
losses are greatly exaggerated. For this reason, the graphical 
treatment is more suitable for purposes of explanation than for 
numerical computations. For actual calculations the analytical 
method given in the next article is preferable. 

1 The calculation of the core loss and of die magnetising currokt belongs 
properly to the theory of magnetic phenomena, and ia treated in detail in the 
author's MagneUe Circuit, Arts. 19, 33, and 34. Here the valuee of fg and 
Jt are supposed to be known. 
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Let the secondary terminal voltage and the load be given, bo 
liiat the vectors Et and /j can be drawn in magnitude and rela- 
tive phase position. The secondary induced e.ni.f. En is found 




Fia. 40. The vector diagram d a ttansformer. 

by adding to Et the ohmic drop /ifi in phase with 7), and the 
reactive drop /gXi in leading quadrature with /j. 

The primary induced voltage En is in phase with En, becau^ 
both are induced by the same magnetic flux. The magnitudes 
of the two voltages are as the respective numbers of turns; see 



Dig,, z.d by Google 



114 THE ELECTRIC CIHCUIT (Abt. 39 

eq. (180). The vector marked En in Fig. 40 is in reality equal and 
opposite to En, and repreaenta the part of the primary terminal 
voltage that balanceB En. Without the primary drop, the total 
applied primary voltage would be equal to En. But, on account 
of the primary drop in the transformer, the applied voltage £i is 
obtained by adding to En the resJatance drop liri in phase with 
the primary current /i and the reactive drop IiXi m leading 
quadrature with 7j. 

In order to be able to construct the vectors IiTi and IiXi it 
is necessary to know the vector of the primary current /> in 
magnitude and phase position. In an idek^ transformer, the 
primary current is m exact phase opposition to the secondary 
current, and the ratio of the two currents is inversely as the ratio 
of the respective numbers of turns; see eq. (ISl). In the actual 
transformer, the primary current, in addition to this component 
7; (ni/tii) "transmitted into the secondary," has a magnetizing 
component !<,, which serves to maintain the alternating flux in 
the core, and which is not transmitted into the secondary circuit. 
The total primary current is the geometric sum of the two com- 
ponents, and can be constructed if the magnetizing current h is 
known. 

The magnetizii^ current itself consists of two components, as 
explained in the preceding article, under (c). One component, 
7a', is in phase with the useful magnetic flux tf , and would be the 
only magnetizing component if the iron had no hysteresis and no 
eddy currents. This component is in quadrature with the induced 
voltage En, and is, with respect to it, the reactive component of 
the magnetizing current. The other component, lo", in phase 
with En, represents a loss of power, and is therefore called the 
energy or loss component of the magnetizing current. Knowing 
7c' and la", the vector 7c is easily obtained. 

The vector of flux, ^, is drawn in leading quadrature with the 
induced e.m.f. En, in accordance with Faraday's law of induction. 
If the flux varies according to the law 

*, = tf„sin2r/f, (184) 

the induced e.m.f. varies according to the law 

en=-nidiP,/dl--2TfP^ntC082-rft, . . (185) 

the second sine-wave lagging by 90 degrees behmd the first. 
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It is assumed in the construction of Fig. 40 that the primary and 
secondary inductive drops can be calculated separately. Such is, 
however, not the case with our present state of knowletfee; both 
theory and experiment enable us to determine only the total re- 
active drop, including primary and secondary. Therefore, when 
it is desired to use the vector dif^ram for actual computations, it 
is customary to ascribe one half of the Ix drop to the primary and 
the other half to the secondary circuit. 

Usually, the magnetizing component of the primary current 
can be neglected; then it does not make any difference how the 
inductive drop is distributed. It will be shown in the next article 
that in such case the voltage regulation depends only upon the 
total impedance drop, either calculated or determined from a 
short-circuit test. When the internal voltage drop is given in 
per cent, it is understood to refer to the no-load voltage of each 
particular circuit. For instance, if the reactive voltage drop in 
a 20/1-kv. transformer is said to be 5 per cent, this means that 
the secondary drop is 2.S per cent of 1000 volts, or is equal to 25 
volts, and that the primary drop is 2.5 per cent of 20,000 volts, or 
is equal to 500 volts. 

Prob. 1. What is the regulation of a 600-kva., 2200/220-volt, 25-cycle 
transformer at the rated current and at 80 per cent power-factor (lag- 
ging)? The XaiaX reactive drop is 10 per cent, the primary obmic drop 
is 2.2 per cent, and the secondary otunic drop 2.S per cent. The mag- 
netizing current may be neglected.' Ans. 10.1 per cent. 

Prob. 3. Determine the per cent voltage r^ulation of the trans- 
former specified in the preceding problem at the rated load and at 80 per 
cent power-factor, leading. 

Ans. —1.4 per cent. The negative EUgn indicates a rise in secondary 
voltage, instead of a drop. 

Pfob. 3. Correct the vector digram of problem 1 for the magnetiz- 
ing current, knowing that the core loss amounts to 20 kw., and that 8500 
effective ampere-turns are necessary to mainttun the flux, without the iron 
loss. The number of turns in the secondary winding is 64. 

Prob. 4. Adapt the diagram shown in Fig. 40 to an auto-transformer. 

40. Analytical Determination of Voltage Regulation. — Ap- 
proximate Solution. As explained above, it is preferable to 
calculate the voltage regulation of a transformer analytically, 

' An excessive internal drop is selected purposely to enable the student 
to oonatruct an accurate vector diagram to a convenieat scale. The losaea 
and the magaetizing current in problem 3 also are too liigh for a standard 
traDHformer. 
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because the vectors of voltage drop are very small as compared 
with those of the primary and secondary voltages. The relations 
shown in Fi^. 39 and 40 are expressed analytically by the 
equations 

El = Eii - ItZi, (186) 

and 

Ei=Ea+ hZi (187) 

Since our purpose is to find the relation between Ei and Ei, it 
is necessary to eliminate from these equations En and En. The 
relation between En and Eii is given by eq, (180); therefore, we 
multiply eq. (186) by ni/% and subtract it from eq. (187). The 

Ei~{n^ME, = IyZi + ini/nt)ItZt. . . (188) 
The correct relation between 7i and /i is (Fig. 39) 

h - U ini/ni) + h=h + h. ■ ■ ■ (189) 

h = h int/ni) (190) 

is the primary load current, or that part of the primary current 
which la transmitted into the secondary circuit. In a great 
majority of practical cases the magnetizing current is only a few 
per cent of the total primary current at the rated load. The 
voltage drop in the primary winding is also but a few per cent of 
the line voltage Ei. For. these reasons, it is permissible in Fig. 39 
to transfer the exciting admittance ¥o from the place MN to the 
primary terminals AB, The voltage drop in the transformer is 
then caused only by the load current, so that for the purpose of 
calculating regulation we may use the approximate relation 

Ti= lL=U(nt/ni) (191) 

Substituting for /i and -f i their values from eq. (191) in terms of 
/£, we finally obtain 

Ei~Ei,= Ii,[Zi + {n,/niyZt] (192) 

In this equation, the quantity 

El = ini/ni)Ei ....... (193) 

is called the primary load voUage, or the secondary terminal volt- 
age reduced to the primary circuit. The expression (ni/na)'Zj is 
called the secondary imjiedance reduced to, or transferred into, 
the primary circuit. The quantity 

Z = Zi + (ni/n,)»Z, (194) 
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is called the total or equivalent impedance of the transformer 
reduced to the primary circuit. 

Using in eq. (192) the abbreviated notation introduced in 
eq. (194), we get 

E^-BL=ia (195) 

E}quation (195) corresponda to the simplified equivalent diagram 
of the transformer shown in Fig. 41, This diagram differs from 
Fig. 39 in two respects; (1) The magnetic link is omitted, the 
primary circuit being connected directly to the modified second- 
ary circuit; (2) the exciting admittance is connected ^ross the 
primary terminal voltage instead of across the induced voltage. 
The latter change makes the equivalent diagram only approxi- 
mately correct, but simplifies computations greatly. 

Equation (195) is identical in form with eq. (159), Art. 33, 
for the voltage drop in a transmission line; both are solved, and 
the per cent voltage drop determined, in the same way. In fact, 
without the excitir^ admittance Ko, the equivalent diagram shown 
in Fig. 41 reduces the performance of a transformer to that of a 
transmission line. 

Expression (194) for the equivalent impedance shows that 
resistances and reactances can be transferred from the secondary 




Fis. 41. The approximately equivalent diagram of a transformer or an 
inductioD motor. 

circuit into the primary, and vice versa, by multiplying them by 
the square of the ratio of the numbers of turns. For instance, in 
a 10,000/ 1000-volt transformer, a 1-ohm resistance in the low- 
tension circuit causes the same per cent volt^e drop as a 100- 
ohm renstance in the high-tension cu-cuit. This is easily verified 
as follows: Let the current in the low-tension circuit be 20 amp.; 
then in the high-tension circuit the current will be 2 amp. The 
drop in the 1-ohm resistance is 20 volts, or 2 per cent of the 
secondary voltage. The drop in the 100-ohm resistance is 200 
volts, which is 2 per cent of the primary volt^e. In other words, 
the same reduction in the load voltage will be produced by using 
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either a resistance of one ohm in the secondary circuit or 100 ohma 
in the primary circuit. 

The secondary resistance ri transferred into the primary cir- 
cuit is denoted in Fig. 41 by rj', where 

ft' = r, (n,/ni)' (196) 

Correspondingly 

^ = ^ (ni/nj)' C196a) 

The equivalent impedance 2, consists of the quadrature sum 
of the equivalent resistance 

r=r, +r,' = ri+(n,/n.)V,, .... (197) 
and the equivalent reactance 

I = xi + i»' = ii + (ni/nj)"!, .... (I97a) 
The equivalent resistance is easily calculated, knowing the re- 
sistances of the two windings and the voltage ratio of the trans- 
former. Or else it is calculated directly from the iV loss measured 
by a wattmeter in a short circuit test. The equivalent reactance 
is calculated from the terminal voltage in the short-circuit test, 
making a proper allowance for the known resistance drop. To 
illustrate, when the secondary circuit is short-circuited, eq. (195) 



E, = 7iZ (198) 

Bx and Zl are measured directly, so that Z can be calculated. 
Knowing the equivalent resistance r = P/I l*, the reactance is 
calculated from the expression x = vz* — r*. For a new trans- 
former, the total equivalent leakage inductance is estimated with 
sufficient accuracy by means of various semi-empirical formuhe; ^ 
or else the total impedance drop IiZ is taken as a certain pei> 
centage of the rated volt^e, from previous experience with similar 
transformers. 

Prob. 1. Check analytically the answers to problems 1 and 2 in the 
preceding article. 

Prob. i. The high-tenaion winding of a. 2000-kva., 33/11-kv. tran». 
former was short-circuited, and the voltage on the law-tensioa side ad- 
justed BO aa to circulate the rated current throi^h the windings. The 
instrument readings were 470 volts and 30 kw. Calculate the per cent 
ohmic and reactive drops in the transformer. Ana. 1.5 and 4 per cent. 

Prob. 3. Deduce a formula similar to (1^), but referring to the 
secondary circuit. 

' See for instance the author's Magnetic Cireuil, Art. 64. 
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Fiob. 4. Show bow the voltage regulation of a traDaformer can be 
estimated, using Merahon'a diagram given in various electrical handbooks 
and pocketbool^. 

Prob. 6. The primary voltt^e of a given transformer is kept constant 
at a known value. Determine the percentage internal drop (Ei — Ei,)/ Ex 
for a given impedance of the load.' Solution: Let the load impedance, 
reduced to the primary circuit, be Zl; then the load current is 

II = E,/(Zl + Z), 
where Z is the equivalent impedance of the transformer itself, supposed 
to be known. The load voltage is 

ELr-E^- ZIi, = E^Zl/{Zl + Z) = E,/[1 + {Z/Zl)]. 
Having expressed all the known and unknown quantities in the complex 
form, in either Cartesian or polar coordinates, the magnitude and du'ec- 
tion of El can be determined, by using the general method, i.e., equatii^ 
the real and the imaginary paxta on both sides of the equation. 

Prob. 6. The equation for Ei, given in the preceding problem leads 
to involved numerical computations. Moreover, the difference Ei — El 
cannot be accurately determined in this way when El differs but Uttle 
from Bi. Show how to simplify the numerical work, by taking advan- 
tage of the fact that Z is small compared with Zl. Solution: When a 
quantity a is small compared to unity, we have by division 1/(1 + o) — 
1 — a -f- a* — etc. We have accordingly 

El = ^i[1 - {Z/Zl)] approximately, 

El = Ei- EiZ/Zl (A) 

Let £i be the vector of reference; consequently ffi = E, (cosfl + jsins). 
Let also Zl = zt {cos *£ + j sin *l) and Z = z (cos * + j sin *). Then 
accordii^ to eqs. (154) and (156), 

E,Z/Zl = Eiz/HL (cos (e + * - *l) +3sm (0 + 4- *t)I, 
or, denoting E,Z/Zl by aEi and * — *t by fi, we have 
aE,= aE, [co8(e + (S)+jain(e + (3)l. 
Equation (A) may now be written in the form 

i^>(costf+j3in(l) =i:L+ AB.[co3(fl + 3)+isin(e + ,S)l, 
where 

aEi = Eiz/zL 
is a known quantity, as well as the angle e = <l> ~ <tL- Separating the 
real and the imi^inary parts, we get 

EiCOB$ = El+ ^E,cos{0 + p), (B) 

J?, sine = aE, sin(9 + ^) = iBxsin ecosyS + iE, cos fl sin ,). (C) 

1 The conditions in this problem differ from those in the text above in 
two reepects: (I) The primary voltage ia given instead of the secondary; 
(2) the load is given by its impedance instead of the current and power- 
factor. 
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From eq. (C), dividing both sides by cos », we find 

iaaa- AEieiDff/{Ei— &EiCoe0), . . . . (D) 
from which 8 can be calculated. Using in eq. (B) the transformation 
COS ' 1 — 2 sin' ) e, the same as in Art. 33, we get, after division by £i, 

(Bi-£t)/£. = (AE./B.)coa(fl + /S) + 28in»i«- . - (E> 
While the derivation of fonnulffi (D) and (E) may seem somewhat tedi- 
ous, the results are in the form most convenient for numerical work. 

41. Analytical Determination of Voltage Regulation. — Exact 
Sohitioa.' The approximation made in the preceding article 
consists in shifting the exciting admittance Ko so that it is con- 
nected across the primary tenuinal voltage Ei, instead of across 
the primary induced voltage En (compare Figs. 39 and 41). 
Retaining the exciting admittance in its correct place, we obtain 
the equivalent diagram shown in Fig. 42. The secondary im- 




pedance is reduced to the primary circuit as before, by being 
multiplied by the square of the ratio of turns (ui/nt)*. This pro- 
cedure is strictly correct, the magnetic link beii^ by assumption 
perfect. 

Equations (186) and (187) hold here as before, but instead 
of usii^ the approximate eq. (191) we shall use the correct rela- 
tion (189), The mf^netizing current is 

l.-^iiK,, (199) 

BO that the total primary current is 

h= h+EiiYo (200) 

Expreaang /i and It in eqs. (186) and (187) through the load 
current II, and elimioating ^ii and Eit as before, we obtain 

(E, - 2,7i)/(l + Z,K,) = El + /t (Vn»)*Z,. (201) 
This equation takes the place of the approximate eq. (192). The 
two equations become identical when Ya = 0. 

' This article may be omitted if deeired. 
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The complex quantity 1 + ZiYi, which enters into eq. (201) 
may be called a correction factor, and may be represented in the 
form 

K = l + ZiY„ = kioosa+jsma).. . . (202) 

Since the ratio of two complex quantities is abo a complex quan- 
tity, eq. (201) may be expressed in the form 

E,t=Ei. + lLZ„ (203) 

where the corrected primary voltage 

E,i = Ei/K = (Ei/h) [cos (fl - a) + jsin {$ - «)], (204) 
and the corrected equivalent impedance 

Z, = Zi/K + {ni/myZt = I, (cosiA + jsin^). . (205) 
Equation (203) is of the same standard form as eqs. (195) and 
(159), and can be solved by the method given in Art. 33.' 

This problem can be solved also by keeping the complex quan- 
tities in the orthogonal form. The student will profit by working 
out the details for himself. 

Sometimes it is desired to know the voltage regulation of a trans- 
former over a certain range of loads, the results being represented 
in the form of a curve. In such a case, it makes no difference 
for which particular loads the regulation is actually calculated, 
provided that these loads are selected within certam limits. 
If the primary voltage is given and is constant, it may be more 
convenient to perform the calculations (according to Fig. 42), 
not for an assumed current /j, but for an assumed load imped- 
ance Z^. Combining the impedances in series and the admit- 
tances m parallel, the whole circuit connected at the primary 
terminals is finally reduced to one impedance. Dividing the 
primary voltage by this impedance gives the primary current, and 
consequently the drop in the primary impedance Zi. Thus, the 
voltage Eii becomes known, and the current In can be calculated. 
After this, the current II and the drop IlZi are calculated. This 
drop, being subtracted from En, gives the desired secondary 
voltage E%, reduced to the primary circuit. 

1 Namely, when 7^ = 0, Ej^ = Ed, so that per cent r^ulation h equal to 
100A£/(£ei — AE), where A£ = £« — B^ {algebraically, not geometrically). 
Consequently, eq. (196) and the table on page d6 are direotly applicable. 
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CHAPTER XII 

PERFORMANCE CHARACTERISTICS OF THE 
INDUCTION MOTOR 

42. The Equivalent Electrical Diagram of an Induction Mo- 
tor. The student is supposed to be familiar with the general (quali- 
tative) explanation of the perfonnance of a polyphase induction 
motor, and with the general shape of the load characteristics.' 
It will be shown here how to predetermine the performance char- 
acteristics of a given induction motor by reducing it to an equiva- 
lent electric circuit, similar to that of a transformer. 

The following experiment shows the possibility of such an 
equivalent diagram, A brake test is performed on the motor, 
and the primary current and the power-factor are plotted against 
the output as abscissEe. Then the rotor is blocked, and variable 
non-inductive resistances are inseri;ed into its phase windings. 
If the rotor has a squirrel-cage secondary, resistances must be 
inserted in series with each bar, or into each section of the end- 
rings between consecutive bars. The motor is thus reduced to a 
polyphase transformer, the inserted secondary resistances repre- 
senting the load. A load test is performed on this transformer, 
and the curves of primary current and power-factor are plotted 
against the total xV loss in the external resistances. These curves 
are found to coincide very closely with the curves obtained from 
the brake test, provided that the brake power and the iV power 
are plotted to the same scale, one representing the mechanical, 
the other the corresponding electrical output. Some difference 
in the curves is due to the fact that the stationary transformer 
has no friction loss; thb is, however, partly or wholly compen- 
sated by a greatly increased secondary core loss. 

The theoretical reasons for this equivalence of an induction 
motor to a polyphase transformer wUl become clear by consider- 

' See, for inatance, the author's Experimentd Electrical Engineering, Vol I, 
chap. 17. 
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ing the electrical relations in the rotor under the following three 
headings: 

(a) The Relationakip between the External ResistOTice and the 
sup. Let the input into the rotor be P watts per phase of the 
secondary winding, and let the motor be running at a slip s. For 
instance, s = 0.05 means that the speed of the rotor is 5 per cent 
lower than the synchronous speed, or the speed of the revolving 
field. Then, sP watts are converted into heat in each phase of 
the secondary winding, and (1 — «)/* watts are available on the 
shaft as the output (including' friction and windage), Thb is 
because the tangential electromagnetic effort is the same on the 
surface of the stator as it is on the surface of the rotor. But 
while the gliding magnetic flux travels at synchronous speed, the 
rotor travels at (1 — s) times the synchronous speed. The elec- 
trom^netic coupling between the stator and the rotor is simi- 
lar to a friction coupling between two shafts, having a certain 
amount of slip. If the speed of the driven shaft is say 5 per cent 
below that of the driving shaft, on account of the slip in the 
coupling, 95 per cent of the power is transmitted and 5 per cent 
is lost in beat in the coupling. 

With the rotor blocked, let R be the external resistance per 
phase of the secondary, and let It be the secondary current per 
phase. For a slip 8 we must have the condition 
8(ft + rj)V = r*/i«, 

8 = r,/(fi + r,) (206) 

If the slip is given, the required external resistance is 

R = rid - s)/s (207) 

(b) Equal Secondary Current and Phase Displacemeni with the 
Rotor Running or Blocked. Let the reactance of the secondary 
winding per phase be Xt ohms, at the primary or synchronous 
frequency. With the rotor running at a slip s, the frequency of 
the secondary currents is only equal to s times the primary fre- 
quency, so that the reactance per phase is sz^. Therefore, the 
phase displacement ^t between the induced secondary voltage 
and the current is determined by the relation 

tan c^i = sxt/rt (208) 

With the rotor blocked and provided with external resistances 
satisfying condition (206), the total resistance of the secondary 
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circuit per phase is fl + r» = fj/s. The secondary frequency 
is equal to that in the primary circuit, so that 

tan «» = Xi/(rt/a) = sxj/rj; 

thus the phase displacement is the same as that ^ven by eq. (208). 
With the same revolving magnetic flux in both cases, the currents 
are also equal. While with the stationary rotor the induced 
secotidaiy e.m.f . is larger in the ratio of lis, because of a higher 
speed of cutting the secondary conductors, yet the total secondary 
resistance if + >": is also larger in the same ratio of 1 : s, according 
to eq. (206). The secondary reactance is also larger in the same 
ratio on account of the higher frequency. Thus, with the rotor 
blocked, both the e.m.f. and the impedance of the secondary 
circuit are larger in the ratio of I: s than when it is runnii^ at a 
slip a. Hence, the current, which is equal to the ratio of the e.m.f. 
to the impedance, is the same in both cases. 

(c) The Reaction of Ike Secondary upon the Primary Circuit 
is the Same viitk the Rotor Running or Blocked. The magneto- 
motive force of the revolving rotor is the same as that of the 
stationary rotor with the resistance R in series, provided that in 
both cases the magnetomotive force is considered vnth respect to 
the staiioTiary primary circuit. In the latter case the frequency 
of the secondary currents is equal to that of the supply, so that 
the resultant m^netomotive force due to all the secondary phases 
travels in the air-gap at synchronous speed, the same as the 
resultant magnetomotive force of the primary currents. The 
two magnetomotive forces form one resultant magnetomotive 
force which produces the revolving flux. With the revolving 
rotor, the frequency of the secondary currents is s per cent of that 
of the supply, so that the secondary magnetomotive force glides 
relatively to the body of the rotor at a speed equal to s per cent 
of the synchronous speed. But the speed of the rotor itself is 
the (I — «) part of the synchronous speed. Hence, the velocity 
of the secondary magnetomotive force vnth respect to the stalor is 
s + (1 — s) = 1, or is equal to the synchronous speed, and is 
the same as the velocity of the primary magnetomotive force. 
We have seen above that the secondary currents and their phase 
relation are the same in the two cases, so that the secondary 
magnetomotive force is also the same in phase and magnitude. 
Consequently, with the same flux, determined by the applied volt- 
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age, the primary magnetomotive force is also the same in both 
cases. This means that the primary current and power-factor 
are the same with the stationary rotor loaded electrically as with 
the revolving rotor loaded mechaolcally. 

We have thus proved theoretically, as well as experimentally, 
that the performance of an induction motor may be reduced to 
that of a stationary transformer. But we know from the pre- 
ceding chapter that a transformer can in turn be replaced by an 
equivalent electric circuit, either approximately (Fig. 41) or accu- 
rately (Fig, 42), Thus, the same equivalent diagrams can be used 
in the predetermination of the performance of an induction motor. 
All the quantities which enter mto these diagrams are understood 
to be per phase of the primary circuit (usually per phase of Y 
in a three-phase motor). When the number of the secondary 
phases and the method of connections are different from those 
m the primary circuit, the secondary winding is replaced by an 
equivalent one of the same number of phases, and with the same 
kind of connections as in the primary circuit; see Art. 45 below.' 

Prob. 1. Expliun the principle of the speed control of an induction 
motor by means of adjustable external resistances in the secondary cir- 
cuit. 

Piob. 2. Explain the principle of the direct and differential cascade 
connection of two induction motors. 

Prob. S. Show how an induction generator can be reduced to an 
equivalent electric circuit, 

43. The Analytical Determuiation of Performance. — Ap- 
proximate Solution. The problem is to calculate the perform- 
ance characteristics of a given induction motor — in other words, 
against the output as abscissae, to plot the following curves; viz., 
primary amperes, kilowatts input, primary power-factor, slip, 
torque, and efficiency. The resistances and the leakage reactances 
of both windings, reduced to the primary circuit, are supposed to 
be known, so that each primary phase of the motor can be replaced 
by either the approximate or the exact diagram (Figs. 41 and 42). 
The approximate diagram only is considered here, because it is 
sufficiently accurate for most practical purposes. The exact solu- 
tion is given in Art. 47 below. The iron loss, friction, and the 

' The values of the leakage reactances of the windings are mipposed here 
to be known; for their calculation from the dimenaionB of the motor see the 

author's Maynetic Circuit, Art. 66. 
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magnetizing current are also supposed to be known, so that the 
exciting admittance Fg is known. While in reality it varies some- 
what with the load, in the approximate solution it is considered 
to be a constant quantity. 

The problem is solved similarly to that of the voltage regula- 
tion of a transmission line or of a transformer, treated above; 
that is, a load current Ii is selected, and the circuit is solved in 
the complex notation. In order to make the treatment independ- 
ent of the other chapters, a complete solution is given below, with 
some minor changes which simplify the numerical work. As in 
the transmission line and in the transformer, we have 

E^=Et + ZIl (209) 

or, expanded, 

^.(cose+jsine) =El + Il(t+jx). . . (210) 
Here the direction of the unknown load voltage Ej, is again selected 
as the reference axis. The current II is in phase with El, because 
by assumption the external resistance R is non-inductive. Sepa- 
rating the real and the imaginary parts, we get 

ExCosS = El + Iix; (211) 

B, sin fl = /^a: (212) 

When plotting the curves, it is immaterial which values of the load 
are selected for computation. We assume, therefore, a series of 
reasonable values for Ij., and from eq. (212) calculate the corre- 
spondii^ values of sin 0. Then from eq. (211) we find the values 
of El, and finally determine the outputs per phase from the 
equation 

Pl = IlEl (213) 

Knowing II, El, and the angle 0, the rest of the values for the 
performance curves are calculated as follows: 

(a) The Slip. The external resistance, reduced to the primary 
circuit, is 

R' - El/Il; (214) 

and the slip is found from the equation 

s = u'/iR' + r/), (214a) 

which is identical with eq. (206), except that rj' and fl' are second- 
ary quantities reduced to the primary circuit. 

(b) The Primary Current and Power-factor. The total primary 
current per phase is 

Ix=U+U, (21S) 
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where the magnetizing current la is known, and can be repre- 
sented with respect to the terminal voltage Ej as 

la^ Ii,{cos<t>Q-jsm<t>a) (216) 

The load current, in its phase relation with reelect to the terminal 
voltage, is 

/i = /i(co8 9-i8ine), (217) 

so that 

^i=ii— jV = (/LCOsfl+/oCO8 0(i)-j(^t8in*+^i)S'ii*o)- (218) 
Knowing the projections ii and i/ of the primary current with 
respect to the terminal voltage Ei, the primary phase angle ^i 
is found from the equation 

tan 01 = u'/ii, (219) 

and then the primary power-factor, cos 0i, is taken from a trigo- 
nometric table. The current itself, 

Ji = n/cos«i (220) 

(c) The input per pkcise is 

Pi = EiIiCOS<t>,= Eiii (221) 

The efficiency is equal to the ratio of the output to the input. 

(d) The iiseful torgtie in synchronous watts, or the input into 
the secondary, is equal to the output plus the secondary copper 
loss. The tangential effort per phase, in kilograms at a radius of 
one meter, or the torque per phase, in kg.-meters is 

T = 973.8 {Pl + 0.001 /tV2')/(Bynchr. r.p.m.), . (222) 
Pi being expressed in kilowatts, so as to avoid lai^e numbers in 
numerical applications. 

Sometimes the performance data are desired for one particular 
load, Pl, only; for instance, at the rat«d output of the machme. 
The method outlined above may in this case be somewliat tedious, 
because one has to find by trials the proper values of II and Ei, 
which give the desired output. It may lead more quickly to the 
desired end to solve eqs. (211), (212), and (213) as three simul- 
taneous equations for the unknown quantities Ei, II, and 9, 
Squaring the first two equations and addii^ them together, the 
angle fl is eluninated, and we get 

El* = El" + II^ + 2 EJiX. 
Substitutii^ for El its value from eq. (213), gives a quadratic 
equation for z/j,*, namely 

(z/i')* -2 {zIl') (i ^i* - Pi;ryz + Pl' = 0. . . (223) 
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The Bolution of this equation is 

The miutia sign only is retained before the radical, because it 
gives a smaller current. It can be shown that the solution with 
the plus sign corresponds to the unstable region of operation of 
the motor. 

For numencal computations the preceding equation is put in 

the fonn 

eJi* = 1000 (Q - VQ= - Pi}), . . . (224) 
where, for the sake of brevity, we introduce the notation, 

Q = (500 El' - Pir)/z (225) 

In the last two equations Pl and Q are in kilowatts, so as to avoid 
large numbers, and £^i is in kilovolts. The student is remmded 
that El is the phase or star voltage, and not the line voltage, and 
that Pl is the output per phase. 

When Pl is small compared to Q, fortbula (224) represents 
the difference of two quantities of nearly equal value. The 
result is inaccurate, and it is better to expand the expression 
[1 — (Pi/Q)']'> according to the binomial theorem. This gives 
zIl' = 1000 Q ft (Pi/Q)' + J {Pl/QY + -h (Pl/Q)' + etc.]. (226) 
The latter formula is much more convenient for numerical applica- 
tions than eq. (224), because the second term in the brackets is 
small as compared to the first, and the third term can usually be 
neglected. 

Knowing II, the rest of the values are determined as before. 

Prob. L Plot complete performance curves of a three-phase, 25- 
cycle, 150-kw., 6-pole, 2200-volt, induction motor between no load and 
25 per cent overload, from the following data: Total no-load input (for 
all three phases) is 10.5 kw.; the no-load current per phase of the Une 
is 13 amp. With the armature blocked, the input ia 230 kw., the cur- 
rent per phaae being 227 amp.' The resistance of the primary winding 
per ijiase of Y is 0.63 ohm. Hint: Follow consustently the approximate 
diagram. Fig. 41 ; that is, do not correct the no-load reading for the 
primary i*r loss, and assume the magnetizit^ current with the armature 
locked to be the same as at no load. See Art. 46, Prob. 2. 

' The data with the armature locked refer to the rated voltage; they 
are <Atained by extrapolatinB the curves taJcen at lower voltages. It would 
not be practicable to apply the full hue voltage to a large motor with the 
armature blocked. 
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Ans. At the r&ted output the primary curreat is 49 amp.; the 
power-factor is 90.8 per cent; the slip, 3.5 per cent; the efficiency, 88.5 
per cent; and the torque, 302 kg.-m. 

Prob. 3. Check the answer to the preceding problem, using eq. (226). 

Prob. 3. Extend the theory and the formulEe given above to the 
perfonnance characteristics at aji induction generator. 

44. Starting Torque, Pull-out Torquet and Maximum Out- 
put. When judging the performance of a given induction 
motor, or designing a new motor, the following features are of 
importance : 

(a) The starting torque, either in its absolute value, or in 
its ratio to the torque at the rated load. If the motor is to be 
started by means of resistances in the secondary circuit, one may 
be required to calculate the values of these resistances necessary 
for a prescribed starting torque, or for a maximum starting 
torque. 

(b) The pull-out torque, or the torque at which the motor 
reaches the limit of stable operation, and comes to a stop. This 
torque is usually ^ven through its ratio to the full-load torque. 

(c) The maximum output of the motor, in kilowatts. This 
output takes place at a smaller slip than that at which the motor 
pulls out. The output is a maximum when the product of 
torque times speed is a maximum, but not when the torque 
itself is greatest. 

The three quantities mentioned above can be determined by 
using the equations deduced in the foregoing article. 

(a) The SlarHng Torque. In the general formula (222) , Pl = 
at start, because the motor supplies no mechanical output, the 
speed being equal to zero. In the equivalent electrical diagram 
(Fig. 41) this corresponds to a short curcuit of the load, or fi = 0. 
Hence, II = Ei/i; substituting this value into eq. (222), we find 
that the startii^ torque per phase, in kg.- m. 

T„= 0.9738 EiV/(?* X synchr. r.p.m.). (227) 

It mil be seen from this expression that the starting torque is 
proportional to the square of the line voltage. This fact permits 
one to determine the initial torque when starting a motor on a 
lower voltage, by means of auto-transformers. The same equa- 
tion shows that the starting torque increases with the secondary 
resistance. It is not quite proportional to it, because rj' is also 
implicitly contained in z. i 
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When the motor has a phase-wound secondary and is started 
by means of resistances in the secondary circuit, n' in formula 
(227) moludea this secondary resistance. It is thus possible to 
calculate the external resistance required for a given starting 
torque. For example, when the starting torque is given, the 
ratio z*/ri' in eq. (227) is a known quantity, or 

z*/r.' = [(n + r/)* + x»]/r,'-c, . . . (228) 
where 

c = 0.9738 fiiV(desired torque X synchr. r.p.m.). (229) 
Solving the quadratic (228) for rj', we obtain 



rs' = (i c - ri) ± V(^ c - r,)' - (x" + r,'). . (230) 

in applications, the minus sign only is retained before the radical 
because one would naturally use the smaller of the two resistances 
which ^ve the same torque. 

The value of rj' determined from this expression comprises 
both the resistance per phase of the rotor proper and the starting 
resistance per phase, if any is used, both reduced to equivalent 
primary values. To obtain their actual values, see Art. 45 below. 

If the external resistance is to be so selected as to give a max- 
imum starting torque, c in expression (228) must be a minimum. 
Equating to zero the derivative of c with respect to Ti, and 
solving for rj', we get 

r/ = (x* + n*)*, (231) 

that is, n' is very nearly equal to x. Thb value comprises the 
resistance of the rotor proper and the starting resistance, both 
per phase of the primary circuit. If a resistance is selected which 
is either less than or greater than that determined by eq. (231), 
the motor does not develop its full starting torque. This checks 
with eq. (230), which shows that the same torque can be obtained 
with two different values of starting resistance. 

(b) Pull-out Torque. According to eq. (222), the torque is a 
maximum when 

EJi + iL^i' = max (232) 

Here El and It are functions of the independent variable 9. 
Expressing them through 9 from eqs. (211) and (212), and omit- 
ting the constant factor E\^, we obtain 

(1/x) sin B [cos G - (r/x) sm9\ + (r,7a!*) sin' fl = max., 
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or, after simplification, 

a: sin 2 9 - r, (1 - COS 2 0) = max. . . . (233) 

Equating to zero the derivative of this expression with respect to 
$, gives 

« cos 2 fl - ri sin 2 tf = 0, 
or 

tan2tf = a:/ri (234) 

Knowing $, the values of St and II are calculated from eqs. (211) 
and (212), and then the torque is determined from eq. (222). 

It is of interest to note that the ai^le B, at which the motor 
pulls out of step, is independent of the secondary resistance 
rj'. Neither does this resistance enter into eq. (233). Hence, 
the maximum torque which a motor is capable of developifig is inde- 
pendetd of its rotor resistance. This resistajice determines only the 
speed at which the maidmum torque takes place. The higher the 
secondary resistance, the lower the speed at which the motor 
pulls out of step. By using an external starting resistance, and 
a rotor windii^ of low resistance, two maxima of the torque are 
obtained, one at the start, with the external resistance in, and the 
other near synchronism, with it out, 

(c) Maximum Output. The problem is to find the values of 
Ei, and II for which the product ElIl is a maximum. A^ain 
expressing El and 7i through the angle $ from eqs. (211) and (212), 
and omitting the constant factor E^fx, we have 
sin 6 [cos 6 — (r/x) sin 8\ = max. 

Equating to zero the derivative of this expression with respect to 
8, gives 

fl = i*, (235) 

where tan ^ = x/r. Knowing the angle 8, the values of II and 
^t are calculated from eqs, (211) and (212), and then their product 
ElIl is determined. 

Prob. 1. The motor specified in problem 1 of the preceding article 
is designed to be started at a reduced voltage. What per cent tap should 
be used on the auto-transformers in order to get a starting torque of 
about 30 per cent of the full-load torque? 

Ans. 60 per cent of the line voltage. 

ftob, 2. The same motor is provided with a phase-wound secondary 
and is to be started by using resistances in series with the rotor windings. 
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What external redetance is neceaaary in order to obtun a starting torqu* 
equal to 1.5 times the full-load torque? 

Aos. 0.78 ohm per phase, in terms of the primary circuit. 

Pab. 8. What starting resistance in the preceding problem would 
give the mftrimiim starting torque? Ana. About Et.44 ohms. 

Prob. 4. Show that the motor specified in problem 1 of the preceding 
article pulls out of step when the torque exceeda 2.45 times the rated 
full-load torque. 

Prob. S. Check the answer to problem 4 by using the answer to prob- 
lem 3. 

Prob. 6. Show that the maximum output of the same motor ia equal 
to 2.15 times the rated output. 

Prob. 7. Show that the input into an induction motor is a mftTim um 
when 9 •* 45°. Hint: 7i cos e = max. 

Prob. 8. Show how to calculate the per cent slip at which the motor 
pulls out of step, and also the speed at which the output is a murimiini 
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CHAPTER Xin 

VERPOBMANCE CHARACTERISTICS OF THE 
INDUCTION MOTOR— (Continued) 

iS. The Secondary Resistances and Reactances Reduced 
to the Primaiy Circuit. It is proved In Art. 40 that in a trans- 
former the secondary resistance and reactance can be transferred 
into the primary circuit by being multiplied by (ni/nO*. The 
same rule holds true for the induction motor, provided that the 
number of phases is the same in the primary and in the secondary 
windings, and that the two windings are of the same type (the 
same number of slots per phase and the same winding pitch). 
This is hardly ever the case, and with a different number of 
phases and different types of winding in the primary and second- 
ary, the following formuhe hold true: 

rt'/rt = (mi/m,) (ftMni/^Mn,)'- - . - (236) 
a:»V^i = (w»i/mj) (hini/hint)* . . . . (237) 
In these expressions, m is the number of phases, n is the number 
of turns per pole per phase, and h is the so-called breadth factor 
which characterizes the winding. The subscripts 1 and 2 refer 
to the primary and secondary windings respectively. The quan- 
tities fi and X: are the actual resistance and reactance per pole per 
phase of the secondary circuit; r-t' and zt are the equivalent quan- 
tities per pole per phase of the primary circuit.' When wii = mj 
and kill — hu, the preceding formulee become identical with eqs. 
(196) and (I96a) for the transformer. 

Formula (236) is a combination of the following two equations: 

O.^kuminiii = 0.9kbimintit' .... (236a) 
mjz'aVt = vhu'W (236b) 

In these equations it is the effective value of the current in any 
conductor of the actual secondary winding, and I'l is that in the 

' For a proof of these formulie, see the author's Magnetic CiTcuil, Art. 44; 
the values of itt will be found in Arte. 27 to 20 of the eame book. 
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equivalent rotor wioding, transferred into the primary circuit. 
£q. (236a) expreeaes the condition that the magnetomotive forces 
per pole of the actual rotor and equivalent rotor are equal to each 
other. Eq. (236b) states that the heat losses in the two windings 
are also equal. Eq. (236) is obtained by eliminating the ratio 
(it/i's) from the foregoing two expressions. 

It U somelJDiea coDveoient to keep ia mind this method of deriv&tian of 
eq. (236) in order to apply this equation properly in a practical ease. For 
example, one of the windings may be meah connected, and the other star 
connected. One of tlie windings may have all the turns per phase in series, 
the other may consist of two or more branches in paj-sllel, etc. Keeping in 
mind the physical conditions (236a) and (236b), the proper values of rj 
and ri' can be determined in all such cases. A two-phase combination of 
currents is not a symmetrical system to which eq. (236a) can be applied 
directly. It is preferable to replace it by an equivalent quarter-phase 
system (Art. 3fi). 




Fia. 43. A squirrel-cage rotor and the Fig. 44. The vectorial rdation between 
star resistances equivalent to the end the star and mesh currents in a aym- 
rioK- metrical m-phaae system. 

In the most general case, let an m-phase symmetrical system 
be given, for instance a two-pole squirrel-cage rotor (Fig. 43), 
and let it be required to find the relation between the mesh resist- 
ances r,. and the star resistances r, such that the iV loss per phase 
be the same in both. The relation between the vectors of the star 
currents and those of the mesh currents is shown in Fig. 44, the 
star currents I, forming an m-sided polygon, and the mesh 
currents / . being the radii of the polygon. This diagram satisfies 
the following conditions: (a) the star currents are displaced in 
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phase relatively to each other by equal angles of 2r/m, over the 
whole range of 2t; (b) the same is true for the mesh currents; (c) 
each star current is the geometric difference of the two adjacent 
mesh currents; (d) the geometric sum of the star currents is 
equal to zero (Ktrchhoff's first law). From the geometry of the 
figure we have 

K. = /- Bin (r/m) (238) 

The condition I,*r, = I,^*r^ leads to the ratio 

r»/r, = (I./IJ* = 4 sin* (r/m) .... (239) 

A similar relation holds for the reactances. When m = 3, we 
find that fi/r, = 3. 

Equation (239) finds ita practical application in the calcula- 
tion of the equivalent resistance and reactance of a squirrel-cage 
rotor. The sections of the end-rings between the bars are mesh- 
connected, while the bars themselves may be considered as parts 
of a star-connected nit-phase system, where rnt is the number of 
bars per pair of poles. Let n be the resistance of each bar, includ- 
ing the two contact resistances between the end-rings and the 
bar; let r, be the resistance of a section of an end-ring between 
two consecutive bars. The resistance of the rings can be replaced 
by added resistances in series with the bars, so as to change the 
connections to a pure star system (Fig. 43). According to eq. 
(239) , the total equivalent resistance per bar is 

r^r = r* H- J r,/8in» (t/mj) (240) 

where r^, includes the resistance n, of the bar itself, and of the 
adjacent sections, Tt, of both end rings. Analogously 

i»r = Xfc + 4 x./8in* (T/mO (241) 

When applying eqs. (236) and (237) to a squirrel-cage rotor, 
the following secondary values should be used : 

(1) The number of eecondaiy phasee is equal to the number of bare per 
pair of poles, that is, mi — Ci/(ip), where C| is the totsl number of rotor 
bars. (2) There is bijt one bar per pfur of poles per phsse, and a bar is 
equivalent to one half of a turn; hence, m — 0.25. (3) A Bquirrel-cage 
winding is a, full-pitch winding of small breadth so that **i = 1. (4) In 
eq. (236) r, stands for the resistance per pole per phase, while in eq. (240) 
ttr is the resistance per bar. Since there is only one bar per pair of polee per 
phase, fi - 1 rw. 

Prob. 1. A two-phase induction motor has the primary winding ar- 
ranged for two independent phases; the secondary is three-pluise Y-con- 
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nected. When the rotor is stationary and its circuits are open, 440 volte 
impressed at the primary tenninalfl produce 97 volta between the slip- 
rings. The calculated starting resistance, per phase of the primary 
circuit, is 14 ohms. What is the actual resistance to be used in series with 
the rotor windings? Hint : Consider the primary circuit as a four-phase 
star-connected system, so that n,ki,i/njci,t - i X 440/(97/v'3). 

Ana. 0.34 ohm. 
ftob. S. A six-pole, three-phase, Y-connected induction motor has a 
squirrel-cage rotor of 80 cm. diameter with 73 bars; the resistance of 
each bar is 120 microhms (including the contact resistance). In order 
to have a certain required torque and slip, the equivalent rotor resistance 
per phase of the primary circuit must be equal to 1.07 ohms. What must 
be the actual resistance of each end-ring per centimeter of its length? 
There are 100 turns per phase of the primary wiudit^, and kn = 0.95; 
for the squirrel-cage winding Am is always equal to unity. 

Ans. 5.8 microhms. 

46. The Circle Diagram. Let the values of primary current 
obt^ed from a brake test on an induction motor be plotted as 
vectors at proper phase angles with respect to the vector Ei 
of the primary voltage {Fig, 45), The locus of the ends of the 
current vectors is foimd to be very nearly a semicircle. This 
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Fio. 45. The circle diagcam of an induction motor. 

locus, together with some auxiliary lines, is called the circle dia- 
gram or the Heyland diagram of the induction motor. A similar 
diagram holds true for the transformer, although it is hardly ever 
used in practice. 

The importance and the convenience of the circle diagram lie 
in the fact that the complete performance of an induction motor 
can be predicted if the diameter of the semicircle and its posi- 
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tioD with respect to the voltage vector El are known. The semi- 
circle is usually determined by the vector I<, of the no-load current, 
and the vector of the current /, obtained when the rotor is locked 
(the subscript s stands for starting or short cin;uit). At any 
other load, the extremity of the current vector 7i lies between 
those of /o and I,. 

The Heyland diagram is simply a graphic representation at 
the current and voltage relations in the approximately equivalebt 
circuit diagram shown in Fig. 41. The excitmg current and the 
no-load losses are assumed to be constant at all loads from no- 
load to standstill. The no-load current is resolved into a loss 
component I^", in phase with the voltage Ei, which component 
represents the iron loss, friction, and windage; and a reactive com- 
ponent h' which excites the main flux in the motor. At any load, 
the primary current /i is the geometric sum of the load current 
1 1 and the no-load current /d, the vectors of these three currents 
forming a triangle. 

That the locus of the current /i or 7^ is a circle follows directly 
from eq. (212), because from it we have 

/t/sin = Ei/x = const., .... (242) 
which is easily seen to be the equation of a circle in polar codrdi- 
nates. The value of the constant 

Eifx = Il' (243) 

is equal to the diameter of the circle, which diameter is thus 
determined solely by the leakage reactance x of the motor. The 
smaller x is, the larger is the circle and the better the motor, 
because its power-factor is higher and its overload capacity 
larger. 

The load current I,l with the armature blocked has an energy 
component in phase with the line voltage E\, because of the t*r 
loss in the resistances of the stator and rotor. If these resistances 
could be eliminated or put outside the motor, the load current 
on short circuit would be purely reactive and equal to Ii! = E\/x, 
Thus, the diameter of the circle is equal in position and magni- 
tude to the load current (secondary current) of the machine with 
the armature blocked, provided that the internal resistances are 
elinunated and only leakage reactances are left. This condition 
is called an ideal short circuit. 

Leaving the loss component 7a" of the no-load current out of 
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consideration, the performance of the motor ia determined by 
the pure magnetizing current /«' and its ratio to the diameter It! 
of the semicircle. This ratio is called the cirde coefficient. Let 
the exciting reactance, or the reciprocal of bo, be denoted by Xo. 
Then Ii,'= Ei/xn, and, by definition, the circle coefScient 

a^h'/lL' = x/x^; (244) 

in other words, the circle coefficient is equal to the ratio of the 
leakage reactance to the exciting reactance.' 

Thus, kuowii^ the magnetizing current and the short-circuit 
current (or the magnetizing current and the circle coefficient), 
the Heyland circle can be drawn, and the relation between the 
primary current, the load current, the power-factor, and the 
angle graphically determined. By drawing certwn auxiliary 
lines, the input, output, slip, torque, and efficiency can also be 
read off directly from the diagram, for any assumed primary 
current.' In other words, the circle diagram permits one to 
determine graphically the performance characteristics, and offers 
an alternative method to the analytical procedure explained in 
Art. 43 above. The relative advantages of the analytical and 
graphical methods depend upon the problem in hand and the 
skill and temperament of the user; the student should thoroughly 
familiarize himself with both methods before deciding upon the 
use of one or the other. 

The circle coefficient is very convenient for preliminary designs 
and performance estimates. Mr. H. M. Hobart has made quite 
a study of the numerical values of this coefficient for a large num- 
ber of actually built motors, and has compiled his results in the 

> The circle coefficient is alao called the disperHion factor {Strewin^^- 
koeffieienl), and is uauaJly denoted by a. Those familiar with magnetic 
phenomena will notice that the circle coefficient is equtil to the ratio of the 
permeance of the main m^netic path in the motor to that of the leakage 
paths. This is because the reactances are proportional to the coireaponding 
inductances, and an inductance ia equal to the permeance of the path times 
the square of the number of turns linked with it. A motor is evidently im- 
proved by reducing the permeance of its lealiage paths and increasing that 
of the useful path. This means that the motor is better tlie lower its circle 
coefficient a. 

* For complete and explicit instructions in regard to the construction and 
use of the circle diagram, see the author's Bxperimenial Eledrieal Engineer- 
ing, Vol. 2, Chap. 29. 
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form of charts, from which the value of the coefficient may be 
taken for a motor of given or assumed dimensions.' 

Prob. 1. Show that the circle coefficient of the motor specified in 
problem 1, Art. 43, is equ&l to 0.0572. 

Prob. 2. Check a few poiats on the curves obtained in problem 1, 
Art. 13, by constructing the circle diagram of the motor. 

47. The Analytical Determination of Performance. — Exact 
Solution.' The predetermination of the performance charac- 
terJBticB of an induction motor, explained in Arts. 43 and 46, 
is based upon the approximately equivalent diagram shown in 
Fig, 41. The exact performance characteriatics are obtained by 
expressing analytically the electrical relations according to the 
correct equivalent diagram shown in Fig, 42. To be absolutely 
correct, both go and 6c must be varied somewhat with the load, 
because (a) the friction and windage depend upon the speed, 
(b) the iron loss is not exactly proportional to the square of the 
flux, and (c) the magnetizing current is not proportional to the 
voltage. Moreover, the friction loss ought to be separated from 
the iron loss, and subtracted from the output, instead of being 
added to the input. All these corrections make the calculations 
much more involved, and, while it is well to know about them, 
they are hardly ever justified in practice. 

In large and medium-sized motors the losses and the internal 
voltage drop are comparatively small, so that the performance 
calculated according to the exact digram differs but little from 
that obtained with much less time and effort, by using the 
approximate diagram. It is only in small motors, or where ex- 
treme accuracy is required for some special reason, that the pro- 
cedure given below is justified. In very small motors, say below 
one kilowatt, the difference between the approximate and the 
correct performance is quite appreciable, because of high losses 
and a large voltage drop. 

■ H. M. Hobart, EUetria Moton (1910), Chapter 21. It may be of inter- 
est to note that the correct equivalent diagram (Fig. 42) alao leads to a 
circle diagram, known as the Ossanna circle. Numerous articles on this 
eitact diagram will be found in the various volumes of the Eieklroleehni»eke 
Zeittekrifl and Bl^ttroUdmik wnd MawMnenbau. 

' This article may be omitted if desired, because the approximate solu- 
tion given in Arts. 43 and 46 is sufficient in a great majority of practical cases. 
However, the method used in this article is of interest to the student as 
another and somewhat different appHoation <£ complrac quantities. 
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It is much more convenient to plot complete performance 
curves than to calculate the performance data for a specified out- 
put. A certun external resistance R' is assumed, such as would 
(pve a reasonable value of sUp accordii^ to eq. (214a), and the 
performance characteristics are calculated for this value of R'. 
Then another value of R' is assumed, and the calculations are 
repeated, and so on. For an assumed value of R' the total 
admittance between the primary terminals is calculated, using 
the general method given in Art. 28, that is, adding impedances in 
series and admittances in parallel. Knowing the total admittance, 
the primary current becomes known; then Ii. and Ei are calcu- 
lated, and finally the rest of the data are obtained as in Art. 43. 
The detaib of the calculations are as follows: 

(1) The impedance of the load plus that of the secondary 
winding = {R' + rj') + jxj'. 

(2) Usii^ eqs. (121) and (122), Art. 27, find the correspondmg 
admittance gt — jbt. 

(3) The total admittance between the points M and N is 
(9D + 92)-j(6o + &.). 

t (4) Using eqs. (123) and (124), Art. 27, find the corresponding 
impedance Tmat + jxun. 

(5) The total impedance between the primary terminals is 

Z., = (TutI + ft) + j {XUN + II). 

(6) The corresponding admittance Y,, = j;,, — j6„ is calcu- 
lated from eqs. (121) and (122). 

(7) The primary current is 

Ix = ^iY,, (245) 

(8) The voltage across MN 

B(i = ^1 - /,Zi = £i(l - ZiK„). . . . (246) 

(9) The load current is 

/i= /i- /«= /i-^„n, 

or, substituting the values of /■ and ^u from eqs. (245) and (246), 
II = Er [y„ (1 + FoZ.) - Fo]. . . . (247) 

(10) The load voltage 

?L = IlR' (248) 
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The rest of the quantities are calculated in the same manner 
as in Arts. 43 and 44. 

In numerical work, it is convenient to take Ei along the ref- 
erence axis. Having determined the value of K<„ computations 
are begun with the composite admittance in the brackets in 
eq. (247). Either the orthogonal expressions of the form r + jx 
or the polar expressions of the form z {cos it> + j sin i^) may be 
used, according to one's preference or familiarity with one or the 
other form. The student ought to be familiar with both forma. 
The trigonometric form is convenient for multiplication and 
division, while the Cartesian form is preferable in addition and 
subtraction. It may be advisable to use both forms in the same 
problem. 

The calculator should avoid long algebraic expressions, per- 
forming numerical operations step by step. Much time is saved 
by arranging the consecutive steps in a table, so as to repeat the 
same operations mechanically for different values of R'. An 
irregularity of the values in a column is a sure indication of a 
numerical error. 

Much time is also saved by intelligently discriminating be- 
tween the principal terms and small correction factors in an ex- 
pression. For instance, in eq. (247) Y,^ is large as compared to 
Yt and to Y,,YijZi. It would be a waste of time to figure out 
the latter expression accurately, when, in all probability, the 
principal term will be affected only by ita first significant figure. 
On the other hand, the principal term, y„, must be calculated 
to a degree of accuracy at least equal to that desired in the result, 
if not to a higher degree. Considerable skill, experience, and judg- 
ment are necessary to determine the proper accuracy of computa- 
tions in engineering problems. This is an art which grows by 
intelligent exercise, and it is never too early to begin practicii^ 
it. The rewards are time and mental energy saved for better 
things, while obtainii^ an accuracy which is commensurate with 
the desired result.^ 

■ For a complete set of final foimulte for induction motor characteristics, 
nee Arnold's Weck^etttromtechmk, Vol. 5, part 1 (1909), pp. 65-78. A very 
slight inaccuracy is introduced tliere in the beginnii^ by neglecting the 
imaginary part in a complex quantity, See also Dr. Steinmetz's AiierTtating- 
current Phenomena, under " Induction Motor." 
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Frob. 1. Make out a table showing in detail the order of computa- 
tions for a complete set of performance characterietics of an induction 
motor, according to the method developed above. 

Prob. 2. Mark on the curve sheet obtained in problem 1, Art. 43, a 
few points determined accordii^ to the exact equivalent diagram, in 
order to see the inaccuracy resulting from the use of the approximate 
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CHAPTER XIV 

THE DIELECTRIC CIRC0IT 

48. The Electrostatic Field.' In the following discussion, it 
ia assumed that the student knows the fundamental phenomena 
of electrostatics from his study of physics. The purpose of the 
treatment given here is to deduce the principal numerical relations 
which are of importance in electrical engineering. The electro- 
static field is considered in this book from Faraday's point of 
view, viz., as consisting of displacements of electricity, and stresses 
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Fio. 46. A plate condenser completing a direct-current circuit. 

in the dielectric. This is different from the older theory of the 
action of electric charges at a distance. 

Let a source E of continuous electromotive force (Fig. 46) be 
connected to two parallel metallic plates A and B, the combina- 
tion of which is commonly known as a amdffnser. Let the platea 
' See the footnote at the b^inning of Chapter 3. 
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be separated from each other by air, or by some other non-conduct- 
ing material. When the key K is pressed upwards, a certain 
quantity of electricity, Q, flows from the battery to the plate A, 
and the same quantity flows from the plate B back to the battery. 
This quantity can be measured by the ballistic galvanometer 
shown in the circuit. Within a very short time the difference of 
potential between the plates becomes equal and opposite to that 
of the battery and the flow of current stops. 

Since electricity behaves Uke an incompressible fluid, the same 
quantity, Q, is displaced through the whole circuit, including the 
layer of insulation or dielectric between the condenser plates. 
This displacement is accompanied by a stress in the dielectric, 
similar in some respects to a mechanical stress in an elastic body. 
The directions of the electric stress and of the lines of displacement 
of electricity through the air are shown in the figure by dotted 
lines. These stresses produce a countei^eleetromotive force, 
which finally balances that of the battery. When the key is 
opened, the condenser remains charged, since the stress and the 
displacement can be relieved only in a closed circuit. To dis- 
charge the condenser, its plates must be connected by a conductor ; 
this is done by pressing the key down. The deflection of the 
ballistic galvanometer during the discharge is equal and opposite 
to that during the charge, and the electric energy stored in the 
condenser is dissipated by the current in the form of heat. 

The difference between a dielectric and a conductor is that the 
resistance of the former to the passage of electricity is of an elastic 
nature; that is, the stress can be relieved and the stored energy 
returned to the circuit. On the contrary, the resistance to the 
flow of electricity in a conductor is of the nature of friction. 
The energy is converted into Joulean heat and cannot be restored. 

The modem electronic theory of electricity is not sufficiently 
advanced at this writii^ to give a clear account of the true nature 
of these displacements and stresses in a dielectric. It is therefore 
preferable for our purposes not to specify the mechanism by which 
these stresses and displacements are produced. We shall simply 
assume, as a matter of fact, the structure of dielectrics to be such 
that an e.m.f. across a layer of such material produces a displace- 
ment of a certain quantity of electricity, which is proportional to 
the e.m.f. When the e.m.f. is removed and a closed circuit is 
provided, the stresses within the dielectric are relieved, and the 
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displacement disappears. The analogy to an elastic body sub- 
jected to external mechanical forces naturally suggests itself. 

Experiment shows that, with given metallic plates (F^. 46) 
and the same applied e.m.f., the value of the electric displacement 
depends upon the nature of the dielectric. With solid and liquid 
insulating materials, such as glass, oil, mica, etc., the same e.m.f. 
produces larger displacements of electricity than with ^ as the 
dielectric. These materials are therefore said to possess higher 
permiUivity than the air (some writers use the word inductivity). 

When an alternating voltage is applied at the terminals of a 
condenser, the displacement of electricity in the dielectric varies 
continually in its magnitude and periodically reverses its direc- 
tion; consequently, it ^ves rise to an alternating current in the 
conducting part of the circuit. This is called the charging or 
capacity current. This current leads the altematii^ voltage in 
phase by 90 degrees, as may be seen from the following consider- 
ations: When the voltage has reached its instantaneous maximum 
the charging current is zero, because at the crest of the wave the 
voltage and the displacement remain practically constant for a 
short period of time. As soon as the voltage b^ns to decrease, 
the current be^ns to flow in the direction opposite to that of the 
applied voltage, because the elastic reaction of the dielectric is 
now larger than the applied electromotive force. At any instant, 
the current, or the rate of flow of electricity, is proportional to 
the rate of change of the applied volt^e. But if the applied 
voltage varies according to the sine law, the rate of variation is 
also represented by a sine function differing in phase by 90 de- 
grees from the original function, because d (_smx)/dx = cosx = 
sin (OC+x); see also Art. 66 below. That there must be a dis- 
placement of 90 degrees between the voltage and the current 
follows also directly from the assumed elastic structure of the 
dielectric. The energy is supposed to be periodically stored in 
the dielectric and given up again without any loss; hence, the 
average power must be zero, and the current must be reactive. 

49. A Hydraulic Analogue to the Dielectric Circuit. The 
hydraulic analogue shown in Fig. 47 may assist the student in the 
understanding of the electrostatic circuit. A is a pump which 
corre^ionds to the source of electromotive force in Fig. 46. The 
pipes B and C represent the leads to the condenser, or the metallic 
parts of the circuit. The cylinder D corresponds to the condenser, 
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and the elastic partition K b analogous to the dielectric. Let 
the pipes and the cylinders be filled with water, and let the piston 
in A be in its middle position, the partition K not beii^ stressed. 
Let the stopcock M be open, and the stopcock JV closed. When a 




47. A hydraulic analogue of a dielectric circuit. 



pull to the right is exerted upon the piston rod and it is forced 
to move, the water in the system is displaced, Mid the elastic 
partition K is strained, as shown in the figure. With a given 
pull, or a given electromotive force, the movement stops when 
the pull is balanced by the elastic reaction of the partition. 
The charge, or the total displacement, is represented by the 
amount of water shifted; it can be measured by the water-meter 
W, which thus takes the place of the ballistic galvanometer. 

If the pipes are frictionless, and the inertia of the piston and 
water is assumed negligible, the analogy can be followed still 
further; namely, the phase difference in time between the puU 
and the velocity of the water is equal to 90 degrees, the velocity 
leading the pull. Assuming the motion of the piston to be har- 
monic, the velocity of the flow of water is at its maximum when 
the piston is at the center of its stroke. The required pull is equal 
to zero at this moment, because the elastic partition is in its 
middle, or unstrained position. At the end of the stroke the 
velocity b zero, but the pull is at its maximum, because the 
partition is strained to its extreme position, and exerts its maxi- 
mum elastic reaction. Thus the pull lags behind the velocity. 

Substituting another partition, made of a more yielding 
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material (material possesBing higher permittivity), a larger dis- 
placement is produced with the same pull; this corresponds to 
the case in which some solid or liquid dielectric is substituted for 
the ail. 

Closing the stopcock M corresponds to breaking the electric 
circuit of the condenser. It will be seen from analogy that the 
condenser remains charged. To discharge the condenser, the 
stopcock N must be opened; this equalizes the pressure on both 
sides of the elastic partition. Since, in reality, water possesses 
some inertia, the partition does not stop in its middle position 
during the discharge, but the momentum of the water carries it 
beyond the center. The electromagnetic inertia of the electric 
current produces a similar effect, and we thus have a simple 
explanation of the oscillatory character of the electric discharge. 
During thb discharge, the energy ia alternately transformed into 
the potential energy of dielectric stress, and into kinetic enei^ of 
the magnetic field. The oscillations of the partition are gradually 
damped out by the frictioaai resistance of the pipes. In the 
electric cb-cuit, oscillations are damped by the ohmic resistance 
of the conducting parts of the circuit. 

The student can follow this aoalogy still further, and explain 
free electrical vibrations, current and voltage resonance, also the 
efEect of a resistance in series and in parallel with a condenser, etc. 

60. The Permittance and Elastance of Dielectric Paths. 
Let Q (Fig, 46) be the total displacement of electricity in the 
dielectric, measured in ampere-seconds or coulombs, and let E 
be the voltage impressed across the condenser or "permittor," 
Elxperiment shows that up to a certain limit Q is proportional to 
E; this is similar to the behavior of an elastic body, in which the 
strains are proportional to the applied forces until the limit of 
elasticity has been reached. Thus, we may write 

Q = CE (249) 

where the coefficient of proportionality, C, is called the permittance 
of the condenser. The older name for C is electrostatic capacitj*. 
When B is in volts and Q in coulombs, permittance is measured 
in units called farads. A condenser has a permittance of one 
farad when a displacement of one coulomb is produced for each 
volt applied at its terminals. The farad being too large a unit 
for practical use, permittances are usually measured ui micro- 
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farads, one microfarad being equal to one millionth part of a 
farad. 

The la^er the pennittance of a condenser, the lai^er is the 
displacement of electricity with the e^ne voltage; hence C is a 
measure of the ease with which an electric displacement can be 
produced in a ^ven condenser. In this respect the concept of 
pennittance is analogous to those of electric conductance and 
magnetic permeance. 

In some cases it is convenient to speak, not of the degree of 
ease, but of the dijfficulty with which an electric displacement 
can be produced in a given condenser. For this purpose, a 
coe£Scient of proportionality, the reciprocal of C, has to be used; 
and eq. (249) becomes 

E = SQ, (250) 

where 

S = C-» (251) 

is called the dastance of the condenser. Elastance is thus analo- 
gous to electric resistance and to magnetic reluctance. When 
permittance is measured in farads, the unit of elastance is the 
reciprocal of the farad, and may therefore be properly called the 
daraf. This is a name derived by spelling the word farad back- 
wards, that is, in the same way in which mho is derived from ohm.* 
A condenser has an elastance of one daraf when one volt of pres- 
sure is required for each coulomb of displacement within it. The 
farad beii^ too large a unit for practical use, the daraf is con- 
sequently too small a unit. Therefore, in practice, elastances 
should be measured in megadarafs, one megadaraf (= lO" darafs) 
being the reciprocal of one microfarad.' 

When two or more permittances are connected electrically 
in parallel, the resultant permittance is larger than that of any 
of the component condensers, because a larger path is offered to ' 

* It may be of interest to mention in this connection a similar derivatioii 
of the name for a unit of magnetic reluctance. The henry being the natural 
unit of magnetic permeance (or inductance) in the ampere-ohm Systran, the 
author has proposed calling the corresponding unit of reluctance the ymeh, a 
word derived by spelling the word henry backwards. Bee his Magnelus Cireuii, 
Art. 5. 

* For a complete rational nomenclature of electric and magnetic quanti~ 
tiee, see the table on page zii at the beginning of the book, and also the one in 
the Appendix. 
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the displacemeat. The relation is similar to that of conductances 
or peimeances in p^allel. Let Ci, Ct, etc., represent permit- 
tances connected in parallel across a source of constant volt^e 
E, and let Qi, Qi, etc., be the corresponding electric displacements 
through these condensers (of pennittors). Then, accordii^ to 
the definition of permittance, we have 

Qi = CiE I 

Q^ = <^>^ \ (252) 



The equivalent pennittance, C^t, must be such as to allow of a 
displacement equal to the sum of the partial displacements, with 
the same voltage; hence, 

SQ = C^E (253) 

Adding eqs. (252) together gives 

Qi + Qj + etc. = E (Ci + C, + etc.), 
or, by comparison with eq. (253), 

C.,~i:C (254) 

In other words, when permittances are connected in parallel, 
the equivalent permittance is equal to their sum. 

When condensers (or elastors) are connected in series, it is 
more convenient to use their elastances. Since electricity behaves 
Uke an incompressible fluid, the displacement through several 
elastances in series is the same in all of them. Let this displace- 
ment be denoted by Q, and let the voltages across the terminals 
of the individual elastors be ^i, E,, etc. Then, 

El = SiQ 

^■-^■« (255) 



where iSi, 8%, etc., are the elastances of the separate condensers. 
The equivalent elastance must allow of the same displacement Q 
with the same total voltage, or 

ZE = S.,Q (256) 

Adding eqs. (255) together gives 

£i + Si + etc. = Q (S, + S, + etc.), 
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or, by comparison with eq. (256), 

S., = 25 (257) 

In other words, when elastances are connected in series, the 
equivalent elastance is equal to their sum. The aaal<^y to the 
addition of conductances in parallel and resistances in series is 
self-evident (see Art. 3). 

Frob. 1. A condenser, which has a permittance of 10 microfarads, is 
connected to a direct-current magneto, the speed of which is increased at 
a uniform rate, so that the voltage rifies at a rate of 1.7 volts per second. 
Calculate the charging current. 

Ans. 17 microamperes. Note: This is the principle of an appara- 
tus used for measuring the acceleration of railway trdns. 

Pnib. 3. An elastance of 10 kilodarafs is connected across a 220- 
volt, 50-cycle hne. Show that the effective value of the charpng current 
is 6.91 amp. Solution: The maximum displacement in the dielectric is 
220 V2/C10 X 10") = 22 v'2 X lO"" coulombs. This displacement is 
reduced to zero within ^hs of a second; hence, the average chaining 
current is 4.4 V2 amp. The effective value, assuming a sine-wave of 
current, is4.4 v'2 X (j t/V2) = 6.91 amp. 

Ptah. 3. Show that with two condensers in parallel the ratio of the 
displacements equals that of the permittances or is inversely as the ratio 
of the elastances. What is the analogous relation for conductances and 



Prob. 4. When two condensers are in series, show that the ratio of 
the voltage drops across them equals that of the elastances, or is inversely 
as the ratio of the permittances. What is the analogous relation for 
resistances and conductances? 

Prob. 6. A sectionalized condenser, such as is used for calibration 
and exact meaaurementa, is built up of the following permittances: 
0.5, 0.2, 0.2, 0.05, and 0.05 microfarads. What is the extreme range 
of permittances and elastances possible by combinii^ these sections in 
series and in parallel ! 

Ana. From 1 to 0.0192 mf., or from 1 to 52 mgd. 

Prob. ft. Referring to the preceding problem, the sections of the con- 
denser are connected as follows: 0.2, 0.05, and 0.05 mf. are in series, and 
the combination is shunted by 0.2 mf. Then the whole is put in series 
with 0.5 mf. Show that the resultant permittance is equal to 0.154 
microfarads. 

61. Permittivity and Elastirity of Dielectrics. Experiment 
shows that the permittance of a sample of any dielectric varies 
with its dimensions in the same way that the conductance of a 
metal or the permeance of a magnetic path in a non-ferrous medium 
does; namely, the permittance is proportional to the cross-sec- 
tion of the layer and inversely proportional to its length in the 
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direction of the lines of force. By increasing the cross-section of 
the path perpendicular to the lines of force (Fig. 46), the displace- 
ment i8 increased in the same proportion. On the other hand, 
the displacement is found to be inversely proportional to the 
thickness of the dielectric, since the distance through which the 
voltage must act is greater if the thickness is increased. These 
relations follow directly from the laws deduced in the preceding 
article for the addition of permittances in parallel and elastances 
in series. Thus, by anal<^y with eq. (21), Art. 5, we put 

C = kA/1, (258) 

where « is called the permitHtnty of the dielectric. It is analogous 
to the conductivity of a conducting material, or to the perme- 
ability of a magnetic medium. Permittivity may be defined as 
the permittance of a cubic unit of dielectric, when the lin^ of 
displacement are straight lines perpendicular to one of its faces. 
For air the permittivity is 

Ka = 0.08842 X 10-* microfarads per cm. cube. . (259) 
For other dielectrics, hquid and solid, the permittivity is higher than 
that of Mr; that is to say, they are more yielding to an electro- 
motive force. It is convenient to express their permittivities in 
terms of that of the air; for instance, we may say that the per- 
mittivity of a certain transfonner oil is 2.1 times that of the air. 
The rel(aive permittivities of some important insulating ma- 
terials are tabulated in Art. 56 below, merely to indicate their 
order of magnitude. For accurate values, the reader is referred 
to various published physical tables and engineering handbooks. 
The older name for relative permittivity is specific inductive 
capacity (or dielectric constant). It is more convenient in prac- 
tice to use relative than absolute permittivities, because the 
necessity of tabulating small quantities like k^ in eq. (259) is 
avoided. Besides, the data are more readily comparable with 
one another, and with the permittivity of air, which is a standard 
dielectric. This procedure is analogous to tabulating the con- 
ductivities of various metals in terms of that of pure copper, 
tak'en as 100 per cent. The absolute permittivity of a material 
is obtained by multiplying the absolute permittivity of air by the 
relative permittivity of the dielectric in question. Equation (258) 
thus becomes 

C-Kk^A/1, (260) 

where K stands for the relative permittivity. 
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The elastance of a prismatic piece of dielectric, with the lines 
of displacement parallel to one 8et of its edges, is expressed by 
analogy with eq. (20), Art. 5, as 

S = al/A, (261) 

where 



is called the dasHvity of the dielectric. Elastivity is analogous to 
the resistivity of a conducting material or to the reluctivity of a 
magnetic medium, and may be expressed for practical purposes in 
megadarafs per centimeter cube. For air, the al»olute elastivity 
is, according to eq. (259), 

ff„ = K„-i = 11.3 X 10" megadarafs per cm. cube. . (263) 
The concept of relative elastivity could be introduced if necessary, 
in which case its values would t>e equal to the reciprocals of the 
relative permittivities tabulated in Art. 56, However, it is suf- 
ficient to use the relative permittivity, even when dealing with 
elastances, so that eq. (261) becomes 

S = {<ro/K)l/A - . . (264) 

The nomenclature used above is due to Mr. Heaviside;' it is 
consistent and uniform with the nomenclature used in the electro- 
conductmg and magnetic circuits, and is suggestive as to the nature 
of the phenomena. The electrostatic nomenclature now in general 
use comprises but three terms; namely, condenser, capacity, and 
specific inductive capacity. It is hoped that the more rational and 
complete nomenclature used here will help to a clearer understand- 
ing of the dielectric circuit, and wilt simplify engineering calcula- 
tions relating thereto.* 

Note; The author considers the above-given value of <„, eq, (259), 
to be an experimental coefficient, in the same sense in wliich other prop- 
erties of materiab are cliaracterized by expeiimental coefficients. For aa 
engineer, the volt and the ampere are arbitrary units established by aa 
international agreement, no matter what their relation to the so-called 
absolute units. The value of (a can be calculated theoretically, assuming 
the ratio between the electroatatic and the electromagnetic units to be 
known. In the absolute electrostatic system of units, with air as the 
dielectric, a plate condenser having an area of A sq. cm, and a distance 
between the plates equal to I cm., has a capacity equal toA/{4rl). The 

■ O. Heaviaide, EledTomagaetic Theory (1894), Vol. 1, p. 28. 

' See the author'a paper "Sur Quelques Calculs Pratiques dee Champs 
Electroatatiques," in the Transactions of the Congrvuo InlemtmonaU delle 
Applica^tmi Elettricke, Turin, 1911. 
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factor 4 r entera ob account of an unfortunate selection of the expreadon 
for Coulomb's law, which should have been 9i9i/4 irr*, instead of figi/r^. 
In the absolute electromagnetic units the same capacity is equal to 
(A/4 tQ (3 X 10"")-', where 3 X 10'" is the velocity of light in centimeters 
per second. To obtain the result in microfarads, the foregoing expression 
must be multiphed by 10". On the other hand, the same capacity 
expressed In the rational units defined above is taA/l. Equating the two 
expresuons gives «o = 10~'/(9 X 4 x) — 0.08842 X 10~* microfarads per 
centimeter cube. 

The fact that k^ can be expressed through the velocity of hght does 
not make n^ the less an empirical coefficient, because the velocity of light 
itself is determined experimentally. As a matter of fact, one of the ways 
In which the velocity of light is determined consists in calculatii^; it 
indirectly from the value of Jta obtained from measurements. 

Prob. 1. Show that in the English system «, = 0.2244 X lO"* micro- 
farads per inch cube. 

Prob. 3. A condenser (Big. 46) consists of two metal plates, SO by 
70 cm. each, in contact with a glass plate 3 mm. thick between them. 
When a coatiauous voltage of 2400 is applied to the condenser, the ballis- 
tic galvanometer shows a charge of 17.1 microcoulombs. What is the 
relative permittivity of the glass? Ans. 6.9 

Prob. 3. A 0,5-nif. mica condenser is to be made out of sheets of mica 
12 by 25 cm., 0.3 mm. thick, and coated on one side with a very thin 
film of silver. How many sheets are required? The relative permittivity 
of the mica is about 6. 

Ans. About 96 sheets, 48 sheets in parallel per terminal. 

Prob. 4. Let the dielectric in problem 2 consist, instead of glass, of 
three layers of different materials. Let the thicknesses of these layers 
be 1.2, 0.7, and 1,1 nun., and let the corresponding values of relative per- 
mittivities be 2, 3, and 5. What is the capacity of the condenser? Hint: 
Calculate the equivalent elastance as the sum of three elastances In series. 
Ans. 2.94 X lO"' mf. 

62. Dielectric Flux Density and Electrostatic Stress (Voltage 
Gradient). Referring again to the uniform electrostatic field 
(Fig. 46), consider a cube of the dielectric, one square centimeter 
in cross-section, and one centimeter long in the direction of the 
lines of force. Let a quantity of electricity Q be supplied by the 
battery, as shown by the ballistic galvanometer; then the same 
quantity of electricity must be displaced in the dielectric. Neg- 
lecting a small displacement at the edges and at the outside sur- 
faces of the plates, the whole quantity Q is uniformly displaced 
between the plates. Therefore, if the area of each plate is equal 
to A square centimeters, the displacement througli the cube under 
consideration b equal to 

D = Q/A (265) 
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Since Q is the total electrostatic flux, D is naturally called the 
dielecirie flux density. If Q is measured in coulombs, Z> is ex- 
pressed in coulombs per square centimeter. In practice, Q is 
measured in microcoulombs, and D is expressed in microcoulombs 
per square centimeter. The dielectric flux density is analogous 
to current density U (Art. 6) and to magnetic flux density B. 

When an electrostatic field is non-uniform (Fig. 48), it is con- 
veniently subdivided by lines of force and equipotential surfaces 
perpendicular to the same. The procedure is similar to that used 
in Art. 8. In this case, the total flux or displacement divided by 
the area of an equipotential surface gives only the averse flux 
density tbroi^h the surface. The actual density varies from 
point to point, and it is therefore proper to speak of the dielectric 
flux density at a point. Take a tube of infinitesimal cross-section 
formed by lines of force, and let dQ be the displacement of electtic- 
ity through this tube. The displacement is the same through 
any normal cross-section of the tube, because electricity behaves 
like an incompressible fluid. Let d^ be a particular cross-section 
of the tube; then the flux density at this cross-section is 

D = dQ/dA, (266) 

D being usually expressed in coulombs (or microcoulombs) per 
square centimeter. Since the cross-section of the tube is infinites- 
imal, D is the density at the point corresponding to the position 
of<U. 

If the fiux density in a uniform field is given, the total displace- 
ment is 

Q=DA (267) 

In a non-uniform field, the flux density must be given as a function 
of the coordinates of the field; so that 

dA, (268) 

the integration being extended over the whole area of an equi- 
potential surface, or over the part of this area through which the 
fiux is to be calculated. 

The electromotive force impressed at the terminals of a 
condenser Is balanced in the whole thickness of the dielectric; 
that is, each small lei^h of path in the dielectric produces its 
own counter-electromotive force. Therefore, it is possible to 
speak of the voltage drop per unit length of the path in the 
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dielectric, the same as in Art. 6. This volti^ gradient, or electric 
intensity, in a uniform field b expressed by 

G='E/l, . . . . '. . . (269) 
and is measured, as in the conducting circuit, in volts per centi- 
meter, kilovolte per millimeter, or in other suitable units. 

In a non-uniform field, the electric intensity, or voltage gradi- 
ent, varies from point to point. Let the voltage between two 
infinitely close equipoteatial surfaces MN and M'N' (Fig. 48) 



Fio. 48. A non-uniform electrostatic field, represented by lines of 
displacement and equipotential surfaces. 

be dE, and let the distance mn between the surfaces, along a 
certain line of force HH', be dl. Then the voltage gradient along 
mn is 

G = dE/dl (270) 

The length of the line mn being infinitesimal, G is the intensity at 
any point between m and n. 

When the voltage gradient is uniform, we have for the total 
voltage across the field 

E = Gl (271) 

In a non-uniform field, G has to be given as a function of I, so that 
Gdl, (272) 



=X' 
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the integration being performed between any two points on the 
equipotential surfaces between which the voltage is to be deter~ 
mined. 

Imagine a uniform field existing in a dielectric, and consider a 
unit cube of the material. The total displacement through such 
a cube is equal to the flux density D, and the voltage across it is 
equal to the voltage gradient Q. The permittance and the elas- 
tance of the cube are respectively equal to the permittivity and 
the elastivity of the material. Thus, applying to the cube 
eqs. (249) and (250), we have 

D=«G, (273) 

and 

G =oD (274) 

These equations are analogous to eq. (25) in Art. 6 of this Ijook 
and to eqs. (15) and (16), Art. 8, of the Magnetic CiTcuil. These 
relations may be considered as fundamental in the theory of the 
dielectric circuit, G being the cause, D the effect, and k (or a) 
the coefficient of proportionality which characterizes the material. 
Similar linear relations between cause and effect hold in the con- 
duction of heat, and in the theory of elasticity. The voltage 
gradierd is sometimes called the stress in the dielectric, eq. (274) being 
analogous to Hooke's law for elastic bodies. The elastlvity a takes 
the place of the modulus of elasticity. 

If the field or the dielectric is non-uniform, eqs. (273) and (274) 
still hold true for every point, D being the dielectric flux denaty 
and G the voltage gradient at the point considered. This can be 
proved by applying eqs. (249) and (250) to an infinitesimal par- 
allelopiped instead of a unit cube. 

Equations (26S) and (272) are expressed in words by saying 
that the total displacement Q b the surface iviegral of the dielectric 
flux density D, and the voltage .B is a line integral of the gradient 
or stress G. These statements are almost self-evident from the 
definition of the quantities and the structure of dielectrics. 

Prob. 1. What are the dielectric flux density and voltage gradient in 
problem 2, Art. 51? Ana. 4.885 X lO"' mc./em.'; 8 kv./cm. 

Prob. S. The condenser specified in problem 4, Art. 51, is Bubjected 
to a difference of potential of 10 kv. What are the voltage gradients 
(stresses) in the three layers of dielectric? 

Ana. 4.75; 3.16; l.d kv./nun. 
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CHAPTER XV 
THE DIELECTRIC CIRCUIT — (Coniinued) 

63. Energ7 in the Electrostatic Field. When a dielectric 
ia beii^ charged, a current flows into it from the source of elec- 
tromotive force. This involves the expenditure of a certain 
amount of energy, because the counter-e.m.f. due to the dielectric 
stresees has to be overcome. This energy is not converted into 
heat, and lost, as in the case of metallic conduction: it is stored 
in the dielectric in potential form, and caa be returned to the cir- 
cuit by reducing the voltage at the condenser terminals. With 
reference to the analogy shown in Fig. 47, the mechanical energy 
expended by the pump in struning the elastic partition is stored 
in the partition, in the form of potential enei^. This energy 
can be returned to the piston rod by allowing it to be moved by 
the elastic forces of the partition. 

In some cases it is necessary to calculate the energy stored in 
an electrostatic field; or to express the energy stored per cubic 
centimeter of dielectric, as a function of the stress G and flux 
density Z), at the point under consideration. 

Consider first the simple case of a uniform field (Fig. 46), 
and neglect the smalt amount of displacement occurring outside 
the space between the plates. Let the dielectric be charged by 
gradually raising the voltage between its hmiting surfaces from 
zero to a final value E; and let e and i be the instantaneous values 
of the voltage and charging current at a moment ( during the 
process of charging.' The total electrical energy delivered to the 
dielectric in charging it is 

T e>T 

(275) 

where T is the total time of charging, and Aq = idt'is the infini- 
tesimal charge or displacement added to the condenser during 
the interval of time dt. The quantities dq and e can be expressed 
' The voltage and the charging current rise gradually, even thou^ the 
key K be closed middenly. This is on account of an ever-present magnetic 
inductance which acta aa a kind of electromagnetic inertia. 



W = f eidt= f e-dq, . . 
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through the instantaneous &ux density Dt and the stress Gi; 
namely, from eq. (267), dq = A dD,, and from eq. (271) e = Gil. 
Performing the substitution, and taking the constant quantities A 
and I outside of the agn of int^ration, we get 



w^aiTg, 



dDt (276) 

In order to integrate this expression, Dt must be expressed through 
Gi, or vice versa. The relation between the two is given by eq. 
(273). Eliminating D,, we obtain 

W = icAt f G,dG, = ^KVG^, . . . (277) 

where F = AI is the volume of the dielectric, and G is the final 
value of the stress, at the time T. Hence, the energy stored per 
unit volume of the dielectric, or the density of energy, is 

W = W/V = i kG* = i G'/ff (278) 

Using relations (273) and (274), the preceding formula can also 
be written in the following forms: 

W = ^GD = ^D*/K = laD' (279) 

The analogy to the corresponding formulse in Art. 69 of the Mag- 
netic Circuit is apparent at once. 

The total stored enei^ can be expressed through the per- 
mittance or elastance of the dielectric. We have from eq. (249) 
dq = C'de; substituting in eq. (275) and integrating, we get 

TT = J CE» = i E^/S (280) 

Since the final charge, or total displacement Q equals CE or 
E/S, the enei^y can be represented also in the following forms: 

]F = iQ£ = lQ»/C = }Q'S. . . . . (281) 
These fonnulEe are analogous to the corresponding expressions in 
Art. 57 of the Magnetic Circuit. 

Let now the dielectric and the field be of an irregular form 
as shown in Fig. 48. The stress G and the displacement D are 
different at different points, so that it is necessary to consider 
infinitesimal layers of the dielectric Iwtween consecutive equi- 
potential surfaces, and infinitesimal threads of displacement be- 
tween the electrodes. Consider an infinitesimal volume mitgp of 
the dielectric, comprising the part of a tube of displacement HH' 
between two equipotential surfaces MN and M'N'. The sides 
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mp and nq c&n be provided with infinitely thin metal films, because 
these sides lie in the equipotential eurfacea, and therefore no 
current would flow along these metal coatings. Then the element 
of volume under consideration is converted into a small plate 
condenser; the flux density and the stress within this element can 
he considered as imifonn, so that formula (277) holds true, and 
we have 

dW = ^iiG'-dV. (282) 

Differentiab are used because both the volume and the stored 
enei^ are infinitesimal. The density of enei^ 

W' = dW/dV = ^kG', (283) 

and has the same expression as in the case of a uniform field; but 
its numerical value is different from point to point, because G is 
variable. The other expressions for the density of energy, eqs. 
(278) and (279), also hold true for the points of a non-uniformly 
stressed dielectric, provided that proper values of D and G are 
used for each point. 

The total energy stored in a non-uniform electrostatic field is 

W = ^ r^G^dV = i CoDdV = hClfidV/K', (284) 

two more expressions may be written in which \/a is used in place 
of ic. In order to perform the integration G and D must be given 
as functions of coordinates, and the integration extended over 
the whole space occupied by the field. Equations (280) and (281) 
are true for condensers of any shape, because in the deduction of 
these formulse no assumption is made as to the particular form of 
the dielectric or the electrodes. 

The expressions for the electrostatic energy of the field, 
derived above, are analogous to the corresponding ones for the 
potential energy of stressed elastic bodies; and this b consistent 
with the assumed behavior of dielectrics. Consider the work 
necessary per cubic centimeter to strain mechanically the elastic 
fibers of a given material. The external mechanical force being 
applied gradually (so as to avoid oscillations), the stress varies 
from zero to its final value G. Let Gi be some intermediate value 
of the stress, and let Di be the corresponding strain. The same 
symbols G and D are used here to denote the mechanical quantities 
analogous to electric stress and displacement. While the strun 
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increasea from D, to (D, + dD,), the Btreas (?■ may be considered 
constant; the infinitesiinal work done is therefore equal to Gi dDt. 
The total work of d^onnatioD is 



pD 



dD,. 



But, according to Hooke's law of elasticity, strains are propor- 
tional to stresses, so that a linear relation exists between Dt and 
Gi, similar to eq. (274). We thus arrive ag^n at the result that 
the work necessary to strain oae cubic unit of an elastic material 
is equal to \ alfi. 

Prob. Calculate the total stored enec^, and the density of energy, in 
the condenser given in problran 2, Art. 51. 

Ans. 20.52 milliwatl>«econdB (millijoules); 19.53 microjoules per 
cubic centimeter. 

51. The Permittance and Elastance of Irregular Paths.* Id 
most practical cases where it ia required to determine the per- 
mittance or elastance of a dielectric, for instance in high-tension 
apparatus, the geometric shapes of the metal parts and of the 
insulation are either irregular or too complicated to be expressed 
analytically. It is therefore necessary in such cases to determine 
the shape of the field by trials and approximations, or by experi- 
ment. The general law, substantiated by all known experiments, 
is as follows: The distribution of the lines of force and equipotential 
siirfaees in a dielectric is such as to make the total permiUance a maxi- 
mum, or the elastarux a minimum. 

This is a particular case of the general law of nature'known as 
the law of minimum resistance. Let a condenser of irregular 
shape (Fig. 48) be connected to a source of unlimited energy, 
having a constant voltage E. Tbe law of minim um resistance 
requires that the dielectric take in as much energy as is compati- 
ble with its properties. This means that expressiott (280) must 
be a maximum; that is, with constant E, the permittance C must 
be a maximum, or the elastance S a minimum. 

Now let it be required to establish a given flux in a certain 
dielectric; in other words, let Q be a constsnt. The law of mini- 
mum resistance requires in this case that the result be accom- 

' The treatment is simUar to that of conductors of irregular shape, given 
in Art. 10 of this book, and of irregular magnetio paths in Art. 41 of the 
Magnetic Circuit. 
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plished with the least possible expenditure of energy. According 
to eq. (281), we have again the same condition of maximum C or 
minimum S. 

Therefore, in order to calculate the permittance (or the elas- 
tance) of a given dielectric, or to find the flux densities and stresses 
in different parte of it, proceed as follows: The field is mapped 
out into small cells by lines of force and equipotential surfaces, 
drawing them to the best of one's judgment; the total permittance 
is calculated by properly combining the permittances of the cells 
in series and in parallel. Then the assumed directions are some- 
what modified, the permittance is calculated again, and so on; 
until by successive trials the positions of the lines of force are 
found with which the permittance becomes a maximum. 

The work of trials is made more systematic by following a 
procedure suggested by Lord Rayleigh. Imagine infinitely thin 
sheets of metal (material of infinite permittivity) to be interposed 
at intervals into the field under consideration, in positions approxi- 
mately coinciding with the equipotential surfaces. If these sheets 
exactly coincided with the actual equipotential surfaces, the total 
permittance of the field would not be changed, there being no 
tendency for the flux to pass along the equipotential surfaces. In 
any other position of the conducting sheets, the total permittance 
of the field is evidently increased. Moreover, these sheets become 
new equipotential surfaces of the system, because no difference of 
potential can be maintained along a path of infinite permittance. 
Thus, by drawing in the given field a system of surfaces approxi- 
mately in the directions of the true equipotential surfaces, and 
assuming these arbitrary surfaces to be the true ones, the true 
elastance of the path is reduced. In other words, by calculating 
the elastances of the laminie between the "incorrect" equipotential 
surfaces and adding these elastances in series, one obtains an 
elastance which is lower than the true elastance of the field. This 
gives a lower limit for the required elastance (or an upper limit 
for the permittance) of the field. 

Imagine now the various tubes of force of the original field 
wrapped in infinitely thin sheets of a material of zero permittivity 
or infinite elastivity (absolute insulator). This does not change 
the elastance of the paths, because no flux passes between the 
tubes. But if these wrappings are not exactly in the direction 
of the lines of force, the elastance of the field is increased, because 
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the insulating wrappingB displace the lines of force from their 
natural positions. Thus, by drawing in a given field a system of 
surfaces approximately in the directions of the lines of force, 
calculating the permittances of the individual tubes, and adding 
them in parallel, an elastance is obtained which is higher than the 
true elastance of the field. This gives an upper limit for the 
elastance (or a lower limit for the permittance) of the path under 
consideration. 

Therefore, the practical procedure is as follows: Divide the 
field to the best of your judgment into cells, by equipotential 
surfaces and tubes of force, and calculate the elastance of the 
field in two ways: first, by adding the cells in parallel and the 
resultant laminte in series; secondly, by adding the cells in series 
and the resultant tubes in parallel. The first result is lower than 
the second. Readjust the positions of the lines of force and the 
equipotential surfaces until the two results are sufficiently close 
to one another; an average of the last two results gives very 
nearly the true elastance of the field. 

One difficulty in actually following out the foregoing method 
is that the changes in the assumed directions of the field, that will 
give the best result, are not always obvious. Dr. Th. Lehmann 
has introduced an improvement which greatly facilitates the lay- 
ing out of a field.' While he has developed his method for the 
magnetic field, it is also directly applicable to the electrostatic 
field. We shall explain this method as applied to a two-dimen- 
sional field, though theoretically it is applicable to three-dimen- 
sional problems also. According to Lehmann, lines of force and 
equipotential surfaces are drawn at such distances that they 
inclose cells of equal elastance. Consider a slice, or a cell, in a 
two-dimensional field, a centimeters thick in the third dimension, 
and of such a form that the average length I of the cell in the 
direction of the lines of force is equal to its average width w in the 
perpendicular direction. The elastance of such a cell is always 
equal to unity, no matter whether the cell itself is large or small. 
This follows from the fundamental formula for elastance, which 
in this case becomes 5 = trlfia X ui) = 1. 

The judgment of the eye helps to arrange cells of widths 
equal to their lengths, in proper positions with respect to each 

1 "Graphische Methode zur BestimmuDg des KrciftlinienverlaufeB in der 
Luft," £ieiMroie(Ani8cfte Zeitachrift, Vol. 30 (1909), p. 995. 
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other and to the electrodes; the next approximation is apparent 
from the diagram, by observing the lack of equality in the average 
width and length of the cells. Lord Rayleigh's condition is 
secured automatically, since the combination of cells of equal 
elastance leads to the same result, whether they are combined 
first in parallel or in series. After a few trials the space is properly 
ruled, and it simply remains to count the number of cells in series 
and in parallel. Dr. Lehmann shows a few applications of bis 
method to practical cases of electrical machinery, and the reader 
is referred to the original article for further details. 

In a few simple cases, as for instance in determining the elas- 
tance between two parallel metallic cylinders of circular cross- 
section, or between two spheres, the principle of superposition of 
electric systems in equilibrium can be used, and the result obtained 
without triab. This principle is used in the determination of 
the capacity of transmission lines and cables, in the next two 
chapters. In two-dimensional problems, that is, in determining 
the shape of a field between two infinite parallel cylinders of any 
cross-sections whatever, the properties of conjugate functions can 
also be used in some simple cases; for further details see the 
references in Art. 10 above. 

Ptob. 1. Sketch empirically the field between two infinite [taraUel 
cylinders of equal circular cross-section, the diatance between the centers 
b^ng a few times larger than the diameter. Determine the lower and 
upper limits of pennittance per unit of axial length, and compare the 
results with the theoretical formula (320) given in Art. 63 below. 

Prob. 3. The terminal of a high-tension transformer consiate of a 
long vertical rod connected to the winding, and a torus liag concentric 
with it, connected to the grounded caae. The ring is of circular croas- 
section, and is placed near the center of the rod. Assuming the insula- 
tion in the ^ole field to be of the same permittivity, calculate by trials 
the elastance of the combination, with certain assumed dimensians of 
the rod and the ring. 

06. The Law of Flux Refraction. When an electrostatic 
flux passes from one dielectric into another of a different permit- 
tivity (Fig, 9, Art. U), the lines of force suddenly change their 
direction at the dividing surface AB between the media, and 
in so doing they obey the law of refraction, which is 

tan Si/tan tf, = «iA, (285) 

Here 9i and tfi are the angles of incidence and refraction respec- 
tively, while «i and kj are the permittivities (relative or absolute) 
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of the two media. A similar law is proved in Art. II above for 
the electric conducting circuit, and in Art. 41a of the Magnetic 
Circuit for the magnetic flux. The proof in the case of electro- 
static flux is similar in all respects to that given in Art. 11, if the 
student will use the words flux and flux density in place of current 
and current density, and permittivity in place of conductivity. 

Equation (285) shows that the lower the permittivity of a 
dielectric the more nearly do the lines of force in it approach the 
direction of the normal iViJVi at the dividing surface. In this 
way the path of a displacement between two ^ven points is 
shortened in the medium of lower, and lengthened in that of 
higher permittivity, by such an amount in each case that the 
total pennittanee of the composite condenser is larger with 
refraction than without it. Hence, the existence of refraction is 
a necessary consequence of the general law of least resistance, 
mentioned in the preceding article. 

When mapping out an electrostatic field in two or more 
media, for instance, partly in a solid insulating material, partly 
in oil, and partly in air, the lines of force must be drawn so as to 
satisfy eq. (2S5) at the dividing surfaces. The permittance of 
the part of the circuit in any one of the media will not be a 
maximum, although the permittance of the whole combination 
must be a maximum. It will thus be seen that the problem, 
while quite simple in theory, is by no means an easy one in numer- 
ical applications, especially with the shapes of surfaces used ia 
the construction of conunercial high-ten«on apparatus. It is 
advisable for the student to train his eye in sketchii^ lines of 
force in adjoining media of different permittivities, conforming 
the field at least approximately to eq. (285). This can be con- 
veniently done on available drawings of high-tension transformers, 
switches, lightning arresters, etc.' 

OS. The Dielectric Strength of Insulating Materials. The 
proportionality between stress and flux density, indicated by 
eqs. (273) and (274), holds only up to a certain limit; in this 
respect it is similar to the proportionality between stresses and 
strains in an elastic liody. After a certain limit of dielectric 
flux density or of voltage gradient has been exceeded, the material 

' See ako eome interesting aketcheB and experiments io Profeaaor W. S. 
Franklin's article on " Dielectric Stressea tram the Mechanical Point of View," 
in the General Blectrie Review, Vol. 14, June, 1911. 



D,gnz.dbvG00gle 



Cbap. XV] 



THE DIELECTRIC CIRCUIT 



165 



weakens and finally breaks down. The phenomena of failure of 
electric insulation and the subsequent disruptive discharge are 
too well known to need a description here. 

The values of the critical voltage gradient Gmai and of the 
corresponding flux density D„ax, at which some of the more im- 
portant materials break down, are given in the last two columns 
of the table below. In designing insulation, the stresses must 
be kept well below these critical values, the factor of safety de- 
pending upon the importance of the apparatus, possibility of over- 
potentials, and the gradual deterioration of the insulation by heat, 
chemical action, moisture, and so forth, The values in the table 
are principally intended to give the student an idea of the order 
of magnitude of G„ax and D„ax. More accurate data will be found 
in electrical handbooks and pocketbooks; in important cases these 
design constants should be based upon test data obtwned on the 
material in hand. 





Relative permit 
ivity.orapecific 


pwnun. 


par HI. cm. 




I 

3-8 

5-8 

4.4 

2.2 

2.7 

2-2.2 

0.99 


3 
9-11 

24-40 
13-22 
28-35 
21-28 
14 


0.00265 
0,024 ^.078 
0,110-^.280 
0.050 -0.085 
0,055 -0.068 
0.050 -0 067 
0.025 -0.027 




Mica, natural tmd built up.. . . 















It will be seen from the second column of the table that the 
permittivities of solid and liquid dielectrics are larger than that 
of air; in other words, they are more yielding to electric stress 
than the air. This does not mean, however, that they break 
down at a lower voltage gradient than the air. On the contrary, 
the third and fourth columns show that the dielectrics commonly 
used in electrical engineering are considerably stronger electrically 
than the air, in that they can stand several times the electric stress 
and displacement at which the air breaks down. 

There does not seem to be any relation between the values of 
elastivity and critical voltage gradient. One indicates the elec- 
trical elasticity of the material, the other its ultimate strength. 
They are analogous to the modulus of elasticity and the rupturing 
stress respectively in the mechanics of materials. Air, from an 
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electrical point of view, may be compared to a material of great 
stiffnesa, but one which breaks at a comparatively small elonga- 
tion. On the contrary, mica may be likened to a material which 
is comparatively yielding, but can stand a very large elongatioa 
before it is ruptured; so that, in spite of a smaller elastivity, 
a much higher stress is required to rupture mica than air. The 
student is advised to make clear to himself these two separate 
properties of dielectrics. A rational design of bigh-teoBion 
insulation depends essentially upon a distinct understanding of 
them. 

Dielectric strength may be properly given as the critical flux 
density, i>«„, but for practical purposes it is more convenient to 
express it as the critical voltage gradient, G„az, at which the 
dielectric is broken down. When a dielectric is used for insula- 
tion in the form of thin sheets having a comparatively large 
radius of curvature, the flux density, and, consequently, the volt- 
age gradient, are practically uniform throughout, so that d,™ =■ 
Ga«. When, however, the layer of dielectric is thick as compared 
to its radius of curvature, as for instance in the insulation of 
high-tension machines, or when air or oil are tested between 
two spherical terminals, the use of the average voltage gradient 
Gav = E/l leads to wrong results. The only proper way in 
this case is to calculate the voltage gradient for the place where 
it is a maximum, and to see that it does not exceed the critical 
value determined from previous tests. A breakdown in one 
point of the dielectric results in an increase of gradient in others, 
and possibly in a complete failure. 

Frob. 1. Show how the values in the last column of the table are 
derived from those in the two preceding colunms. 

Ane. D„„ - 0.08842 KG,^ X lO"*. 

ftob. i. A certwn material stood about 82 kv. in a layer 3.7 nun. 
thick. What voltage gradient can be allowed in this material at a factor 
of safety of 2? Ana. 11 kv. per mm. 

Prob. S. Assuming the relative permittivity of the insulation in the 
preceding problem to be 2.5, what is the density of energy at which the 
material is broken down? 

Ans. 5.45 X 10~' joules per cubic centimeter. 

67. The Electrostatic Corona. The phenomena which ac- 
company the electrical breaking-down of air deserve special 
mention in view of their great practical importance. When the 
voltage at the terminals of an sit condenser is raised sufficiently 
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h^h, a pale violet light appears at the edges, at the sharp points, 
and in general at the protruding parts having a comparatively 
small radius of curvature. This silent discharge into air, due to 
an excessive electrostatic flux density, is called the elecb'oslatic 
corona. In the regions where the corona appears, the air is elec- 
trically " broken down " and ionized, so that it becomes a con- 
ductor of electricity. When the voltage is raised still higher the 
so-called brush discharge takes place, until the whole thickness 
of the dielectric is broken down, and a disruptive discharge, or 
spark, jumps from one electrode to the other. 

When the electrodes have projecting parts or sharp edges, the 
corona is formed at a voltage far below that at which the disrup- 
tive discharge occurs; the operating voltage of such devices is 
generally limited to that at which the corona forms. No corona 
is usually permissible in regular operation; first, because it may 
involve an appreciable loss of power; secondly, because the dis- 
charge, if allowed to play on some other insulation, will soon char 
and destroy it. There are cases, however, in which some corona 
formation is harmless. The air which is broken down becomes a 
part of the electrode, smoothes down the shape of the protruding 
metallic parts, increases their area, and thus reduces the danger- 
ous flux density and makes it more uniform. It is of advantage 
to operate certain parts of a very high-tension line at nearly the 
critical voltage. Any voltage rise on the line due to lightning 
or surges is automatically relieved by a corona loss into the 
atmosphere; so that the line may be made self-protected, without 
lightning arresters. 

The formation of corona must be kept in mind in the design 
of high-tension insulation, and in high-potential tests. Shapes 
and combinations of parts which lead to high or non-uniform 
dielectric flux densities should be avoided. Fig. 48 shows the 
reason why the dielectric flux density, or the potential gradient, 
is higher near protruding parts. The equipotential surfaces, for 
obvious geometrical reasons, lie closer to each other near such 
parts, while at a reasonable distance from the electrodes the 
shape of the equipotential surfaces is not affected by small irregu- 
larities in the shape of the metalUc parts. 

It will be seen from the table in the preceding article that the 
air is broken down when the voltage gradient exceeds 3000 volts 
per millimeter. Let this be the case at the point P (Fig. 48). 
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The voltage gradient has this value only at the very surface of 
the conductor, because the hues of force immediately spread out 
in the air. Thus, only a very small portion of the air is broken 
down and becomes part of the conducting electrode. No visual 
corona is formed, however. Let now the volt^e be raised still 
further; then the next layer of air is broken down and becomes 
part of the electrode. When a sufBciently thick layer of air is thus 
ionized, a visual corona is formed around the point P. Consider- 
ii^ the actual surface of the metal as the starting point, the volt- 
age gradient at that point now would seem to be higher than 3000 
volts per millimeter. This higher value is called the visual voltage 
gradient as distinguished from the disruptive voltage gradient of 
3000. The student should not be misled by these names. In 
reality the voltage gradient does not exceed 3000, because beyond 
this the air becomes part of the electrode; however, the concept of 
visual voltage gradient is convenient in calculations. 

In reality the phenomenon of ionization of air and formation 
of the corona is not as simple as described above, especially around 
conductors of small diameter, say less than 6 mm. The physical 
state of the layer of air adjacent to the conductor seems to be in 
some pecuhar way affected by it, and the critical voltage gradient 
apparently depends in this case upon the diameter of the conductor. 
A discussion of numerical values and of physical theories ia out- 
side the scope of this book; and the student is referred for infor- 
mation to the numerous articles on the subject that appear in the 
leading periodicals, and in the transactions of the electrical engi- 
neering societies in this country and abroad.' 

Quite extensive tests on corona formation, critical voltage, and 
the accompanying loss of power were performed by the General 
Electric Company, in 1910-11, and have been described by 
Mr. Peek.' The student is referred to his article for numerical 
data; the results are given on the first few pages of the article, 
and are illustrated by a numerical example. 

' See, for instance, H. J. Ryan, " Open Atmosphere and Dry Transformer 
Oil as High-voltage Insulators," in the Trans. Ajner. Inst. Electr. Engrt., 
Vol. 30, Jan., 1911. This paper is a splendid exposition of the Bubject by 
one of the pioneer investigators of the corona, and contains numerous refei^ 
ences to other articles on the subject. Professor J. B. Whitehead's experi- 
mental investigations are particularly noteworthy. 

• F. W. Peek, Jr., " The Law of Corona and the Dielectric Streogth of 
Air," Trans. Amer. Inst. EUdr. Engrs., Vol, 30, July, 1911; also Vol. 31. 
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Piob. 1. Assuming that under cert&in conditions a corona is formed 
when the dielectric flux density exceeds 0.0034 microcoulomba per square 
centimeter, calculate the factor of safety of a 25-cycle transmission line 
for which the charfpng current is 0.12 amp. per kilometer, the diameter 
of the conductors being 12 mm. Solution: The line is charged during 
0.01 of a second, and the average charging current is 0.12/1,11 ^ 0.108 
amp.; hence, the maximum electrostatic displacement in the air is 1080 
microcoulomba per kilometer. The surface of each conductor is 377,000 
sq. cm. per kilometer, so that the density of displacement is 1080/377,000 
= 0.002865 microcoulombs per square centimeter, and the factor of 
safety is 34/28.65 = 1.20. 

68. Dielectric Hystere^ and Conductance. When an al- 
tematiog voltage is applied at the terminals of a condenser, the 
dielectric is Bubjected to periodic stress^ and dispIacementB. 
If the material were perfectly elastic, no energy would be lost 
during one complete cycle, because the energy stored during the 
periods of increase in voltage would be given up to the circuit when 
the voltage decreased. In reality, the electric elasticity of solid 
and liquid dielectrics is not perfect, so that the applied voltage 
has to overcome some kind of molecular friction, in addition to 
the elastic forces. The work done against friction b converted 
into heat, and is lost, as far as the circuit is concerned. The 
phenomenon is similar to the familiar magnetic hysteresis, and is 
therefore called dielectric hysteresis. The enei^ lost per cycle 
is proportional to the square of the applied voltage, because both 
the displacement and the stress are proportional to the voltage. 

When stresses are well below the ultimate limit of the material, 
the loss of power caused by dielectric hysteresis is exceedingly 
small. Some investigators are even in doubt as to whether it 
exists at all. There is often an appreciable loss of power in com- 
merical condensers, but this loss can be mostly attributed to the 
fact that dielectrics are not perfect insulators. While their ohmic 
resistance is exceedingly high, as compared with that of metals, 
they nevertheless conduct some current, especially at high voltages. 
Thus, the ol^erved loss of power and the heating of condensers 
may be simply ascribed to the PR loss in the insulation. More- 
over, small coronas can form at ihs edges and projectii^ parts, 
even at the operating voltage, and thus be an additional source 
of loss. Some small loss is also due to the ohmic resistance and 
eddy currents in the metallic sheets which compose the electrodes 
or plates of the condenser. 
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An imperfect condenser, that is, one which shows a loss of 
power from one cause or another, can be replaced for purposes 
of calculation by a perfect condenser with an ohmic conductance 
shunted around it. This conductance, or " leakance," as some 
authors call it, is selected of such a value that the PR loss in it is 
equal to the loss of power from all causes in the given imperfect 
condenser. The actual current through the imperfect condenser 
is considered then as consisting of two components, — the leading 
reactive component through the ideal condenser, and the loss 
component, in phase with the voltage, through the shunted con- 
ductance. In this way, imperfect condensers can be treated graphi- 
cally or analytically, according to the ordinary laws of the electric 
circuit. 

ftob. 1. A certain kind of condenaer shows a loss of power of about 
17.9 watts per microfarad, at 2200 volts, 25 cycles. By what fictitious 
conductance should an ideal condenser be shunted, in order to replace 
a condenser of this kind having a capacity of 1.5 mf.7 

Ans. 5.55 micromhos. 
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CHAPTER XVI 

ELASTANCE AND PERMITTANCE OF SINGLE-PHASE 
CABLES AND TRANSMISSION LINES 

09. The Elastonce of a Single-core Cable. A crosa-section 
of a single-core cable is shown in Fig, 49, The round conductor 
in the center is assumed to be solid (aot 
stranded) for the sake of simplicity. It is 
surrounded by a layer of insulation, and is 
protected on the outside by a lead sheath- 
ing. Let such a cable be subjected to a 
difference of potential between the core and 
the sheathing; for instance, let one pole of 
a battery be connected to the core and the 
other pole to the sheathii^. Let it be re- 
quired to End the permittance or the elast- ^°-*^: Acro8*««tion 
^ ,,,,.. of a single-oore or con- 

ance of the dielectric for a certain axial centric cable, 
length I of the cable. 

For reasons of symmetry, the lines of force are radial straight 
lines between the two metal surfaces, and the equlpotential sur- 
faces are concentric cylinders. Consider the insulation to be sub- 
divided into concentric layers of infinitesimal thickness. The 
elastances of these layers are all in series, so that it is sufficient to 
express analytically the elastance of a layer having a radius x 
and thickness dx, and to integrate this expression between the 
limits a and b, where o is the radius of the core, and b is that of 
the inner surface of the sheathing. The elastance of the layer in 
question is 

dS = <7dx/(2irxl), (286) 

dx and 2 txI being respectively the lei^h and cross-section of the 
path of the radial flux. Integrating this expression between the 
limits a and b gives 

8 = (^/2Tl)Lnlb/a), (287) 

the abbreviation Ln standing for natural logarithm. 
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For practical calculations it is convenient to modify this formula 
in three respects; namely, (a) to introduce the relative pennit- 
tivity K of the insulating material, (b) to express I in kilo- 
meters, and (c) to use common logarithms. Making these 
chaises, we finally obtain 

5 = C-' = (41A5/KI) log (6/a) megadarafs. . . (288) 

For the permittance (capacity) per kilometer we have accordingly 

C = C/l = 0.0241 K/log (b/a) microfarads per kilometer.' (289) 

In some cases it is necessary to know the voltage across a 
certain part of the insulation, for instance between the radii r and 
r'. Applying formula (287) to this case, for 1 = 1 cm., we get 
S'tt ~ (a/2T) Ln {r'fr). The voltage drop Err- from r to / is equal 
to this elastance multiplied by the electric displacement Q' per 
centimeter length of the cable. Or 

Err- = -S'„' . Q' = (ffQ72 tt) Ln (r'/r). . . (290) 

This formula finds its important application below in the calcula- 
tion of the permittance of single-phase and polyphase transmission 
lines. It is absolutely essential to agree in regard to the signs in 
eq. (290). In the applications that follow, Q' is taken with the 
plus sign when the positive displacement is directed from the con- 
ductor, and with the minus sign when it is directed towards the 
conductor. It is also important to write the distances r' and r in 
the order given, because interchanging r' and r in eq. (290) 
changes the sign of Err-. 

If the insulation consists of two or more concentric layers of 
different materials, the elastances of the layers are calculated 
separately, according to formula (288), and then added in series. 
The permittance of the cable as a whole is the reciprocal of this 
resultant elastance. The same formulfe apply to a concentric 
cable without sheathit^, the outside conductor taking the place 
of the sheathing as far as stresses in the dielectric are concerned. 
With two cylindrical conductors side by side the elastance is cal- 
culated as shown in Art. 63 below. With three conductors the 
theory is rather difficult; as is also the case when the conduc- 
tors are not of circular cross-section. Those interested will find 

' This simple derivation of the formulu for the capacity of a eingle-^Ktre 
cable demonatrateB in a particularly striking manner the UBefuIness of Uie 
concept of elastance. 
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extensive literature on the subject in the European electrical 
magazines and proceedings of electrical societies. In practice, 
the permittance of such cables is usually determined by teat. 

The distribution of the electric stresses in a sin^e-core cable 
is of considerable practical importance. The total displacement 
Q being the same through every concentric layer of the dielectric, 
the flux density and consequently the stress is a maximum at the 
surface of the inner core. For a layer of radius x we have 

Q = D, - 2 Tarl = const., (291) 

where Z). is the den^ty of displacement through that layer. 
Hence, 

D^ = const., (292) 

which means that the density of displacement is inversely pro* 
portional to the distance from the center. Since displacements 
are proportional to stresses (with a uniform insulation), we also 
have 

G^ = const (293) 

A useful relation between the total applied voltage E and the 
stress Gm at a ^ven point in the dielectric can be deduced from 
eq.{293). We have 

(?, = const. /x; 

4nd if we multiply both ddes by dx and integrate between a and 
b, remembering that voltage is the line integral of intensity, we 
obtun 

G^dx = E- (const.) Ln (b/a). 

Eliminating the constant between these two equations, ^ves 

G^ = E/[xLn(b/a)] (294) 

Equations (292) and (293) show that a homogeneous dielectric 
is fully utilized with regard to its dielectric strength only at the 
Buriace of the core, the stress gradually decreasing toward the 
periphery. This condition could be helped by gradually mcreasing 
the elastivity of the material toward the sheathing, so as to in- 
crease the voltage drop and the stresses there. If the elastivity 
of each layer could be made exactly proportional to its radius, 
the stress 0, would be the same throughout the dielectric. Such 
a condition would be an ideal one, with regard to economy la 
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material, provided that the dielectric stretch of the " variable 
insulation " were constant. 

This purely theoretical conclusion leads to the important 
practical question of the grading of tJisulation of cables. With 
high-tension cables, in which the thickness of insulation is large, 
it pays to provide two or more layers of different materials, utiliz- 
ing their permittivities and ultimate strengths in the most ad- 
vantageous manner. The problem is primarily to relieve the 
stress near the inner core, and this is done by placing near it a 
layer of insulation of high permittivity, so as to cause a low volt- 
age drop. One case where the opposite arrangement would be 
advantageous is in a low-voltage cable in which it is d^red to 
keep the total permittance as low as possible (for example, to 
obtain small capacity or low charging current at high frequen- 
cies). In this case the layer surrounding the core must have as 
high an elastance as possible, because it is this layer that contrib- 
utes most to the total elastance of the cable. With a clear 
understanding of these principles, the student will be able to 
design a graded insulation for given conditions, if he knows the 
properties of the available materials.* 

Vnh. 1. A Hiogle-core cable receives a, charge of 1.18 millicoulombs 
per kilometer when a continuous voltage of 12 kv. is applied between 
the core and the sheathing. The core conaista of a solid conductor the 
diameter of which is 5 nun.; the insulation is 9,5 nun. thick. Determine 
the value of the relative permittivity of the material of insulation, and 
the extreme values of the dielectric flux density. 

Ana. K = 2.78; 2)«« = 0.00750; i)«(, - 0.00156 microooulomba 
persq. cm. 

Kob. 3. The insulation uaed in the cable specified in the preceding 
problem breaks down at a flux density of 0.062 mc. per sq. cm. Show 
that the critical voltage for the cable is about 70 effective a.c. kilovolts. 

ftob. 3. What is the ratio between the maximum and the average 
stress in the insulation in problem 1? Ans. 2.42.* 

Ptob. 4. Deduce formula (290) from the fact that the voltage is the 
line integral of the electric intensity. 

' For a theoretical treatment of the grading of insulation, and for the 
bibliography of the subject, see H. S. Osborne, PotenUal Stresses in Die- 
hetries (1910), a theeis presented to the Maaaachusette Institute of Tecb- 
nok^y for the degree of Doctor of Engineering. 

' There is a tendency in practice to deal with average streaaes even when 
the field is far from being uniform. The answer to this problem shows that 
one baa to be careful in using an average value, unless its ratio to the maxi- 
mum stress is known. 
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Prob. B. Show by actual calculation that in the foregoing cable the 
maximtim stress in the dielectric is reduced by increafdng the diameter of 
the conductor to 7.5 mm., with the same diameter of the sheathing. 
Thia is in spite of the fact that the insulation becomes thinner, and 
consequently the average stress greater, with the same applied voltage. 

Prab. 6. Referring to the preceding problem, show that it is of ad- 
vantage to make the ratio b/a about equal to «, where « = 2.71828 , , . 
is the base of the natural system of logarithms. If the diameter of the 
conductor be further increased, so that the ratio b/a becomes less than 
<, the mft^rniiTn stress does not continue to decrease, but increases in- 
stead. Solution: The stress at the core is (?a = £/[aLn (6 /a)] according 
to eq. (294). As a varies, Ga reaches its minimum when dO^/da = 0. 
Differentiating, we get 

dGa/da - E (1 - Ln {6/a)]/[a Ln (6/o)]« - 0; 
whence, 1 — Ln (b/a) = 0, or b/a — «. 

Pnb. 7. Expl^ the following deduction from the theorem stated in 
the preceding problem. In a concentric cable subjected to an excessive 
voltage, if the insulation is quite thick, the layer around the inner core is 
first gradually destroyed or charred up to a certain thickness, and then 
the rest of the insulation suddenly breaks down. With a thin layer of 
insulation no such phenomenon is observed. 

Kob. 8. A cable is provided with several concentric layers of insula- 
tion, the external radii of which are 6], bi, etc., and the relative permit- 
tivities, Ki, K,, etc. Show that the elastance of the cable is expressed 
by the formula 
S - (41.45/0 [Kn 1(« (bi/a) + JC,"' log (6,/6,) -|- K,-' log (b,/b,) + etc-I. 

Prob. 9. Show that in a single-core cable the density of enei^ stored 
in the dielectric varies inversely as the square of the distance from the 
center. 

Piob. 10. A conductor 2a cm. in diameter is surrounded by a con- 
centric metal cylinder of 26 cm. inside diameter. What alternating volt- 
age can be allowed between the cylinder and the conductor at a factor of 
safety k agunst the formation of corona? 

Ana. E « 18.4a(Dt X lO'/fc) log (b/a) effective kilovolte, where Z), 
is the flux density in microcoulombs per sq. cm., at which corona is 
formed. 

Pmh. 11. Show that the elastance of the dielectric between two con- 
centric spheres of radii a and b is equal to (trc/iwK) (1/a — 1/b) mega- 
darafs. 

Prob. 12. Show that with two concentric spheres the equation corre- 
sponding to (294) is Gx = E/W (a-t - b-^)]. 

Prob. 18. Apply the formulae given in the text above to the theory of 
a condenser-type terminal.^ 

' See A. B. Reyndera, "Condenser Type of Insulation for High-tension 
Terminals," Trans. Amer. Inst. Bledr. Bnfrg., Vol. 28 (1909), p. 209. 
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60. The Kastance of a Sin^e-phose Line. The general 
character of tJie electrostatic field between two infinite parallel 
conductors is shown in Fig. 50. The lines of force are arcs of 
circles extending from one metal surface to the other; the equi- 
potential surfaces are circular cylinders eccentric with respect to 
the conductors (see Art. 62 below). It is required to calculate 
the elastance of ihe air between the two conductors, for a unit 
axial length of the line. Knowing this elastance, the charging 
current of the line can be calculated for a given frequency. This 
elastance, or its reciprocal, the permittance, is used in the pre- 
determination of the r^ulation of a transmission line (Art. 68 
below). 

We shall conrader in this article the usual practical case in 
which the radius a of the conductors is small as compared with 
the interaxial distance b. It is shown in Art. 63 below bow to 
determine the elastance when the diameters of the cylinders are 
comparatively large. 

For purposes of analy^ it is convenient to consider the field 
shown in Fig. 50 as the result of the superposition of two simple 
radial fields similar to that in Fig. 49. Consider the conductor 
A, together with a concentric cylinder of an infinitely large radius, 
as one electric system. Let the conductor B with a similar con- 
centric cylinder form another independent system. Let the con- 
ductor A be connected to the positive pole of a battery of voltage 
E, the conductor B to the n^ative pole, and the two cylinders at 
infinity to the middle point of the battery. In the first concentric 
condenser the displacement of positive electricity is from the con- 
ductor A to the infinite cylinder, while in the second system the 
positive displacement is from the infinite cylinder toward the con- 
ductor B. The displacements due to the two systems are equal 
and opposite at the two infinite cylinders, and the cylinders them- 
selves coincide at infinity, because the distance AB between their 
axes is infinitely small as compared with their radii. Hence, the two 
displacements at the cylinders cancel each other, and the combina- 
tion of the two cylindrical condensers is electrically identical with 
the two given parallel conductors A and B. 

In a medium of constant permittivity the resultant stress or 
voltage gradient, produced at a point by the combined action of 
two or more independent electric systems, is equal to the geometric 
flum of the stresses produced at the same point by each system. 
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This principle of superposition can be considered either as an ex- 
perimental fact or as an immediate consequence of the fact that 
in a medium of constant permittivity the effects are proportional 
to the causes. This principle being true for electric intensities, 
the component flux densities at a point are also combined accord- 
ing to the parallelogram law, because they are proportional to 
the intensities. Hence, the resultant electrostatic flux can be re- 
garded as the result of the superposition of the fluxes created by 
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the component systems. Furthermore, the actual voltage be- 
tween any two points in the dielectric is the algebraic sum of the 
voltages due to the component systems, because each voltage is 
the line mtegral of the corresponding voltage gradient, and' the 
principle of superposition is valid for these gradients. This line 
integral is a fimction only of the positions of the two points, and 
is independent of the path along which the integration is per- 
formed. This latter fact is very convenient in applications of the 
principle to the solution of problems. 
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In order to be able to apply the formulae deduced in the pre- 
ceding article, it is essential that the diameters of the two wires be 
small as compared with the distance between them. The reason is 
that each component system is supposed to possess a radial field, 
in spite of the presence of the other conductor. This is practically 
true when the second conductor is so small, or so far distant from 
the first, that the infinite permittivity of its material does not 
appreciably distort the radial field. To be more precise, the dis- 
tortion of the radial component field originating from each con- 
ductor, caused by the presence of the other, must bo negfigible. 

It is sufficient to calculate the elastance of that part of the 
system between one of the conductors and the neutral plane of 
synometry OfT, the total elastance being equal to twice that 
value. This we can do by computing the voltage needed to 
produce a di^lacement Q' per unit length of the line. The volt- 
age between the surface of the conductor A and the point N in 
the plane of symmetry OO' is equal to j £. On the other hand, 
the same voltage can be expressed as the sum of the voltages due 
to the two component systems. Referring to eq. (290), let the 
distance r' refer to the point N, and let r refer to a point on the 
surface of the conductor A. Then, as far as the first component 
system is concerned, the voltage between A and N is equal to 
(ffQ'/2T) Ln (^ b/a), where Q' is the actual displacement per unit 
length of the line. In the second system, the voltage between the 
same two points is — (aQ'/2T) Ln (J b/b). The minus sign is 
due to the fact that the displacement in the second system is 
toward the conductor B, and hence must be considered as negative 
if that at the first conductor is regarded as positive. The ratio 
r'/r for the second system is more accurately equal to 3 b/(b — a), 
but a, beii^ by supposition small as compared to b, is neglected in 
the denominator. Equating the sum of the precedii^ two expres- 
sions for the voltage between A and N to the actual voltage j E, 
we get 

^E = i<rQ'/2ir)Ln{b/a) (295) 

Hence, the elastance between one of the conductors and the 
neutral plane 00', for a unit of axial length, is 

S' = (C)-' =iE/^ = (a/2 If) Laib/a), . (296) 
or, with air as the dielectric, 

S' = (C)"' = 41.45 log {b/a) megadarafs per kilometer. (297) 
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The correspondiii^ permittance is 
C" = (5')"' = 0.0241/log (d/a) microfarads per kilometer. (298) 
When usii^ these formula, one must not foi^et that the per- 
mittance is proportional to the length of the line, while the elas- 
tance varies inversely as the length of the line. The total elastance 
for a unit length between the two conductors is equal to 2 S', the 
corresponding permittance being | C. 

Prob. 1. For a few standard spacings and sizes of conductor, check 
. the values of permittance given by eq. (298) with those tabulated in an 
electrical .pocketbook. 

Prob. 2. For some assumed values of a, b, and E, corresponding to 
an actual transmission line, plot a curve of values of the volti^e gradient 
aloi^ the line AB, and also draw the horizontal straight line represent- 
ing the average gradient E/b. 

Hint: At a distance x from A the intensity due to the system A is 
oQ'/ (2 rx); that due to the system B is oQ'/ [2 » (6 - x)]. both inten- 
sities being directed from left to right. 

Piob. 3. In Fig. 53 let A and B be small spheres, instead of cylinders. 
Show that the elastance between one of the spheres and the neutral 
plane 00' is equal to (ff/4 1) (1/a — 1/6). Hint: Apply the principle of 
superposition, as in the text above, and utilize the solutions of problems 
11 and 12 of the precedii^ article. 

Prob. 4. In a transmission Une the wire B is split into two separate 
conductors fii and B,, connected in parallel. The spacings A — Si, 
A — Bt, and B, — B, are equal to b,, bi, and 6ij respectively. Show how 
to calculate the total permittance per unit length of the line, using the 
method of superposition. Solution: Let Q', Q,', and Q, be the displace- 
ments issuing per unit length of the conductors il,Bi, and Bj respectively. 
Resolve the given system into three systems, with the three pven con- 
ductors each concentric with a cylinder of infinite radius. Then we have 
the following three conditions ; (a). Q' + Q,' + Q,' = 0, because electricity 
behavea as an incompressible fluid; (b) the given voltage E between 
A and Bj is the sum of the partial voltages for the three component 
systems, each expressed according to eq. (290); and (c) the same is true 
for the voltage E between A and B,} From these three equations the 
quantities Q,' and Q,' are ehminated, and the required elastance is de- 
termined from the resultant equation, as the ratio of £ to Q'. 

Prob. 6. Show how to c^culate the elastance between two smaU 
cylinders or spheres of unequal radii. 

Prob, 6. Analyze the forma! mathematical reason for which the elec- 
trostatic equipotential lines in Figs. 49 and 50 coincide with the magnetic 
lines of force, and vice versa. Compare Rgs. 46 and 47, Arts. 59 and 
60, in the Magnetic Circuit. 

' Or else we may use as condition (c) the fact that the resultant volt^e 
between Bi and Bi equals zato. 
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61.< The Influence of the Ground upon the Ela&tonce of a 
Single-phase Line. When the ground is used as the return con- 
ductor of a circuit, for instance in single-phase railways and in 
telegraph lines, the elastance of the circuit is calculated by assum- 
ing the ground to be a good conductor of electricity; in other 
words, its permittivity is assumed to be infinitely large. This 
gives a larger permittance than any other assumption, and con- 
sequently a value which is on the safe side. According to the 
law of refraction (Art. 55) the Unes of force from the metallic con- 
ductor enter the ground at right angles to its surface; so that the 
'field has the shape shown in Fig. 50, between one of the wires 
and the plane of symmetry 00', which in this case represents the 
surface of the ground. This leads to Lord Kelvin's method of eieo- 
trie images, which we shall use in its simplest form only. 

When it is required to find the shape of the field, or the elastance 
between a conductor such as A and an infinite conducting surface 
such as 00', first locate a fictitious conductor B, which is the elec- 
tric image of the conductor A; that is, B is located as if it were 
the optical image of A in the plane mirror 00'. Furthermore, if 
A has a potential of E volts above that of 00', take the potential 
of B as E volts below that of 00', the voltage between A and B 
thus being 2 E volts. Having located B, the conducting plane 
00' is removed, and the field between A and B is determined. 
The part of the field between A and 00' has real existence, that 
between 00' and B is fictitious. 

The vaUdity of this principle in the ease under consideration 
becomes evident by the following reasoning: Let a voltage of 
2 £ be maintained between A and B by means of a battery. 
Place an infinite conducting sheet of negligible thickness so as 
to coincide with the equipotential plane 00'. The field is not 
affected thereby, the lines of displacement being normal to this 
sheet. Connecting the sheet to the middle point of the battery 
does not in any way disturb the field. Now the field between A 
and the sheet 00' is maintained by one half of the battery, that 
between B and 00' by the other half. Both halves are in equi- 
Ubrium mdependently of each other, so that the conductor B with 
its halt of the battery may be removed without disturbing the 
field between A and 00". Conversely, to find the field between 

' The rest of this chapter may be omitted if so desired, as it ja cot necw- 
Bory to an understanding of the remainder of the book. 
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A and a conducting sheet OC, the latter is replaced by a fictitious 
conductor fi, so as to reduce the conditions to those invest^ted 
in the previous article. For a general dlscus^on of the principle 
of electric images, see any standard work on the mathematical 
theory of electricity and magnetism. 

Applying this principle to the case of a single-phase line with 
ground return, we see inomediately that all of the formulse de- 
duced in the preceding article hold true, provided that we put 
b = 2h, where h is the elevation of the conductor above the 
ground. Since this elevation is usually quite considerable, it will 
be seen that the elastance of the circuit is larger, and the charging 
current smaller as compared to the case of a metallic circuit 
having a comparatively small spacing. 

The next case to be considered is that of the elastance of a 
metallic return line, as reduced by the proximity of the earth 
(Elg. 51). The elastance is reduced as compared to that in Fig. 
50 because part of the medium of finite elastivity (air) is replaced 
by the ground, which is assumed to be of zero elastivity, or a 
good conductor of electricity. It will be seen from the figure that 
the lines of force are deflected toward the ground, where they 
find a path of less elastance. 

The total elastance between the conductors A and B is cal- 
culated, using ag^n the method of electric images. The lines of 
force meet the ground at right angles, and its surface is one o'f 
equal potential. The field above the ground would be the same 
if the ground were removed and replaced by the electric im^es 
A' and B' of the wires, the polarity of the images beii^ that indi- 
cated in the sketch. The surface of the ground becomes now 
a plane of symmetry. The fictitious field below the ground b 
indicated by the dotted lines. The dielectric field may now be 
considered as if due to a superposition of four systems, each consists 
ing of one of the conductors and a cylinder at infinity. Applying 
eq. (290) for each of these four systems, we find that the volt^e 
between A and B, 

due to system A,i8+ (<rQ'/2 t) Ln (b/a) ; 

due to system B, is —{aQ'/2ir) Ln (a/fr); 

due to system 4 ', is - {<tQ'/2 t) Ln (2 d/2 hi) ; 

due to system B', is + iaQ'/2 t) Ln (2 ft,/2 d) ; 
where 2 d = AB' — A'B. The actual voltage between A and B 
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beiag equal to E, we have, by adding the precedii^ four ex- 
pressions, 

E = {oQ'/2 ir) [2 Lo (b/a) - Ln (d'/hiht)]. . . (299) 
One half of the elastance between A and B is 

S' = i E/Q' = (ff/2 t) [Ln {b/a) - J Ln (d^/hih)]. (300) 




FiQ. 51. The det'troeUtic Md due 
by the ivosiiiuty of the ground. .1' and , 

This expres^oD is identical with formula (296), except for the last 
tpnn, which represents the reduction in elastance due to the pres- 
ence of the ground. When the distances ki and kt to the ground are 
lai^ as compared to the spacing b, the ratio <P_ 'kiht differs but 
little from unity, and tbe Mtrrectitm is small because the log^iithm 
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of unity is equal to zero. Equation (300) can be written also in 
a simpler form by combining the two logarithms into one. We 
obtain then 

S' = (a/2r) Ln (h/a), (301) 

where be stands for the corrected spacing, determined from the ex- 
pression 

b, = b iVhJh/d) (302) 

We have thus arrived at the following simple rule: The elaslance 
and permUtance of a single-phase line, mth the effed of the ground 
cormdered, are expressed by the same fonmUce (296) to (298) as 
though this effect were ignored, provided that the actual spacing b is 
replaced by the corrected spacing be given by formula (302) or (305). 
In practice, the values of hi, h^, and b are known, and it is de- 
sirable to avoid the use of the quantity d in the foregoing formula. 
Applying a well-known theorem of elementary geometry, we have 
from the triangle AA'B 

XT' = AA" +18^ + 2AA' xIP, 
or 

4 d» = 4 V + 6* + 4 hiiht - A,), 

from which 

4 rfJ = fca + 4 AiA,. 
Hence 

d'/AiA, = 1 + J b'/hJn (303) 



Equation (300) becomes then 

S' = (<r/2 t) {Ln (b/a) - ^ Ln (1 + J b*/hh)], ■ (304) 
and from eq. (302) we have 

b, = fr/Vl + i b^hih. (305) 

When tables of capacity for standard spacings are used, as tabu- 
lated in various reference books, the correction for the influence 
of the ground will be found convenient in the form shown in 
problem 2 below, 

Prob. 1, For various usual spaeinga and sizes of conductor, calculate 
the per cent error introduced in computing the permittance of a trans- 
mission line by neglecting the influence of the earth in the moat unfavor- 
able cases. Select the conduetora either in a vertical or in a horizontal 
plane, whichever arrar^ement in your opinion is more affected by the 
ground. 
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Prob. 3. When pennittances are taken from standard tables, it is not 
convenient to use ^e corrected spacing 6c, because capacities are tabu- 
lated far standard spacing only. In this case it is convenient to repre- 
sent the elastance given by eq. (304) in the form S/ " 5' — s, where S' 
is the reciprocal of the value c^ capacity found in the tables, and s is the 
correction due to the presence of the ground. Deduce a simple form of 
this correction, when it is small. Solution r Expanding the natural loga- 
rithm according to the series Ln {I + i) = z — j i' + J i' — etc., we find 
that the correction s = 9 Ln (1 + i b^/hih,) = 9 [i ft'/AiAj - l(i b'/AiA,)' 
+ etc.] in megadarafs per kilometer of one conductor. S' must of course 
be taken also in megadarafs per kilometer of one conductor. 

Prob. S. Deduce fonnulse for the influence of the ground in the case 
of small spheres in place of the cylinders. 

62. Tbe Equations of the Electrostatic Lines of Force and 
Equipotential Surfaces Produced by a Single-phase Line. In 
F^. 50, let P be a point on the line of force AN'PB, of which 
we desire to find the equation. Let us calculate the total flux 
which passes from conductor A to B between the plane of sym- 
metry AB, and the surface of force on which the point P is 
located.' 

Let the axial length for which the flux is determined be equal 
to one centimeter. This flux may be considered as the resultant 
of the fluxes due to the systems A and B. The radial flux pass- 
ing between AB and P, due to the component system having 
tbe center A, is equal to Q'fli/2T, and is directed from left to 
right. The flux due to the B system is equal to Q'Oi/2 ir, and is 
also directed from left to right, B being the negative conductor. 
The total or the actual flux between the surfaces of force AB and 
AN'PB equals iQ'/2 ir) (9, + ^). Since this flux does not depend 
upon the position of the point P, provided that the point is taken 
upon the line of force under consideration, we have 

Sy + Oj- const (306) 

for all points on a line of force. This is the equation of the line 
of force. For different lines of force, the value of the constant is 
different. In the triangle APB, the angle w is supplementary to 

' It ia convenient to speak of a Burfaoe fotmed by lines of force as a sur- 
face of force. For instance, a line of force such as AN'PB, should it move in 
a direction perpendicular to the plane of the paper, would form a cylindrical 
surface, which we shall call a surface of force, by anabgy with a line of force. 
On the other hand, we shtdl call a line such as CPC an eyuipo/eniiai line, to 
distinguish it from the oorreeponding equipotential surface w^dtih it re|a»- 
sents in the sketch. 
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the sum of the angles Si and $t, so that condition (306) may also 
be written 

w " const (307) 

This represents the arc of a circle passing throi^ A and B, of 
which u is the inscribed angle. It is thus proved that the lines of 
force are arcs of circles passing through A and B. 

For points on the line of symmetry OO' the ai^es 9i and 0t are 
equal, so that the total fiux corresponding to a cert^ angle 0i 
is (Q'/2 «■) (2 9i) = Q%/ir. This fact permits us to mark on the 
line 00' the intersections of the surfaces of force between which 
are included de&nite fractions of the total flux Q'. For instance, 
let it be desired to draw a line of force such that the flux between 
it and the plane AB shall equal one sixth of the total flux. One 
sixth of 180 degrees are 30 d^p^es; we therefore draw from A a 
straight line at an angle of 30 degrees to AB, and through its inter- 
section with 00' draw an arc of a circle passing through A and B. 
In this way, the total flux, or what is the same, the total per- 
mittance between A and B, can be divided into any number of 
equal or unequal permittances in parallel. 

To prove that the equipotential lines are also circles, take 
again a point P determined by the distances ri and ri from A and 
B respectively. If the point C lies on the same equipotential line, 
the voltage between P and C is equal to zero, so that, applying 
eq. (290) for the two component systems, we get 

(ffQ72 *) Ln in/ AC) - (aQ'/2 r) Ln (u/BC) =- 0, 

from which 

Ln (,n/AC) = Ln (ri/BC), 

n/r, - AC/BC - const (308) 

This is the equation of an equipotential line in " bipolar " co- 
ordinates; the curve is such tiiat the ratio of u to r, remains 
constant. This constant ia different for each equipotential line, 
because each line has its own point C. 

E^^uation (308) may be proved to represent a circle, by selects 
ing an origin, say at A, and substituting for ri and Ti their values 
in terms of the rectangular coordinates x and y. The following 
proof by elementary geometry leads to the same result. Produce 
AP and lay oflf PD = PB = rj. According to eq. (308), BD is 
parallel to CP, and consequently PC bisects the angle APB — u. 
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Let the point C lie on the same equipotential line with C; then 
the voltage between P and C is also equal to zero, and by analogy 
with eq. (308) we have 

n/n = AC'iBC = const (309) 

By plotting PD' = rj (not shown in the figure) along FA, in the 
opposite direction from PD, and connecting Z/ to £, one can show 
as before that PC bisects the angle BPD = 180° - w. But the 
bisectors of two supplementary angles are perpendicular to each 
other; consequently, CPC is a right angle, and the point P lies 
on a semicircle drawn on the diameter CC. This semicircle is 
the equipotential line itself, because all points, such as P, which 
are determined by C and C , must lie on it. The semicircle below 
AB evidently belongs to the same equipotential line. 

From eqs. (308) and (309) the following expressions are ob- 
tained for the radius R of the equipotential line under considera- 
tion. 

BC 



- {BCfACy 



(310) 



^ - 1 + BC'/AC: ^^^^ 

so that the equipotential line can be easily drawn for a given 
C or C. 

Let it be required to calculate the elastance of the slice of die- 
lectric between the neutral plane (XX and the equipotential sur- 
face passing through a given point C. It is sufficient to find the 
expression for a unit axial length, knowing that the elastance is 
inversely proportional to the length of the conductors. 

Write the expression for the voltage between the points N and 
C, using again eq. (290). For the systems A and B we have 

Esc = W/2v) [Ln {AC /AN) - Ln {BC/BN)], 
or, since AN = BN, 

Effc= W/2T)Ln{AC/BC) (312) 

From this equation we see that the elastance per centimeter 

Snc'_= Enc/Q' = (ff/2 t) Ln {AC/BC). . . (313) 

From this expression, the elastance between any two equipotential 
surfaces can be calculated, by computing first the elastance be- 
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tween each of the surfaces and the plane of symmetry 00', and 
then taking either the sum or the difEerence of these elastances, 
depending upon the positions of the two ^ven surfaces; that Is, 
whether they lie on different sides or on the same dde of the 
plane 00'. 

It has been explained above how to divide the field by surfaces 
of force into permittances of desired values, these permittances be- 
ing proportional to the angles fli or ffj, determined by the point N' 
on the neutral plane. Knowii^ now how to subdivide the field 
into elastances of desired values by equipotential surfaces, the 
student can without difficulty calculate the permittance or the 
elastance of a given slice in the field between two equipotential 
surfaces and two surfaces of force. 

ftob. 1. For an assumed size of Hie conductors and a spacing used in 
extra-bigh-tenfiion transmission lines, draw a set of lines of force and equi- 
potential lines (]iHg. 50) such as to divide the total voltage and the total 
electrostatic flux into 10 equal parte. 

Prob. 2. Let A aad B (P^g. 50) be two very small wires at a distance 
of 90 cm. between centers. What is the permittance of the slice NN'PC 
if NN' •= 25 cm.; NC - 32 cm.; and the axial length is 180 m.7 

Ans. 0.000861 mf. 

Prob. 8. Show that the lines of force between two small spheres are 
not circles, but curves the equation of which is cos fli + cos 9, = const. 

Prob. 4. Show that the equipotential surfaces in the case of two 
small spheres are represented by the equation 1/n — l/r, = const. 

Prob. 6. Show how to draw in a given ease the field shown in Fig. 51. 
Solution: Draw a set of n lines of force due to the system AB alone, the 
same as in Fig. 50. Let the flux Q' be divided into n equal parts, so that 
the flux between the adjacent surfaces of force is Q'/n. Draw a mmilar 
set of lines of force for the system A'B'. The equation of a line of force 
in the system AB is (o = const.; that in the system A'B' is m' = const. 
According to the principle of superposition, the equation of a line of force 
in the resultant field is w — u' = const., the minus sign being due to the 
fact that A' is negative if A is positive. Let the point of intersection of 
two lines of force u = C and u = C be the starting point for draw- 
ing a line of force in the resultant field. Then the point of intersection 
of the next lines u = C + i/n and u>' = C + r/n also belongs to the 
same line of force in the resultant field, because for both points » — a — 
C — C. In other words, the lines <rf force in the resultant field are 
diagonal curves with respect to the lines of force io the component fields, 
and may be drawn from intersection to intersection. A similar construc- 
tion holds for equipotential surfaces. The student is strongly ui^ed to 
try this construction for some assumed data, because the method of 
diagonal curves is generally appUcahle when a ^ven field can be resolved 
into two simpler fields. 
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63. The Elastance betweea Two Large Parallel Circular 
Cylinders. The formulse derived in Art. 60, for the elastance 
and permittance of a homogeneous medium between two parallel 
cylinders, hold true only when the diameters of the cylinders are 
small as compared to the Interaxial distance, for the reason there 
explained. When the diameters of the cylinders are compara- 
tively lai^, the elastance is derived by reducii^ the conditions to 
those obtaining in Art. 60. 

Let A and B (Fig. 50) represent as before two conductors of 
very small diameter, and let a difference of potential of 100 volts 
be maintained between them by means of a battery. Let the volt- 
age between the conductor B and the equipotential surface CPC 
be 20 volts. Place an infinitely thin metal sheet so as to coincide 
with this surface, and connect this sheet to a point of the battery 
such that the voltage between it and the conductor B still remains 
equal to 20 volts. These changes do not a£Fect the electrostatic 
field either inside or outside the surface CPC, the displacement 
being normal to this surface. Now remove the conductor B al- 
together, leaving a difference of potential of 80 volts maintained 
by the battery between the conductor A and the cylinder CPC 
The field outside the cylinder is not affected; that inside of it has 
entirely disappeared. We have now a field between the cylinder 
A of very small diameter and the cylinder CPC of a compara- 
tively large diameter. Take now another equipotential surface, 
for instance KMK', symmetrical with CPC, place a metal cyhnder 
so as to coincide with it, and connect it to a tap on the battery, 
so that the same difference of potential of 20 volts remains be- 
tweea this cylinder and the conductor A. The field is not altered 
by this connection, and now the conductor A may be removed. 
Thus, we finally obtain a field between two cylinders of compara- 
tively large diameter. The difference of potential between the 
cylinders ia only 60 volts, while the original difference of potential 
between the conductors A and B was 100 volta. 

Conversely, let the cylinders CPC and KMK' be given, and 
let it be required to find the shape of the field between them, and 
the elastance of this field. The problem is reduced to that of 
finding the positions of the infinitely small eccentric conductors 
A and B, with respect to which the given cylinders are equi- 
potential surfaces. Then the field is mapped out accordii^ to 
tiie formulffi g^ven in the preceding article, leaving out the space 
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inside the cylinders. The elastance between one of the lai^ 
cylinders and the plane OO' is calculated by using formula (313). 
This method is applicable whether the two cylinders are of the 
same radius or not, and whether one is out^de or inside of the 
other. It is always possible to find the positions of the lines A 
and B with respect to which the pven cylinders represent equi- 
potential surfaces. The details of the calculation are given below. 
Consider first the case of two cylinders CPC and KMK' of 
the same diameter d; let the distance between the centers p and 
q of these cylinders be equal to c. In order to use eq. (313), it is 
necessary to express AC and BC through the given quantities c 
and d. According to eqs. (308) and (309), we have 

ACfBC = AC'/BC (314) 

All the quantities which enter into this equation can be expressed 
through one unknown length, for instance BC. We put 



AC = CK + AK={c-d)+x; 
AC = X + c; 
BC = d- X. 

Substituting these values into eq. (314), and solving the resulting 
quadratic equation for x, we obtain, retaining the positive value 
only, 

BC = AK = x = \[-{c -d) + Vci^^»] 

= Jd{-(«-l) + Va'-lI, (316) 

where the ratio of the intenudal distance to the diameter is de- 
noted by a, or 

a - c/d (317) 

By substituting this value of x into the expression for 4 C in eqs. 
(315), we find 

AC=\{{c~d) + y/c^- d=] = i d[(a - 1) + V«* - 1], (318) 
80 that 

AC/BC = [(« - 1) + V;^^riy[ - (a - 1) + V^^]. 

This expression can be simplified by multiplying both the numer- 
ator and the denominator by thti value of the numerator, so 
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as to get rid of the square root in the denominator. The 
result is 

AC/BC = a + Va»- 1 (319) 

The expresMon (313) for the elastance between one of the cylinders 
and the plane of symmetry, per unit of axial length, becomes 

S'= (<r/2)r)Ln[o + Vcr'-l]. . . . (320) 

Those familiar with hyperbolic functions will notice that the pre- 
ceding equation can be simplified into 

S' = ((r/2T)Cosh-'a (321) 

Since tables of hyperbolic functions are readily available, the 
evaluation of elastance is simpler in this form than it is if eq. (320) 
is used.' 

When the diameter of the conductors is small as compared to 
the interaxial distance, a is a large quantity, and unity under the 
radical sign in eq. (320) may be neglected. Thb equation be- 
comes then practically identical with eq. (296). For large values 
of a, the term (1-1 /a^)*, obtained by factoring in expression (320), 
is conveniently expanded according to the binomial theorem, the 
result being 

S' = (ff/2*)Ln(2«- J«-'-Ja-»-TV«-*- ■ ■ .)• (322) 
With the exception of 2 a, all of the terms in parentheses are 
small corrections to the result. 

Let now the diameters of the two given cylinders be different. 
In addition to relation (314), we also have 

BKfAK = BK'/AK' (323) 

It is necessary in this case to introduce two unknown quantities, 
BC = X and AK = y. Equations (315) are modified accordingly. 
All of the quantities in eqs. (314) and (323) are expressed through 
X and y, and then these two equations are solved together for x 
and y. After this, the elastance between each cylinder and the 
plane 00' is expressed by using eq. (313). 

' Dr. A. E. Kennelly, " The Linear Resistance between Parallel Conduct- 
ing Cylicders in a. Medium of Uniform Conductivity," Proceedinga Amer. 
Pkil/jsophieai Soc., Vol. 48 (1909), p. 142; also his article on "Graphic Rep- 
resentations of the Linear Electrostatic Capacity between Equal Paralld 
Wires," Eiectricat World, Vol. 56 (1910), p. 1000. See alao his book on Ap- 
plkatians of Hyperbolic FuncHom U> Ekrirical Engineerinu (1912), 
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In some cases it is required to calculate the dielectric fiux 
density at a point in the field between the cylinders, or at the sur- 
face of one of the cylinders. Let P (Fig. 52) be a poiat in the 
field between two parallel cylinders, small or large ; the flux density 
at P is the geometric sum of the densities due to the systems A 
and B. The flux density due to the system A is 

i>i = e7(2^i). 
while that due to B is 

Dt = e'/(2^i)- 
These component densities are directed as shown in Fig. 52. 
The resultant denmty D is directed along the tangent to the line 




Fia. 52. Dielectric flux density at a point, determined by the method 
of siiperpoBition. 

of force through P. From the preceding two equations, we have 
the relation 

Di:D2 = ri:n, 

so that the triangles APB and Pmn are similar. The correspond- 
ing sides are marked with one, two, and three short lines respec- 
tively. From these triangles we can write 

D:D, = b:rt, 
or, substituting the foregoing expression for d, 

D = Q'b/i2irTin) (324) 

From this expresaon, the flux density can be calculated at any 
point in the field or on the surface of one of the cylinders. Mul- 
tiplying the flux density by the elastivity of the medium, the cor- 
responding dielectric stress is obtained. It must be kept well in 
mind that b, Ti, and r^ refer to the points A and B, and not to the 
centers p and q of the actual cylinders. 
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nob. J. Take two equal cylinders at a comparatively short distance 
apart, and (a) calculate the permittance per meter of the axial length; 
(b) divide the field into 10 equal elaatances in series and into 10 equal 
permittances in parallel; (c) plot a curve of the flux density diatribu- 
tion on the surface of one of the cylinders. 

Pnib. S. Show that on an equipotential surface surrounding A, and 
consequently on the corresponding metal Burface, the flux density varies 
inversely as ri*. 

Prab. S. Show how to calculate the permittance between a large cylin- 
der and a given infinite plane. 

PrOb. 4. Show that A and B are inverse points with respect to any 
equipotential circle; this means that the radius qC is the geometric mean 
between the distances qB and gA, and the radius pK is the geometric 
mean between the distances pA and pB. This is true whether the radlj 
gC and pK are equal or not. 

Prob. B. Extend the theory given in this article to the calculation of 
the elastance and flux density distribution between two large spheres. 
Consult the chapters on electrostatics in some standard work on the 
mathematical theory of electricity and magaetiam. 
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CHAPTER XVII 

EQUIVALENT ELASTANCE AND CHARGING CURRENT 
OF THREE-PHASE LINES 

64. Three-phase Line with Symmetrical Spacing. Consider 
an unloaded three-phase Une, and let the three conductors be 
denoted by ^4, B, and C respectively. There ia a displacement of 
electricity between each pair of conductors, and since the three in- 
stantaneous voltages are different, the displacements between the 
three pairs of conductors at any instant are also different. The 
three sets of lines of force are relatively displaced and the flux 
density varies from instant to instant, so that there is produced 
in reality a revolving electrostatic field. Let the instantaneous 
displacements which issue from the three conductors per unit of 
axial length be denoted by qu qt, and qs, where the subscripts 1, 2, 
and 3 refer to the conductors A, B, and C respectively. To be 
consistent with the notation used before, these symbols should be 
provided with the " prime " sign, but this sign is omitted in order 
not to obscure the formulie. The displacements are considered 
positive when they are directed from the conductors into the die- 
lectric. Since electricity behaves like' an incompressible fluid, as 
much of it as is displaced at any instant out of one conductor 
must be displaced into the other two conductors, so that at all 
times the following relation holds, namely, 

qi + qi + q» = (325) 

The three g'a vary with the time according to the sine law. With 
a symmetrical spacing of the wires, and symmetrical voltages 
forming an equilateral triangle (Fig. 53), the effective values of 
the three q'B are equal, and the corresponding instantaneous 
values are displaced in time phase by 120 degrees. The charg- 
ii^ current per unit length of a conductor is equal to the rate 
of change of the corresponding displacement with the time, or 

i = dq/dl (326) 
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But, with Mnusoidal voltages, the displacements vary also ac- 
cording to the sine law, or 

g = Q,sin2T/(, (327) 

where Q. is the maximum value of the displacement from one of 
the conductors. Substituting this value of q in eq. (326), we find 
that 

i = 2TfQ^cos2Tft (328) 

Consequently, the ampfitude of the charging current 

/- = 2»/Q«, (329) 

and the same relation holds true for the effective values of the 
displacement and current. It is to be noted that the charging 
current leads the flux by 90 electrical degrees. Thus, knowing 
the displacement, the charging current can be calculated from 
eq. (329). If Qm is expressed in microcoulomba per kilometer, 
/n is in microamperes per kilometer. 

The actual charging current which Sows through a cross- 
section of the conductor, b equal to that necessary to supply the 
displacement between this cross-section and the receiver end of 
the line. In other words, the charging current varies along the 
line, from a maximum at the generator end to zero at the receiver 
end. If the effective voltage along the line were constant in 
phase and magnitude, the amphtude of the chaiging current 
would vary according to a stnught-line law. In reality, the volt- 
age varies along the line, due to its resistance and inductance, so 
that the variations in phase and amplitude of the charging cur- 
rent along the line follow a much more complicated law. 

The influence of the permittance of the line upon its voltage 
regulation ia treated in Arts. 68 and 69 below. The problem here 
is a preliminary one; namely, with a given size and arrangement 
of conductors in a three-phase line, to find the permittance per 
kilometer of the equivalent single-phase line, for which the volt- 
age regulation is usually calculated. The problem is solved by 
applying again the principle of superposition. Each conductor 
b considered as forming a condenser with a concentric cylinder 
of infinite radius, the three phases being star-connected and the 
three cylinders grounded. The vectors of the star and delta volt- 
ages are shown in Fig. 53, the subscripts 1, 2, 3 referring again 
to Hie conductors A, B, and C respectively. 
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Applying eq. (290) for the voltage between the conductors A 
and B, we have, for instantaneouB values, 



en = (<r«,/2x) Ln (6/a) + (ffft/2 t) Ln {a/&), 



(330) 



where, as before, the spacing is denoted by b, and the radii of the 
conductors by a. The first term on the right-hand side of this 
equation represents the action of system A, the second term that 
of system B. The action of the system C is equal to zero, be- 
cause, on applying eq. (290) for this system, it is observed that 
r = r', on account of the symmetrical spacing. In other words, 




Electric displacements in a three-phase line with 
iMdlagea and gf/mTnelriaU spacing. 



for system C the conductors A and B lie on the same equipoten- 
tial cylindrical surface. The precedii^ equation is simplified to 
«u = (*?i ~ ffa) iS', where S' is the elastance expressed by eq. 
(296), that is, the elastance between one of the conductors and 
the plane of symmetry 00', as if the third conductor did not 
exist. Owing to symmetry, the other two equations are similar; 
thus we have 

cw = (9i - q%)S';\ 

eM= (9. -9i)S'; (331) 

ei! = (9i - 9i) S'. ) 
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This result is interpreted graphically in Fig. 53, remember- 
ii^ that relations which hold true algebraically for instantane- 
ous values of sinusoidal quantities, hold true geometrically for 
the corresponding vectors of these quantities. Accordii^ to eqs. 
(331), the instantaneous values of (ji — ^2), (31 — Q3), and (j» — qi) 
are in phase with the correspondii^ voltages eu, en, and en. For 
this reason, the vectors (Qi — QO, (Qj — Qi), and (Qa — Qi) are 
drawn in phase with the vectors Ea, En, and £11. In regard to the 
quantities Qi, Qt, and Qj, we know that, for reasons of symmetry, 
they are equal numerically and are displaced in phase relatively 
to each other by 120 degrees. Therefore, they must be repre- 
sented by vectors from the center to the vertices of the triangie 
MNP. The condition is then fulfilled that each side of this tri- 
angle is equal to the difference of two vectors from the point O. 

We see now that the three electric displacements Qi, Qt, and 
Q» are in phase with the corresponding star- or Y-voltages of the 
system; also, from the similarity of the triangles, we have Ea/Ei 
= (Qi — Qt)/Qu with corresponding relations for the other two 
phases. Consequently, eqs. (331) are reduced simply to 
El = Q,S';] 

E2 = Q2& 

Et = Qt& 

We thus arrive at the following important conclusion: The dia- 
placemerU (and consequently the charging current) per phase of a 
three-phase line with symmetrical spacing and symmetrical vdliayes 
is equal to that in a single-phase line with the same condiictors and 
the same spocinj;, promded that the star voltage of the three-phase 
line is egval to that between one conductor and the netOral plane OO' 
in the sirtgle-phase liTie. 

As explained in Art. 36, an equivalent single-phase line is 
obtained by taking one conductor of the three-phase line and 
assuming the transmission voltage to be equal to the star voltage 
of the actual transmission line; the return conductor is supposed 
to be devoid of both resistance and inductance. The preceding 
rule gives a simple method for finding the pennittance of the 
equivalent line; namely, the permittance of the equivalent single- 
phase line is equal to that between one of Ike conductors of the actual 
line and the plane of symmetry betieeen it and one of the other con- 
ductors, as if the third conductor did not exist. 
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The calculation of the charging current with an unsymmetrical 
spacing of conductors is much more involved, and is explained in 
the next article. Fortunately, however, the spacing between the 
conductors affects the value of the chat^ng current but little, 
with the usual ratios between size of conductor and spacing. 
The student can easily verify this fact by consultii^ any available 
table of capacities or charging currents of transmission lines. 
The reason for this is that the principal part of the elastance be- 
tween two small conductors occurs near the conductors, where 
the flux density is comparatively high. Consequently, it is pos- 
sible in practice to estimate the permittance per phase of a three- 
phase line with unsymmetrical spacing, by finding the limits of 
the permittance with symmetrical spacii^. For instance, let 
two conductors be placed on a cross-arm and the third on top of 
the pole, forming an isosceles triangle. Let the spacings be 
2 m. and 1.3 m. respectively. The charging currents are differ- 
ent in the three conductors, but the average value is larger than 
with a symmetrical spacing of 2 m., and smaller than with a sym- 
metrical spacing of 1.6 m. Having found the chargiog currents 
or the equivalent permittances for these two spacings, one can 
assume an intermediate value by interpolation, or else take one of 
the two limits, whichever ^ves the more unfavorable operating 
conditions of the line. 

It is rather a tedious problem to estimate the influence of the 
ground upon the charging currents in a three-phase line. The 
theory is siOiple, the ground being replaced by the images of the 
three conductors, as in Fig. 51; but the formulie are long and in- 
volved, because the effects of six separate systems must be super- 
imposed. See problem 3 in the next article. 

Prob. 1. Show that when one of the conductors in a three-phase line 
fwls, the charging current in the other two conductorB drops to 86.6 per 
cent of its former value. Solution: Let C be the permittance between 
one of the conductors and the plane of symmetry between it and one of 
the other conductors. Then the charging current with the three phases 
alive is kCiE/Vz), where E is the line voltage, and A ia a coefficient 
of proportionality with which we are not concerned here. Operating 
single-phase, the charging current is kC{\ E). The ratio of the two is 
0,5/ (1/ y/i) - 0.866. 

Piob. 2. A three-phase, 140-kv., 25-cycIe transmission line consists of 
conductors 2 cm. in diameter; the spacing is symmetrical and equal to 
3.5 m.; the length of the line is 250 km. What is the total reactive 
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power necesaary to keep the line alive, and what are the voltage and the 
permittaQce per kilometer of the equivalent single-phase line? 

Ana. 7270 kva.; 80.8 kv.; 0.00947 mf. per km. 

Iteb. S. A three-phase transmission line consists of conductors 18 aim. 
in diameter, suspended all three in the same vertical plane, at a distance 
of 2.4 m. between the adjacent conductors. What are the limits of the 
elastance of the equivalent single-phase line? 

Ans. 100 and 1 13 megadarafs per km. 

Note: The proximity of the two limite shows that It is sufficient for 
practical purposes to consider the symmetrical spacing only, as far as 
the dielectric and magnetic effects are concerned. Mr. J. G. Pertech, Jr., 
has called the author's attention to the fact that, with certain simplifying 
assumptions, and when the three wires are transposed, the equivalent 
spacing for inductance and capacity is equal to the geometric mean of 
the three actual spacings, or 

bet - ^bijH^,,. 

In the case under consideration the equivalent spacing is 3.02 m., and the 
corresponding elastance equals 105 n^. per km. 

Prob. 4. Extend the treatment gjven in this article to the case in 
which the three delta voltages are different (F^. 54), and show that the 
point coincides with the center 
of gravity of the triangle, a sym- 
metrical spacing of the conductors 
being presupposed as before. Solu- 
tion: Equations (331) hold true as 
before, and the sides of triangle 
MNP are parallel to those of 123, 
but the point cannot be deter- 
mined in this case from the sym- 
metry of the figure. * Any point O 
within the triangle 123 gives a set 
of star voltages Ei, E,, and Et, 
which will produce the given set of 
h delta voltages; but there is only 

Pio. M. Electric displaconents in a <"ie point from which the rays 
lhre&i)hase Une with untymmelruxU ^° the vertices of triangle MNP 
poUages and «jfl7.me(ricai spacing. satisfy condition (325). Since the 

displacements in the equivalent 
single-phase lines must be proportional to the voltages, condition (325) 
requires that the geometric sum of Ei, Ei, and E, shall equal zero. 
The parallelogram 021'3 gives the freometric sum of Ei and E, equal 
to 01'. If is the correct point, OV must be equal and opposite to 
01, and Om = )01. Similarly, the condition must be fulfilled that 
On — i02, and Op = )03. It is known from elementary geometry that 
the three bisectors of a triangle divide each other in the ratio of 2 to 1, 
and that the point of their intersection is the center of gravity of the 
trianf^e. Hence the point is the center of gravity of the triangle 123. 
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From eqa. (331) we again derive eqs. (332), and finally arrive at the 
same conclusion aa that printed in italics after these equations. The 
three star voltages being difFereot, one from another, the three charging 
currenta are also different, each leading the corresponding Q by 93 d^;ree8. 
The permittance and the volt^e of the equivalent sngle-phaee line are 
also different for each phase, in spite of the symmetrical spacing of the 
conductors. 

Prob. 6. For a given three-phase line with symmetrical spacing and 
voltages, draw the electrostatic field for the instant when one of the 
delta voltages is equal to zero ; also make three drawings of the field at 
the ends of intervals A, A and A of a cycle later. Use the principle of 
superposition explained in Prob, 5, Art. 62, and apply it to the three 
component systems. A, B, and C, keeping in mind the relative magni- 
tudes of the instantaneous displacements. 

66. Tliree-phase Line with nDsymmetrical Spacing.' As 
is mentioned in the preceding article, the calculation of chai^ng 
currents in a three-phase line with unsynunetrical spacii^ ia 
much more involved than with symmetrical spacing, and is not 
of much practical importance at present. An outline of it is 
given here in order to fix more firmly in the student's mind the 
general principle of superposition, and the method by which the 
results are derived in the preceding article. Moreover, the in- 
fluence of the dielectric is becoming more and more important, as 
the transmission voltages and the lengths of transmission lines 
are increased. The time may come when the exposition given in 
this article will be of assistance in the solution of practical prob- 
lems. 

Let the three spacings be denoted by 612, 623, and bn respec- 
tively. Equations (325) to (329) inclusive hold true as with a 
symmetrical spacing, but eq. (330) now becomes 

e« = (<r5,/2») Ln (612/a) + (^ff,/2T) Ln (a/6u) -1- 

(ffj,/2T)Ln(Wh.i), (333) 

because the effect of the system C is not equal to zero in this case. 
Similar equations may be written for en and est, but only two 
equations are independent; the third is obtained by combining 
the two others, because the third voltage in a delta combination 
ia determined by the other two voltages. The third independent 
equation is (325), and these three equations determine the three 
unknown q's. 

1 This article may be omitted, if so desired. 
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The following solution of these equations gives an insight into 
the physical relations, and leads to a result which is convenient 
in numerical work. The last term on the right-hand side of 
eq. (333) is usually much smaller than the other two terms, so 
that it may be conveniently represented in the form of a cor- 
rection to the other two, thus preserving the general form of eq. 
(330). Substituting the value of g» from eq. (325) into (333), we 
obtain 

eB = (ff5,/2T)Ln(Wa)-{<^«*/2T)Ln(Wa), • (334) 
where the quantities, 

b^ = Mia/bji, (335) 

ba = b„bu/ba,\ 
may be called the corrected spacings. The factors by which the 
displacements qi and qt are multiplied in eq. (334) are familiar, 
since they are of the same form as the right-hand member of 
eq. (296). It wOl be recalled that eq. (296) expresses the elaa- 
tance between one conductor and the plane of symmetry of a 
single-phase line. The above-mentioned factors therefore rep- 
resent the elastances of single-phase lines having the corrected 
spacings bd and b^ respectively. Denoting the reciprocals of these 
elastances, or. the corrected permittances, by C with the corre- 
sponding subscripts, eq, (334) and the two similar equations for 
the other phases are reduced to the form 
ea = qi/Ci - qt/Ci'A 

eu = j,/C, - gs/Cs; (336) 

eji = qt/Ct — gi/Ci. I 
On the other hand, for any star point 0, no matter where 
located, we have the following relation between the delta and 
star voltages: 

ei2 = ci — 62 ; I 

en = ei — e»;\ (337) 



We ^am select the neutral point in such a manner that each 
star voltage is in phase with the corresponding q; that is, in 
phase quadrature with the corresponding charging current. Then 
the given three-phase system is directly resolved into three inde- 
pendent single-phase lines, and our problem is solved. If the 
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point ifl 80 selected, then by comparing eqs. (336) and (337) we 
have 

et = ft/C.; (338) 

«« = qt/Ct- ) 
Substituting the values of the g's from these equations into eq. 
(325) gives 

CiCi + CiCi + CsCi = (339) 

This is the condition which the point must satisfy if eqs. (338) 
are to hold true. Eliminatir^ e^ and eg from eq. (339) by means 
of the first and the last of the eqs. (337), and solvii^ for Ci, we 
obtain 

ex = c«Ci/C - enCt/C, (340) 

where 

C = Ci + C, + C, (341) 

As mentioned above, C\, C,, and d are the permittances per unit 
length between one wire and the plane of symmetry, for the cor- 
rected spacings defined by eqs. (335). 

Since relations which hold true algebraically for instantaneous 
values also hold true geometrically for the vectors of the same 
quantities, eq. (340) suggests a 
simple method for finding graph- 
ically the position of the neutral 
point in the vector diagram 
(Fig. 55). To locate 0, plot 1 k 
= Eii(Ci/C) in the direction op- 
posite to Ell, and kO = EUC/C) 
parallel to En. Or else, the prob- 
lem may be solved analytically, 
using either the orthogonal or 
the trigonometric form of com- 
plex quantities. Havii^ deter- 
mined the position of 0, the Fra- 55. Electric displacements in 
thr^estarvoltagesbecomeknown, » tbrw^phwe Bystan with un^jfm- 
J ,, ,, 1- J. metrical voUaga and uiuvmmetrietu 

and then the corresponding dis- g™^-™, 

placements are found from eqs. 

(338). The charging currents are determined by eq. (329), and 
are in leading quadrature with the corresponding star voltages. 
The given system is thus resolved into three independent equiva- 
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lent single-phase systems with the voltages Ei, Et, and ff», and 
the permittances Ci, C%, and Ci, per unit lei^h. 

Instead of using the treatment given above, one could find the 
equivalent conductance and auaceptance by using a method anal- 
ogous to that employed in Art. 63 of the Magnetic Circuit. 

Prcib. 1. Deteimine the actual equivalent elastaucea in problem 3 of 
the preceding article, and compare them with the asaumcd limits. 

Prob, 3. Extend the treatment given above to the case in which the 
croaa-sections of the three conductors are different, one from another. 

Prob. 3. Show how to estimate the influence of the ground upon the 
chai^ng currents in a three-phase line, using the method of successive 
approximations. Solution: Replace the conducting ground by the three 
images A', B', and C of the actual conductors, as in Fig. 51. This gives 
six electric systems with cylinders at infinity. Applying the principle erf 
superposition to the voltages between the conductors A — B and B — C, 
we get, by analogy with eq. (333) : 
e„ = (■>q,/2 t) La ((»„/a) + (»g./2x) Ln (a/6„) + (og./Sx) Ln (6„/6.,)] 

- (->q,/2r) Ln {BA'/AA') - («q,/2ir) Ln {BB'/AB') 
-(,T9,/2T)Ln(BC'MC'); 

ei. = (»?i/2 ») Ln {lh,/a)-\- i^,/2^) Ln (a/6„) + (.,g,/2 r) Ln {b„/b»)[ 

- (ff?,/2 t) Ln iCB'/BB') - (»g,/2 x) Ln {CC'/BC) 

- (-rj,/2»)Ln(C^7B4'). J 
From these two equations, together with eq. (325), the three unknown 
q's can be evaluated. By a method similar to that used in the text 
above, eqs. (342) are conveniently reduced to the form 
e,f^(a/2-w)[q,lja{BA' /AA')-\-qtLa{BB' /AB')-\-q,\ja{BC' /AC')\'\ 

= q./C,-q,/C,; I , . 

e» + (ff/2T) [9, Ln(CB'/BB')+?,Ln (CC'/BC) -t-?.Ln(C^7B'i')lf^' 

" 3./C, - q,/C,; J 

where the three C's and the corrected spacings are the same as before, 
without the ground. The last three terms on the left-hand side of eqs. 
(343) are small as compared to en and en, and represent the effect of the 
ground. Therefore, the simplest way of solving these equations is to 
neglect the correction terms in the first approximation, and to solve for 
the three q'a exactly as explained in the text above, by finding the proper 
point (Fig. 55). The correction terms may be said to modify the 
values of en and e,, in eqs. (343). Having the values of the q's in the 
first approximation, the corrections are calculated, and, being added to 
ei: and en, give aew values of the latter, say e'u and e\,. Having thus 
modified the triangle 123 in Fig. 55, a new p>oint is found, and new 
values of the q'a. The corrections for e,i and eu can now be determined 
more accurately, and then new values of the q's found, which wiU be more 
nearly correct than the foregoing ones. In this way, the influence of the 
ground can be estimated with any desired degree of accuracy, without 
solving loi^ and involved simultaneous equations. 
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DIELECTRIC REACTANCE AND STJSCEPTANCE m 
AlTERNATING-CtniRENT CIRCUITS 

66. Dielectric Reactance and Susceptance. Let a ccDdenser 
of pennittance C, or elastance S, be connected across an alternat- 
ing-current line of voltage E and frequency /. Let any instanta- 
neous value of the voltage be denoted by e, where e = E^ sin 2 vft; 
then the corresponding instantaneous displacement in the dielec- 
tric is 

q = eC = e/S (344) 

This displacement varies according to the sine law and is in phase 
with the voltage, because g is at every instant proportional to e. 
The chaining current flowing from the line into the condenser is 
at any instant equal to the rate of change of q with the time, or 

i = dg/dt = 2 itfCE„ cos 2 »/( (345) 

It will be seen from this equation that the charging current leads 
the volti^e by 90 degrees, as has already been explained in Art. 48 
above. The amplitude of the charging current is 

/„ = 2 TfCE„ (346) 

It may thus be said that a permittance C connected across a 
source of voltage, of frequency /, is equivalent to a susceptancc 

b=-I„/E„=-2TfC (347) 

The minus sign is necessary because the current is leading, while 
with a magnetic susceptance it is lagging. In other words, by 
using the minus sign in the case of dielectric susceptance, and the 
plus sign for mi^netic susceptance, it is ix>ssible to extend the 
formulse deduced in Chapters 8 and 9 to alternating-current cir- 
cuits containing dielectrics. 

In the preceding formulEe C is in farads, S in darafs, q in 
coulombs, and h in mhos. If C is expressed in microfarads and 
S in megadarafs, eq. (347) becomes 

6=-2jr/CXl(H = -2x/Xl(H/Smhos. . . (348) 
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The corresponding dielectric reactance is 

x = -10*/(2)r/C)=--10*S/(2)r/)olims. . . (349) 
The dielectric susceptauce is equal to — 2 vfC only when there ia 
no resistance in series with the condenser. When a condenser is 
connected in series or in parallel with an ohmic resistance, the 
treatment is analogous to that of a magnetic inductance in combi- 
nation with a re^stance; that ia, equivalent series and parallel com- 
binations are used, as explained in Art. 27. To give a detailed 
treatment here would simply be to repeat what has already been 
explained in the above-mentioned article. The only difference is 
that expressions (348) and (34S) are used in place of (107) and 
(86), and the currents are leading, while with magnetic reactance 
they are la^ng with respect to the impressed voltage. 

In some circuits both magnetic and dielectric susceptances 
are connected in parallel. They are simply added, takii^ into con- 
sideration their opposite signs. For instance, a magnetic suscept- 
auce of 7 mhos in parallel with a dielectric susceptance of 5 mhos 
is equivalent to a net magnetic susceptance of 2 mhos. A simi- 
lar rule is applied when magnetic and dielectric reactances are con- 
nected in series. 

With these explanations, the student will have no difficulty 
in dealing with any combination of resistances, condensers, and 
inductance coils in an alternating-current circuit. 

Prob. 1. A condenser of 7.3 mf. permittance b connected across a 
503-volt, 60-Gycle supply. What are the susceptance and the char^g 
current? 

Ans. b = -0.002754 mho; I =j 1.377 amp., the voltage being the 
reference vector. 

Prob. a. The condenser in the preceding problem is shunted by a 
uon-inductive resistance of 750 ohms. Mnd the total current and the 
power-factor. Solution: The current through the resistance is = 500/750 
= 0.6667 amp.; tan * = 1.377/0.6667 = 2.065; cos « = 43.58 per cent 
Oeading). Total current - 0.6667/0.4358 - 1.53 amp. 

Prob. 8. The condenser and the resistance in the preceding problem 
are connected in series, instead of in parallel. What is the equivalent 
parallel combination? 

Ans. Cp = 1.387 mf.; r, = 926 ohms. 

Prob. 4. The voltage at the recover end of a 25-cycle, single-phase 
transmission line is 45 -i- j57 kv,; the load current is 178 + j69 amp. 
The series magnetic impedance of the line is 32 -|- J 68 ohms, and its 
capacity is 4.24 mf. Calculate the generator current and voltage. For 
purposes of calculation, one half of this capacity can be assumed to be 
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connected acnwa the generator end of the line, the other half across the 
receiver end. Solution; The dielectric eusceptance at the receiver end 
of the line ia -2 r X 25 X 2.12 X lO"* = -0.333 X lO"' mho. The 
corresponding charging current is 

jO.333 X 10-'(45000+j57000) --19+jl5amp. 
Conaequently the total line current ia 159 +J8i amp. The line drop is 
(159 + j84) (32 + j68) - -624 +^13500 volta. The generator voltr 
age is 44.38 + j 70.5 kv. The charging current at the generator end is 
j 0.333 (44.38 + j 70,5) ^ -23,5 + j 14.79 amp. The generator current 
is 135.5 + j 98.8 amp. 

Prob. 6. Explain the physical reason why a dielectric susceptance in- 
creases with the frequency, while a magnetic susceptance is inversely 
proportional to it. 

Prob. 6. Investigate the influence of a condenser in a circuit to which 
a noD-sinusoidal voltage is applied; give a treatment similar to that in 
Art. 23. Show that the presence of an elastance accentuates higher 
harmonics in the current, while an inductance tends to diminish them. 
Make the physical reason for this difference clear to yourself. 

67. Cuirent and Voltage Resonance. Let a condenser be 
connected in parallel with a pure reactance coil, across an alter- 
nating-current line. Let the current through the condenser be 
5 amp., leading, and that through the coil, 3 amp., lagging. 
Then the total current supplied from the generator is 2 amp., 
leading. Thus, we have the paradox that the resultant current is 
smaller than either of its components. It is even possible to 
adjust the permittance and inductance to such values as to make 
the leadii^ and lag^g components equal, in which case the gen- 
erator current is zero. This condition is called current resonance. 
When the line current is reduced to zero, total or perfect reson- 
ance takes place; otherwise the resonance is called partial. The 
condition for perfect resonance is that the lagging current shall be 
equal to the leading current, or, what is the same, the dielectric 
susceptance must be numerically equal to the magnetic suscept- 
ance. Thus, if there is no resistance in either circuit, 

2t/C = 1/(2»-/L), 
from which 

2)r/VCL=l ; . (350) 

From this equation, any one of the three quantities /, C, and L 
can be determined, when the other two are given. Condition 
(350) may be fulfilled for the frequency of one of the higher har- 



D,g,,z.d by Google 



206 THE ELECTRIC CIRCUIT [Akt. 67 

monies of an e.in.f. wave, in which case we have partial resonance 
for the fundamental wave, and perfect resonance for one of the 
harmonics. If such is the case, the line current does not contain 
this harmonic, although it may be present to a considerable 
amount in the two branch currents. 

From the point of view of energy, current resonance consists 
in a periodic transformation of the potential enei^y of the elec- 
trostatic field into the kinetic enei^ of the magnetic field, and 
vice versa. When the current is at its maximum, the energy of 
the magnetic field of the reactance coil is also a maximum. But 
at this moment the voltage, and consequently the electrostatic 
displacement, are equal to zero, so that the whole enei^ of the 
circuit is in the magnetic field. One quarter of a cycle later, the 
displacement and the stored energy in the condenser are at a 
maximum, but the current and the magnetic field are equal to 
zero. At intermediate moments, the energy is contained partly 
in the electrostatic, and partly in the m^netic field. When 
condition {350) is satisfied, the maxima of the two enei^es are 
numerically equal, and the system "oscillates" freely in the 
electrical sense, in a manner analogous to the swin^g of a pendu- 
lum. The generator merely maintains the necessary frequency, 
and supplies the i*r loss. Without this loss, it would not be 
necessary to have the generator at all; the oscillations, once 
started, would continue indefinitely at the proper frequency. 
When the two energies are not equal, there must be a cyclic ex- 
change of energy between the generator and one of the branches; 
namely, the one whose storage capacity for energy, at the gener- 
ator frequency, is lai^r than that of the other branch. We then 
have partial current resonance. 

The presence of resistance in either branch obscures the effect 
of resonance to some extent, leaving, however, its general char- 
acter unchanged. The best way to see the influence of resistance 
is to replace each impedance by its equivalent parallel combina- 
tion. We then have two pure susceptances with reactive currents, 
and two conductances, the currents through which are in phase 
with the line voltage. The energy supplied to the conductances 
is converted into heat, and thus does not enter into the electrical 
oscillations. 

Let now a dielectric reactance be connected in series with a 
magnetic reactance, across an alternating-current line. The cur- 
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rent through the two devices is the same, and may be taken as 
the reference vector. Let the dielectric reactance be such as to 
produce across the condenser a drop of 1000 volta, lagging behind 
the current by 90 electrical degrees. Let the voltt^e acioss the 
reactance coil be equal to 900 volts, leadii^ the current by 90 
degrees. With these conditions, the total line voltage is equal to 
100 volts, lagging behind the current by 90 degrees. Thus, with 
a line voltage of only 100, it is possible to produce partial voltages 
of 1000 and 900 respectively. This condition is called voUage 
resonance. When the two reactances in series are equal, we have 
complete voltage resonance; otherwise the resonance is partial. 
The student will readily see that the condition for complete volt- 
age resonance is also expressed by eq. (350). In this case, the 
presence of resistance has no effect upon the correctness of the 
equation. By reading again the foregoing discussion of current 
resonance, and applying it to voltage resonance, the points of 
similarity and the differences between the two will be easily 
seen. 

One has to be on guard against possible resonance and a 
dangerous rise in potential in the operation of transmission lines 
and extended cable systems, because there the presence of per- 
mittance and inductance offers favorable conditions for surges 
between the dielectric and magnetic energies. These surges either 
produce large currents which open the circuit-protecting devices 
and interrupt the service, or the potential is raised to a value at 
which the insulation of the system is broken down. With a clear 
understanding of the principle of interchai^e of energy expl^ned 
above, the student ought to be able to follow without difficulty 
special works on the subject.' 

Prob. 1. A magnetic reactance of 65 ohma is connected in parallel 
with a permittance of 73.6 mf., across a, 2200-volt, 25-cycle circuit. De- 
t«rniine the total current, and the component currents, through the react- 
ance and through the condenser. 

Ana. 33.85 — 25.44 = 8.41 amp. (lagging). This is a case of partial 
current resonance, the total current being smaller than one of its com- 
ponents. 

' See W. S. Franklin, Eleclrtc Waves; 0. P. Steinmetz, Electric Di«- 
chargea, Waiiet, and Imjniises; also bia larger work on Transient Eled/rie 
Phenomena and OsciUalions. Some elementary experimenta and curves of 
resonance will be found in V. Karapetoff's Experimental Electrical Bngiiieer- 
tag, Vol. II, Arta. 440 to 446. 
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ftob. a. The permittor and the reactance coil given in the preceding 
problem are coimected across the same line in series, instead of in parallel. 
Hud the total current and the component voltages. 

Ana. 102.3 amp. Geading); 2200 = 8860 - 6650 volts. This is a 
case of partial voltage resonance, the voltage drop across each of the 
two devices being larger than the applied voltage. 

Prob. S. The elastance of a 60-cycle underground cable system is 
equal to 11.5 kilodarais; at what value of the inductance in the circuit is 
resonance of the seventh harmonic to be feared? 

Ana. 1.65 millihenry. 

68. Voltage Regulation of a Transmisaoti line, Taking Its 
Distributed Permittance into Account. The voltf^e regulation 
of a transmission line, disregarding its permittance, is treated in 
Art. 33. The value of the permittance of a single-phase line is 
deduced in Art. 60, while in Chapter 17 the effect of the chaining 
current in a three-phase line is considered, and it is shown how 
to calculate the pennittance of the equivalent single-phase line. 
The inductance of transmission lines is treated in Chapter 11 of 
the author's Magnetic Circuit. It remains now to show how to 
determine, for a given load, the relation between the generator 
and receiver voltages of an equivalent single-phase line, knowing 
its constants; viz., the values of the distributed resistance, mag- 
netic reactance, and dielectric susceptance. 

Let the total resistance of the equivalent single-phase line be 
r ohms, and its magnetic reactance x ohms. Then the series 
impedance of the line is 

Z = r+jx (351) 

Let the dielectric susceptance of the line be 6 mhos, where 6, ae- 
cort^ng to eq. (347), is a negative quantity; and let the leakage 
conductance to the ground be g mhos. Then the shunted ad- 
mittance of the line is 

Y = g-jb (352) 

The leakage conductance is due to imperfect insulation of the 
line, and may also be made to take into account the corona loss, 
if any exists. The value of g can only be estimated, and in most 
cases may be safely neglected. It is introduced here in order to 
obtfun a more general result, at the same time making the ex- 
pressions for Z and Y symmetrical. 

Since Y is uniformly distributed aloi^ the line, the curroit 
charges aa the distance from the generator increases; and t^ere- 
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fore it is necessary to consider the electrical relations in an in- 
finitesimal length ds, at some intermediate point of the line. Let 
the line volt^e at this point be E, and the line current, /. The 
seiies impedance of the element ds is (Z/l) ds, and its shunted 
admittance is (,Y/l) ds, where I is the total length of the line. 
Let dJE be the increment in the voltage in the length ds, and let 
dl be the corresponding increment in the line current due to the 
shunted admittance. We have then 

dE =-IiZ/V)ds, (353) 

and 

dl =-E{Y/l)d8 (354) 

The minus sign is needed on the right-hand side of eq. (353), 
because the drop in voltage I{Z/l)ds causes a decrement in E. 
Likewise the charging current E(K/Z)ds causes a decrement in 
the line current. » 

Equations (353) and (354) contain two dependent variables, 
E and /. To eliminate /, we divide both sides of eq. (353) by da 
and take the derivative with respect to s. The result is 

d^E/ds* = - {dl/ds) {Z/l). 
Substitutii^ the value of dl/ds from eq. (354), we obtain 

d^E/da* = EZY/P (355) 

This is a difTerential equation of the second order for E. We shall 
omit the solution of it and give only the result, for two reasons: 
first, because most students are not familiar with the methods of 
integration of differential equations; and secondly, because the 
solution is most conveniently expressed in hyperbolic functions of 
a complex variable, a form of function unknown to most students 
of ei^ineering.' Fortunately, even for the longest transmission 

' The Bimple theory of hyperbolic functiona and the solution of eq. (366) 
may be found, among others, in the following works and articles: McMahoD, 
Hyperbolic FuruHam; Dr. Eennelly, Applioatiom of Hyperbolic Functions to 
Electrical Bngineering; Dr. Steinmetz, Transient Eleetrie Phenomena; Pender 
and Thomson, " The Mechanical and Electrical Characteristics of TrausmiBsion 
Lines." Trara. Amer. In*l. Electr. Bjigrs-, Vol. 30 (1911); W. E. Miller, " Hyper- 
bohc Functions and Their Application to Transmission Line Problems," Generai 
Eleetrie Review, Vol. 13 (1910), p. 177; M. W. Franklin, "Transmission Line 
Calculations," ibid., p. 71. For a proof of expansion (356), see Blondel and 
. Le Boy, " Calcul dee Lignes de Transport d'Enec^e k Couranta Altematifs en 
tenant compte de la Capacity et de la Perditance Beparties," La Lumihrt 



Dig,, z.d by Google 



210 THE ELECTRIC CIRCUIT (Am. 68 

lines built or projected, the solution can be represented with 8u£B- 
cient accuracy by a few terms of an infinite series, as follows: 
E, - Et(l +iYZ + i^ Y^Z' + etc.) 

+ ItZil + iYZ + rio Y*Z^ + etc.). (356) 
In ttuB equation Ei is the generator voltage, E^ the receiver volt- 
age, the Bame as in Art. 33, and It is the load current. Both ¥ 
and Z are known complex quantities, and therefore their product 
and the square of the product are also known. The terms in- 
volving y*Z* are negligibly small in many cases. 

Instead of eliminatii^ / from eqs. (353) and (354), E may be 
eliminated by a similar process, pving a differential equation for 
7, analogous to eq. (355). The solution of this equation is 
7, = 7,(1 + iYZ + Jt y*Z^ + etc.) 

+ EtY (l + lYZ + ji, Y'Z* + etc.), (357) 
where 7| is the generator current, and It the load current. 

The general form of eqs. (356) and (357) is the same as that of 
the corresponding equations in Art. 33, and in Chapters 11, 12, and 
13, so that the methods of calculation indicated there are appli- 
cable here, with self-evident modifications. 

Neglecting the leakage conductance g in eq. (352), and using 
the value of permittance given in Art. 60 above, also the value of 
inductance from Art. 61 of the Magnetic Circuit, we find that 

YZ ~ (l/lOOOy (.-» + jy>), .... (358) 
and consequently 

Y*Z* = (l/10QOy{v'-w*-2jvw), . . . (359) 
where 

« = 0.09614 (0.1/)M0.46 + 0.06/log (6/0)1, ■ (360) 
and 

w = 0.1515 ///log (6/a) (361) 

In these expressions, I is the length of the line in kilometers, and 
r' is the resistance per kilometer of one conductor, in ohms. With 

Electrique, Vol. 7, 2nd Series (1909), p. 355; also J. P. H. Douglas, "Trans- 
mission Line Calculationa/' Eledrical World, Vcl 55 (1910), p. 1066; and Dr. 
Steinmetz, Ejiffineering MaihemaUcs, p. 204. The beat tables of hyperbolic 
fuDctione are those published by the Smithsoniaii Institution; briefer tables 
will be found in McMahon's book and in the General Electric Reoiew, Vol. 13, 
supplement to No. S. See also SeaTw's Mathematical Htmdhook, pp. 8£ and 
286. 
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the extreme values of the ratio hfa of say 10 and 1000, the value 
of \o% (f>/a) varies within the narrow limits of 1 to 3, so that the 
second term in the brackets in eq. (360) is comparatively small. 
In practice, the value of the whole expression in the brackets in 
formula (360) is usually between 0,48 and 0.50, This fact is 
taken advantage of in numerical calculations which do not require 
particular accuracy. 

Piob. 1. Check the numerical coefiicieDta in formulffi (360) and (361). 

Kob. 2. For a g^vea receiver voltage, calculate the generator voltage, 
at no load and at full load, for Bome very long tratuonission line, the 
dimensioDs of which are taken from a descriptive article. 

Prob, 3. Solve problem 2 by the use of tables of hyperbolic functions, 
following the method indicated in one of the references in the footnote. 
Compare the results with those obt^ned in problem 2, and make clear to 
yom^elf the relative simplicity, and the limits of accuracy, of the series 
when one, two, or three tcrma are used. 

69. Approximate Fonnuln for the Voltage Regulatioa of a 
Transmission Line, Considerii^ Its Permittance Concentrated at 
One or More Points. Instead of treating the permittance of a 
transmission line in the correct manner described in the precedii^ 
article, it is sometimes assumed to be concentrated at one or more 
points along the line. The calculation of voltage regulation then 
becomes similar to the treatment in Chapters 9 to 13. There is 
no particular advantage in this approximate treatment as far as 
the Mmplicity of numerical computations is concerned, because 
the formulae obtained are similar to eq. (356). It is advisable, 
however, for the student to deduce such formula in order to see 
for himself that the form of eq. (356) is a rational one; more- 
over, this ^ves him one more exercise in the use of complex 
quantities. 

(a) The simplest assumption is to consider one half of the 
line permittance (and leakage, if any) concentrated at the gener- 
ator end of the line, the other half at the receiver end. The load 
current is in this case apparently increased by the current E^- \Y 
through the permittance \ Y connected in parallel with the load, 
80 that the total receiver current is equal to /» + J EtY. Hence, 
the generator volt^e is 

^1 = z(/» + j^«n+?., 

or 

Ei. - E,(l + ^YZ) + ItZ (362) 
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Compaiing this formula with eq. (356), we aee that the piincipal 
terms are identical, the differ^ice being in the addition&l terms 
contuning higher powers of YZ. If the influence of the line per- 
mittaoce is small, for instance in short lines, the results calculated 
by means of both formuhe differ from each other but very Uttle. 
There is no reason, however, why the accurate expansion (356) 
should not be used in all cases, taking as many terms as are re- 
quired in a given problem. 

The generator current, with the capacity concentrated at both 
ends, is 

7, - 7, + J K£, + J YEi, 

or, substituting the value of £i from eq. (362), 

7, = 7,(1 + ^YZ)+ EtYa + i YZ). . . (363) 

This formula is similar to eq. (357), and differs from it only in 
the values of the coefficients of the minor t«rms. 

(b) The line permittance and leakf^^ may also be concen- 
trated at the middle point of the line, in which case a diagram of 
connections is obtained similar to Fig. 42, except that the suscept- 
ance is dielectric and not magnetic. Introducing the voltage at 
the center of the line &a an auxiliary unknown quantity, and 
eliminating it from the result, we obtain 

£, = Et(l + iYZ)+ ItZU + i YZ), . . (364) 
and 

/i = •?»(l + iKZ)+B,K (365) 

(c) A closer approximation is obt^ned by assuming a part of 
the line permittance concentrated at the middle point, and the 
rest at both ends of the line. The fractions of the total permit- 
tance to be assigned to these three points are determined from 
Simpson's Rule for approximate integration; namely, according 
to this "parabolic " rule, 

y«. - [1/(3 n)\ [yo + 4 (1/1 -H V, + etc. + y^) 

+ 2 (vj + y* -I- etc. -I- J/.-,) + tf.], (366) 

where y<». is the average ordinate of a pven curve, n is the num- 
ber of equal parts into which the total width of the curve is sub- 
divided, and ya, yi, etc., are the actual ordinates at the points of 
division. In the above formula, n must be an even number. 
Let the given curve represent some arbitrary distribution of the 
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permittance along the line, and let n =* 2. The foregoii^ formula 
gives 

C««' = i(Co' + 4Ct' + C.'), .... (367) 
where the C'b are marked with the prime sign to indicate that 
they refer to unit length of the line. But in reality the permit- 
tance is uniformly distributed over the length of the line, so that 
C.«' = Co = Ci = Ct- Multiplying both sides of eq. (367) by 
the length / of the line, we obtain 

C = iC + iC + lC (368) 

This means that two thirds of the total permittance must be con- 
centrated at the middle of the line, and one sixth at each end.* 

With this distribution of permittance it is again convenient 
to introduce the voltage at the center of the line as an auxiliary 
quantity. The relation iwtween the load voltage and the gener- 
ator voltage is calculated in the well-known manner, by adding 
the voltage drop in the line to the load voltage. The result is 

E, = £,(1 + i KZ -H a-, Y'Z^) + I^{1 + * FZ) ; . (369) 
Ii = m + ^YZ+^ Y^Z^) + E,Y(l + A YZ 

+ ^UY*Z') (370) 

These fonnuUe come closer to eqs. (356) and (357) than those 
obtained in the precedii^ two approximations. 

Prob. 1. Check formuhe (364) and (365) by actually performing the 
algebraic transformations. 

I>rob. 3. Check formula (369) and (370) by actually performii^ the 
algebraic transformations. 

Rvb. S. If it be desired to have the permittance concentrated at 
five equidistant points along the line, show that according to Simpson's 
Rule one sixth of the total permittance must be placed in the middle, 
one twelfth at each end, and the rest at one quarter and three quarters 
of the length of the line. 

* This result has been first indicated by Dr. Steinmeti, in his AUernaiinf' 
Cvrrent Phenomena, in the ch^tar on " Distributed Capacity." 
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THE AMPERE-OHM SYSTEM OF CTNITS. 

The ampere and the ohm can be now considered as two 
arbitrary fundamental units established by an international agree- 
ment. Their values can be reproduced to a fraction of a per 
cent according to detailed specifications adopted by practically 
all civilized nations. These two units, together with the centi- 
meter and the second, permit the determmation of the values of 
all other electric and magnetic quantities. The units of mass and 
of temperature do not enter explicitly into the formulae, but are 
contained in the legal definition of the ampere and the ohm. 
The dimension of resistance can be expressed through those of 
power and current, according to the equation P = I^R, but it is 
more convenient to consider the dimension of i? as fundamental, 
in order to avoid the explicit use of the dimension of mass [&!]. 
Besides, there is no direct proof that the physical dimensions of 
electric power are the same as those of mechanical power. All 
we know is that the two kinds of power are equivalent one to 
the other. 

For the engineer there is no need of using the electrostatic or 
the electromagnetic units; for him there is but one ampere-okm 
system, which is neither electrostatic nor electromagnetic. The 
ampere has not only a magnitude, but a physical dimension as 
well, — a dimension which, with our present knowledge, is fun- 
damental; that is, it cannot be reduced to a combination of the 
dimensions of length, time, and mass (or energy). Let the dimen- 
sion of current be denoted by [I] and that of resistance by [R]; 
let the dimensions of length and time be denoted respectively by 
the commonly recognized symbols [L] and [T], The magnitudes 
and dimensions of all other electric units can be expressed through 
these foiu, as shown in the following table. For the correspond- 
ing expressions of the magnetic units in the ampere-ohm system, 
see Appendix I to the author's Magnetic Circuit. 
216 
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TABLE OF ELECTRIC UNITS, AND THEIR DIMENSIONS IN 
THE AMPERE-OHM SYSTEM 



SrmboludFannila 


QBtttity 




NamaofthaUoit 


/ 

V'llA 
Q=1T 
D=Q/A 
E'lR 


::hirreiit 
Current denaity 

Quantity of electricity 

and dielectric flux 
Dielectric flux density 

potential, or e.m.f. 
Voltage gradient, elec- 
tric intensity, oi di- 
electric stress 


[ITl- 

|ITL->1 

[IE] 


Ampere per square 

centimeter 
[Doulomb (ajnpere- 

second) 
Coulomb per square 

centimeter 
Volt 


G=B/l 


lIRL-1 


Volt per centimeter 


x=2w{L , 


Resistance 
Reactance 

Impedance 


I m 


Ohm 


6 = 1 Aj. , 
j=l/^-(j«-|-6.>l 


Susceptance 
Admittance 


I [E-1 


Mho 


^=G/U 


Resistivity 


[RL] 


Ohm per centimeter 
cube 

cube 


y~U/G~l/p 


Conductivity 


lE-'L-l 


S~E/Q 


Elastance 
Permittance (capacity) 


ISS-xl 


Daraf 
Farad 


<r = G/D 

,=D/G=l/» 


Elastivity 
Permittivity 


[RI-Ll 

[R-iTL-i] 


Daraf per centime- 
ter cube 

Farad per centime- 
ter cube 


P=EI 

P'-P/V 

F-W/l 


Power 

Denaity of power 

Stored electric energy 
Density of electric en- 
ergy 
Force 


[I'RI 
IPRL-'J 

[I'ET] 
(PRTL-'l 

(PRTL-") 


Watt 

Watt per cubic cen- 
timeter 
Joule (watt-eccMid) 
Joule per cubic c&t- 

Joulecen' 


L=2W/I' 


Inductance 


[RTJ 


Henry 



* These are also the dimensions of the electric pole strength. The con- 
cept of piole strength is of no use in electrical engineering, and, in the author's 
opinion, its usefulness in pbj^ics is more than doubtful. The whole elemen- 
tary theory of electrostaticB can and ought to be built up on the idea of 
Btjesaes and displacements in the dielectric, as is done in this work. 
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Other umts of more convenient magnitude are eafdly created 
by multiplying the tabulated unit^ by powers of 10, or by adding 
tlie prefixes mill!-, micro-, kilo-, mega-, etc. 

A study of the physical dimensions of the electric and 
magnetic quantities is interesting in itself, and gives a better 
insight into the nature of these quantities. Moreover, for- 
mula can be checked and errors detected by comparing phys- 
ical dimensions on both sides of the equation. Let, for instance, 
a formula for energy be pven, 

W = oQDI/k, 

where a is a numerical coefScient. Substituting the physical di- 
mensions of all the quantities on the right-hand side of the equa- 
tion from the table below, the result will i>e found to be of the 
dimensions of energy. This fact adds to one's assurance that 
the given formula is theoretically correct. 

A slight irregularity in the system as outlined above is caused 
by the use of the kilogram as the unit force, because it leads to 
two units for energy and torque, viz., the kilogram-meter and 
the joule; 1 kg.-meter = 9.806 joules. Force ought to be measured 
in joidea -per centimeter length, to avoid the odd multiplier. Such 
a unit is equal to about 10.2 kg., and could be properly called 
the jouZecCTi {= 10' dynes). There is not much prospect in sight 
of introducing this unit of force into practice, because the kilo- 
gram is too well established in common use. The next best 
thing to do is to derive formulfe and perform calculations, when- 
ever convenient, in joulecens, and to convert the results into 
IdlogrunB by multiplying them by t; = 9.806. 

Thus, leavii^ aside all historical precedents and justifica- 
tions, the whole system of electric and magnetic units is re- 
duced to this simple scheme: In addition to the centimeter, the 
gram, the second, and the degree Centigrade, two other funda- 
mental units are recognized, the ohm and the ampere. AH 
other electric and magnetic units have dimensions and values 
which Bxe connected with those of the fundamental six in a 
Eumple and almost self-evident manner, as shown in the table 
above. 

To appreciate fully the advantages of the practical ampere- 
ohm system over the C.G.S. electrostatic and electrom^netic 
systems, one has only to compare the dimensions, for instance, of 
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current denrity and voltage gradient in these three systems, 
shown below. 



Dimenaion ot current density . . . 
Dimension of voltage gradient. . 



C.Q.S. EImUo- C.G.S. Elwtro- 



L-»M*T"V" 

l*m't-V 



l-'m*t"'«' 
l-'m't"'.-' 
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Addition and subtisotitm of Biniuoidal currenta aitd voltages 40 

Admittance, definition of 76 

expreaeed as a complex quantity or operator 89 

Admittances in parallel 76 

in B^es 80 

Air, dielectric strength of 165 

permittivity of 151 

Altemating-current power when current and voltage are in phase 45 

currents, advantages of 31 

currents, polyphase 99 

Ampere-ohm system of units 3, 215 

Amplitude factor, definition of 61 

Analogy, hydraulic, to an inductive circuit 65 

hydraulic, to Ohm's law 2 

hydraulic, to the dielectric circuit. ^ 145 

hydraulic, to the flow of electricity 25 

mechanical, to a charged dielectric 150 

thermal, to Ohm's law 2 

thermal, to the flow of electricity 24 

Apparent power, definition of 56 

Average value of alternating current or voltage 50 

Cable, elastance of single-core 171 

insulation resistance of 26 

CablM, grading insulation of 174 

Capacity, ate Elastance and Permittance. 

electrostatic, definition of 147 

specific inductive 151 

Charging current of condenser 203 

current of transmission liue, eee aito Elastance 193 

currents of three-phase line with symmetrical spacing 196 

currents of three-phase line with unsymmetrical spacing 201 

Circle coefficient of induction motor 138 

diagram of induction motor or transformer 136 

Circuit, alternating-current 31 

dielectric 143 

dielectric, hydraulic analogue 145 

directfflurrent 1 

polyphase 9B 

221 
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Coefficient, leakage, of induction motor 13S 

of self-induction tee Inductance. 

temperature of electric resistivity 5 

Ccanplez expreseian for admittance 89 

expression for impedance 88 

quantity, definition of 85 

Component, energy, of current or voltage 66 

reactive, of current or voltage 56 

Condenser, charging current of 203 

definition of 143 

Conductance and resistance, how related, in an A.C. circuit 79 

definition of 2 

dielectric 169 

Conductances, addition of 8 

Conductivity, definition of 14 

Conductor, definition of 1 

of variable cross-section 22 

unit, definition of 13 

Continuous current, »ee Current, direct. 

Core loss of transformer Ill 

Corona, electrostatic 167 

Current, alternating 31 

density, definition of 15 

direct 1 

due to non-sinusoidal voltage 71 

effective value of alternating 48 

energy and reactive components of 66 

[nvaary, of induction motor 126 

radial flow of 26 

rrfraction, law of 28 



transient, in opening and closing a circuit 71 

Currants, polyphase alternating 99 

Cycle of alternating wave, definition of 33 

Cylinders, elastance between two large parallel 188 

Daraf, definition of 148 

Delta-connected three-phase system 105 

Dielectric circuit 143 

conductance 169 

elastivity of 152 

energy stored in 158 

flux density 154 

flux, refraction of 164 

hysteresiB. 169 

nature of 144 

permittanoe of 147 
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Dielectric, permittivitj of 151 

leoctanoe 204 

Htrength 164 

stress ISO 

suBceptonce 203 

Dimensiona of units, table of 2ia 

DiBperaion factor of mduction motor 138 

Displacement, electric, illustrated 144 

Disruptive voltage, see Dielectric strength. 

Effective value in terms of harmonics 64 

value of variable current 4S 

values of alternating currents and voltages, definition of 48 

Elastance between concentric spheres 175 

between small spheres 179 

between two lai^ parallel cylinders 188 

definition of 148 

of a single-core cable 171 

of a eingle-phase line 176 

of a three-phase line with symmetrical spacing 196 

Elastances, addition of 149 

Elastivity, definition of 162 

Electric displacement illustrated 144 

intensity, definition of 16 

intensity in the dielectric circuit 166 

power 10 

Electromotive force, see Voltage. 
Electrostatic, »ee aleo Dielectric. 

capacity, definition of 147 

corona 167 

field, nature of 143 

Energy component of current or voltage 66 

converted into heat 10 

density of 168 

stored in dielectric 158 

stored magnetic 62 

unit of electrical 11 

Equipotential surfaces defined 22 

Equivalent resistance, definition of 7 

series and parallel circuits 78 

sine-wave, definition of 53 

Exciting admittance of transformer Ill 

Exponential expreesions for vectors and operators 97 

Farad, definition of 147 

Field, electrostatic, see Electrostatic field. 

Fleming's method for calculating the effective value of an irregular curve. S2 
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Fiux denaity, dielectric 164 

dideotric, tee Dielectric flux. 

Form factor, definition of 61 

Fourier series 43 

Frequency of abeni&ting current or voltage, definition of 33 

Gradimt, voltage, in the dielectric circuit 155 

voltage, definition of 16 

Gnnind, influence upon the charging currents in a three-phase line .... 202 

inHuence upon the elastance of a sin^e-i^iase line 180 

Harmonics, definition of 41 

effects of ekstaiice and inductance on 205 

Heaviaide, Oliver, nomenclature of 152 

Henry, definition of 62 

Heyland diagram of induction motor or transformer 136 

Homopolar machine '. 31 

Horae-power, F.n gliah , defined 10 

metric, defined 10 

Hydraulic analogue of inductive circuit 65 

analogue of the dielectric circuit 145 

Hyatereaie, dielectric 169 

Images, Kelvin's method of electric 180 

Impedance, definition of 67 

equivalent, of transformer 116 

expressed as a complex quantity or operator 88 

Impedauoeein parallel 80 

Inductance, definition of 60 

influence of, with non-sinusoidal voltage 69 

Induction motor, approximate analytical treatment 12S 

oharacteriBtjcs with locked rotor 123 

circle coefficient or dispersion factor 138 

circle or Heyland diagram of 136 

equivalence to a polyphase transformer 122 

equivalent electrical diagram of 122 

exact analytical treatment 139 

input per phase 127 

magnetomotive forces in 124 

maximum output of 131 

primaiy ouirent and power-factor 126 

pull-out torque of 130 

secondary resistance and reactance reduced to primaiy. 133 

Blip, calculation of 126 

slip, defined 123 

squirrel-cage rotor 131 
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Induction motor, starting torque of 129 

torque of 127 

Inductive reactance, see Reactance. 

Inertia ae on Analogue to inductanoe 60 

Ineulation, see aUo Dielectric. 

condenser tyfie 175 

grading ot 174 

Intenaity, electric, definition of 16 

electric 165 

factor, illustrated 10 

Irregular patha, resistance and conductance of 27 

Joule, definition of 11 

relation of, to thermal units 11 

Joidecen, definition of 217 

Joule's law 10 

Kelvb's law of economy IS 

Kelvin's method of dectric images 180 

KirchhofF'e laws 17 

Law, Joule's 10 

Kirchhoff's first 18 

KirchhofF's second 19 

ot current refraction 28 

of flu* refraction 163 

of economy, Kelvin's 15 

of minimum redstance 27, 160 

Ohm's, synopsis of 1 

Leakage conductance of transmieaion line 208 

factor of the induction motor 138 

Lehmann, Dr., method of finding resistance of irregular oonduotor 28 

Lehmann, Dr., method of mapping irregular field 162 

Line, see Transmission line. 

Magnetidng current of transformer Ill 

Mean, see Average. 

Mesh connection of polyphase system 101 

Mho, definition of 2 

Minimum resistance, law of 160 

Motor, induction, tee Induction motor. 

Neutral points of polyphase system 104 

Nomenclature - . . . xii 

Notation xiii 

Ohm's law, for an infinitesimal conductor 25 

hydraulic analogy to 2 
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Ohm's law, Bynopaia of 1 

thermal twalogy to 2 

Operator, admittance 89 

impedance 88 

Operators expressed as eitponential functions 97 

polar expressions for 93 

Output, main mu m, of induction motor 131 

Parallel comiection of conductors 7 

comiection of impedances 80 

coDDection of susceptances and conductances 77 

Perfonnancc characteristics of the induction motor f. . .. 122 

characteristics of the transformer 108 

characteristics of the transmisaion line 94, 208 

Pomittance, iee aUo Elastance. 

definition of 147 

distributed, of transmission lines 208 

Permittances, addition of 149 

Permittivity, definition of 151 

relative 151 

Phase angle, definition of 34 

Phase displacement expressed by projections of vectors 91 

Polar codrdinates, vectors and operators in 93 

Polyphase system, definition of 99 

Bystem, neutral points of 104 

Power, alternating-current, when current and voltage are in phase 45 

apparent 56 

as double-frequency function 59 

average, of non-sinusoidal waves 57 

electric 10 

expressed by projections of vectors 91 

expression for average value in alternating-current circuit 56 

p-aetical unit of 10 

real 56 

Power-factor, definition of 56 

of induction motor 126 

with non-sinusoidal waves 68 

Projections of vectors, addition and subtraction of 82 

Quadratic mean value 50 

Quantity factor, illustrated 10 

Quarter-phase system, star- and mesh-connected 101 

Radial flow of current 26 

Bayleigh, Lord, method of finding permittance of dielectrics of iiregular 

shape 161 

method of finding resistance of irregular conductor 28 

Reactance and susceptance in an A.C. circuit 79 
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ReBctaiice,deGmtion of 

dielectric 

equiv&leot, of traDBfoimer 

inductive 

le&kage, of transformer 

secondary, of induction motor reduced to primary 

Reactive component of current or voltage 

Refraction of current 

of dielectric flux 

Regulation, see also Voltage regulation. 

apeed, of induction motor 

voltage, of the transformer 

voltage, of the tnuisniiBaion line 

Reeistance and conductance in A.C. circuits 

and temperature, relation between 

definition of 

equivalent, definition of 

equivalent; of transformer 

law of minimum 

secondary, of induction motor reduced to primary 

Keeistancea, addition of 

Resistivity, definition of 

Resonance, current 

voltage 

Series connection of admittances 

connection ot conductors 

connection ot impedances 

SerieB-parallel combination of permittances and elastwtcee 

combination of resistances 

Sine-wave, definition of 

definition of equivalent 

of current or volt^e 

represented by a vector 

Single-phase line, effect of the ground upon the elastance of 

elastance of 

equations of iinea of force and equipotential surfaces 

Sinusoidal currents and voltages, rule for addition and subtraction of . . . 

Slip, calculation ot 

of induction motor defined 

Specific capacity, see Permittivity, relative. 
resistance, see Resistivity. 

Spheres, elastance between concentric 

elastance between small 

equations of Unee of force and equipotential surfaces between . . 

Square root of mean square value, defined 

Star connection of polyphase system 
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Steinmetx, Dr. C. P., symbolic notation of S3 

Stream lines, definition of 22 

Superposition, principle of 177 

Susoeptance and reactance, how related, in an A.C. circuit 79 

definition of 7fi 

dielectric 203 

SuBceptances in paraM 75 

Symbols, list of xiii 

System, fouivwire, two-phase 99 

three-wire, two-phase 100 

polyphaae, definition of 99 

quarter-phase, star- and mesb-connected 101 

three-phase, delta-connected 105 

three-phase, V- and T-oonnected 107 

three-phase, Y-connected 103 

T-oonnected three-phase system 107 

Temperature coefficient 5 

Thermal reastaace, definition of 2 

Three-phase line, influence of the ground upon the charging currents. . . . 202 

witb symmetrical spacing, elastance and charging current of . . . . 196 

with unsymmetrical spacing, charging currents of 201 

Three-phase system, delta-connecteJ 105 

V- and T-connected 107 

Y-connected 103 

Time constant of electric circuit 72 

Torque of induction motor 127 

pull-out, of induction motor 130 

starting, of induction motor 129 

Trandormer, constant-potential, definition of 108 

core loss of Ill 

equivalent impedance of IJ6 

equivalent resistance and reactance of 118 

exciting admittance of Ill 

leakage reactance of 110 

magnetising current of Ill 

ohmic drop in 110 

reactive drop in 110 

vector diagram of 113 

voltage ratio of 109 

voltage regulation 108,115,120 

Transient current in opening and closing a circuit 71 

Tranamiasion line, <e« aieo Three-phase line and Single-phase line. 

leakage conductance of 208 

voltage regulation of 94 

voltage regulation, takii^ account of distributed per- 
mittance 2W 
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Tube of current, mMniiigof 23 

Two-phaae, four-wire qyetrau 09 

three-wire aystaa 100 

Unit conductor, definition of 13 

of conduotonoe 2 

of electrical energy 11 

of reastance 1 

Units, C. G. S. and practical eystems 3 

international electrical 3 

table of namea and dimenuooB of 21ft 

the ampere-ohm Byatem 216 

V-connected, three-phase system 107 

Vector, definition of 36 

diafp-aiuB, ex&mples o( 100, 102, 113 

used to repieeent a sine-wave 36 

Vectors, addition and subtraction of 37 

addition and subtraction of projectionB of S2 

expreesed as exponential functions 97 

in polar co6rdinat«s 93 

Voltage, effective value of alternating 4S 

energy and reactive components of 67 

gradient in the dielectric circuit 165 

gradient, definition of 16 

gradient, rupturing values of 166 

regulation of the transformer 108, 116, 120 

regulation of the transmission line 94 

regulation of transmission line, with permittance concentrated. 211 

regulation of transmisaion line, with permittance distributed. . . 208 



Watt, definition of 10 

Wave form of alternating current or voltage 51 

representation of irregular 41 

Y-connected, three-phase system 103 

Ymeh, definition of 148 
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